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SECTION 21 05 11
COMMON WORK RESULTS FOR FIRE SUPPRESSION

PART 1 - GENERAL

1.1 DESCRIPTION

A. The requirements of this Section apply to all sections of Division 21.

B. Definitions:

1. Exposed: Piping and equipment exposed to view in finished rooms.

2. Option or optional: Contractor's choice of an alternate material or

method.

1.2 RELATED WORK

A. Section 01 00 00, GENERAL REQUIREMENTS.

B. Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES.

C. Building Components for Attachment of Hangers: Section 05 31 00, STEEL

DECKING. Section 05 36 00, COMPOSITE METAL DECKING.

D. Section 05 50 00, METAL FABRICATIONS.

E. Section 07 84 00, FIRESTOPPING.

F. Flashing for Wall and Roof Penetrations: Section 07 60 00, FLASHING AND

SHEET METAL.

G. Section 07 92 00, JOINT SEALANTS.

H. Section 09 91 00, PAINTING.

I. Section 13 05 41, SEISMIC RESTRAINT REQUIREMENTS FOR NON-STRUCTURAL

COMPONENTS

1.3 QUALITY ASSURANCE

A. Products Criteria:

1. Standard Products: Material and equipment shall be the standard

products of a manufacturer regularly engaged in the manufacture of

the products for at least 3 years. See other specification sections

for any exceptions.

2. Equipment Service: Products shall be supported by a service

organization which maintains a complete inventory of repair parts and

is located reasonably close to the site.

3. Multiple Units: When two or more units of materials or equipment of

the same type or class are required, these units shall be products of

one manufacturer.

4. Assembled Units: Manufacturers of equipment assemblies, which use

components made by others, assume complete responsibility for the

final assembled product.

5. Asbestos products or equipment or materials containing asbestos shall

not be used.
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B. Manufacturer's Recommendations: Where installation procedures or any

part thereof are required to be in accordance with the recommendations

of the manufacturer of the material being installed, printed copies of

these recommendations shall be furnished to the VA Project Manager prior

to installation. Installation of the item will not be allowed to proceed

until the recommendations are received. Failure to furnish these

recommendations can be cause for rejection of the material.

C. Guaranty: In GENERAL CONDITIONS.

D. Supports for sprinkler piping shall be in conformance with NFPA 13.

1.4 SUBMITTALS

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA,

AND SAMPLES.

B. Manufacturer's Literature and Data: Submit under the pertinent section

rather than under this section.

1. Equipment and materials identification.

2. Fire-stopping materials.

3. Hangers, inserts, supports and bracing.

4. Wall, floor, and ceiling plates.

C. Coordination Drawings: Provide detailed layout drawings of all piping

systems. Provide details of the following.

3. Hangers, inserts, supports, and bracing.

4. Pipe sleeves.

5. Equipment penetrations of floors, walls, ceilings, or roofs.

D. Maintenance Data and Operating Instructions:

1. Maintenance and operating manuals in accordance with Section 01 00

00, GENERAL REQUIREMENTS, Article, INSTRUCTIONS, for systems and

equipment.

2. Provide a listing of recommended replacement parts for keeping in

stock supply, including sources of supply, for equipment. Include in

the listing belts for equipment.

1.5 APPLICABLE PUBLICATIONS

A. The publications listed below form a part of this specification to the

extent referenced. The publications are referenced in the text by the

basic designation only.

B. American Society for Testing and Materials (ASTM):

A36/A36M-2001...........Carbon Structural Steel

A575-96.................Steel Bars, Carbon, Merchant Quality, M-Grades R

(2002)



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL DEPT. OF VETERANS AFFAIRS
MADISON, WI
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR
VA PROJECT: 607-CSI-103 11-09

COMMON WORK RESULTS FOR FIRE SUPPRESSION 21 05 11 - 3

E84-2003................Standard Test Method for Burning Characteristics

of Building Materials

E119-2000...............Standard Test Method for Fire Tests of Building

Construction and Materials

C. National Fire Protection Association (NFPA):

101-97..................Life Safety Code

PART 2 - PRODUCTS

2.1 EQUIPMENT AND MATERIALS IDENTIFICATION

A. Use symbols, nomenclature and equipment numbers specified, shown on the

drawings and shown in the maintenance manuals. Identification for piping

is specified in Section 09 91 00, PAINTING.

B. Valve Tags and Lists:

1. Valve tags: Engraved black filled numbers and letters not less than

13 mm (1/2-inch) high for number designation, and not less than 6.4

mm(1/4-inch) for service designation on 19 gage 38 mm (1-1/2 inches)

round brass disc, attached with brass "S" hook or brass chain.

2. Valve lists: Typed or printed plastic coated card(s), sized 216 mm

(8-1/2 inches) by 280 mm (11 inches) showing tag number, valve

function and area of control, for each service or system. Punch

sheets for a 3-ring notebook.

3. Provide detailed plan indicating the location and valve number for

each valve. Identify location of each valve with a color coded thumb

tack in ceiling.

2.2 FIRESTOPPING

Section 07 84 00, FIRESTOPPING specifies an effective barrier against

the spread of fire, smoke and gases where penetrations occur for piping.

2.3 GALVANIZED REPAIR COMPOUND

Mil. Spec. DOD-P-21035B, paint form.

2.4 PIPE PENETRATIONS

A. To prevent accidental liquid spills from passing to a lower level,

provide the following:

1. For sleeves: Extend sleeve 25 mm (one inch) above finished floor and

provide sealant for watertight joint.

2. For blocked out floor openings: Provide 40 mm (1-1/2 inch) angle set

in silicone adhesive around opening.

3. For drilled penetrations: Provide 40 mm (1-1/2 inch) angle ring or

square set in silicone adhesive around penetration.
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B. Penetrations are not allowed through beams or ribs, but may be installed

in concrete beam flanges. Any deviation from this requirement must

receive prior approval of VA Project Manager.

C. Sheet Metal, Plastic, or Moisture-resistant Fiber Sleeves: Provide for

pipe passing through floors, interior walls, and partitions, unless

brass or steel pipe sleeves are specifically called for below.

D. Galvanized Steel or an alternate Black Iron Pipe with asphalt coating

Sleeves: Provide for pipe passing through concrete beam flanges, except

where brass pipe sleeves are called for. Provide sleeve for pipe passing

through floor of mechanical rooms, laundry work rooms, and animal rooms

above basement. Except in mechanical rooms, connect sleeve with floor

plate.

E. Brass Pipe Sleeves: Provide for pipe passing through quarry tile,

terrazzo or ceramic tile floors. Connect sleeve with floor plate.

F. Sleeves are not required for wall hydrants for fire department

connections or in drywall construction.

G. Sleeve Clearance: Sleeve through floors, walls, partitions, and beam

flanges shall be one inch greater in diameter than external diameter of

pipe. Sleeve for pipe with insulation shall be large enough to

accommodate the insulation. Interior openings shall be caulked tight

with fire stopping material and sealant to prevent the spread of fire,

smoke, and gases.

H. Sealant and Adhesives: Shall be as specified in Section 07 92 00, JOINT

SEALANTS.

2.5 TOOLS AND LUBRICANTS

Furnish, and turn over to the VA Project Manager, special tools not

readily available commercially, that are required for disassembly or

adjustment of equipment and machinery furnished.

2.6 WALL, FLOOR AND CEILING PLATES

A. Material and Type: Chrome plated brass or chrome plated steel, one piece

or split type with concealed hinge, with set screw for fastening to

pipe, or sleeve. Use plates that fit tight around pipes, cover openings

around pipes and cover the entire pipe sleeve projection.

B. Thickness: Not less than 2.4 mm (3/32-inch) for floor plates. For wall

and ceiling plates, not less than 0.64 mm (0.025-inch) for up to 80 mm

(3-inch pipe), 0.89 mm (0.035-inch) for larger pipe.

C. Locations: Use where pipe penetrates floors, walls and ceilings in

exposed locations, in finished areas only. Use also where insulation

ends on exposed water supply pipe drop from overhead. Provide a
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watertight joint in spaces where brass or steel pipe sleeves are

specified.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Coordinate location of piping, sleeves, inserts, hangers, and equipment.

Locate piping, sleeves, inserts, hangers, and equipment clear of

windows, doors, openings, light outlets, and other services and

utilities. Follow manufacturer's published recommendations for

installation methods not otherwise specified.

B. Protection and Cleaning:

1. Equipment and materials shall be carefully handled, properly stored,

and adequately protected to prevent damage before and during

installation, in accordance with the manufacturer's recommendations

and as approved by the VA Project Manager. Damaged or defective items

in the opinion of the VA Project Manager, shall be replaced.

2. Protect all finished parts of equipment, such as shafts and bearings

where accessible, from rust prior to operation by means of protective

grease coating and wrapping. Close pipe openings with caps or plugs

during installation. Tightly cover and protect equipment against

dirt, water chemical, or mechanical injury. At completion of all work

thoroughly exposed materials and equipment.

C. Concrete and Grout: Use concrete and shrink compensating grout 25 MPa

(3000 psi) minimum, specified in Section 03 30 00, CAST-IN-PLACE

CONCRETE.

D. Install gages, valves, and other devices with due regard for ease in

reading or operating and maintaining said devices. Locate and position

gages to be easily read by operator or staff standing on floor or

walkway provided. Servicing shall not require dismantling adjacent

equipment or pipe work.

E. Work in Existing Building:

1. Perform as specified in Article, OPERATIONS AND STORAGE AREAS,

Article, ALTERATIONS, and Article, RESTORATION of the Section 01 00

00, GENERAL REQUIREMENTS for relocation of existing equipment,

alterations and restoration of existing building(s).

2. As specified in Section 01 00 00, GENERAL REQUIREMENTS, Article,

OPERATIONS AND STORAGE AREAS, make alterations to existing service

piping at times that will least interfere with normal operation of

the facility.
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3. Cut required openings through existing masonry and reinforced

concrete using diamond core drills. Use of pneumatic hammer type

drills, impact type electric drills, and hand or manual hammer type

drills, will be permitted only with approval of the VA Project

Manager. Locate openings that will least effect structural slabs,

columns, ribs or beams. Refer to the VA Project Manager for

determination of proper design for openings through structural

sections and opening layouts approval, prior to cutting or drilling

into structure. After VA Project Manager's approval, carefully cut

opening through construction no larger than absolutely necessary for

the required installation.

F. Switchgear Drip Protection: Every effort shall be made to eliminate the

installation of pipe above electrical and telephone switchgear. If this

is not possible, encase pipe in a second pipe with a minimum of joints.

G. Inaccessible Equipment:

1. Where the Government determines that the Contractor has installed

equipment not conveniently accessible for operation and maintenance,

equipment shall be removed and reinstalled or remedial action

performed as directed at no additional cost to the Government.

2. The term "conveniently accessible" is defined as capable of being

reached without the use of ladders, or without climbing or crawling

under or over obstacles such as motors, fans, pumps, belt guards,

transformers, high voltage lines, piping, and ductwork.

3.2 OPERATING AND PERFORMANCE TESTS

A. Prior to the final inspection, perform required tests as specified in

Section 01 00 00, GENERAL REQUIREMENTS, Article, TESTS and submit the

test reports and records to the VA Project Manager.

B. Should evidence of malfunction in any tested system, or piece of

equipment or component part thereof, occur during or as a result of

tests, make proper corrections, repairs or replacements, and repeat

tests at no additional cost to the Government.

C. When completion of certain work or system occurs at a time when final

control settings and adjustments cannot be properly made to make

performance tests, then make performance tests for heating systems and

for cooling systems respectively during first actual seasonal use of

respective systems following completion of work.

3.3 INSTRUCTIONS TO VA PERSONNEL

Provide in accordance with Article, INSTRUCTIONS, of Section 01 00 00,

GENERAL REQUIREMENTS.



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL DEPT. OF VETERANS AFFAIRS
MADISON, WI
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR
VA PROJECT: 607-CSI-103 11-09

COMMON WORK RESULTS FOR FIRE SUPPRESSION 21 05 11 - 7

- - - E N D - - -



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 05-08M 
 

WET-PIPE SPRINKLER SYSTEMS  21 13 13 - 1 

SECTION 21 13 13 
WET-PIPE SPRINKLER SYSTEMS 

PART 1 - GENERAL 

1.1 SCOPE OF WORK  

A. Design, installation and testing shall be in accordance with  

NFPA 13 except for specified exceptions. 

B. The design and installation of a hydraulically calculated automatic wet 

system complete and ready for operation, for all portions of Building 

 Within area of new construction  

C. Modification of the existing sprinkler system as indicated on the 

drawings and as further required by these specifications. 

1.2 RELATED WORK 

A. Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES. 

B. Section 07 84 00, FIRESTOPPING, Treatment of penetrations through rated 

enclosures. 

C. Section 09 91 00, PAINTING. 

D. Section 21 05 11 COMMON WORK RESULTS FOR FIRE SUPPRESSION  

1.3 QUALITY ASSURANCE 

A. Installer Reliability: The installer shall possess a valid State of 

Wisconsin fire sprinkler contractor's license. The installer shall have 

been actively and successfully engaged in the installation of commercial 

automatic sprinkler systems for the past ten years. 

B. Materials and Equipment: All equipment and devices shall be of a make 

and type listed by UL and approved by FM, or other nationally recognized 

testing laboratory for the specific purpose for which it is used. All 

materials, devices, and equipment shall be approved by the VA. 

C. Submittals: Submit as one package in accordance with Section 01 33 23, 

SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES. Prepare detailed working 

drawings that are signed by a NICET Level III or Level IV Sprinkler 

Technician or stamped by a Registered Professional Engineer practicing 

in the field of Fire Protection Engineering. As Government review is for 

technical adequacy only, the installer remains responsible for 

correcting any conflicts with other trades and building construction 

that arise during installation. Partial submittals will not be accepted. 

Material submittals shall be approved prior to the purchase or delivery 

to the job site. Suitably bind submittals in notebooks or binders and 

provide index referencing the appropriate specification section. 

Submittals shall include, but not be limited to, the following: 

1. Qualifications: 
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a. Provide a copy of the installing contractors fire sprinkler and 

state contractor’s license.  

b. Provide a copy of the NICET certification for the NICET Level III 

or Level IV Sprinkler Technician who prepared and signed the 

detailed working drawings unless the drawings are stamped by a 

Registered Professional Engineer practicing in the field of Fire 

Protection Engineering. 

2. Drawings: Submit detailed 1:100 (1/8 inch) scale (minimum) working 

drawings conforming to NFPA 13. Include a site plan showing the 

piping to the water supply test location.  

3. Manufacturers Data Sheets:  

a. Provide for materials and equipment proposed for use on the 

system. Include listing information and installation instructions 

in data sheets. Where data sheet describes items in addition to 

that item being submitted, clearly identify proposed item on the 

sheet. 

4. Calculation Sheets: Submit hydraulic calculation sheets in tabular 

form conforming to the requirements and recommendations of NFPA 13. 

5. Final Document Submittals: Provide as-built drawings, testing and 

maintenance instructions in accordance with the requirements in 

Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES. 

Submittals shall include, but not be limited to, the following: 

a. One complete set of reproducible as-built drawings showing the 

installed system with the specific interconnections between the 

waterflow switch or pressure switch and the fire alarm equipment. 

b. Complete, simple, understandable, step-by-step, testing 

instructions giving recommended and required testing frequency of 

all equipment, methods for testing all equipment, and a complete 

trouble shooting manual. Provide maintenance instructions on 

replacing any components of the system including internal parts, 

periodic cleaning and adjustment of the equipment and components 

with information as to the address and telephone number of both 

the manufacturer and the local supplier of each item. 

c. Material and Testing Certificate: Upon completion of the sprinkler 

system installation or any partial section of the system, 

including testing and flushing, provide a copy of a completed 

Material and Testing Certificate as indicated in NFPA 13. 

d. Certificates shall document all parts of the installation. 
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e. Instruction Manual: Provide one copy of the instruction manual 

covering the system in a flexible protective cover and mount in an 

accessible location adjacent to the riser. 

D. Design Basis Information: Provide design, materials, equipment, 

installation, inspection, and testing of the automatic sprinkler system 

in accordance with the requirements of NFPA 13. Recommendations in 

appendices shall be treated as requirements. 

1. Perform hydraulic calculations in accordance with NFPA 13 utilizing 

the Area/Density method. Do not restrict design area reductions 

permitted for using quick response sprinklers throughout by the 

required use of standard response sprinklers in the areas identified 

in this section. 

2. Sprinkler Protection: To determining spacing and sizing, apply the 

following coverage classifications: 

a. Light Hazard Occupancies: Corridor and customary access areas. 

b. Request clarification from the Government for any hazard 

classification not identified. 

3. Hydraulic Calculations: Calculated demand including hose stream 

requirements shall fall no less than 10 percent below the available 

water supply curve. 

a. Base sprinkler design on the capacity of the existing fire pump. 

1.4 APPLICABLE PUIBLICATIONS 

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. 

B. National Fire Protection Association (NFPA): 

13-2002.................Installation of Sprinkler Systems 

101-22003...............Safety to Life from Fire in Buildings and 

Structures (Life Safety Code) 

170-1999................Fire Safety Symbols 

C. Underwriters Laboratories, Inc. (UL): 

Fire Protection Equipment Directory – 2001 

D. Factory Mutual Engineering Corporation (FM): 

Approval Guide – 2001 

E. Uniform Building Code – 1997 

PART 2 PRODUCTS 

2.1 PIPING & FITTINGS 

 Sprinkler systems in accordance with NFPA 13. Use nonferrous piping in 

MRI Scanning Rooms. 
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2.2 VALVES 

A. Valves in accordance with NFPA 13. 

B. Do not use quarter turn ball valves for 50 mm (2 inch) or larger drain 
valves. 

C. The wet system control valve shall be a listed indicating type valve.  

Control valve shall be UL Listed and FM Approved for fire protection 

installations.  System control valve shall be rated for normal system 

pressure but in no case less than 175 PSI. (No Substitutions Allowed). 

2.3 SPRINKLERS 

A. All sprinklers except shall be FM approved.Provide quick response 

sprinklers in all areas, except where specifically prohibited by their 

listing or approval. 

B. Temperature Ratings: In accordance with NFPA 13, except as follows: 

2.4 SPRINKLER CABINET 

 Provide sprinkler cabinet with the required number of sprinkler heads of 

all ratings and types installed, and a sprinkler wrench for each system. 

Deliver to owner. Sprinkler heads shall be installed in center of tile 

or center to center. 

2.5 IDENTIFICATION SIGNS/HYDRAULIC PLACARDS 

 Plastic, steel or aluminum signs with white lettering on a red 

background with holes for easy attachment. Enter pertinent data for each 

system on the hydraulic placard. 

2.6 SWITCHES: 

A. Contain in a weatherproof die cast/red baked enamel, oil resistant, 

aluminum housing with tamper resistant screws, 13 mm (1/2 inch) conduit 

entrance and necessary facilities for attachment to the valves. Provide 

two SPDT switches rated at 2.5 amps at 24 VDC. 

B. Valve Supervisory Switches for Ball and Butterfly Valves: May be 

integral with the valve. 

2.7 GAUGES 

 Provide gauges as required by NFPA 13. 

2.8 PIPE HANGERS AND SUPPORTS 

 Supports, hangers, etc., of an approved pattern placement to conform to 

NFPA 13. System piping shall be substantially supported to the building 

structure. The installation of hangers and supports shall adhere to the 

requirements set forth in NFPA 13, Standard for Installation of 

Sprinkler Systems. Materials used in the installation or construction of 

hangers and supports shall be listed and approved for such application. 
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Hangers or supports not specifically listed for service shall be 

designed and bear the seal of a professional engineer. 

2.9 WALL, FLOOR AND CEILING PLATES 

 Provide chrome plated steel escutcheon plates for exposed piping passing 

though walls, floors or ceilings. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Installation shall be accomplished by the licensed contractor. Provide a 

qualified technician, experienced in the installation and operation of 

the type of system being installed, to supervise the installation and 

testing of the system. 

B. Installation of Piping: Accurately cut pipe to measurements established 

by the installer and work into place without springing or forcing. In 

any situation where bending of the pipe is required, use a standard 

pipe-bending template. Install concealed piping in spaces that have 

finished ceilings. Where ceiling mounted equipment exists, such as in 

operating and radiology rooms, install sprinklers so as not to obstruct 

the movement or operation of the equipment. Sidewall heads may need to 

be utilized. Locate piping in stairways as near to the ceiling as 

possible to prevent tampering by unauthorized personnel, and to provide 

a minimum headroom clearance of 2250 mm (seven feet six inches). To 

prevent an obstruction to egress, provide piping clearances in 

accordance with NFPA 101. 

C. Welding: Conform to the requirements and recommendations of NFPA 13. 

D. Drains: Pipe drains to discharge at safe points outside of the building 

or to sight cones attached to drains of adequate size to readily carry 

the full flow from each drain under maximum pressure. Do not provide a 

direct drain connection to sewer system or discharge into sinks. Install 

drips and drains where necessary and required by NFPA 13. 

E. Supervisory Switches: Provide supervisory switches for sprinkler control 

valves.  

F. Inspector's Test Connection: Install and supply in conformance with NFPA 

13, locate in a secured area, and discharge to the exterior of the 

building. 

G. Affix cutout disks, which are created by cutting holes in the walls of 

pipe for flow switches and non-threaded pipe connections to the 

respective waterflow switch or pipe connection near to the pipe from 

where they were cut.  
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H. Sleeves: Provide for pipes passing through masonry or concrete. Provide 

space between the pipe and the sleeve in accordance with NFPA 13. Seal 

this space with a UL Listed through penetration fire stop material in 

accordance with Section 07 84 00, FIRESTOPPING. Where core drilling is 

used in lieu of sleeves, also seal space. Seal penetrations of walls, 

floors and ceilings of other types of construction, in accordance with 

Section 07 84 00, FIRESTOPPING. 

I. Firestopping shall comply with Section 07 84 00, FIRESTOPPING. 

J. Securely attach identification signs to control valves, drain valves, 

and test valves. Locate hydraulic placard information signs at each 

sectional control valve where there is a zone water flow switch. 

K. Repairs: Repair damage to the building or equipment resulting from the 

installation of the sprinkler system by the installer at no additional 

expense to the Government. 

L. Interruption of Service: There shall be no interruption of the existing 

sprinkler protection, water, electric, or fire alarm services without 

prior permission of the Contracting Officer. Contractor shall develop an 

interim fire protection program where interruptions involve in occupied 

spaces. Request in writing at least one week prior to the planned 

interruption. 

3.2 INSPECTION AND TEST 

A. Preliminary Testing: Flush newly installed systems prior to performing 

hydrostatic tests in order to remove any debris which may have been left 

as well as ensuring piping is unobstructed. Hydrostatically test system, 

including the fire department connections, as specified in NFPA 13, in 

the presence of the Contracting Officers Technical Representative (COTR) 

or his designated representative. Test and flush underground water line 

prior to performing these hydrostatic tests. 

B. Final Inspection and Testing: Subject system to tests in accordance with 

NFPA 13, and when all necessary corrections have been accomplished, 

advise COTR/ VA Project Managerto schedule a final inspection and test. 

Connection to the fire alarm system shall have been in service for at 

least ten days prior to the final inspection, with adjustments made to 

prevent false alarms. Furnish all instruments, labor and materials 

required for the tests and provide the services of the installation 

foreman or other competent representative of the installer to perform 

the tests. Correct deficiencies and retest system as necessary, prior to 

the final acceptance. Include the operation of all features of the 

systems under normal operations in test. 
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3.3 INSTRUCTIONS 

 Furnish the services of a competent instructor for not less than two 

hours for instructing personnel in the operation and maintenance of the 

system, on the dates requested by the COTR/ VA Project Manager. 

- - - E N D - - - 
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SECTION 23 05 11 
COMMON WORK RESULTS FOR HVAC  

PART 1 - GENERAL  

1.1 DESCRIPTION  

A. The requirements of this Section apply to all sections of Division 23.  

B. Definitions: 

1. Exposed: Piping, ductwork, and equipment exposed to view in finished 

rooms.  

2. Option or optional: Contractor's choice of an alternate material or 

method. 

3. COTR: Contracting Officer’s Technical Representative. 

1.2 RELATED WORK  

A. Section 01 00 00, GENERAL REQUIREMENTS 
B. Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, and SAMPLES 
C. Section 05 31 00, STEEL DECKING, and Section 05 36 00, COMPOSITE METAL 

DECKING: Building Components for Attachment of Hangers  

D. Section 07 84 00, FIRESTOPPING  

E. Section 07 60 00, FLASHING AND SHEET METAL: Flashing for Wall and Roof 

Penetrations  

F. Section 07 92 00, JOINT SEALANTS  

G. Section 09 91 00, PAINTING 

H. Section 23 05 12, GENERAL MOTOR REQUIREMENTS FOR HVAC and STEAM 

GENERATION 

I. Section 23 05 41, NOISE AND VIBRATION CONTROL FOR HVAC PIPING and 

EQUIPMENT 

J. Section 23 05 93, TESTING, ADJUSTING, and BALANCING FOR HVAC 

K. Section 23 07 11, HVAC, PLUMBING, and Boiler Plant Insulation 

L. Section 23 09 23, DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC 

M. Section 23 21 13, HYDRONIC PIPING 

N. Section 23 25 00, HVAC WATER TREATMENT 

O. Section 23 31 00, HVAC DUCTS and CASINGS 

P. Section 23 34 00, HVAC FANS 

Q. Section 23 36 00, AIR TERMINAL UNITS 

R. Section 23 37 00, AIR OUTLETS and INLETS 

S. Section 23 72 00, AIR-TO-AIR ENERGY RECOVERY EQUIPMENT 

T. Section 23 82 00, CONVECTOR HEATING AND COOLING UNITS 

U. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS 
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1.3 QUALITY ASSURANCE  

A. Mechanical, electrical and associated systems shall be safe, reliable, 

efficient, durable, easily and safely operable and maintainable, easily 

and safely accessible, and in compliance with applicable codes as 

specified. The systems shall be comprised of high quality institutional-

class and industrial-class products of manufacturers that are 

experienced specialists in the required product lines. All construction 

firms and personnel shall be experienced and qualified specialists in 

industrial and institutional HVAC  

B. Flow Rate Tolerance for HVAC Equipment: Section 23 05 93, TESTING, 

ADJUSTING, AND BALANCING FOR HVAC. 

C. Equipment Vibration Tolerance: 

1. Refer to Section 23 05 41, NOISE AND VIBRATION CONTROL FOR HVAC 

PIPING and EQUIPMENT. Equipment shall be factory-balanced to this 

tolerance and re-balanced on site, as necessary. 

2. After HVAC air balance work is completed and permanent drive sheaves 

are in place, perform field mechanical balancing and adjustments 

required to meet the specified vibration tolerance. 

D. Products Criteria: 

1. Standard Products: Material and equipment shall be the standard 

products of a manufacturer regularly engaged in the manufacture of 

the products for at least 3 years (or longer as specified elsewhere). 

The design, model and size of each item shall have been in 

satisfactory and efficient operation on at least three installations 

for approximately three years. However, digital electronics devices, 

software and systems such as controls, instruments, computer work 

station, shall be the current generation of technology and basic 

design that has a proven satisfactory service record of at least 

three years. See other specification sections for any exceptions 

and/or additional requirements. 

2. All items furnished shall be free from defects that would adversely 

affect the performance, maintainability and appearance of individual 

components and overall assembly. 

3. Conform to codes and standards as required by the specifications. 

Conform to local codes, if required by local authorities such as the 

natural gas supplier, if the local codes are more stringent then 

those specified. Refer any conflicts to the VA Project Manager. 
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4. Multiple Units: When two or more units of materials or equipment of 

the same type or class are required, these units shall be products of 

one manufacturer. 

5. Assembled Units: Manufacturers of equipment assemblies, which use 

components made by others, assume complete responsibility for the 

final assembled product. 

6. Nameplates: Nameplate bearing manufacturer's name or identifiable 

trademark shall be securely affixed in a conspicuous place on 

equipment, or name or trademark cast integrally with equipment, 

stamped or otherwise permanently marked on each item of equipment. 

7. Asbestos products or equipment or materials containing asbestos shall 

not be used. 

E. Equipment Service Organizations:  

1. HVAC: Products and systems shall be supported by service 

organizations that maintain a complete inventory of repair parts and 

are located within 50 miles to the site.  

F. HVAC Mechanical Systems Welding: Before any welding is performed, 

contractor shall submit a certificate certifying that welders comply 

with the following requirements: 

1. Qualify welding processes and operators for piping according to ASME 

"Boiler and Pressure Vessel Code", Section IX, "Welding and Brazing 

Qualifications". 

2. Comply with provisions of ASME B31 series "Code for Pressure Piping". 

3. Certify that each welder has passed American Welding Society (AWS) 

qualification tests for the welding processes involved, and that 

certification is current. 

G. Execution (Installation, Construction) Quality: 

1. Apply and install all items in accordance with manufacturer's written 

instructions. Refer conflicts between the manufacturer's instructions 

and the contract drawings and specifications to the VA Project 

Manager for resolution. Provide written hard copies or computer files 

of manufacturer’s installation instructions to the VA Project Manager 

at least two weeks prior to commencing installation of any item. 

Installation of the item will not be allowed to proceed until the 

recommendations are received. Failure to furnish these 

recommendations is a cause for rejection of the material. 

2. Provide complete layout drawings required by Paragraph, SUBMITTALS.  

Do not commence construction work on any system until the layout 

drawings have been approved. 
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H. Upon request by Government, provide lists of previous installations for 

selected items of equipment.  Include contact persons who will serve as 

references, with telephone numbers and e-mail addresses. 

1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

AND SAMPLES, and with requirements in the individual specification 

sections.  

B. Contractor shall make all necessary field measurements and 

investigations to assure that the equipment and assemblies will meet 

contract requirements. 

C. If equipment is submitted which differs in arrangement from that shown, 

provide drawings that show the rearrangement of all associated systems. 

Approval will be given only if all features of the equipment and 

associated systems, including accessibility, are equivalent to that 

required by the contract. 

D. Prior to submitting shop drawings for approval, contractor shall certify 

in writing that manufacturers of all major items of equipment have each 

reviewed drawings and specifications, and have jointly coordinated and 

properly integrated their equipment and controls to provide a complete 

and efficient installation. 

E. Submittals and shop drawings for interdependent items, containing 

applicable descriptive information, shall be furnished together and 

complete in a group. Coordinate and properly integrate materials and 

equipment in each group to provide a completely compatible and 

efficient. 

F. Layout Drawings:  

1. Submit complete consolidated and coordinated layout drawings for all 

new systems, and for existing systems that are in the same areas. 

Refer to GENERAL CONDITIONS, Article, SUBCONTRACTS AND WORK 

COORDINATION.  

2. The drawings shall include plan views, elevations and sections of all 

systems and shall be on a scale of not less than 1:32 (3/8-inch equal 

to one foot). Clearly identify and dimension the proposed locations 

of the principal items of equipment. The drawings shall clearly show 

locations and adequate clearance for all equipment, piping, valves, 

control panels and other items. Show the access means for all items 

requiring access for operations and maintenance. Provide detailed 

layout drawings of all piping and duct systems. 
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3. Do not install equipment foundations, equipment or piping until 

layout drawings have been approved.  

4. In addition, for HVAC systems, provide details of the following: 

a. Hangers, inserts, supports, and bracing.  

b. Pipe sleeves.  

c. Duct or equipment penetrations of floors, walls, ceilings, or 

roofs. 

G. Manufacturer's Literature and Data: Submit under the pertinent section 

rather than under this section.  

1. Submit belt drive with the driven equipment. Submit selection data 

for specific drives when requested by the VA Project Manager.  

2. Submit electric motor data and variable speed drive data with the 

driven equipment.  

3. Equipment and materials identification.  

4. Fire-stopping materials.  

5. Hangers, inserts, supports and bracing. Provide load calculations for 

variable spring and constant support hangers.   

6. Wall, floor, and ceiling plates.  

H. HVAC Maintenance Data and Operating Instructions:  

1. Maintenance and operating manuals in accordance with Section 01 00 

00, GENERAL REQUIREMENTS, Article, INSTRUCTIONS, for systems and 

equipment.  

2. Provide a listing of recommended replacement parts for keeping in 

stock supply, including sources of supply, for equipment. Include in 

the listing belts for equipment: Belt manufacturer, model number, 

size and style, and distinguished whether of multiple belt sets.  

I. Provide copies of approved HVAC equipment submittals to the Testing, 

Adjusting and Balancing Subcontractor.  

1.5 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only.  

B. Air Conditioning, Heating and Refrigeration Institute (AHRI):  

430-2009................Central Station Air-Handling Units  

C. American National Standard Institute (ANSI):  

B31.1-2007..............Power Piping  

D. Rubber Manufacturers Association (ANSI/RMA):  

IP-20-2007..............Specifications for Drives Using Classical 

V-Belts and Sheaves 
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IP-21-2009..............Specifications for Drives Using Double-V 

(Hexagonal) Belts  

IP-22-2007..............Specifications for Drives Using Narrow V-Belts 

and Sheaves  

E. Air Movement and Control Association (AMCA):  

410-96..................Recommended Safety Practices for Air Moving 

Devices  

F. American Society of Mechanical Engineers (ASME):  

Boiler and Pressure Vessel Code (BPVC):  

Section I-2007..........Power Boilers 

Section IX-2007.........Welding and Brazing Qualifications  

 Code for Pressure Piping: 

B31.1-2007..............Power Piping 

G. American Society for Testing and Materials (ASTM):  

A36/A36M-08.............Standard Specification for Carbon Structural 

Steel 

A575-96(2007)...........Standard Specification for Steel Bars, Carbon, 

Merchant Quality, M-Grades  

E84-10..................Standard Test Method for Surface Burning 

Characteristics of Building Materials  

E119-09c................Standard Test Methods for Fire Tests of Building 

Construction and Materials  

H. Manufacturers Standardization Society (MSS) of the Valve and Fittings 

Industry, Inc:  

SP-58-2009..............Pipe Hangers and Supports-Materials, Design and 

Manufacture, Selection, Application, and 

Installation  

SP 69-2003..............Pipe Hangers and Supports-Selection and 

Application 

SP 127-2001.............Bracing for Piping Systems, Seismic – Wind – 

Dynamic, Design, Selection, Application 

I. National Electrical Manufacturers Association (NEMA): 
MG-1-2009...............Motors and Generators 

J. National Fire Protection Association (NFPA):  

31-06...................Standard for Installation of Oil-Burning 

Equipment 

54-09...................National Fuel Gas Code 

70-08...................National Electrical Code 

85-07...................Boiler and Combustion Systems Hazards Code 
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90A-09..................Standard for the Installation of Air 

Conditioning and Ventilating Systems  

101-09..................Life Safety Code  

1.6 DELIVERY, STORAGE AND HANDLING  

A. Protection of Equipment:  

1. Equipment and material placed on the job site shall remain in the 

custody of the Contractor until phased acceptance, whether or not the 

Government has reimbursed the Contractor for the equipment and 

material. The Contractor is solely responsible for the protection of 

such equipment and material against any damage. 

2. Place damaged equipment in first class, new operating condition; or, 

replace same as determined and directed by the VA Project Manager. 

Such repair or replacement shall be at no additional cost to the 

Government. 

3. Protect interiors of new equipment and piping systems against entry 

of foreign matter. Clean both inside and outside before painting or 

placing equipment in operation. 

4. Existing equipment and piping being worked on by the Contractor shall 

be under the custody and responsibility of the Contractor and shall 

be protected as required for new work. 

B. Cleanliness of Piping and Equipment Systems: 

1. Exercise care in storage and handling of equipment and piping 

material to be incorporated in the work. Remove debris arising from 

cutting, threading and welding of piping. 

2. Piping systems shall be flushed, blown or pigged as necessary to 

deliver clean systems. 

3. Contractor shall be fully responsible for all costs, damage, and 

delay arising from failure to provide clean systems. 

1.7 JOB CONDITIONS – WORK IN EXISTING BUILDING 

A. Building Operation: Government employees will be continuously operating 

and managing all facilities, including temporary facilities, that serve 

the medical center.  

B. Maintenance of Service: Schedule all work to permit continuous service 

as required by the medical center.  

C. Steam and Condensate Service Interruptions: Limited steam and condensate 

service interruptions, as required for interconnections of new and 

existing systems, will be permitted by the VA Project Manager during 

periods when the demands are not critical to the operation of the 

medical center. These non-critical periods are limited to between 8 pm 
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and 5 am in the appropriate off-season (if applicable).  Provide at 

least one week advance notice to the VA Project Manager.  

D. Phasing of Work: Comply with all requirements shown on drawings or 

specified. 

E. Building Working Environment: Maintain the architectural and structural 

integrity of the building and the working environment at all times. 

Maintain the interior of building at 18 degrees C (65 degrees F) 

minimum. Limit the opening of doors, windows or other access openings to 

brief periods as necessary for rigging purposes. No storm water or 

ground water leakage permitted. Provide daily clean-up of construction 

and demolition debris on all floor surfaces and on all equipment being 

operated by VA.  

F. Acceptance of Work for Government Operation: As new facilities are made 

available for operation and these facilities are of beneficial use to 

the Government, inspections will be made and tests will be performed. 

Based on the inspections, a list of contract deficiencies will be issued 

to the Contractor. After correction of deficiencies as necessary for 

beneficial use, the Contracting Officer will process necessary 

acceptance and the equipment will then be under the control and 

operation of Government personnel. 

PART 2 - PRODUCTS  

2.1 FACTORY-ASSEMBLED PRODUCTS 

A. Provide maximum standardization of components to reduce spare part 

requirements. 

B. Manufacturers of equipment assemblies that include components made by 

others shall assume complete responsibility for final assembled unit. 

1. All components of an assembled unit need not be products of same 

manufacturer. 

2. Constituent parts that are alike shall be products of a single 

manufacturer. 

3. Components shall be compatible with each other and with the total 

assembly for intended service. 

4. Contractor shall guarantee performance of assemblies of components, 

and shall repair or replace elements of the assemblies as required to 

deliver specified performance of the complete assembly. 

C. Components of equipment shall bear manufacturer's name and trademark, 

model number, serial number and performance data on a name plate 

securely affixed in a conspicuous place, or cast integral with, stamped 

or otherwise permanently marked upon the components of the equipment. 
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D. Major items of equipment, which serve the same function, must be the 

same make and model. Exceptions will be permitted if performance 

requirements cannot be met. 

2.2 COMPATIBILITY OF RELATED EQUIPMENT  

 Equipment and materials installed shall be compatible in all respects 

with other items being furnished and with existing items so that the 

result will be a complete and fully operational plant that conforms to 

contract requirements. 

2.3 LIFTING ATTACHMENTS  

 Provide equipment with suitable lifting attachments to enable equipment 

to be lifted in its normal position. Lifting attachments shall withstand 

any handling conditions that might be encountered, without bending or 

distortion of shape, such as rapid lowering and braking of load. 

2.4 ELECTRIC MOTORS  

 All material and equipment furnished and installation methods shall 

conform to the requirements of Section 23 05 12, GENERAL MOTOR 

REQUIREMENTS FOR HVAC AND STEAM GENERATION EQUIPMENT; Section 26 29 11, 

LOW-VOLTAGE MOTOR STARTERS; and, Section 26 05 21, LOW-VOLTAGE 

ELECTRICAL POWER CONDUCTORS AND CABLES (600 VOLTS AND BELOW). Provide 

all electrical wiring, conduit, and devices necessary for the proper 

connection, protection and operation of the systems. Provide special 

energy efficient premium efficiency type motors as scheduled.  

2.5 EQUIPMENT AND MATERIALS IDENTIFICATION  

A. Use symbols, nomenclature and equipment numbers specified, shown on the 

drawings and shown in the maintenance manuals. Identification for piping 

is specified in Section 09 91 00, PAINTING.  

B. Interior (Indoor) Equipment: Engraved nameplates, with letters not less 

than 48 mm (3/16-inch) high of brass with black-filled letters, or rigid 

black plastic with white letters specified in Section 09 91 00, PAINTING 

permanently fastened to the equipment. Identify unit components such as 

coils, filters, fans, etc.  

C. Exterior (Outdoor) Equipment: Brass nameplates, with engraved black 

filled letters, not less than 48 mm (3/16-inch) high riveted or bolted 

to the equipment.  

D. Control Items: Label all temperature and humidity sensors, controllers 

and control dampers. Identify and label each item as they appear on the 

control diagrams.  

E. Valve Tags and Lists:  
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1. Valve tags: Engraved black filled numbers and letters not less than 

13 mm (1/2-inch) high for number designation, and not less than 6.4 

mm(1/4-inch) for service designation on 19 gage 38 mm (1-1/2 inches) 

round brass disc, attached with brass "S" hook or brass chain.  

2. Valve lists: Typed or printed plastic coated card(s), sized 216 

mm(8-1/2 inches) by 280 mm (11 inches) showing tag number, valve 

function and area of control, for each service or system. Punch 

sheets for a 3-ring notebook. 

3. Provide detailed plan for each floor of the building indicating the 

location and valve number for each valve. Identify location of each 

valve with a color coded thumb tack in ceiling. 

2.6 FIRESTOPPING  

 Section 07 84 00, FIRESTOPPING specifies an effective barrier against 

the spread of fire, smoke and gases where penetrations occur for piping 

and ductwork. Refer to Section 23 07 11, HVAC, PLUMBING, AND BOILER 

PLANT INSULATION, for firestop pipe and duct insulation.  

2.7 GALVANIZED REPAIR COMPOUND 

 Mil. Spec. DOD-P-21035B, paint form.  

2.8 HVAC PIPE AND EQUIPMENT SUPPORTS AND RESTRAINTS  

A. Vibration Isolators: Refer to Section 23 05 41, NOISE AND VIBRATION 

CONTROL FOR HVAC PIPING AND EQUIPMENT. 

B. Supports for Roof Mounted Items:  

1. Equipment: Equipment rails shall be galvanized steel, minimum 1.3 mm 

(18 gauge), with integral baseplate, continuous welded corner seams, 

factory installed 50 mm by 100 mm (2 by 4) treated wood nailer, 1.3 

mm (18 gauge) galvanized steel counter flashing cap with screws, 

built-in cant strip, (except for gypsum or tectum deck), minimum 

height 280 mm (11 inches). For surface insulated roof deck, provide 

raised cant strip to start at the upper surface of the insulation.  

2. Pipe/duct pedestals: Provide a galvanized Unistrut channel welded to 

U-shaped mounting brackets which are secured to side of rail with 

galvanized lag bolts.  

C. Pipe Supports: Comply with MSS SP-58. Type Numbers specified refer to 

this standard. For selection and application comply with MSS SP-69. 

Refer to Section 05 50 00, METAL FABRICATIONS, for miscellaneous metal 

support materials and prime coat painting requirements.  

D. Attachment to Concrete Building Construction: 

1. Concrete insert: MSS SP-58, Type 18.  
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2. Self-drilling expansion shields and machine bolt expansion anchors:  

Permitted in concrete not less than 102 mm (four inches) thick when 

approved by the VA Project Manager for each job condition. 

3. Power-driven fasteners: Permitted in existing concrete or masonry not 

less than 102 mm (four inches) thick when approved by the VA Project 

Manager for each job condition.  

E. Attachment to Steel Building Construction:  

1. Welded attachment: MSS SP-58, Type 22.  

2. Beam clamps: MSS SP-58, Types 20, 21, 28 or 29. Type 23 C-clamp may 

be used for individual copper tubing up to 23mm (7/8-inch) outside 

diameter.  

F. Attachment to Metal Pan or Deck: As required for materials specified in 

Section 05 31 00, STEEL DECKING. Section 05 36 00, COMPOSITE METAL 

DECKING.  

G. Attachment to existing structure: Support from existing floor/roof 

frame. 

H. Attachment to Wood Construction: Wood screws or lag bolts.  

I. Hanger Rods: Hot-rolled steel, ASTM A36 or A575 for allowable load 

listed in MSS SP-58. For piping, provide adjustment means for 

controlling level or slope. Types 13 or 15 turn-buckles shall provide 38 

mm (1-1/2 inches) minimum of adjustment and incorporate locknuts. 

All-thread rods are acceptable.  

J. Hangers Supporting Multiple Pipes (Trapeze Hangers): Galvanized, cold 

formed, lipped steel channel horizontal member, not less than 41 mm by 

41 mm (1-5/8 inches by 1-5/8 inches), 2.7 mm (No. 12 gage), designed to 

accept special spring held, hardened steel nuts. Not permitted for steam 

supply and condensate piping.  

1. Allowable hanger load: Manufacturers rating less 91kg (200 pounds).  

2. Guide individual pipes on the horizontal member of every other 

trapeze hanger with 6 mm (1/4-inch) U-bolt fabricated from steel rod. 

Provide Type 40 insulation shield, secured by two 13mm (1/2-inch) 

galvanized steel bands, or preinsulated calcium silicate shield for 

insulated piping at each hanger.  

K. Supports for Piping Systems: 

1. Select hangers sized to encircle insulation on insulated piping. 

Refer to Section 23 07 11, HVAC, PLUMBING, AND BOILER PLANT 

INSULATION for insulation thickness. To protect insulation, provide 

Type 39 saddles for roller type supports or preinsulated calcium 

silicate shields. Provide Type 40 insulation shield or preinsulated 
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calcium silicate shield at all other types of supports and hangers 

including those for preinsulated piping. 

2. Piping Systems except High and Medium Pressure Steam (MSS SP-58):  

a. Standard clevis hanger: Type 1; provide locknut.  

b. Riser clamps: Type 8.  

c. Wall brackets: Types 31, 32 or 33.  

d. Roller supports: Type 41, 43, 44 and 46.  

e. Saddle support: Type 36, 37 or 38.  

f. Turnbuckle: Types 13 or 15. Preinsulate. 

g. U-bolt clamp: Type 24.  

h. Copper Tube:  

1) Hangers, clamps and other support material in contact with 

tubing shall be painted with copper colored epoxy paint, 

plastic coated or taped with non adhesive isolation tape to 

prevent electrolysis. 

2) For vertical runs use epoxy painted or plastic coated riser 

clamps. 

3) For supporting tube to strut: Provide epoxy painted pipe straps 

for copper tube or plastic inserted vibration isolation clamps. 

4) Insulated Lines: Provide pre-insulated calcium silicate shields 

sized for copper tube. 

2.9 PIPE PENETRATIONS 

A. Install sleeves during construction for other than blocked out floor 

openings for risers in mechanical bays.  

B. To prevent accidental liquid spills from passing to a lower level, 

provide the following:  

1. For sleeves: Extend sleeve 25 mm (one inch) above finished floor and 

provide sealant for watertight joint.  

2. For blocked out floor openings: Provide 40 mm (1-1/2 inch) angle set 

in silicone adhesive around opening.  

3. For drilled penetrations: Provide 40 mm (1-1/2 inch) angle ring or 

square set in silicone adhesive around penetration.  

C. Penetrations are not allowed through beams or ribs, but may be installed 

in concrete beam flanges. Any deviation from these requirements must 

receive prior approval of VA Project Manager.  

D. Sheet Metal, Plastic, or Moisture-resistant Fiber Sleeves: Provide for 

pipe passing through floors, interior walls, and partitions, unless 

brass or steel pipe sleeves are specifically called for below. 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 11-10 
 

COMMON WORK RESULTS FOR HVAC  23 05 11 - 13 

E. Galvanized Steel or an alternate Black Iron Pipe with asphalt coating 

Sleeves: Provide for pipe passing through concrete beam flanges, except 

where brass pipe sleeves are called for. Provide sleeve for pipe passing 

through floor of mechanical rooms, laundry work rooms, and animal rooms 

above basement. Except in mechanical rooms, connect sleeve with floor 

plate.  

F. Brass Pipe Sleeves: Provide for pipe passing through quarry tile, 

terrazzo or ceramic tile floors. Connect sleeve with floor plate.  

G. Sleeves are not required for wall hydrants for fire department 

connections or in drywall construction.  

H. Sleeve Clearance: Sleeve through floors, walls, partitions, and beam 

flanges shall be one inch greater in diameter than external diameter of 

pipe. Sleeve for pipe with insulation shall be large enough to 

accommodate the insulation. Interior openings shall be caulked tight 

with fire stopping material and sealant to prevent the spread of fire, 

smoke, and gases.  

I. Sealant and Adhesives: Shall be as specified in Section 07 92 00, JOINT 

SEALANTS.  

2.10 DUCT PENETRATIONS  

A. Provide curbs for roof mounted piping, ductwork and equipment.  Curbs 

shall be 18 inches high with continuously welded seams, built-in cant 

strip, interior baffle with acoustic insulation, curb bottom, hinged 

curb adapter. 

B. Provide firestopping for openings through fire and smoke barriers, 

maintaining minimum required rating of floor, ceiling or wall assembly. 

See section 07 84 00, FIRESTOPPING. 

2.11 SPECIAL TOOLS AND LUBRICANTS  

 Furnish, and turn over to the VA Project Manager, tools not readily 

available commercially, that are required for disassembly or adjustment 

of equipment and machinery furnished.  

2.12 WALL, FLOOR AND CEILING PLATES  

A. Material and Type: Chrome plated brass or chrome plated steel, one piece 

or split type with concealed hinge, with set screw for fastening to 

pipe, or sleeve. Use plates that fit tight around pipes, cover openings 

around pipes and cover the entire pipe sleeve projection.  

B. Thickness: Not less than 2.4 mm (3/32-inch) for floor plates. For wall 

and ceiling plates, not less than 0.64 mm (0.025-inch) for up to 80 mm 

(3-inch pipe), 0.89 mm (0.035-inch) for larger pipe.  
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C. Locations: Use where pipe penetrates floors, walls and ceilings in 

exposed locations, in finished areas only. Provide a watertight joint in 

spaces where brass or steel pipe sleeves are specified.  

2.13 ASBESTOS 

 Materials containing asbestos are not permitted. 

PART 3 - EXECUTION  

3.1 ARRANGEMENT AND INSTALLATION OF EQUIPMENT AND PIPING  

A. Coordinate location of piping, sleeves, inserts, hangers, ductwork and 

equipment. Locate piping, sleeves, inserts, hangers, ductwork and 

equipment clear of windows, doors, openings, light outlets, and other 

services and utilities. Prepare equipment layout drawings to coordinate 

proper location and personnel access of all facilities. Submit the 

drawings for review as required by Part 1. Follow manufacturer's 

published recommendations for installation methods not otherwise 

specified.  

B. Operating Personnel Access and Observation Provisions:  Select and 

arrange all equipment and systems to provide clear view and easy access, 

without use of portable ladders, for maintenance and operation of all 

devices including, but not limited to: all equipment items, valves, 

filters, strainers, transmitters, sensors, control devices. All gages 

and indicators shall be clearly visible by personnel standing on the 

floor or on permanent platforms. Do not reduce or change maintenance and 

operating space and access provisions that are shown on the drawings.  

C. Equipment and Piping Support: Coordinate structural systems necessary 

for pipe and equipment support with pipe and equipment locations to 

permit proper installation. 

D. Location of pipe sleeves, trenches and chases shall be accurately 

coordinated with equipment and piping locations. 

E. Cutting Holes: 

1. Cut holes through concrete and masonry by rotary core drill. 

Pneumatic hammer, impact electric, and hand or manual hammer type 

drill will not be allowed, except as permitted by VA Project Manager 

where working area space is limited. 

2. Locate holes to avoid interference with structural members such as 

beams or grade beams. Holes shall be laid out in advance and drilling 

done only after approval by VA Project Manager. If the Contractor 

considers it necessary to drill through structural members, this 

matter shall be referred to VA Project Manager for approval. 

3. Do not penetrate membrane waterproofing. 
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F. Interconnection of Instrumentation or Control Devices: Generally, 

electrical and pneumatic interconnections are not shown but must be 

provided. 

G. Minor Piping: Generally, small diameter pipe runs from drips and drains, 

water cooling, and other service are not shown but must be provided. 

H. Protection and Cleaning:  

1. Equipment and materials shall be carefully handled, properly stored, 

and adequately protected to prevent damage before and during 

installation, in accordance with the manufacturer's recommendations 

and as approved by the VA Project Manager. Damaged or defective items 

in the opinion of the VA Project Manager, shall be replaced.  

2. Protect all finished parts of equipment, such as shafts and bearings 

where accessible, from rust prior to operation by means of protective 

grease coating and wrapping. Close pipe openings with caps or plugs 

during installation. Tightly cover and protect fixtures and equipment 

against dirt, water chemical or mechanical injury. At completion of 

all work thoroughly clean fixtures, exposed materials and equipment.  

I. Concrete and Grout: Use concrete and shrink compensating grout 25 MPa 

(3000 psi) minimum, specified in Section 03 30 00, CAST-IN-PLACE 

CONCRETE.  

J. Install gages, thermometers, valves and other devices with due regard 

for ease in reading or operating and maintaining said devices. Locate 

and position thermometers and gages to be easily read by operator or 

staff standing on floor or walkway provided. Servicing shall not require 

dismantling adjacent equipment or pipe work.  

K. Work in Existing Building:  

1. Perform as specified in Article, OPERATIONS AND STORAGE AREAS, 

Article, ALTERATIONS, and Article, RESTORATION of the Section 01 00 

00, GENERAL REQUIREMENTS for relocation of existing equipment, 

alterations and restoration of existing building(s).  

2. As specified in Section 01 00 00, GENERAL REQUIREMENTS, Article, 

OPERATIONS AND STORAGE AREAS, make alterations to existing service 

piping at times that will least interfere with normal operation of 

the facility.  

3. Cut required openings through existing masonry and reinforced 

concrete using diamond core drills. Use of pneumatic hammer type 

drills, impact type electric drills, and hand or manual hammer type 

drills, will be permitted only with approval of the VA Project 

Manager. Locate openings that will least effect structural slabs, 
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columns, ribs or beams. Refer to the VA Project Manager for 

determination of proper design for openings through structural 

sections and opening layouts approval, prior to cutting or drilling 

into structure. After VA Project Manager's approval, carefully cut 

opening through construction no larger than absolutely necessary for 

the required installation.  

L. Switchgear/Electrical Equipment Drip Protection: Every effort shall be 

made to eliminate the installation of pipe above electrical and 

telephone switchgear. If this is not possible, encase pipe in a second 

pipe with a minimum of joints. Installation of piping, ductwork, leak 

protection apparatus or other installations foreign to the electrical 

installation shall be located in the space equal to the width and depth 

of the equipment and extending from to a height of 1.8 m (6 ft.) above 

the equipment to ceiling structure, whichever is lower (NFPA 70). 

M. Inaccessible Equipment: 

1. Where the Government determines that the Contractor has installed 

equipment not conveniently accessible for operation and maintenance, 

equipment shall be removed and reinstalled or remedial action 

performed as directed at no additional cost to the Government. 

2. The term "conveniently accessible" is defined as capable of being 

reached without the use of ladders, or without climbing or crawling 

under or over obstacles such as motors, fans, pumps, belt guards, 

transformers, high voltage lines, piping, and ductwork. 

3.2 TEMPORARY PIPING AND EQUIPMENT 

A. Continuity of operation of existing facilities will generally require 

temporary installation or relocation of equipment and piping. 

B. The Contractor shall provide all required facilities in accordance with 

the requirements of phased construction and maintenance of service. All 

piping and equipment shall be properly supported, sloped to drain, 

operate without excessive stress, and shall be insulated where injury 

can occur to personnel by contact with operating facilities. The 

requirements of Paragraph 3.1 apply. 

C. Temporary facilities and piping shall be completely removed and any 

openings in structures sealed. Provide necessary blind flanges and caps 

to seal open piping remaining in service. 

3.3 PIPE AND EQUIPMENT SUPPORTS  

A. Where hanger spacing does not correspond with joist or rib spacing, use 

structural steel channels secured directly to joist and rib structure 

that will correspond to the required hanger spacing, and then suspend 
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the equipment and piping from the channels. Drill or burn holes in 

structural steel only with the prior approval of the VA Project Manager.  

B. Use of chain, wire or strap hangers; wood for blocking, stays and 

bracing; or, hangers suspended from piping above will not be permitted. 

Replace or thoroughly clean rusty products and paint with zinc primer.  

C. Use hanger rods that are straight and vertical. Turnbuckles for vertical 

adjustments may be omitted where limited space prevents use. Provide a 

minimum of 15 mm (1/2-inch) clearance between pipe or piping covering 

and adjacent work.  

D. HVAC Horizontal Pipe Support Spacing: Refer to MSS SP-69. Provide 

additional supports at valves, strainers, in-line pumps and other heavy 

components. Provide a support within one foot of each elbow.  

E. HVAC Vertical Pipe Supports:  

1. Up to 150 mm (6-inch pipe), 9 m (30 feet) long, bolt riser clamps to 

the pipe below couplings, or welded to the pipe and rests supports 

securely on the building structure.  

2. Vertical pipe larger than the foregoing, support on base elbows or 

tees, or substantial pipe legs extending to the building structure.  

F. Overhead Supports: 

1. The basic structural system of the building is designed to sustain 

the loads imposed by equipment and piping to be supported overhead. 

2. Provide steel structural members, in addition to those shown, of 

adequate capability to support the imposed loads, located in 

accordance with the final approved layout of equipment and piping. 

3. Tubing and capillary systems shall be supported in channel troughs. 

G. Floor Supports: 

1. Provide concrete bases, concrete anchor blocks and pedestals, and 

structural steel systems for support of equipment and piping. Anchor 

and dowel concrete bases and structural systems to resist forces 

under operating and seismic conditions (if applicable) without 

excessive displacement or structural failure. 

2. Do not locate or install bases and supports until equipment mounted 

thereon has been approved. Size bases to match equipment mounted 

thereon plus 50 mm (2 inch) excess on all edges. Boiler foundations 

shall have horizontal dimensions that exceed boiler base frame 

dimensions by at least 150 mm (6 inches) on all sides. Refer to 

structural drawings. Bases shall be neatly finished and smoothed, 

shall have chamfered edges at the top, and shall be suitable for 

painting. 
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3. All equipment shall be shimmed, leveled, firmly anchored, and grouted 

with epoxy grout. Anchor bolts shall be placed in sleeves, anchored 

to the bases. Fill the annular space between sleeves and bolts with a 

granular material to permit alignment and realignment. 

3.4 MECHANICAL DEMOLITION 

A. Rigging access, other than indicated on the drawings, shall be provided 

by the Contractor after approval for structural integrity by the VA 

Project Manager. Such access shall be provided without additional cost 

or time to the Government. Where work is in an operating plant, provide 

approved protection from dust and debris at all times for the safety of 

plant personnel and maintenance of plant operation and environment of 

the plant. 

B. In an operating facility, maintain the operation, cleanliness and 

safety. Government personnel will be carrying on their normal duties of 

operating, cleaning and maintaining equipment and plant operation. 

Confine the work to the immediate area concerned; maintain cleanliness 

and wet down demolished materials to eliminate dust. Do not permit 

debris to accumulate in the area to the detriment of plant operation. 

Perform all flame cutting to maintain the fire safety integrity of this 

plant. Adequate fire extinguishing facilities shall be available at all 

times. Perform all work in accordance with recognized fire protection 

standards. Inspection will be made by personnel of the VA Medical 

Center, and Contractor shall follow all directives of the RE or COTR 

with regard to rigging, safety, fire safety, and maintenance of 

operations. 

C. Completely remove all piping, wiring, conduit, and other devices 

associated with the equipment not to be re-used in the new work. This 

includes all pipe, valves, fittings, insulation, and all hangers 

including the top connection and any fastenings to building structural 

systems. Seal all openings, after removal of equipment, pipes, ducts, 

and other penetrations in roof, walls, floors, in an approved manner and 

in accordance with plans and specifications where specifically covered. 

Structural integrity of the building system shall be maintained. 

Reference shall also be made to the drawings and specifications of the 

other disciplines in the project for additional facilities to be 

demolished or handled. 

D. All valves including gate, globe, ball, butterfly and check, all 

pressure gages and thermometers with wells shall remain Government 

property and shall be removed and delivered to VA Project Manager and 
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stored as directed. The Contractor shall remove all other material and 

equipment, devices and demolition debris under these plans and 

specifications. Such material shall be removed from Government property 

expeditiously and shall not be allowed to accumulate. 

3.5 CLEANING AND PAINTING 

A. Prior to final inspection and acceptance of the plant and facilities for 

beneficial use by the Government, the plant facilities, equipment and 

systems shall be thoroughly cleaned and painted. Refer to Section 09 91 

00, PAINTING. 

B. In addition, the following special conditions apply: 

1. Cleaning shall be thorough. Use solvents, cleaning materials and 
methods recommended by the manufacturers for the specific tasks. 

Remove all rust prior to painting and from surfaces to remain 

unpainted. Repair scratches, scuffs, and abrasions prior to applying 

prime and finish coats.  

2. Material And Equipment Not To Be Painted Includes: 
a. Motors, controllers, control switches, and safety switches. 

b. Control and interlock devices. 

c. Control valves and thermostatic elements. 

d. Lubrication devices and grease fittings. 

e. Copper, brass, aluminum, stainless steel and bronze surfaces. 

f. Valve stems and rotating shafts. 

g. Pressure gauges and thermometers. 

h. Glass. 

i. Name plates. 

3. Control and instrument panels shall be cleaned, damaged surfaces 

repaired, and shall be touched-up with matching paint obtained from 

panel manufacturer. 

4. Final result shall be smooth, even-colored, even-textured factory 

finish on all items.  Completely repaint the entire piece of 

equipment if necessary to achieve this. 

3.6 IDENTIFICATION SIGNS 

A. Provide laminated plastic signs, with engraved lettering not less than 

5 mm (3/16-inch) high, designating functions, for all equipment, 

switches, motor controllers, relays, meters, control devices, including 

automatic control valves. Nomenclature and identification symbols shall 

correspond to that used in maintenance manual, and in diagrams specified 

elsewhere. Attach by chain, adhesive, or screws. 
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B. Factory Built Equipment: Metal plate, securely attached, with name and 

address of manufacturer, serial number, model number, size, performance. 

C. Pipe Identification: Refer to Section 09 91 00, PAINTING. 

3.7 LUBRICATION  

A. Lubricate all devices requiring lubrication prior to initial operation. 

Field-check all devices for proper lubrication. 

B. Equip all devices with required lubrication fittings or devices. Deliver 

all materials to VA Project Manager in unopened containers that are 

properly identified as to application. 

C. All lubrication points shall be accessible without disassembling 

equipment, except to remove access plates. 

3.8 STARTUP AND TEMPORARY OPERATION  

 Startup equipment as described in equipment specifications. Verify that 

vibration is within specified tolerance prior to extended operation. 

Temporary use of equipment is specified in Section 01 00 00, GENERAL 

REQUIREMENTS, Article, TEMPORARY USE OF MECHANICAL AND ELECTRICAL 

EQUIPMENT.  

3.9 OPERATING AND PERFORMANCE TESTS  

A. Prior to the final inspection, perform required tests as specified in 

Section 01 00 00, GENERAL REQUIREMENTS and submit the test reports and 

records to the VA Project Manager.  

B. Should evidence of malfunction in any tested system, or piece of 

equipment or component part thereof, occur during or as a result of 

tests, make proper corrections, repairs or replacements, and repeat 

tests at no additional cost to the Government.  

C. When completion of certain work or system occurs at a time when final 

control settings and adjustments cannot be properly made to make 

performance tests, then make performance tests for heating systems and 

for cooling systems respectively during first actual seasonal use of 

respective systems following completion of work.  

3.10 INSTRUCTIONS TO VA PERSONNEL 

 Provide in accordance with Article, INSTRUCTIONS, of Section 01 00 00, 

GENERAL REQUIREMENTS.  

- - - E N D - - - 
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SECTION 23 05 12 
GENERAL MOTOR REQUIREMENTS FOR HVAC AND STEAM GENERATION EQUIPMENT 

PART 1 - GENERAL  

1.1 DESCRIPTION: 

 This section specifies the furnishing, installation and connection of 

motors for HVAC and steam generation equipment.  

1.2 RELATED WORK: 

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General 

electrical requirements common to more than one Section of Division 26. 

B. Section 26 29 11, LOW-VOLTAGE MOTOR STARTERS: Starters, control and 

protection for motors. 

C. Section 23 05 11, COMMON WORK RESULTS FOR HVAC. 

D. Section 23 34 00, HVAC FANS. 

E. Section 23 72 00, AIR-TO-AIR ENERGY RECOVERY EQUIPMENT. 

1.3 SUBMITTALS: 

A. In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL 

INSTALLATIONS, submit the following:  

B. Shop Drawings:  

1. Provide documentation to demonstrate compliance with drawings and 

specifications. 

2. Include electrical ratings, efficiency, bearing data, power factor, 

frame size, dimensions, mounting details, materials, horsepower, 

voltage, phase, speed (RPM), enclosure, starting characteristics, 

torque characteristics, code letter, full load and locked rotor 

current, service factor, and lubrication method.  

C. Manuals:  

1. Submit simultaneously with the shop drawings, companion copies of 

complete installation, maintenance and operating manuals, including 

technical data sheets and application data.   

D. Certification: Two weeks prior to final inspection, unless otherwise 

noted, submit four copies of the following certification to the VA 

Project Manager:  

1. Certification that the motors have been applied, installed, adjusted, 

lubricated, and tested according to manufacturer published 

recommendations.  

1.4 APPLICABLE PUBLICATIONS: 

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. 
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B. National Electrical Manufacturers Association (NEMA):  

MG 1-2006 Rev. 1 2009 ..Motors and Generators 

MG 2–2001 Rev. 1 2007...Safety Standard for Construction and Guide for 

Selection, Installation and Use of Electric 

Motors and Generators  

C. National Fire Protection Association (NFPA):  

70-2008.................National Electrical Code (NEC)  

D. Institute of Electrical and Electronics Engineers (IEEE):  

112-04..................Standard Test Procedure for Polyphase Induction 

Motors and Generators  

E. American Society of Heating, Refrigerating and Air-Conditioning 

Engineers (ASHRAE):  

90.1-2007...............Energy Standard for Buildings Except Low-Rise 

Residential Buildings  

PART 2 - PRODUCTS  

2.1 MOTORS: 

A. For alternating current, fractional and integral horsepower motors, NEMA 

Publications MG 1 and MG 2 shall apply. 

B. All material and equipment furnished and installation methods shall 

conform to the requirements of Section 26 29 11, LOW-VOLTAGE MOTOR 

STARTERS; and Section 26 05 21, LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS 

AND CABLES (600 VOLTS AND BELOW). Provide all electrical wiring, 

conduit, and devices necessary for the proper connection, protection and 

operation of the systems. Provide premium efficiency type motors as 

scheduled. Unless otherwise specified for a particular application, use 

electric motors with the following requirements.  

C. Single-phase Motors: Motors for centrifugal fans and pumps may be split 

phase or permanent split capacitor (PSC) type.  Provide capacitor-start 

type for hard starting applications. 

1. Contractor’s Option - Electrically Commutated motor (EC Type):  Motor 

shall be brushless DC type specifically designed for applications 

with heavy duty ball bearings and electronic commutation.  The motor 

shall be speed controllable down to 20% of full speed and 85% 

efficient at all speeds.  

D. Poly-phase Motors: NEMA Design B, Squirrel cage, induction type.  

1. Two Speed Motors: Each two-speed motor shall have two separate 

windings. Provide a time- delay (20 seconds minimum) relay for 

switching from high to low speed. 

E. Voltage ratings shall be as follows:  
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1. Single phase:  

a. Motors connected to 120-volt systems: 115 volts.  

F. Number of phases shall be as follows:  

1. Motors, less than 373 W (1/2 HP): Single phase.  

G. Motors shall be designed for operating the connected loads continuously 

in a 40°C (104°F) environment, where the motors are installed, without 

exceeding the NEMA standard temperature rises for the motor insulation.  

If the motors exceed 40°C (104°F), the motors shall be rated for the 

actual ambient temperatures. 

H. Motor designs, as indicated by the NEMA code letters, shall be 

coordinated with the connected loads to assure adequate starting and 

running torque.  

I. Motor Enclosures:  

1. Shall be the NEMA types as specified and/or shown on the drawings.  

2. Where the types of motor enclosures are not shown on the drawings, 

they shall be the NEMA types, which are most suitable for the 

environmental conditions where the motors are being installed.  

Enclosure requirements for certain conditions are as follows:  

a. Motors located outdoors, indoors in wet or high humidity 

locations, or in unfiltered airstreams shall be totally enclosed 

type. 

3. Enclosures shall be primed and finish coated at the factory with 

manufacturer's prime coat and standard finish.  

J. Special Requirements: 

1. Where motor power requirements of equipment furnished deviate from 

power shown on plans, provide electrical service designed under the 

requirements of NFPA 70 without additional time or cost to the 

Government. 

2. Assemblies of motors, starters, controls and interlocks on factory 

assembled and wired devices shall be in accordance with the 

requirements of this specification. 

3. Wire and cable materials specified in the electrical division of the 

specifications shall be modified as follows: 

a. Wiring material located where temperatures can exceed 71 degrees C 

(160 degrees F) shall be stranded copper with Teflon FEP 

insulation with jacket. This includes wiring on the boilers. 

b. Other wiring at boilers and to control panels shall be NFPA 70 

designation THWN. 
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c. Provide shielded conductors or wiring in separate conduits for all 

instrumentation and control systems where recommended by 

manufacturer of equipment. 

4. Select motor sizes so that the motors do not operate into the service 

factor at maximum required loads on the driven equipment.  Motors on 

pumps shall be sized for non-overloading at all points on the pump 

performance curves. 

K. Additional requirements for specific motors, as indicated in the other 

sections listed in Article 1.2, shall also apply.   

L. Energy-Efficient Motors (Motor Efficiencies): All permanently wired 

polyphase motors of 746 Watts (1 HP) or more shall meet the minimum 

full-load efficiencies as indicated in the following table. Motors of 

746 Watts or more with open, drip-proof or totally enclosed fan-cooled 

enclosures shall be NEMA premium efficiency type, unless otherwise 

indicated. Motors provided as an integral part of motor driven equipment 

are excluded from this requirement if a minimum seasonal or overall 

efficiency requirement is indicated for that equipment by the provisions 

of another section.  Motors not specified as “premium efficiency” shall 

comply with the Energy Policy Act of 2005 (EPACT). 

Minimum Premium Efficiencies 

Open Drip-Proof 

Minimum Premium Efficiencies 

Totally Enclosed Fan-Cooled 

Rating 

kW (HP) 

1200 

RPM 

1800 

RPM 

3600 

RPM 

Rating 

kW (HP) 

1200 

RPM 

1800 

RPM 

3600 

RPM 

0.746 (1) 82.5% 85.5% 77.0% 0.746 (1) 82.5% 85.5% 77.0% 

1.12 (1.5)  86.5% 86.5% 84.0% 1.12 (1.5)  87.5% 86.5% 84.0% 

1.49 (2) 87.5% 86.5% 85.5% 1.49 (2) 88.5% 86.5% 85.5% 

2.24 (3) 88.5% 89.5% 85.5% 2.24 (3) 89.5% 89.5% 86.5% 

 

M. Minimum Power Factor at Full Load and Rated Voltage: 90 percent at 1200 

RPM, 1800 RPM and 3600 RPM. 

PART 3 - EXECUTION  

3.1 INSTALLATION: 

 Install motors in accordance with manufacturer’s recommendations, the 

NEC, NEMA, as shown on the drawings and/or as required by other sections 

of these specifications.  

3.2 FIELD TESTS  

A. Perform an electric insulation resistance Test using a megohmmeter on 

all motors after installation, before start-up. All shall test free from 

grounds.   
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B. Perform Load test in accordance with ANSI/IEEE 112, Test Method B, to 

determine freedom from electrical or mechanical defects and compliance 

with performance data. 

C. Insulation Resistance: Not less than one-half meg-ohm between stator 

conductors and frame, to be determined at the time of final inspection.  

3.3 STARTUP AND TESTING  

 Coordinate the startup and contractor testing schedules with VA Project 

Manager. Provide a minimum of 7 days prior notice.  

3.4 DEMONSTRATION AND TRAINING  

 Provide services of manufacturer’s technical representative for four 

hours to instruct VA personnel in operation and maintenance of units. 

- - - E N D - - - 



T-1 

SECTION 23 05 41 
NOISE AND VIBRATION CONTROL FOR HVAC PIPING AND EQUIPMENT 

PART 1 - GENERAL  

1.1 DESCRIPTION 

 Noise criteria, vibration tolerance and vibration isolation for HVAC 

and plumbing work.  

1.2 RELATED WORK 

A. Section 23 05 11, COMMON WORK RESULTS FOR HVAC and STEAM GENERATION: 

General mechanical requirements and items, which are common to more 

than one section of Division 23.  

B. Section 23 31 00, HVAC DUCTS and CASINGS: requirements for flexible 

duct connectors, sound attenuators and sound absorbing duct lining. 

C. SECTION 23 05 93, TESTING, ADJUSTING, and BALANCING FOR HVAC: 

requirements for sound and vibration tests.  

D. SECTION 23 37 00, AIR OUTLETS and INLETS: noise requirements for G-

grilles.  

E. SECTION 23 34 00, HVAC FANS: sound and vibration isolation requirements 

for fans. 

1.3 QUALITY ASSURANCE 

A. Refer to article, QUALITY ASSURANCE in specification Section 23 05 11, 

COMMON WORK RESULTS FOR HVAC and STEAM GENERATION. 

B. Noise Criteria: 

1. Noise levels in all 8 octave bands due to equipment and duct systems 

shall not exceed following NC levels: 

TYPE OF ROOM NC LEVEL 

Corridors (Nurse Stations) 40 

Corridors(Public) 40 

Lobbies, Waiting Areas 40 

 

2. For equipment which has no sound power ratings scheduled on the 

plans, the contractor shall select equipment such that the fore-

going noise criteria, local ordinance noise levels, and OSHA re-

quirements are not exceeded. Selection procedure shall be in 

accordance with ASHRAE Fundamentals Handbook, Chapter 7, Sound and 

Vibration. 

3. An allowance, not to exceed 5db, may be added to the measured value 

to compensate for the variation of the room attenuating effect 

between room test condition prior to occupancy and design condition 
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after occupancy which may include the addition of sound absorbing 

material, such as, furniture. This allowance may not be taken after 

occupancy. The room attenuating effect is defined as the difference 

between sound power level emitted to room and sound pressure level 

in room. 

4. In absence of specified measurement requirements, measure equipment 

noise levels three feet from equipment and at an elevation of maxi-

mum noise generation. 

C. Allowable Vibration Tolerances for Rotating, Non-reciprocating Equip-

ment: Not to exceed a self-excited vibration maximum velocity of 5 mm 

per second (0.20 inch per second) RMS, filter in, when measured with a 

vibration meter on bearing caps of machine in vertical, horizontal and 

axial directions or measured at equipment mounting feet if bearings are 

concealed. Measurements for internally isolated fans and motors may be 

made at the mounting feet. 

1.4 SUBMITTALS 

A. Submit in accordance with specification Section 01 33 23, SHOP 

DRAWINGS, PRODUCT DATA, and SAMPLES. 

B. Manufacturer's Literature and Data: 

1. Vibration isolators:  

a. Floor mountings  

b. Hangers  

1.5 APPLICABLE PUBLICATIONS 

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. 

B. American Society of Heating, Refrigerating and Air-Conditioning 

Engineers, Inc. (ASHRAE):  

2009 ...................Fundamentals Handbook, Chapter 7, Sound and 

Vibration 

C. American Society for Testing and Materials (ASTM): 

A123/A123M-09...........Standard Specification for Zinc (Hot-Dip 

Galvanized) Coatings on Iron and Steel Products 

A307-07b................Standard Specification for Carbon Steel Bolts 

and Studs, 60,000 PSI Tensile Strength 

D2240-05(2010)..........Standard Test Method for Rubber Property - 

Durometer Hardness 

D. Manufacturers Standardization (MSS): 
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SP-58-2009..............Pipe Hangers and Supports-Materials, Design and 

Manufacture 

E. Occupational Safety and Health Administration (OSHA): 

29 CFR 1910.95..........Occupational Noise Exposure 

F. American Society of Civil Engineers (ASCE):  

ASCE 7-10 ..............Minimum Design Loads for Buildings and Other 

Structures. 

G. American National Standards Institute / Sheet Metal and Air 

Conditioning Contractor’s National Association (ANSI/SMACNA):  

001-2008................Seismic Restraint Manual: Guidelines for 

Mechanical Systems, 3rd Edition. 

H. International Code Council (ICC):  

2009 IBC................International Building Code. 

I. Department of Veterans Affairs (VA):  

H-18-8 2010.............Seismic Design Requirements. 

PART 2 - PRODUCTS 

2.1 GENERAL REQUIREMENTS 

A. Type of isolator, base, and minimum static deflection shall be as 

required for each specific equipment application as recommended by 

isolator or equipment manufacturer but subject to minimum requirements 

indicated herein and in the schedule on the drawings. 

B. Elastometric Isolators shall comply with ASTM D2240 and be oil 

resistant neoprene with a maximum stiffness of 60 durometer and have a 

straight-line deflection curve. 

C. Exposure to weather: Isolator housings to be either hot dipped 

galvanized or powder coated to ASTM B117 salt spray testing standards.  

Springs to be powder coated or electro galvanized.  All hardware to be 

electro galvanized.  In addition provide limit stops to resist wind 

velocity. Velocity pressure established by wind shall be calculated in 

accordance with section 1609 of the International Building Code.  A 

minimum wind velocity of 75 mph shall be employed. 

D. Uniform Loading: Select and locate isolators to produce uniform loading 

and deflection even when equipment weight is not evenly distributed.  

E. Color code isolators by type and size for easy identification of 

capacity.  

2.2 VIBRATION ISOLATORS  

A. Floor Mountings: 
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1. Double Deflection Neoprene (Type N): Shall include neoprene covered 

steel support plated (top and bottom), friction pads, and necessary 

bolt holes. 

B. Hangers: Shall be combination neoprene and springs unless otherwise 

noted and shall allow for expansion of pipe. 

1. Combination Neoprene and Spring (Type H): Vibration hanger shall 

contain a spring and double deflection neoprene element in series. 

Spring shall have a diameter not less than 0.8 of compressed oper-

ating spring height. Spring shall have a minimum additional travel 

of 50 percent between design height and solid height. Spring shall 

permit a 15 degree angular misalignment without rubbing on hanger 

box. 

2. Spring Position Hanger (Type HP): Similar to combination neoprene 

and spring hanger except hanger shall hold piping at a fixed 

elevation during installation and include a secondary adjustment 

feature to transfer load to spring while maintaining same position. 

3. Neoprene (Type HN): Vibration hanger shall contain a double 

deflection type neoprene isolation element. Hanger rod shall be 

separated from contact with hanger bracket by a neoprene grommet. 

4. Hanger supports for piping 50 mm (2 inches) and larger shall have a 

pointer and scale deflection indicator. 

PART 3 - EXECUTION  

3.1 INSTALLATION 

A. Vibration Isolation: 

1. No metal-to-metal contact will be permitted between fixed and 

floating parts. 

2. Connections to Equipment: Allow for deflections equal to or greater 

than equipment deflections. Electrical, drain, piping connections, 

and other items made to rotating or reciprocating equipment (pumps, 

compressors, etc.) which rests on vibration isolators, shall be 

isolated from building structure for first three hangers or supports 

with a deflection equal to that used on the corresponding equipment. 

3. Common Foundation: Mount each electric motor on same foundation as 

driven machine. Hold driving motor and driven machine in positive 

rigid alignment with provision for adjusting motor alignment and 

belt tension. Bases shall be level throughout length and width. 

Provide shims to facilitate pipe connections, leveling, and bolting. 



NOISE AND VIBRATION CONTROL FOR HVAC PIPING AND EQUIPMENT  23 05 41 - 5 
 

4. Provide heat shields where elastomers are subject to temperatures 

over 38 degrees C (l00 degrees F). 

B. Inspection and Adjustments: Check for vibration and noise transmission 

through connections, piping, ductwork, foundations, and walls. Adjust, 

repair, or replace isolators as required to reduce vibration and noise 

transmissions to specified levels. 

3.2 ADJUSTING  

 Adjust vibration isolators after piping systems are filled and 

equipment is at operating weight. 

- - - E N D - - - 
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SECTION 23 05 93 
TESTING, ADJUSTING, AND BALANCING FOR HVAC 

PART 1 - GENERAL  

1.1 DESCRIPTION  

A. Testing, adjusting, and balancing (TAB) of heating, ventilating and air 

conditioning (HVAC) systems. TAB includes the following:  

1. Planning systematic TAB procedures.  

2. Design Review Report. 

3. Systems Inspection report. 

4. Duct Air Leakage test report. 

5. Systems Readiness Report. 

6. Balancing air and water distribution systems; adjustment of total 

system to provide design performance; and testing performance of 

equipment and automatic controls.  

7. Vibration and sound measurements.  

8. Recording and reporting results.  

B. Definitions:  

1. Basic TAB used in this Section: Chapter 37, "Testing, Adjusting and 

Balancing" of 2007 ASHRAE Handbook, "HVAC Applications".  

2. TAB: Testing, Adjusting and Balancing; the process of checking and 

adjusting HVAC systems to meet design objectives.  

3. AABC: Associated Air Balance Council.  

4. NEBB: National Environmental Balancing Bureau.  

5. Hydronic Systems: Includes heating hot water.   

6. Air Systems: Includes all outside air, supply air, return air, 

exhaust air and relief air systems.  

7. Flow rate tolerance: The allowable percentage variation, minus to 

plus, of actual flow rate from values (design) in the contract 

documents.  

1.2 RELATED WORK  

A. Section 23 05 11, COMMON WORK RESULTS FOR HVAC: General Mechanical 

Requirements. 

B. Section 23 05 41, NOISE AND VIBRATION CONTROL FOR HVAC PIPING AND 

EQUIPMENT: Noise and Vibration Requirements. 

C. Section 23 07 11, HVAC, PLUMBING, AND BOILER PLANT INSULATION: Piping 

and Equipment Insulation. 
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D. Section 23 31 00, HVAC DUCTS AND CASINGS: Duct Leakage. 

E. Section 23 09 23, DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC: Controls and 

Instrumentation Settings. 

F. Section 23 34 00, HVAC FANS 

G. Section 23 37 00, AIR OUTLETS AND INLETS 

H. Section 23 21 13, HYDRONIC PIPING 

I. Section 23 05 12 GENERAL MOTOR REQUIREMENTS FOR HVAC AND STEAM 

GENERATION EQUIPMENT  

1.3 QUALITY ASSURANCE 

A. Refer to Articles, Quality Assurance and Submittals, in Section 

23 05 11, COMMON WORK RESULTS FOR HVAC.   

B. Qualifications: 

1. TAB Agency: The TAB agency shall be a subcontractor of the General 

Contractor and shall report to and be paid by the General 

Contractor. 

2. The TAB agency shall be either a certified member of AABC or 

certified by the NEBB to perform TAB service for HVAC, water 

balancing and vibrations and sound testing of equipment. The 

certification shall be maintained for the entire duration of duties 

specified herein. If, for any reason, the agency loses subject 

certification during this period, the General Contractor shall 

immediately notify the VA Project Manager and submit another TAB 

firm for approval. Any agency that has been the subject of 

disciplinary action by either the AABC or the NEBB within the five 

years preceding Contract Award shall not be eligible to perform any 

work related to the TAB. All work performed in this Section and in 

other related Sections by the TAB agency shall be considered invalid 

if the TAB agency loses its certification prior to Contract 

completion, and the successor agency’s review shows unsatisfactory 

work performed by the predecessor agency. 

3. TAB Specialist: The TAB specialist shall be either a member of AABC 

or an experienced technician of the Agency certified by NEBB. The 

certification shall be maintained for the entire duration of duties 

specified herein. If, for any reason, the Specialist loses subject 

certification during this period, the General Contractor shall 

immediately notify the VA Project Manager and submit another TAB 
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Specialist for approval. Any individual that has been the subject of 

disciplinary action by either the AABC or the NEBB within the five 

years preceding Contract Award shall not be eligible to perform any 

duties related to the HVAC systems, including TAB. All work 

specified in this Section and in other related Sections performed by 

the TAB specialist shall be considered invalid if the TAB Specialist 

loses its certification prior to Contract completion and must be 

performed by an approved successor. 

4. TAB Specialist shall be identified by the General Contractor within 

60 days after the notice to proceed. The TAB specialist will be 

coordinating, scheduling and reporting all TAB work and related 

activities and will provide necessary information as required by the 

VA Project Manager. The responsibilities would specifically include: 

a. Shall directly supervise all TAB work. 

b. Shall sign the TAB reports that bear the seal of the TAB 

standard. The reports shall be accompanied by report forms and 

schematic drawings required by the TAB standard, AABC or NEBB.  

c. Would follow all TAB work through its satisfactory completion. 

d. Shall provide final markings of settings of all HVAC adjustment 

devices. 

e. Permanently mark location of duct test ports. 

5. All TAB technicians performing actual TAB work shall be experienced 

and must have done satisfactory work on a minimum of 3 projects 

comparable in size and complexity to this project. Qualifications 

must be certified by the TAB agency in writing. The lead technician 

shall be certified by AABC or NEBB 

C. Test Equipment Criteria: The instrumentation shall meet the 

accuracy/calibration requirements established by AABC National 

Standards or by NEBB Procedural Standards for Testing, Adjusting and 

Balancing of Environmental Systems and instrument manufacturer. Provide 

calibration history of the instruments to be used for test and balance 

purpose. 

D. Tab Criteria:  

1. One or more of the applicable AABC, NEBB or SMACNA publications, 

supplemented by ASHRAE Handbook "HVAC Applications" Chapter 37, and 
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requirements stated herein shall be the basis for planning, 

procedures, and reports.  

2. Flow rate tolerance: Following tolerances are allowed. For 

tolerances not mentioned herein follow ASHRAE Handbook "HVAC 

Applications", Chapter 37, as a guideline. Air Filter resistance 

during tests, artificially imposed if necessary, shall be at least 

100 percent of manufacturer recommended change over pressure drop 

values for pre-filters and after-filters.      

a. Air handling unit and all other fans, cubic meters/min (cubic 

feet per minute): Minus 0 percent to plus l0 percent.  

b. Air terminal units (maximum values): Minus 2 percent to plus l0 

percent.  

c. Minimum outside air: 0 percent to plus 10 percent.  

d. Individual room air outlets and inlets, and air flow rates not 

mentioned above: Minus 5 percent to plus l0 percent except if the 

air to a space is 100 CFM or less the tolerance would be minus 5 

to plus 5 percent.  

e. Heating hot water coils: Minus 5 percent to plus 5 percent.  

3. Systems shall be adjusted for energy efficient operation as 

described in PART 3.  

4. Typical TAB procedures and results shall be demonstrated to the VA 

Project Manager for one air distribution system (including all fans, 

three terminal units, three rooms randomly selected by the VA 

Project Manager) and one hydronic system (pumps and three coils) as 

follows:  

a. When field TAB work begins.  

b. During each partial final inspection and the final inspection for 

the project if requested by VA.  

1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT 

DATA, and SAMPLES. 

B. Submit names and qualifications of TAB agency and TAB specialists 

within 60 days after the notice to proceed. Submit information on three 

recently completed projects and a list of proposed test equipment.  
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C. For use by the VA Project Manager staff, submit one complete set of 

applicable AABC or NEBB publications that will be the basis of TAB 

work. 

D. Submit Following for Review and Approval:  

1. Design Review Report within 60 days for conventional design projects 

after the system layout on air and water side is completed by the 

Contractor. 

2. Systems inspection report on equipment and installation for 

conformance with design. 

3. Duct Air Leakage Test Report. 

4. Systems Readiness Report. 

5. Intermediate and Final TAB reports covering flow balance and 

adjustments, performance tests, vibration tests and sound tests. 

6. Include in final reports uncorrected installation deficiencies noted 

during TAB and applicable explanatory comments on test results that 

differ from design requirements.  

E. Prior to request for Final or Partial Final inspection, submit 

completed Test and Balance report for the area. 

1.5 APPLICABLE PUBLICATIONS 

A. The following publications form a part of this specification to the 

extent indicated by the reference thereto. In text the publications are 

referenced to by the acronym of the organization.  

B. American Society of Heating, Refrigerating and Air Conditioning 

Engineers, Inc. (ASHRAE):  

2007 ...................HVAC Applications ASHRAE Handbook, Chapter 37, 

Testing, Adjusting, and Balancing and Chapter 

47, Sound and Vibration Control 

C. Associated Air Balance Council (AABC):  

2002....................AABC National Standards for Total System 

Balance 

D. National Environmental Balancing Bureau (NEBB):  

7th Edition 2005 ........Procedural Standards for Testing, Adjusting, 

Balancing of Environmental Systems 

2nd Edition 2006 .......Procedural Standards for the Measurement of 

Sound and Vibration 
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E. Sheet Metal and Air Conditioning Contractors National Association 

(SMACNA):  

3rd Edition 2002 ........HVAC SYSTEMS Testing, Adjusting and Balancing 

PART 2 - PRODUCTS  

2.1 PLUGS  

 Provide plastic plugs to seal holes drilled in ductwork for test 

purposes. 

2.2 INSULATION REPAIR MATERIAL  

 See Section 23 07 11, HVAC and BOILER PLANT INSULATION Provide for 

repair of insulation removed or damaged for TAB work.  

PART 3 - EXECUTION  

3.1 GENERAL  

A. Refer to TAB Criteria in Article, Quality Assurance.  

B. Obtain applicable contract documents and copies of approved submittals 

for HVAC equipment and automatic control systems.  

3.2 DESIGN REVIEW REPORT 

 The TAB Specialist shall review the Contract Plans and specifications 

and advise the VA Project Manager of any design deficiencies that would 

prevent the HVAC systems from effectively operating in accordance with 

the sequence of operation specified or prevent the effective and 

accurate TAB of the system. The TAB Specialist shall provide a report 

individually listing each deficiency and the corresponding proposed 

corrective action necessary for proper system operation. 

3.3 SYSTEMS INSPECTION REPORT 

A. Inspect equipment and installation for conformance with design.  

B. The inspection and report is to be done after air distribution 

equipment is on site and duct installation has begun, but well in 

advance of performance testing and balancing work. The purpose of the 

inspection is to identify and report deviations from design and ensure 

that systems will be ready for TAB at the appropriate time.  

C. Reports: Follow check list format developed by AABC, NEBB or SMACNA, 

supplemented by narrative comments, with emphasis on air handling units 

and fans. Check for conformance with submittals. Verify that diffuser 

and register sizes are correct. Check air terminal unit installation 

including their duct sizes and routing.  
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3.4 DUCT AIR LEAKAGE TEST REPORT 

 TAB Agency shall perform the leakage test as outlined in "Duct leakage 

Tests and Repairs" in Section 23 31 00, HVAC DUCTS and CASINGS for TAB 

agency’s role and responsibilities in witnessing, recording and 

reporting of deficiencies. 

3.5 SYSTEM READINESS REPORT 

A. The TAB Contractor shall measure existing air and water flow rates 

associated with existing systems utilized to serve renovated areas as 

indicated on drawings.  Submit report of findings to VA Project 

Manager. 

B. Inspect each System to ensure that it is complete including 

installation and operation of controls.   

C. Verify that all items such as ductwork piping, ports, terminals, 

connectors, etc., that is required for TAB are installed. Provide a 

report to the VA Project Manager. 

3.6 TAB REPORTS 

A. Submit an intermediate report for 50 percent of systems and equipment 

tested and balanced to establish satisfactory test results. 

B. The TAB contractor shall provide raw data immediately in writing to the 

VA Project Manager if there is a problem in achieving intended results 

before submitting a formal report. 

C. If over 20 percent of readings in the intermediate report fall outside 

the acceptable range, the TAB report shall be considered invalid and 

all contract TAB work shall be repeated and re-submitted for approval 

at no additional cost to the owner. 

D. Do not proceed with the remaining systems until intermediate report is 

approved by the VA Project Manager. 

3.7 TAB PROCEDURES  

A. Tab shall be performed in accordance with the requirement of the 

Standard under which TAB agency is certified by either AABC or NEBB. 

B. General: During TAB all related system components shall be in full 

operation. Fan and pump rotation, motor loads and equipment vibration 

shall be checked and corrected as necessary before proceeding with TAB. 

Set controls and/or block off parts of distribution systems to simulate 

design operation of variable volume air or water systems for test and 

balance work.  
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C. Coordinate TAB procedures with existing systems and any phased 

construction completion requirements for the project. Provide TAB 

reports for each phase of the project prior to partial final 

inspections of each phase of the project.  Return existing areas 

outside the work area to pre constructed conditions. 

D. Allow 2 days time in construction schedule for TAB and submission of 

all reports for an organized and timely correction of deficiencies. 

E. Air Balance and Equipment Test: Include air handling units, fans, 

terminal units, fan coil units and room diffusers/outlets/inlets.  

1. Artificially load air filters by partial blanking to produce air 

pressure drop of manufacturer’s recommended pressure drop.  

2. Adjust fan speeds to provide design air flow. V-belt drives, 

including fixed pitch pulley requirements, are specified in Section 

23 05 11, COMMON WORK RESULTS FOR HVAC. 

3. Test and balance systems in all specified modes of operation, 

including variable volume, economizer, and fire emergency modes. 

Verify that dampers and other controls function properly.  

4. Record final measurements for air handling equipment performance 

data sheets.  

F. Water Balance and Equipment Test: Include coils:  

1. Adjust flow rates for equipment. Set coils and evaporator to values 

on equipment submittals, if different from values on contract 

drawings.  

2. Record final measurements for hydronic equipment on performance data 

sheets. Include entering and leaving water temperatures for heating 

and cooling coils. Include entering and leaving air temperatures 

(DB/WB for cooling coils) for air handling units and reheat coils. 

Make air and water temperature measurements at the same time.  

3.8 SOUND TESTING  

A. Perform and record required sound measurements in accordance with 

Paragraph, QUALITY ASSURANCE in Section 23 05 41, NOISE and VIBRATION 

CONTROL FOR HVAC PIPING and EQUIPMENT.  

1. Take readings in rooms. The VA Project Manager may designate the 

specific rooms to be tested.   

B. Take measurements with a calibrated sound level meter and octave band 

analyzer of the accuracy required by AABC or NEBB.  
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C. Sound reference levels, formulas and coefficients shall be according to 

ASHRAE Handbook, "HVAC Applications", Chapter 46, SOUND AND VIBRATION 

CONTROL. 

D. Determine compliance with specifications as follows:  

1. When sound pressure levels are specified, including the NC Criteria 

in Section 23 05 41, NOISE and VIBRATION CONTROL FOR HVAC PIPING and 

EQUIPMENT:  

a. Reduce the background noise as much as possible by shutting off 

unrelated audible equipment.  

b. Measure octave band sound pressure levels with specified 

equipment "off."  

c. Measure octave band sound pressure levels with specified 

equipment "on."  

d. Use the DIFFERENCE in corresponding readings to determine the 

sound pressure due to equipment.  

 

DIFFERENCE: 0 1 2 3 4 5 to 9 10 or More 

FACTOR: 10 7 4 3 2 1 0 

 
 Sound pressure level due to equipment equals sound pressure level 

with equipment "on" minus FACTOR.  

e. Plot octave bands of sound pressure level due to equipment for 

typical rooms on a graph which also shows noise criteria (NC) 

curves. 

2. When sound power levels are specified:  

a. Perform steps 1.a. thru 1.d., as above.  

b. For indoor equipment: Determine room attenuating effect, i.e., 

difference between sound power level and sound pressure level. 

Determined sound power level will be the sum of sound pressure 

level due to equipment plus the room attenuating effect.  

c. For outdoor equipment: Use directivity factor and distance from 

noise source to determine distance factor, i.e., difference 

between sound power level and sound pressure level. Measured 

sound power level will be the sum of sound pressure level due to 

equipment plus the distance factor. Use 10 meters (30 feet) for 

sound level location. 
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3. Where sound pressure levels are specified in terms of dB(A), measure 

sound levels using the "A" scale of meter. Single value readings 

will be used instead of octave band analysis.  

E. Where measured sound levels exceed specified level, the installing 

contractor or equipment manufacturer shall take remedial action 

approved by the VA Project Manager and the necessary sound tests shall 

be repeated. 

F. Test readings for sound testing could go higher than 15 percent if 

determination is made by the VA Project Manager based on the recorded 

sound data. 

3.9 MARKING OF SETTINGS 

 Following approval of Tab final Report, the setting of all HVAC 

adjustment devices including valves, splitters and dampers shall be 

permanently marked by the TAB Specialist so that adjustment can be 

restored if disturbed at any time. Style and colors used for markings 

shall be coordinated with the VA Project Manager.  

3.10 IDENTIFICATION OF TEST PORTS 

 The TAB Specialist shall permanently and legibly identify the location 

points of duct test ports. If the ductwork has exterior insulation, the 

identification shall be made on the exterior side of the insulation. 

All penetrations through ductwork and ductwork insulation shall be 

sealed to prevent air leaks and maintain integrity of vapor barrier. 

- - E N D - - - 
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SECTION 23 07 11 
HVAC AND BOILER PLANT INSULATION 

PART 1 - GENERAL 

1.1 DESCRIPTION 

A. Field applied insulation for thermal efficiency and condensation 

control for  

1. HVAC piping, ductwork and equipment. 

B. Definitions  

1. ASJ: All service jacket, white finish facing or jacket.  

2. Air conditioned space: Space having air temperature and/or humidity 

controlled by mechanical equipment.  

3. Cold: Equipment, ductwork or piping handling media at design 

temperature of 16 degrees C (60 degrees F) or below.  

4. Concealed: Ductwork and piping above ceilings and in chases and pipe 

spaces.  

5. Exposed: Piping, ductwork, and equipment exposed to view in finished 

areas including mechanical and electrical equipment rooms or exposed 

to outdoor weather. Attics and crawl spaces where air handling units 

are located are considered to be mechanical rooms. Shafts, chases, 

unfinished attics, crawl spaces and pipe basements are not 

considered finished areas. 

6. FSK: Foil-scrim-kraft facing.  

7. Hot: HVAC Ductwork handling air at design temperature above 16 

degrees C (60 degrees F); HVAC equipment or piping handling media 

above 41 degrees C (105 degrees F).  

8. Density: kg/m3 - kilograms per cubic meter (Pcf - pounds per cubic 

foot).  

9. Runouts: Branch pipe connections up to 25-mm (one-inch) nominal size 

to fan coil units or reheat coils for terminal units. 

10. Thermal conductance: Heat flow rate through materials. 

a. Flat surface: Watt per square meter (BTU per hour per square 

foot).  

b. Pipe or Cylinder: Watt per square meter (BTU per hour per linear 

foot).  
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11. Thermal Conductivity (k): Watt per meter, per degree C (BTU per inch 

thickness, per hour, per square foot, per degree F temperature 

difference). 

12. Vapor Retarder (Vapor Barrier):  A material which retards the 

transmission (migration) of water vapor.  Performance of the vapor 

retarder is rated in terms of permeance (perms).  For the purpose of 

this specification, vapor retarders shall have a maximum published 

permeance of 0.1 perms and vapor barriers shall have a maximum 

published permeance of 0.001 perms.   

13. HWS: Hot water heating supply. 

14. HWR: Hot water heating return. 

15. CH: Chilled water supply. 

16. CHR: Chilled water return. 

17. RS: Refrigerant suction. 

18. PVDC: Polyvinylidene chloride vapor retarder jacketing, white. 

1.2 RELATED WORK  

A. Section 07 84 00, FIRESTOPPING: Mineral fiber and bond breaker behind 

sealant.  

B. Section 23 05 11, COMMON WORK RESULTS FOR HVAC: General mechanical 

requirements and items, which are common to more than one section of 

Division 23.  

C. Section 23 05 41, NOISE AND VIBRATION CONTROL FOR HVAC PIPING and 

EQUIPMENT 

D. Section 23 21 13, HYDRONIC PIPING: Hot water piping.  

E. Section 23 31 00, HVAC DUCTS AND CASINGS: Ductwork, plenum and 

fittings.  

1.3 QUALITY ASSURANCE  

A. Refer to article QUALITY ASSURANCE, in Section 23 05 11, COMMON WORK 

RESULTS FOR HVAC. 

B. Criteria:  

1. Comply with NFPA 90A, particularly paragraphs 4.3.3.1 through 

4.3.3.6, 4.3.10.2.6, and 5.4.6.4, parts of which are quoted as 

follows: 

4.3.3.1 Pipe insulation and coverings, duct coverings, duct 
linings, vapor retarder facings, adhesives, fasteners, tapes, and 
supplementary materials added to air ducts, plenums, panels, and 
duct silencers used in duct systems, unless otherwise provided 
for in  4.3.3.1.1 or  4.3.3.1.2., shall have, in the form in 

http://www.nfpa.org/codesonline/document.asp?action=load&scope=0&path=NFPA/codes/nfpa0050-0099/0090a/codes-0121752&sub=&default=false#codes-id00090a00292#codes-id00090a00292
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which they are used, a maximum flame spread index of 25 without 
evidence of continued progressive combustion and a maximum smoke 
developed index of 50 when tested in accordance with  NFPA 255, 
Standard Method of Test of Surface Burning Characteristics of 
Building Materials.  

4.3.3.1.1 Where these products are to be applied with adhesives, 
they shall be tested with such adhesives applied, or the 
adhesives used shall have a maximum flame spread index of 25 and 
a maximum smoke developed index of 50 when in the final dry 
state. (See 4.2.4.2.)  

4.3.3.1.2 The flame spread and smoke developed index requirements 
of  4.3.3.1.1 shall not apply to air duct weatherproof coverings 
where they are located entirely outside of a building, do not 
penetrate a wall or roof, and do not create an exposure hazard.  

4.3.3.2 Closure systems for use with rigid and flexible air ducts 
tested in accordance with UL 181, Standard for Safety Factory-
Made Air Ducts and Air Connectors, shall have been tested, 
listed, and used in accordance with the conditions of their 
listings, in accordance with one of the following:  

(1) UL 181A, Standard for Safety Closure Systems for Use with 
Rigid Air Ducts and Air Connectors  

(2) UL 181B, Standard for Safety Closure Systems for Use with 
Flexible Air Ducts and Air Connectors  

4.3.3.3 Air duct, panel, and plenum coverings and linings, and 
pipe insulation and coverings shall not flame, glow, smolder, or 
smoke when tested in accordance with a similar test for pipe 
covering, ASTM C 411, Standard Test Method for Hot-Surface 
Performance of High-Temperature Thermal Insulation, at the 
temperature to which they are exposed in service.  

4.3.3.3.1 In no case shall the test temperature be below 121°C 
(250°F).  

4.3.3.4 Air duct coverings shall not extend through walls or 
floors that are required to be fire stopped or required to have a 
fire resistance rating, unless such coverings meet the 
requirements of 5.4.6.4.  

4.3.3.5* Air duct linings shall be interrupted at fire dampers to 
prevent interference with the operation of devices.  

4.3.3.6 Air duct coverings shall not be installed so as to 
conceal or prevent the use of any service opening.  

4.3.10.2.6 Materials exposed to the airflow shall be 
noncombustible or limited combustible and have a maximum smoke 
developed index of 50 or comply with the following.  

4.3.10.2.6.1 Electrical wires and cables and optical fiber cables 
shall be listed as noncombustible or limited combustible and have 
a maximum smoke developed index of 50 or shall be listed as 
having a maximum peak optical density of 0.5 or less, an average 
optical density of 0.15 or less, and a maximum flame spread 
distance of 1.5 m (5 ft) or less when tested in accordance 

javascript:parent.loadDoc('/nfpa0200-0299/0255',%20'',%20'codes-nfc0255')
http://www.nfpa.org/codesonline/document.asp?action=load&scope=0&path=NFPA/codes/nfpa0050-0099/0090a/codes-0121752&sub=&default=false#codes-id00090a00222#codes-id00090a00222
http://www.nfpa.org/codesonline/document.asp?action=load&scope=0&path=NFPA/codes/nfpa0050-0099/0090a/codes-0121752&sub=&default=false#codes-id00090a00288#codes-id00090a00288
javascript:parent.loadDoc('/nfpa0050-0099/0090a/codes-0121943',%20'/',%20'codes-id00090a00643')
javascript:parent.loadDoc('/nfpa0050-0099/0090a/codes-0122085',%20'',%20'codes-id00090a00304')
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with  NFPA 262, Standard Method of Test for Flame Travel and 
Smoke of Wires and Cables for Use in Air-Handling Spaces.  

4.3.10.2.6.4 Optical-fiber and communication raceways shall be 
listed as having a maximum peak optical density of 0.5 or less, 
an average optical density of 0.15 or less, and a maximum flame 
spread distance of 1.5 m (5 ft) or less when tested in accordance 
with UL 2024, Standard for Safety Optical-Fiber Cable Raceway.  

4.3.10.2.6.6 Supplementary materials for air distribution systems 
shall be permitted when complying with the provisions of 4.3.3.  

5.4.6.4 Where air ducts pass through walls, floors, or partitions 
that are required to have a fire resistance rating and where fire 
dampers are not required, the opening in the construction around 
the air duct shall be as follows:  

(1)      Not exceeding a 25.4 mm (1 in.) average clearance on all 
sides  

(2)      Filled solid with an approved material capable of 
preventing the passage of flame and hot gases sufficient to 
ignite cotton waste when subjected to the time-temperature fire 
conditions required for fire barrier penetration as specified 
in NFPA 251, Standard Methods of Tests of Fire Endurance of 
Building Construction and Materials  

2. Test methods: ASTM E84, UL 723, or NFPA 255.  

3. Specified k factors are at 24 degrees C (75 degrees F) mean 

temperature unless stated otherwise. Where optional thermal 

insulation material is used, select thickness to provide thermal 

conductance no greater than that for the specified material. For 

pipe, use insulation manufacturer's published heat flow tables. For 

domestic hot water supply and return, run out insulation and 

condensation control insulation, no thickness adjustment need be 

made.  

4. All materials shall be compatible and suitable for service 

temperature, and shall not contribute to corrosion or otherwise 

attack surface to which applied in either the wet or dry state.  

C. Every package or standard container of insulation or accessories 

delivered to the job site for use must have a manufacturer's stamp or 

label giving the name of the manufacturer and description of the 

material.  

1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT 

DATA, and SAMPLES. 

B. Shop Drawings:  

javascript:parent.loadDoc('/nfpa0200-0299/0262',%20'',%20'codes-nfc262')
http://www.nfpa.org/codesonline/document.asp?action=load&scope=0&path=NFPA/codes/nfpa0050-0099/0090a/codes-0121752&sub=&default=false#codes-id00090a00285#codes-id00090a00285
javascript:parent.loadDoc('/nfpa0200-0299/0251',%20'',%20'codes-nfc0251')
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1. All information, clearly presented, shall be included to determine 

compliance with drawings and specifications and ASTM, federal and 

military specifications. 

a. Insulation materials: Specify each type used and state surface 

burning characteristics.  

b. Insulation facings and jackets: Each type used. Make it clear 

that white finish will be furnished for exposed ductwork, casings 

and equipment.  

c. Insulation accessory materials: Each type used.  

d. Manufacturer's installation and fitting fabrication instructions 

for flexible unicellular insulation.  

e. Make reference to applicable specification paragraph numbers for 

coordination.  

C. Samples:  

1. Each type of insulation: Minimum size 100 mm (4 inches) square for 

board/block/ blanket; 150 mm (6 inches) long, full diameter for 

round types.  

2. Each type of facing and jacket: Minimum size 100 mm (4 inches 

square).  

3. Each accessory material: Minimum 120 ML (4 ounce) liquid container 

or 120 gram (4 ounce) dry weight for adhesives / cement / mastic. 

1.5 STORAGE AND HANDLING OF MATERIAL 

 Store materials in clean and dry environment, pipe covering jackets 

shall be clean and unmarred. Place adhesives in original containers. 

Maintain ambient temperatures and conditions as required by printed 

instructions of manufacturers of adhesives, mastics and finishing 

cements.  

1.6 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by basic 

designation only.  

B. Federal Specifications (Fed. Spec.):  

L-P-535E (2)- 99........Plastic Sheet (Sheeting): Plastic Strip; Poly 

(Vinyl Chloride) and Poly (Vinyl Chloride - 

Vinyl Acetate), Rigid. 

C. Military Specifications (Mil. Spec.):  
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MIL-A-3316C (2)-90......Adhesives, Fire-Resistant, Thermal Insulation 

MIL-A-24179A (1)-87.....Adhesive, Flexible Unicellular-Plastic 

Thermal Insulation  

MIL-C-19565C (1)-88.....Coating Compounds, Thermal Insulation, Fire-and 

Water-Resistant, Vapor-Barrier 

MIL-C-20079H-87.........Cloth, Glass; Tape, Textile Glass; and Thread, 

Glass and Wire-Reinforced Glass  

D. American Society for Testing and Materials (ASTM):  

A167-99(2004)...........Standard Specification for Stainless and 

Heat-Resisting Chromium-Nickel Steel Plate, 

Sheet, and Strip  

B209-07.................Standard Specification for Aluminum and 

Aluminum-Alloy Sheet and Plate  

C411-05.................Standard test method for Hot-Surface 

Performance of High-Temperature Thermal 

Insulation  

C449-07.................Standard Specification for Mineral Fiber 

Hydraulic-Setting Thermal Insulating and 

Finishing Cement 

C533-09.................Standard Specification for Calcium Silicate 

Block and Pipe Thermal Insulation  

C534-08.................Standard Specification for Preformed Flexible 

Elastomeric Cellular Thermal Insulation in 

Sheet and Tubular Form 

C547-07.................Standard Specification for Mineral Fiber pipe 

Insulation  

C552-07.................Standard Specification for Cellular Glass 

Thermal Insulation 

C553-08.................Standard Specification for Mineral Fiber 

Blanket Thermal Insulation for Commercial and 

Industrial Applications 

C585-09.................Standard Practice for Inner and Outer Diameters 

of Rigid Thermal Insulation for Nominal Sizes 

of Pipe and Tubing (NPS System) R (1998) 

C612-10.................Standard Specification for Mineral Fiber Block 

and Board Thermal Insulation 
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C1126-04................Standard Specification for Faced or Unfaced 

Rigid Cellular Phenolic Thermal Insulation  

C1136-10................Standard Specification for Flexible, Low 

Permeance Vapor Retarders for Thermal 

Insulation 

D1668-97a (2006)........Standard Specification for Glass Fabrics (Woven 

and Treated) for Roofing and Waterproofing  

E84-10..................Standard Test Method for Surface Burning 

Characteristics of Building  

Materials 

E119-09c................Standard Test Method for Fire Tests of Building 

Construction and Materials  

E136-09b................Standard Test Methods for Behavior of Materials 

in a Vertical Tube Furnace at 750 degrees C 

(1380 F) 

E. National Fire Protection Association (NFPA):  

90A-09..................Standard for the Installation of Air 

Conditioning and Ventilating Systems 

96-08...................Standards for Ventilation Control and Fire 

Protection of Commercial Cooking Operations 

101-09..................Life Safety Code 

251-06..................Standard methods of Tests of Fire Endurance of 

Building Construction Materials 

255-06..................Standard Method of tests of Surface Burning 

Characteristics of Building Materials 

F. Underwriters Laboratories, Inc (UL): 

723.....................UL Standard for Safety Test for Surface Burning 

Characteristics of Building Materials with 

Revision of 09/08 

G. Manufacturer’s Standardization Society of the Valve and Fitting 

Industry (MSS): 

SP58-2009...............Pipe Hangers and Supports Materials, Design, 

and Manufacture 
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PART 2 - PRODUCTS  

2.1 MINERAL FIBER OR FIBER GLASS  

A. ASTM C612 (Board, Block), Class 1 or 2, density 48 kg/m3 (3 pcf), k = 

0.037 (0.26) at 24 degrees C (75 degrees F), external insulation for 

temperatures up to 204 degrees C (400 degrees F) with foil scrim (FSK) 

facing. 

B. ASTM C553 (Blanket, Flexible) Type I, Class B-3, Density 16 kg/m3 (1 

pcf), k = 0.045 (0.31)  at 24 degrees C (75 degrees F), for use at 

temperatures up to 204 degrees C (400 degrees F) with foil scrim (FSK) 

facing. 

C. ASTM C547 (Pipe Fitting Insulation and Preformed Pipe Insulation), 

Class 1, k = 0.037 (0.26) at 24 degrees C (75 degrees F), for use at 

temperatures up to 230 degrees C (450 degrees F) with an all service 

vapor retarder jacket with polyvinyl chloride premolded fitting 

covering. 

2.2 MINERAL WOOL OR REFRACTORY FIBER 

 Comply with Standard ASTM C612, Class 3, 450 degrees C (850 degrees F). 

2.3 RIGID CELLULAR PHENOLIC FOAM 

A. Preformed (molded) pipe insulation, ASTM C1126, type III, grade 1, k = 

0.021(0.15) at 10 degrees C (50 degrees F), for use at temperatures up 

to 121 degrees C (250 degrees F) with all service vapor retarder jacket 

with polyvinyl chloride premolded fitting covering. 

B. Equipment and Duct Insulation, ASTM C 1126, type II, grade 1, k = 0.021 

(0.15) at 10 degrees C (50 degrees F), for use at temperatures up to 

121 degrees C (250 degrees F) with rigid cellular phenolic insulation 

and covering, and all service vapor retarder jacket. 

2.4 CELLULAR GLASS CLOSED-CELL 

A. Comply with Standard ASTM C177, C518, density 120 kg/m3 (7.5 pcf) 

nominal, k = 0.033 (0.29) at 240 degrees C (75 degrees F). 

B. Pipe insulation for use at temperatures up to 200 degrees C (400 

degrees F) with all service vapor retarder jacket. 

2.5 POLYISOCYANURATE CLOSED-CELL RIGID 

A. Preformed (fabricated) pipe insulation, ASTM C591, type IV, 

K=0.027(0.19) at 24 degrees C (75 degrees F), flame spread not over 25, 

smoke developed not over 50, for use at temperatures up to 149 degree C 
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(300 degree F) with factory applied PVDC or all service vapor retarder 

jacket with polyvinyl chloride premolded fitting covers. 

B. Equipment and duct insulation, ASTM C 591,type IV, K=0.027(0.19) at 24 

degrees C (75 degrees F), for use at temperatures up to 149 degrees C 

(300 degrees F) with PVDC or all service jacket vapor retarder jacket. 

2.6 FLEXIBLE ELASTOMERIC CELLULAR THERMAL 

 ASTM C177, C518, k = 0.039 (0.27) at 24 degrees C (75 degrees F), flame 

spread not over 25, smoke developed not over 50, for temperatures from 

minus 4 degrees C (40 degrees F) to 93 degrees C (200 degrees F). No 

jacket required.  

2.7 CALCIUM SILICATE 

A. Preformed pipe Insulation: ASTM C533, Type I and Type II with indicator 

denoting asbestos-free material. 

B. Premolded Pipe Fitting Insulation: ASTM C533, Type I and Type II with 

indicator denoting asbestos-free material.  

C. Equipment Insulation: ASTM C533, Type I and Type II 

D. Characteristics: 

 

Insulation Characteristics 

ITEMS TYPE I TYPE II 

Temperature, maximum degrees C 

(degrees F) 

649 (1200) 927 (1700) 

Density (dry), Kg/m3 (lb/ ft3) 232 (14.5) 288 (18) 

Thermal conductivity: 

Min W/ m K (Btu in/h ft2 degrees F)@ 

mean temperature of 93 degrees C 

(200 degrees F) 

 

0.059 

(0.41) 

 

 

0.078 

(0.540) 

Surface burning characteristics: 

Flame spread Index, Maximum 

 

0 

 

0 

Smoke Density index, Maximum 0 0 

 

2.8 INSULATION FACINGS AND JACKETS 

A. Vapor Retarder, higher strength with low water permeance = 0.02 or less 

perm rating, Beach puncture 50 units for insulation facing on exposed 

ductwork, casings and equipment, and for pipe insulation jackets. 
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Facings and jackets shall be all service type (ASJ) or PVDC Vapor 

Retarder jacketing.  

B. ASJ jacket shall be white kraft bonded to 0.025 mm (1 mil) thick 

aluminum foil, fiberglass reinforced, with pressure sensitive adhesive 

closure. Comply with ASTM C1136. Beach puncture 50 units, Suitable for 

painting without sizing. Jackets shall have minimum 40 mm (1-1/2 inch) 

lap on longitudinal joints and minimum 75 mm (3 inch) butt strip on end 

joints. Butt strip material shall be same as the jacket. Lap and butt 

strips shall be self-sealing type with factory-applied pressure 

sensitive adhesive. 

C. Vapor Retarder medium strength with low water vapor permeance of 0.02 

or less perm rating), Beach puncture 25 units: Foil-Scrim-Kraft (FSK) 

or PVDC vapor retarder jacketing type for concealed ductwork and 

equipment.  

D. Field applied vapor barrier jackets shall be provided, in addition to 

the specified facings and jackets, on all exterior piping and ductwork 

as well as on interior piping and ductwork conveying fluids below 

ambient temperature.  The vapor barrier jacket shall consist of a 

multi-layer laminated cladding with a maximum water vapor permeance of 

0.001 perms.  The minimum puncture resistance shall be 35 cm-kg (30 

inch-pounds) for interior locations and 92 cm-kg (80 inch-pounds) for 

exterior or exposed locations or where the insulation is subject to 

damage. 

E. Glass Cloth Jackets: Presized, minimum 0.18 kg per square meter (7.8 

ounces per square yard), 2000 kPa (300 psig) bursting strength with 

integral vapor retarder where required or specified. Weather proof if 

utilized for outside service. 

F. Factory composite materials may be used provided that they have been 

tested and certified by the manufacturer. 

G. Pipe fitting insulation covering (jackets): Fitting covering shall be 

premolded to match shape of fitting and shall be polyvinyl chloride 

(PVC) conforming to Fed Spec L-P-335, composition A, Type II Grade GU, 

and Type III, minimum thickness 0.7 mm (0.03 inches). Provide color 

matching vapor retarder pressure sensitive tape. 

H. Aluminum Jacket-Piping systems: ASTM B209, 3003 alloy, H-14 temper, 0.6 

mm (0.023 inch) minimum thickness with locking longitudinal joints. 
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Jackets for elbows, tees and other fittings shall be factory-fabricated 

to match shape of fitting and of 0.6 mm (0.024) inch minimum thickness 

aluminum.  Fittings shall be of same construction as straight run 

jackets but need not be of the same alloy.  Factory-fabricated 

stainless steel bands shall be installed on all circumferential joints. 

Bands shall be 13 mm (0.5 inch) wide on 450 mm (18 inch) centers. 

System shall be weatherproof if utilized for outside service. 

2.9 PIPE COVERING PROTECTION SADDLES 

A. Cold pipe support: Premolded pipe insulation 180 degrees (half-shells) 

on bottom half of pipe at supports. Material shall be cellular glass or 

high density Polyisocyanurate insulation of the same thickness as 

adjacent insulation. Density of Polyisocyanurate insulation shall be a 

minimum of 48 kg/m3 (3.0 pcf). 

Nominal Pipe Size and Accessories Material (Insert Blocks) 

Nominal Pipe Size mm (inches) Insert Blocks mm (inches) 

Up through 125 (5) 150 (6) long 

150 (6) 150 (6) long 

200 (8), 250 (10), 300 (12) 225 (9) long 

350 (14), 400 (16) 300 (12) long 

450 through 600 (18 through 24) 350 (14) long 

 

B. Warm or hot pipe supports: Premolded pipe insulation (180 degree half-

shells) on bottom half of pipe at supports.  Material shall be high 

density Polyisocyanurate (for temperatures up to 149 degrees C [300 

degrees F]), cellular glass or calcium silicate.  Insulation at 

supports shall have same thickness as adjacent insulation.  Density of 

Polyisocyanurate insulation shall be a minimum of 48 kg/m3 (3.0 pcf). 

2.10 ADHESIVE, MASTIC, CEMENT 

A. Mil. Spec. MIL-A-3316, Class 1: Jacket and lap adhesive and protective 

finish coating for insulation.  

B. Mil. Spec. MIL-A-3316, Class 2: Adhesive for laps and for adhering 

insulation to metal surfaces.  

C. Mil. Spec. MIL-A-24179, Type II Class 1: Adhesive for installing 

flexible unicellular insulation and for laps and general use.  

D. Mil. Spec. MIL-C-19565, Type I: Protective finish for outdoor use.  
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E. Mil. Spec. MIL-C-19565, Type I or Type II: Vapor barrier compound for 

indoor use.  

F. ASTM C449: Mineral fiber hydraulic-setting thermal insulating and 

finishing cement.  

G. Other: Insulation manufacturers' published recommendations.  

2.11 MECHANICAL FASTENERS 

A. Pins, anchors: Welded pins, or metal or nylon anchors with galvanized 

steel-coated or fiber washer, or clips. Pin diameter shall be as 

recommended by the insulation manufacturer.  

B. Staples: Outward clinching galvanized steel.  

C. Wire: 1.3 mm thick (18 gage) soft annealed galvanized or 1.9 mm (14 

gage) copper clad steel or nickel copper alloy.  

D. Bands: 13 mm (0.5 inch) nominal width, brass, galvanized steel, 

aluminum or stainless steel. 

2.12 REINFORCEMENT AND FINISHES  

A. Glass fabric, open weave: ASTM D1668, Type III (resin treated) and Type 

I (asphalt treated).  

B. Glass fiber fitting tape: Mil. Spec MIL-C-20079, Type II, Class 1. 

C. Tape for Flexible Elastomeric Cellular Insulation: As recommended by 

the insulation manufacturer.  

D. Hexagonal wire netting: 25 mm (one inch) mesh, 0.85 mm thick (22 gage) 

galvanized steel.  

E. Corner beads: 50 mm (2 inch) by 50 mm (2 inch), 0.55 mm thick (26 gage) 

galvanized steel; or, 25 mm (1 inch) by 25 mm (1 inch), 0.47 mm thick 

(28 gage) aluminum angle adhered to 50 mm (2 inch) by 50 mm (2 inch) 

Kraft paper. 

F. PVC fitting cover: Fed. Spec L-P-535, Composition A, 11-86 Type II, 

Grade GU, with Form B Mineral Fiber insert, for media temperature 4 

degrees C (40 degrees F) to 121 degrees C (250 degrees F). Below 4 

degrees C (40 degrees F) and above 121 degrees C (250 degrees F). 

Provide double layer insert. Provide color matching vapor barrier 

pressure sensitive tape. 

2.13 FIRESTOPPING MATERIAL 

 Other than pipe and duct insulation, refer to Section 07 84 00 

FIRESTOPPING. 
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2.14 FLAME AND SMOKE 

 Unless shown otherwise all assembled systems shall meet flame spread 25 

and smoke developed 50 rating as developed under ASTM, NFPA and UL 

standards and specifications. See paragraph 1.3 "Quality Assurance". 

PART 3 - EXECUTION 

3.1 GENERAL REQUIREMENTS  

A. Required pressure tests of duct and piping joints and connections shall 

be completed and the work approved by the VA Project Manager for 

application of insulation. Surface shall be clean and dry with all 

foreign materials, such as dirt, oil, loose scale and rust removed.  

B. Except for specific exceptions, insulate entire specified equipment, 

piping (pipe, fittings, valves, accessories), and duct systems. 

Insulate each pipe and duct individually. Do not use scrap pieces of 

insulation where a full length section will fit.  

C. Insulation materials shall be installed in a first class manner with 

smooth and even surfaces, with jackets and facings drawn tight and 

smoothly cemented down at all laps. Insulation shall be continuous 

through all sleeves and openings, except at fire dampers and duct 

heaters (NFPA 90A). Vapor retarders shall be continuous and 

uninterrupted throughout systems with operating temperature 16 degrees 

C (60 degrees F) and below.  Lap and seal vapor retarder over ends and 

exposed edges of insulation. Anchors, supports and other metal 

projections through insulation on cold surfaces shall be insulated and 

vapor sealed for a minimum length of 150 mm (6 inches).  

D. Install vapor stops at all insulation terminations on either side of 

valves, pumps and equipment and particularly in straight lengths of 

pipe insulation. 

E. Insulation on hot piping and equipment shall be terminated square at 

items not to be insulated, access openings and nameplates. Cover all 

exposed raw insulation with white sealer or jacket material.  

F. Protect all insulations outside of buildings with aluminum jacket using 

lock joint or other approved system for a continuous weather tight 

system.  Access doors and other items requiring maintenance or access 

shall be removable and sealable. 

G. HVAC work not to be insulated:  

1. Internally insulated ductwork and air handling units.  
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2. Relief air ducts (Economizer cycle exhaust air).  

3. Exhaust air ducts and plenums, and ventilation exhaust air shafts.  

4. In hot piping: Unions, flexible connectors, control valves, vacuum 

breakers, thermostatic vent valves and smaller, exposed piping 

through floor for convectors and radiators. Insulate piping to 

within approximately 75 mm (3 inches) of uninsulated items.  

H. Apply insulation materials subject to the manufacturer's recommended 

temperature limits. Apply adhesives, mastic and coatings at the 

manufacturer's recommended minimum coverage. 

I. Elbows, flanges and other fittings shall be insulated with the same 

material as is used on the pipe straights. Use of polyurethane spray-

foam to fill a PVC elbow jacket is prohibited on cold applications. 

J. Firestop Pipe and Duct insulation: 

1. Provide firestopping insulation at fire and smoke barriers through 

penetrations. Fire stopping insulation shall be UL listed as defines 

in Section 07 84 00, FIRESTOPPING. 

2. Pipe and duct penetrations requiring fire stop insulation including, 

but not limited to the following: 

a. Pipe risers through floors 

b. Pipe or duct chase walls and floors 

c. Smoke partitions 

d. Fire partitions 

K. Provide vapor barrier jackets over insulation as follows: 

1. All piping and ductwork exposed to outdoor weather. 

L. Provide metal jackets over insulation as follows: 

1. All piping and ducts exposed to outdoor weather. 

2. Piping exposed in building, within 1800 mm (6 feet) of the floor, 

that connects to sterilizers, kitchen and laundry equipment. Jackets 

may be applied with pop rivets. Provide aluminum angle ring 

escutcheons at wall, ceiling or floor penetrations. 

3. A 50 mm (2 inch) overlap is required at longitudinal and 

circumferential joints. 

3.2 INSULATION INSTALLATION 

A. Mineral Fiber Board:  

1. Faced board: Apply board on pins spaced not more than 300 mm (12 

inches) on center each way, and not less than 75 mm (3 inches) from 
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each edge of board. In addition to pins, apply insulation bonding 

adhesive to entire underside of horizontal metal surfaces. Butt 

insulation edges tightly and seal all joints with laps and butt 

strips. After applying speed clips cut pins off flush and apply 

vapor seal patches over clips. 

2. Plain board:  

a. Insulation shall be scored, beveled or mitered to provide tight 

joints and be secured to equipment with bands spaced 225 mm (9 

inches) on center for irregular surfaces or with pins and clips 

on flat surfaces. Use corner beads to protect edges of 

insulation.  

b. For hot equipment: Stretch 25 mm (1 inch) mesh wire, with edges 

wire laced together, over insulation and finish with insulating 

and finishing cement applied in one coat, 6 mm (1/4 inch) thick, 

trowel led to a smooth finish.  

c. For cold equipment: Apply meshed glass fabric in a tack coat 1.5 

to 1.7 square meter per liter (60 to 70 square feet per gallon) 

of vapor mastic and finish with mastic at 0.3 to 0.4 square meter 

per liter (12 to 15 square feet per gallon) over the entire 

fabric surface. 

3. Exposed, unlined ductwork and equipment in unfinished areas, 

mechanical and electrical equipment rooms and attics and duct work 

exposed to outdoor weather: 

a. 50 mm (2 inch) thick insulation faced with ASJ (white all service 

jacket): Supply air duct  and afterfilter housing. 

b. 50 mm (2 inch)  thick insulation faced with ASJ: Return air duct, 

mixed air plenums and prefilter housing. 

c. Outside air intake ducts: 25 mm (one inch) thick insulation faced 

with ASJ. 

d. Exposed, unlined supply and return ductwork exposed to outdoor 

weather: 125 mm (5 inch) thick insulation faced with a 

reinforcing membrane and two coats of vapor barrier mastic or 

multi-layer vapor barrier with a maximum water vapor permeability 

of 0.001 perms. 

4. Hot equipment: 50 mm (2 inch) thick insulation faced with ASJ. 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 05-11 
 

HVAC AND BOILER PLANT INSULATION  23 07 11 - 16 

a. Reheat coil casing and separation chambers on steam humidifiers 

located above ceilings. 

B. Flexible Mineral Fiber Blanket:  

1. Adhere insulation to metal with 75 mm (3 inch) wide strips of 

insulation bonding adhesive at 200 mm (8 inches) on center all 

around duct. Additionally secure insulation to bottom of ducts 

exceeding 600 mm (24 inches) in width with pins welded or adhered on 

450 mm (18 inch) centers. Secure washers on pins. Butt insulation 

edges and seal joints with laps and butt strips. Staples may be used 

to assist in securing insulation. Seal all vapor retarder 

penetrations with mastic. Sagging duct insulation will not be 

acceptable. Install firestop duct insulation where required. 

2. Supply air ductwork to be insulated includes main and branch ducts 

from AHU discharge to room supply outlets, and the bodies of ceiling 

outlets to prevent condensation. Insulate sound attenuator units, 

coil casings and damper frames. To prevent condensation insulate 

trapeze type supports and angle iron hangers for flat oval ducts 

that are in direct contact with metal duct.  

3. Concealed supply air ductwork. 

a. Above ceilings at a roof level, in attics, and duct work exposed 

to outdoor weather: 50 mm (2 inch) thick insulation faced with 

FSK. 

b. Above ceilings for other than roof level: 40 mm (1 ½ inch) thick 

insulation faced with FSK. 

4. Concealed return air duct:  

a. Above ceilings at a roof level, unconditioned areas, and in 

chases with external wall or containing steam piping; 50 mm (2 

inch) thick, insulation faced with FSK.  

b. Concealed return air ductwork in other locations need not be 

insulated. 

5. Concealed outside air duct: 40 mm (1-1/2 inch) thick insulation 

faced with FSK. 

C. Molded Mineral Fiber Pipe and Tubing Covering:  

1. Fit insulation to pipe or duct, aligning longitudinal joints. Seal 

longitudinal joint laps and circumferential butt strips by rubbing 

hard with a nylon sealing tool to assure a positive seal. Staples 
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may be used to assist in securing insulation. Seal all vapor 

retarder penetrations on cold piping with a generous application of 

vapor barrier mastic. Provide inserts and install with metal 

insulation shields at outside pipe supports. Install freeze 

protection insulation over heating cable. 

2. Contractor's options for fitting, flange and valve insulation:  

a. Insulating and finishing cement for sizes less than 100 mm (4 

inches) operating at surface temperature of 16 degrees C (61 

degrees F) or more.  

b. Factory premolded, one piece PVC covers with mineral fiber, (Form 

B), inserts. Provide two insert layers for pipe temperatures 

below 4 degrees C (40 degrees F), or above 121 degrees C (250 

degrees F). Secure first layer of insulation with twine. Seal 

seam edges with vapor barrier mastic and secure with fitting 

tape.  

c. Factory molded, ASTM C547 or field mitered sections, joined with 

adhesive or wired in place. For hot piping finish with a 

smoothing coat of finishing cement. For cold fittings, 16 degrees 

C (60 degrees F) or less, vapor seal with a layer of glass 

fitting tape imbedded between two 2 mm (1/16 inch) coats of vapor 

barrier mastic.  

d. Fitting tape shall extend over the adjacent pipe insulation and 

overlap on itself at least 50 mm (2 inches). 

3. Nominal thickness in millimeters and inches specified in the 

schedule at the end of this section. 

D. Rigid Cellular Phenolic Foam: 

1. Rigid closed cell phenolic insulation may be provided for piping, 

ductwork and equipment for temperatures up to 121 degrees C (250 

degrees F). 

2. Note the NFPA 90A burning characteristics requirements of 25/50 in 

paragraph 1.3.B 

3. Provide secure attachment facilities such as welding pins. 

4. Apply insulation with joints tightly drawn together  

5. Apply adhesives, coverings, neatly finished at fittings, and valves. 

6. Final installation shall be smooth, tight, neatly finished at all 

edges. 
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7. Minimum thickness in millimeters (inches) specified in the schedule 
at the end of this section. 

8. Exposed, unlined supply and return ductwork exposed to outdoor 

weather: 50 mm (2 inch) thick insulation faced with a multi-layer 

vapor barrier with a maximum water vapor permeance of 0.00 perms. 

9. Condensation control insulation: Minimum 25 mm (1.0 inch) thick for 

all pipe sizes. 

a. HVAC: Cooling coil condensation piping to waste piping fixture or 

drain inlet. Omit insulation on plastic piping in mechanical 

rooms. 

E. Cellular Glass Insulation:  

1. Pipe and tubing, covering nominal thickness in millimeters and 

inches as specified in the schedule at the end of this section. 

2. Exposed, unlined supply and return ductwork exposed to outdoor 

weather: 50 mm (2 inch) thick insulation faced with a reinforcing 

membrane and two coats of vapor barrier mastic or multi-layer vapor 

barrier with a water vapor permeability of 0.00 perms. 

F. Polyisocyanurate Closed-Cell Rigid Insulation: 

1. Polyisocyanurate closed-cell rigid insulation (PIR) may be provided 

for exterior piping, equipment and ductwork for temperature up to 

149 degree C (300 degree F). 

2. Install insulation, vapor barrier and jacketing per manufacturer’s 

recommendations. Particular attention should be paid to 

recommendations for joint staggering, adhesive application, external 

hanger design, expansion/contraction joint design and spacing and 

vapor barrier integrity. 

3. Install insulation with all joints tightly butted (except expansion) 

joints in hot applications). 

4. If insulation thickness exceeds 63 mm (2.5 inches), install as a 

double layer system with longitudinal (lap) and butt joint 

staggering as recommended by manufacturer. 

5. For cold applications, vapor barrier shall be installed in a 

continuous manner. No staples, rivets, screws or any other 

attachment device capable of penetrating the vapor barrier shall be 

used to attach the vapor barrier or jacketing. No wire ties capable 

of penetrating the vapor barrier shall be used to hold the 
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insulation in place. Banding shall be used to attach PVC or metal 

jacketing.  

6. Elbows, flanges and other fittings shall be insulated with the same 

material as is used on the pipe straights. The elbow/ fitting 

insulation shall be field-fabricated, mitered or factory 

prefabricated to the necessary size and shape to fit on the elbow/ 

fitting. Use of polyurethane spray-foam to fill PVC elbow jacket is 

prohibited on cold applications. 

7. For cold applications, the vapor barrier on elbows/fittings shall be 

either mastic-fabric-mastic or 2 mil thick PVDC vapor barrier 

adhesive tape. 

8. All PVC and metal jacketing shall be installed so as to naturally 

shed water. Joints shall point down and shall be sealed with either 

adhesive or caulking (except for periodic slip joints). 

9. Exposed, unlined supply and return ductwork exposed to outdoor 

weather: 50 mm (2 inch) thick insulation faced with a multi-layer 

vapor barrier with a water vapor permeance of 0.00 perms. 

10. Note the NFPA 90A burning characteristic requirements of 25/50 in 

paragraph 1.3B. Refer to paragraph 3.1 for items not to be 

insulated. 

11. Minimum thickness in millimeter (inches) specified in the schedule 

at the end of this section. 

G. Flexible Elastomeric Cellular Thermal Insulation:  

1. Apply insulation and fabricate fittings in accordance with the 

manufacturer's installation instructions and finish with two coats 

of weather resistant finish as recommended by the insulation 

manufacturer.  

2. Pipe and tubing insulation:  

a. Use proper size material. Do not stretch or strain insulation. 

b. To avoid undue compression of insulation, provide cork stoppers 

or wood inserts at supports as recommended by the insulation 

manufacturer. Insulation shields are specified under Section 

23 05 11, COMMON WORK RESULTS FOR HVAC. 

c. Where possible, slip insulation over the pipe or tubing prior to 

connection, and seal the butt joints with adhesive. Where the 

slip-on technique is not possible, slit the insulation and apply 
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it to the pipe sealing the seam and joints with contact adhesive. 

Optional tape sealing, as recommended by the manufacturer, may be 

employed. Make changes from mineral fiber insulation in a 

straight run of pipe, not at a fitting. Seal joint with tape.  

3. Apply sheet insulation to flat or large curved surfaces with 100 

percent adhesive coverage. For fittings and large pipe, apply 

adhesive to seams only.  

4. Pipe insulation: nominal thickness in millimeters (inches as 

specified in the schedule at the end of this section. 

5. Exposed, unlined supply and return ductwork exposed to outdoor 

weather: 50 mm (2 inch) thick insulation faced with a multi-layer 

vapor barrier with a water vapor permeance of 0.00 perms. 

H. Calcium Silicate: 

1. Minimum thickness in millimeter (inches) specified in the schedule 

at the end of this section for piping other than in boiler plant.  

3.3 PIPE INSULATION SCHEDULE 

Provide insulation for piping systems as scheduled below:  

 

Insulation Thickness Millimeters (Inches) 

 Nominal Pipe Size Millimeters (Inches) 

Operating 
Temperature 
Range/Service 

Insulation 
Material 

Less 
than  

25 (1) 

25 – 32 
(1 – 1¼) 

38 – 75  

(1½ - 3)  

100 (4) 
and Above 

      

38-94 degrees C 
(100-200 degrees F)  

(HWS, HWR) 

Mineral Fiber 
(Above ground 
piping only) 

38 
(1.5) 

50 (2.0) 50 (2.0) 50 (2.0) 

38-99 degrees C 

(100-211 degrees F)  

(HWS, HWR) 

Rigid Cellular 
Phenolic Foam 

38 
(1.5) 

50 (2.0) 50 (2.0) 50 (2.0) 

39-99 degrees C 
(100-211 degrees F)  

(HWS, HWR)  

 

Polyiso-
cyanurate 
Closed-Cell 
Rigid 
(Exterior 
Locations 
only) 

38 
(1.5) 

50 (2.0)   ----   ---- 

38-94 degrees C Flexible 
Elastomeric 

38 50 50 (2.0)   ----   ---- 
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(100-200 degrees F)  

(HWS, HWR) 

Cellular 
Thermal (Above 
ground piping 
only) 

(2.0) 

 

- - - E N D - - - 
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SECTION 23 09 23 
DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC 

PART 1 - GENERAL 

1.1 DESCRIPTION 

A. Provide an extension of existing direct-digital control system(s) as 

indicated on the project documents, point list, interoperability 

tables, drawings and as described in these specifications. Include a 

complete and working direct-digital control system.  Include all 

engineering, programming, controls and installation materials, 

installation labor, commissioning and start-up, training, final project 

documentation and warranty. 

1. The direct-digital control system(s) shall consist of high-speed, 

peer-to-peer network of DDC controllers, a control system server, and 

an Engineering Control Center.    Provide a remote user using a 

standard web browser to access the control system graphics and change 

adjustable setpoints with the proper password. 

2. The direct-digital control system(s) shall be native BACnet.  All 

new controllers, devices and components shall be listed by BACnet 

Testing Laboratories.  All new controller, devices and components 

shall be accessible using a Web browser interface and shall 

communicate exclusively using the ASHRAE Standard 135 BACnet 

communications protocol without the use of gateways, unless otherwise 

allowed by this Section of the technical specifications, specifically 

shown on the design drawings and specifically requested otherwise by 

the VA. 

a. If used, gateways shall support the ASHRAE Standard 135 BACnet 

communications protocol. 

b. If used, gateways shall provide all object properties and 

read/write services shown on VA-approved interoperability 

schedules. 

3. The work administered by this Section of the technical 

specifications shall include all labor, materials, special tools, 

equipment, enclosures, power supplies, software, software licenses, 

Project specific software configurations and database entries, 

interfaces, wiring, tubing, installation, labeling, engineering, 

calibration, documentation, submittals, testing, verification, 
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training services, permits and licenses, transportation, shipping, 

handling, administration, supervision, management, insurance, 

Warranty, specified services and items required for complete and 

fully functional Controls Systems. 

4. The control systems shall be designed such that each mechanical 

system shall operate under stand-alone mode. The contractor 

administered by this Section of the technical specifications shall 

provide controllers for each mechanical system. In the event of a 

network communication failure, or the loss of any other controller, 

the control system shall continue to operate independently. Failure 

of the ECC shall have no effect on the field controllers, including 

those involved with global strategies. 

B. Some products are furnished but not installed by the contractor 

administered by this Section of the technical specifications. The 

contractor administered by this Section of the technical specifications 

shall formally coordinate in writing and receive from other contractors 

formal acknowledgements in writing prior to submission the installation 

of the products.  These products include the following: 

1. Control valves. 

2. Flow switches. 

3. Flow meters. 

4. Sensor wells and sockets in piping. 

5. Terminal unit controllers. 

C. Some products are installed but not furnished by the contractor 

administered by this Section of the technical specifications. The 

contractor administered by this Section of the technical specifications 

shall formally coordinate in writing and receive from other contractors 

formal acknowledgements in writing prior to submission the procurement 

of the products.  These products include the following: 

1. Factory-furnished accessory thermostats and sensors furnished with 

unitary equipment. 

D. Some products are not provided by, but are nevertheless integrated with 

the work executed by, the contractor administered by this Section of 

the technical specifications. The contractor administered by this 

Section of the technical specifications shall formally coordinate in 

writing and receive from other contractors formal acknowledgements in 
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writing prior to submission the particulars of the products.  These 

products include the following: 

1. Fire alarm systems.  If zoned fire alarm is required by the project-

specific requirements, this interface shall require multiple relays, 

which are provided and installed by the fire alarm system contractor, 

to be monitored. 

2. Terminal units’ velocity sensors 

Work/Item/System Furnish Install Low 
Voltage 
Wiring 

Line 
Power 

Control system low voltage 
and communication wiring  

23 09 23 23 09 23 23 09 23 N/A 

Terminal units 23 23 N/A 26 

Controllers for terminal 
units 

23 09 23 23 23 09 23 16 

Automatic dampers (not 
furnished with equipment) 

23 09 23 23 N/A N/A 

Automatic damper actuators  23 09 23 23 09 23 23 09 23 23 09 23 

Manual valves 23 23 N/A N/A 

Automatic valves 23 09 23 23 23 09 23 23 09 23 

Thermowells 23 09 23 23 N/A N/A 

Current Switches 23 09 23 23 09 23 23 09 23 N/A 

Control Relays 23 09 23 23 09 23 23 09 23 N/A 

Power distribution system 
monitoring interfaces 

23 09 23 23 09 23 23 09 23 26 

All control system nodes, 
equipment, housings, 
enclosures and panels. 

23 09 23 23 09 23 23 09 23 26 

Fan Coil Unit controls 
(not furnished with 
equipment) 

23 09 23 23 09 23 23 09 23 26 

Starters, HOA switches 23 23 N/A 26 

E.  This facility’s existing direct-digital control system is manufactured 

by Alerton.  The contractor administered by this Section of the technical 

specifications shall observe the capabilities, communication network, 

services, spare capacity of the existing control system and its ECC prior 

to beginning work. 
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1.  Provide a new BACnet, communications network, and controllers.  

Provide a programmable internetworking gateway allowing for real-time 

communication between the existing direct-digital control system and 

the new BACnet control system.  Real-time communication shall provide 

all object properties and read/write services shown on VA-approved 

interoperability schedules.  The contractor administered by this 

Section of the technical specifications shall provide all necessary 

investigation and site-specific programming to execute the 

interoperability schedules. 

a. The combined system shall operate and function as one complete 

system including one database of control point objects and global 

control logic capabilities. Facility operators shall have 

complete operations and control capability over all systems, new 

and existing including; monitoring, trending, graphing, 

scheduling, alarm management, global point sharing, global 

strategy deployment, graphical operations interface and custom 

reporting as specified. 

F. Unitary standalone systems including Unit Heaters, Cabinet Unit 

Heaters, Fan Coil Units, Base Board Heaters, thermal comfort 

ventilation fans, and similar units for control of room environment 

conditions may be equipped with integral controls furnished and 

installed by the equipment manufacturer or field mounted. Refer to 

equipment specifications and as indicated in project documents.  

Application of standalone unitary controls is limited to at least those 

systems wherein remote monitoring, alarm and start-up are not 

necessary.  Examples of such systems include: 

1.  Vestibule heater 

G. The direct-digital control system shall start and stop equipment, move 

(position) damper actuators and valve actuators, and vary speed of 

equipment to execute the mission of the control system.  Use 

electricity as the motive force for all damper and valve actuators, 

unless use of pneumatics as motive force is specifically granted by the 

VA. 

1.2 RELATED WORK 

A. Section 23 21 13, Hydronic Piping. 

B. Section 23 31 00, HVAC Ducts and Casings. 
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C. Section 26 05 11, Requirements for Electrical Installations. 

D. Section 26 05 21, Low-Voltage Electrical Power Conductors and Cables 

(600 Volts and Below). 

E. Section 26 05 26, Grounding and Bonding for Electrical Systems. 

F. Section 26 05 33, Raceway and Boxes for Electrical Systems. 

G. Section 26 09 23, Lighting Controls. 

H. Section 26 22 21, Specialty Transformers. 

I. Section 26 27 26, Wiring Devices. 

J. Section 26 29 11, Motor Starters. 

K. Section 27 15 00, Communications Horizontal Cabling 

L. Section 28 31 00, Fire Detection and Alarm. 

1.2 DEFINITION 

A. Algorithm: A logical procedure for solving a recurrent mathematical 

problem; A prescribed set of well-defined rules or processes for the 

solution of a problem in a finite number of steps. 

B. ARCNET: ANSI/ATA 878.1 - Attached Resource Computer Network. ARCNET is 

a deterministic LAN technology; meaning it's possible to determine the 

maximum delay before a device is able to transmit a message. 

C. Analog: A continuously varying signal value (e.g., temperature, 

current, velocity etc. 

D. BACnet: A Data Communication Protocol for Building Automation and 

Control Networks, ANSI/ASHRAE Standard 135.  This communications 

protocol allows diverse building automation devices to communicate data 

over and services over a network. 

E. BACnet/IP: Annex J of Standard 135.  It defines and allows for using a 

reserved UDP socket to transmit BACnet messages over IP networks. A 

BACnet/IP network is a collection of one or more IP sub-networks that 

share the same BACnet network number. 

F. BACnet Internetwork: Two or more BACnet networks connected with 

routers.  The two networks may sue different LAN technologies. 

G. BACnet Network: One or more BACnet segments that have the same network 

address and are interconnected by bridges at the physical and data link 

layers. 

H. BACnet Segment: One or more physical segments of BACnet devices on a 

BACnet network, connected at the physical layer by repeaters. 
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I. BACnet Broadcast Management Device (BBMD): A communications device 

which broadcasts BACnet messages to all BACnet/IP devices and other 

BBMDs connected to the same BACnet/IP network. 

J. BACnet Interoperability Building Blocks (BIBBs): BACnet 

Interoperability Building Blocks (BIBBs) are collections of one or more 

BACnet services. These are prescribed in terms of an "A" and a "B" 

device. Both of these devices are nodes on a BACnet internetwork.  

K. BACnet Testing Laboratories (BTL). The organization responsible for 

testing products for compliance with the BACnet standard, operated 

under the direction of BACnet International. 

L. Baud: It is a signal change in a communication link. One signal change 

can represent one or more bits of information depending on type of 

transmission scheme. Simple peripheral communication is normally one 

bit per Baud. (e.g., Baud rate = 78,000 Baud/sec is 78,000 bits/sec, if 

one signal change = 1 bit). 

M. Binary: A two-state system where a high signal level represents an "ON" 

condition and an "OFF" condition is represented by a low signal level. 

N. BMP or bmp: Suffix, computerized image file, used after the period in a 

DOS-based computer file to show that the file is an image stored as a 

series of pixels.  

O. Bus Topology: A network topology that physically interconnects 

workstations and network devices in parallel on a network segment. 

P. Control Unit (CU): Generic term for any controlling unit, stand-alone, 

microprocessor based, digital controller residing on secondary LAN or 

Primary LAN, used for local controls or global controls  

Q. Deadband: A temperature range over which no heating or cooling is 

supplied, i.e., 22-25 degrees C (72-78 degrees F), as opposed to a 

single point change over or overlap). 

R. Device: a control system component that contains a BACnet Device Object 

and uses BACnet to communicate with other devices. 

S. Device Object: Every BACnet device requires one Device Object, whose 

properties represent the network visible properties of that device. 

Every Device Object requires a unique Object Identifier number on the 

BACnet internetwork.  This number is often referred to as the device 

instance. 
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T. Device Profile: A specific group of services describing BACnet 

capabilities of a device, as defined in ASHRAE Standard 135-2008, Annex 

L.  Standard device profiles include BACnet Operator Workstations (B-

OWS), BACnet Building Controllers (B-BC), BACnet Advanced Application 

Controllers (B-AAC), BACnet Application Specific Controllers (B-ASC), 

BACnet Smart Actuator (B-SA), and BACnet Smart Sensor (B-SS). Each 

device used in new construction is required to have a PICS statement 

listing which service and BIBBs are supported by the device. 

U. Diagnostic Program: A software test program, which is used to detect 

and report system or peripheral malfunctions and failures. Generally, 

this system is performed at the initial startup of the system. 

V. Direct Digital Control (DDC): Microprocessor based control including 

Analog/Digital conversion and program logic. A control loop or 

subsystem in which digital and analog information is received and 

processed by a microprocessor, and digital control signals are 

generated based on control algorithms and transmitted to field devices 

in order to achieve a set of predefined conditions. 

W. Distributed Control System: A system in which the processing of system 

data is decentralized and control decisions can and are made at the 

subsystem level. System operational programs and information are 

provided to the remote subsystems and status is reported back to the 

Engineering Control Center. Upon the loss of communication with the 

Engineering Control center, the subsystems shall be capable of 

operating in a stand-alone mode using the last best available data. 

X. Download: The electronic transfer of programs and data files from a 

central computer or operation workstation with secondary memory devices 

to remote computers in a network (distributed) system. 

Y. DXF: An AutoCAD 2-D graphics file format. Many CAD systems import and 

export the DXF format for graphics interchange.  

Z. Electrical Control: A control circuit that operates on line or low 

voltage and uses a mechanical means, such as a temperature sensitive 

bimetal or bellows, to perform control functions, such as actuating a 

switch or positioning a potentiometer. 

AA. Electronic Control: A control circuit that operates on low voltage and 

uses a solid-state components to amplify input signals and perform 
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control functions, such as operating a relay or providing an output 

signal to position an actuator. 

BB. Engineering Control Center (ECC): The centralized control point for the 

intelligent control network. The ECC comprises of personal computer and 

connected devices to form a single workstation.  

CC. Ethernet: A trademark for a system for exchanging messages between 

computers on a local area network using coaxial, fiber optic, or 

twisted-pair cables. 

DD. Firmware: Firmware is software programmed into read only memory (ROM) 

chips. Software may not be changed without physically altering the 

chip. 

EE. Gateway: Communication hardware connecting two or more different 

protocols. It translates one protocol into equivalent concepts for the 

other protocol. In BACnet applications, a gateway has BACnet on one 

side and non-BACnet (usually proprietary) protocols on the other side. 

FF. GIF: Abbreviation of Graphic interchange format.  

GG. Graphic Program (GP): Program used to produce images of air handler 

systems, fans, chillers, pumps, and building spaces. These images can 

be animated and/or color-coded to indicate operation of the equipment. 

HH. Graphic Sequence of Operation: It is a graphical representation of the 

sequence of operation, showing all inputs and output logical blocks. 

II. I/O Unit: The section of a digital control system through which 

information is received and transmitted. I/O refers to analog input 

(AI, digital input (DI), analog output (AO) and digital output (DO).  

Analog signals are continuous and represent temperature, pressure, flow 

rate etc, whereas digital signals convert electronic signals to digital 

pulses (values), represent motor status, filter status, on-off 

equipment etc. 

JJ. I/P: a method for conveying and routing packets of information over LAN 

paths.  User Datagram Protocol (UDP) conveys information to “sockets” 

without confirmation of receipt. Transmission Control Protocol (TCP) 

establishes "sessions", which have end-to-end confirmation and 

guaranteed sequence of delivery.  

KK. JPEG: A standardized image compression mechanism stands for Joint 

Photographic Experts Group, the original name of the committee that 

wrote the standard. 
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LL. Local Area Network (LAN): A communication bus that interconnects 

operator workstation and digital controllers for peer-to-peer 

communications, sharing resources and exchanging information. 

MM. Network Repeater: A device that receives data packet from one network 

and rebroadcasts to another network. No routing information is added to 

the protocol. 

NN. MS/TP: Master-slave/token-passing (ISO/IEC 8802, Part 3).  It is not an 

acceptable LAN option for VA health-care facilities.  It uses twisted-

pair wiring for relatively low speed and low cost communication.   

OO. Native BACnet Device: A device that uses BACnet as its primary method 

of communication with other BACnet devices without intermediary 

gateways. A system that uses native BACnet devices at all levels is a 

native BACnet system. 

PP. Network Number: A site-specific number assigned to each network segment 

to identify for routing. This network number must be unique throughout 

the BACnet internetwork. 

QQ. Object: The concept of organizing BACnet information into standard 

components with various associated properties. Examples include analog 

input objects and binary output objects. 

RR. Object Identifier: An object property used to identify the object, 

including object type and instance. Object Identifiers must be unique 

within a device. 

SS. Object Properties: Attributes of an object. Examples include present 

value and high limit properties of an analog input object. Properties 

are defined in ASHRAE 135; some are optional and some are required. 

Objects are controlled by reading from and writing to object 

properties. 

TT. Operating system (OS): Software, which controls the execution of 

computer application programs. 

UU. PCX: File type for an image file. When photographs are scanned onto a 

personal computer they can be saved as PCX files and viewed or changed 

by a special application program as Photo Shop. 

VV. Peripheral: Different components that make the control system function 

as one unit. Peripherals include monitor, printer, and I/O unit.  
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WW. Peer-to-Peer: A networking architecture that treats all network 

stations as equal partners- any device can initiate and respond to 

communication with other devices.  

XX. PICS: Protocol Implementation Conformance Statement, describing the 

BACnet capabilities of a device.  All BACnet devices have published 

PICS. 

YY. PID: Proportional, integral, and derivative control, used to control 

modulating equipment to maintain a setpoint.  

ZZ. Repeater: A network component that connects two or more physical 

segments at the physical layer. 

AAA. Router: a component that joins together two or more networks using 

different LAN technologies. Examples include joining a BACnet Ethernet 

LAN to a BACnet MS/TP LAN.  

BBB. Sensors: devices measuring state points or flows, which are then 

transmitted back to the DDC system. 

CCC. Thermostats : devices measuring temperatures, which are used in control 

of standalone or unitary systems and equipment not attached to the DDC 

system. 

1.4 QUALITY ASSURANCE 

A. Criteria:  

1. Single Source Responsibility of subcontractor: The Contractor shall 

obtain hardware and software supplied under this Section and 

delegate the responsibility to a single source controls installation 

subcontractor. The controls subcontractor shall be responsible for 

the complete design, installation, and commissioning of the system. 

The controls subcontractor shall be in the business of design, 

installation and service of such building automation control systems 

similar in size and complexity. 

2. Equipment and Materials: Equipment and materials shall be cataloged 

products of manufacturers regularly engaged in production and 

installation of HVAC control systems. Products shall be 

manufacturer’s latest standard design and have been tested and 

proven in actual use. 

3. The controls subcontractor shall provide a list of no less than five 

similar projects which have building control systems as specified in 

this Section. These projects must be on-line and functional such 
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that the Department of Veterans Affairs (VA) representative would 

observe the control systems in full operation. 

4. The controls subcontractor shall have in-place facility within 50 

miles with technical staff, spare parts inventory for the next five 

(5) years, and necessary test and diagnostic equipment to support 

the control systems.  

5. The controls subcontractor shall have minimum of three years  

experience in design and installation of building automation systems 

similar in performance to those specified in this Section. Provide 

evidence of experience by submitting resumes of the project manager, 

the local branch manager, project engineer, the application 

engineering staff, and the electronic technicians who would be 

involved with the supervision, the engineering, and the installation 

of the control systems. Training and experience of these personnel 

shall not be less than three years. Failure to disclose this 

information will be a ground for disqualification of the supplier. 

6. Provide a competent and experienced Project Manager employed by the 

Controls Contractor. The Project Manager shall be supported as 

necessary by other Contractor employees in order to provide 

professional engineering, technical and management service for the 

work. The Project Manager shall attend scheduled Project Meetings as 

required and shall be empowered to make technical, scheduling and 

related decisions on behalf of the Controls Contractor.  

B. Codes and Standards: 

1. All work shall conform to the applicable Codes and Standards. 

2. Electronic equipment shall conform to the requirements of FCC 

Regulation, Part 15, Governing Radio Frequency Electromagnetic 

Interference, and be so labeled.  

1.5 PERFORMANCE 

A. The system shall conform to the following:  

1. Graphic Display: The system shall display up to four (4) graphics on 

a single screen with a minimum of twenty (20) dynamic points per 

graphic. All current data shall be displayed within ten (10) seconds 

of the request. 
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2. Graphic Refresh: The system shall update all dynamic points with 

current data within eight (8) seconds. Data refresh shall be 

automatic, without operator intervention. 

3. Object Command: The maximum time between the command of a binary 

object by the operator and the reaction by the device shall be 

two(2) seconds. Analog objects shall start to adjust within two (2) 

seconds. 

4. Object Scan: All changes of state and change of analog values shall 

be transmitted over the high-speed network such that any data used 

or displayed at a controller or work-station will be current, within 

the prior six (6) seconds. 

5. Alarm Response Time: The maximum time from when an object goes into 

alarm to when it is annunciated at the workstation shall not exceed 

(10) seconds. 

6. Program Execution Frequency: Custom and standard applications shall 

be capable of running as often as once every (5) seconds. The 

Contractor shall be responsible for selecting execution times 

consistent with the mechanical process under control. 

7. Multiple Alarm Annunciations: All workstations on the network shall 

receive alarms within five (5) seconds of each other. 

8. Performance: Programmable Controllers shall be able to execute DDC 

PID control loops at a selectable frequency from at least once every 

one (1) second. The controller shall scan and update the process 

value and output generated by this calculation at this same 

frequency. 

9. Reporting Accuracy: Listed below are minimum acceptable reporting 

end-to-end accuracies for all values reported by the specified 

system: 

Measured Variable Reported Accuracy 

Space temperature  ±0.5°C (±1°F) 

Ducted air temperature ±0.5°C [±1°F] 

Outdoor air temperature ±1.0°C [±2°F] 

Water temperature  ±0.5°C [±1°F] 
10. Control stability and accuracy: Control sequences shall maintain 

measured variable at setpoint within the following tolerances: 
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Controlled Variable Control Accuracy Range of Medium 

Space Temperature ±1.0ºC (±2.0ºF)  

Duct Temperature ±1.5ºC (±3ºF)  

11. Extent of direct digital control: control design shall allow for at 

least the points indicated on the points lists on the drawings. 

1.6 WARRANTY 

A. Labor and materials for control systems shall be warranted for a period 

as specified under Warranty in FAR clause 52.246-21. 

B. Control system failures during the warranty period shall be adjusted, 

repaired, or replaced at no cost or reduction in service to the owner. 

The system includes all computer equipment, transmission equipment, and 

all sensors and control devices. 

C. Controls and Instrumentation subcontractor shall be responsible for 

temporary operations and maintenance of the control systems during the 

construction period until final commissioning, training of facility 

operators and acceptance of the project by VA. 

1.7 SUBMITTALS 

A. Submit shop drawings in accordance with Section 01 33 23, SHOP 

DRAWINGS, PRODUCT DATA, AND SAMPLES. 

B. Manufacturer’s literature and data for all components including the 

following: 

1. A wiring diagram for each type of input device and output device 

including DDC controllers, modems, repeaters, etc. Diagram shall 

show how the device is wired and powered, showing typical 

connections at the digital controllers and each power supply, as 

well as the device itself. Show for all field connected devices, 

including but not limited to, control relays, motor starters, 

electric or electronic actuators, and temperature pressure, flow and 

humidity sensors and transmitters. 

2. A diagram of each terminal strip, including digital controller 

terminal strips, terminal strip location, termination numbers and 

the associated point names. 

3. Control dampers and control valves schedule, including the size and 

pressure drop. 

4. Catalog cut sheets of all equipment used. This includes, but is not 

limited to software (by manufacturer and by third parties), DDC 
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controllers, panels, peripherals, airflow measuring stations and 

associated components, and auxiliary control devices such as 

sensors, actuators, and control dampers. When manufacturer’s cut 

sheets apply to a product series rather than a specific product, the 

data specifically applicable to the project shall be highlighted. 

Each submitted piece of literature and drawings should clearly 

reference the specification and/or drawings that it supposed to 

represent. 

5. Sequence of operations for each HVAC system and the associated 

control diagrams. Equipment and control labels shall correspond to 

those shown on the drawings. 

6. Color prints of proposed graphics with a list of points for display.  

7. Furnish a BACnet Protocol Implementation Conformance Statement 

(PICS) for each BACnet-compliant device. 

8. Schematic wiring diagrams for all control, communication and power 

wiring. Provide a schematic drawing of the central system 

installation. Label all cables and ports with computer 

manufacturers’ model numbers and functions. Show all interface 

wiring to the control system. 

9. An instrumentation list for each controlled system. Each element of 

the controlled system shall be listed in table format. The table 

shall show element name, type of device, manufacturer, model number, 

and product data sheet number. 

10. Riser diagrams of wiring between central control unit and all 

control panels. 

11. Scaled plan drawings showing routing of LAN and locations of control 

panels, controllers, routers, gateways, ECC, and larger controlled 

devices. 

12. Construction details for all installed conduit, cabling, raceway, 

cabinets, and similar.  Construction details of all penetrations and 

their protection. 

13. Quantities of submitted items may be reviewed but are the 

responsibility of the contractor administered by this Section of the 

technical specifications. 

C. Product Certificates: Compliance with Article, QUALITY ASSURANCE. 
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D. Licenses: Provide licenses for all software residing on and used by the 

Controls Systems and transfer these licenses to the Owner prior to 

completion. 

E. As Built Control Drawings:  

1. Furnish three (3) copies of as-built drawings for each control 

system. The documents shall be submitted for approval prior to final 

completion. 

2. Furnish one (1) stick set of applicable control system prints for 

each mechanical system for wall mounting. The documents shall be 

submitted for approval prior to final completion. 

3. Furnish one (1) CD-ROM in CAD DWG and/or .DXF format for the 

drawings noted in subparagraphs above.  

F. Operation and Maintenance (O/M) Manuals): 

1. Submit in accordance with Article, INSTRUCTIONS, in Specification 

Section 01 00 00, GENERAL REQUIREMENTS. 

2. Include the following documentation: 

a. General description and specifications for all components, 

including logging on/off, alarm handling, producing trend 

reports, overriding computer control, and changing set points and 

other variables. 

b. Detailed illustrations of all the control systems specified for 

ease of maintenance and repair/replacement procedures, and 

complete calibration procedures. 

c. One copy of the final version of all software provided including 

operating systems, programming language, operator workstation 

software, and graphics software. 

d. Complete troubleshooting procedures and guidelines for all 

systems. 

e. Complete operating instructions for all systems. 

f. Recommended preventive maintenance procedures for all system 

components including a schedule of tasks for inspection, cleaning 

and calibration. Provide a list of recommended spare parts needed 

to minimize downtime. 

g. Training Manuals: Submit the course outline and training material 

to the Owner for approval three (3) weeks prior to the training 

to VA facility personnel. These persons will be responsible for 
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maintaining and the operation of the control systems, including 

programming. The Owner reserves the right to modify any or all of 

the course outline and training material. 

h. Licenses, guaranty, and other pertaining documents for all 

equipment and systems.  

G. Submit Performance Report to VA Project Manager prior to final 

inspection. 

1.8 INSTRUCTIONS 

A. Instructions to VA operations personnel: Perform in accordance with 

Article, INSTRUCTIONS, in Specification Section 01 00 00, GENERAL 

REQUIREMENTS, and as noted below.  

1. Training shall comprise of on the job training during start-up, 

checkout period, and performance test period. VA facilities 

personnel will work with the Contractor’s installation and test 

personnel on a daily basis during start-up and checkout period. 

During the performance test period, controls subcontractor will 

provide 4 hours of instructions to the VA facilities personnel. 

2. The O/M Manuals shall contain approved submittals as outlined in 

Article 1.7, SUBMITTALS. The Controls subcontractor will review the 

manual contents with VA facilities personnel during second phase of 

training. 

3. Training shall be given by direct employees of the controls system 

subcontractor. 

1.9 PROJECT CONDITIONS (ENVIRONMENTAL CONDITIONS OF OPERATION) 

A. The ECC and peripheral devices and system support equipment shall be 

designed to operate in ambient condition of 20 to 35°C (65 to 90°F) at a 

relative humidity of 20 to 80% non-condensing. 

B. The CUs used outdoors shall be mounted in NEMA 4 waterproof enclosures, 

and shall be rated for operation at –40 to 65°C (-40 to 150°F). 

C. All electronic equipment shall operate properly with power fluctuations 

of plus 10 percent to minus 15 percent of nominal supply voltage. 

D. Sensors and controlling devices shall be designed to operate in the 

environment, which they are sensing or controlling.  
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1.10 APPLICABLE PUBLICATIONS 

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. 

B. American Society of Heating, Refrigerating, and Air-Conditioning 

Engineers (ASHRAE): 

Standard 135-10.........BACNET Building Automation and Control Networks 

C. American Society of Mechanical Engineers (ASME): 

B16.18-01...............Cast Copper Alloy Solder Joint Pressure 
Fittings. 

B16.22-01...............Wrought Copper and Copper Alloy Solder Joint 
Pressure Fittings. 

D. American Society of Testing Materials (ASTM): 

B32-08..................Standard Specification for Solder Metal 
B88-09..................Standard Specifications for Seamless Copper 

Water Tube 
B88M-09.................Standard Specification for Seamless Copper 

Water Tube (Metric) 
B280-08.................Standard Specification for Seamless Copper Tube 

for Air-Conditioning and Refrigeration Field 
Service 

D2737-03................Standard Specification for Polyethylene (PE) 
Plastic Tubing 

E. Federal Communication Commission (FCC): 

Rules and Regulations Title 47 Chapter 1-2001 Part 15: Radio Frequency 
Devices. 

F. Institute of Electrical and Electronic Engineers (IEEE): 

802.3-11................Information Technology-Telecommunications and 
Information Exchange between Systems-Local and 
Metropolitan Area Networks- Specific 
Requirements-Part 3: Carrier Sense Multiple 
Access with Collision Detection (CSMA/CD) 
Access method and Physical Layer Specifications 

G. National Fire Protection Association (NFPA): 

70-11...................National Electric Code 
90A-09..................Standard for Installation of Air-Conditioning 

and Ventilation Systems  

H. Underwriter Laboratories Inc (UL): 

94-10...................Tests for Flammability of Plastic Materials for 
Parts and Devices and Appliances 

294-10..................Access Control System Units  
486A/486B-10............Wire Connectors  
555S-11.................Standard for Smoke Dampers 
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916-10..................Energy Management Equipment 
1076-10.................Proprietary Burglar Alarm Units and Systems  

PART 2 - PRODUCTS 

2.1 MATERIALS 

 Use new products that the manufacturer is currently manufacturing and 

that have been installed in a minimum of 25 installations. Spare parts 

shall be available for at least five years after completion of this 

contract. 

2.2 CONTROLS SYSTEM ARCHITECTURE 

A. General 

1. The Controls Systems shall consist of multiple Nodes and associated 

equipment connected by industry standard digital and communication 

network arrangements. 

2. The ECC, building controllers and principal communications network 

equipment shall be standard products of recognized major 

manufacturers available through normal PC and computer vendor 

channels – not "Clones" assembled by a third-party subcontractor. 

3. The networks shall, at minimum, comprise, as necessary, the 

following: 

a. Network computer processing, data storage and BACnet-compliant 

communication equipment including existing Servers and digital 

data processors. 

b. BACnet-compliant routers, bridges, switches, hubs, modems, 

gateways, interfaces and similar communication equipment. 

c. Active processing BACnet-compliant building controllers connected 

to other BACNet-compliant controllers together with their power 

supplies and associated equipment. 

d. Addressable elements, sensors, transducers and end devices. 

e. Third-party equipment interfaces and gateways as described and 

required by the Contract Documents. 

f. Other components required for a complete and working Control 

Systems as specified. 

B. The Specifications for the individual elements and component subsystems 

shall be minimum requirements and shall be augmented as necessary by 

the Contractor to achieve both compliance with all applicable codes, 

standards and to meet all requirements of the Contract Documents. 
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C. Network Architecture 

1. The Controls communication network shall utilize BACnet 

communications protocol operating over a standard Ethernet LAN and 

operate at a minimum speed of 100 Mb/sec. 

2. The networks shall utilize only copper and optical fiber 

communication media as appropriate and shall comply with applicable 

codes, ordinances and regulations. 

3. All necessary telephone lines, ISDN lines and internet Service 

Provider services and connections will be provided by the VA. 

D. Third Party Interfaces: 

1. The contractor administered by this Section of the technical 

specifications shall include necessary hardware, equipment, software 

and programming to allow data communications between the controls 

systems and building systems supplied by other trades. 

2. Other manufacturers and contractors supplying other associated 

systems and equipment shall provide their necessary hardware, 

software and start-up at their cost and shall cooperate fully with 

the contractor administered by this Section of the technical 

specifications in a timely manner and at their cost to ensure 

complete functional integration. 

2.3 COMMUNICATION 

A. Control products, communication media, connectors, repeaters, hubs, and 

routers shall comprise a BACnet internetwork. Controller and operator 

interface communication shall conform to ANSI/ASHRAE Standard 135-2008, 

BACnet. 

1. The Data link / physical layer protocol (for communication) 

acceptable to the VA throughout its facilities is Ethernet (ISO 

8802-3) and BACnet/IP. 

2. The ARCNET data link / physical protocol may be used in new BACnet 

sub-networks in VA non-healthcare and non-lab (i.e., business and 

cemetery) facilities. 

3. The MS/TP data link / physical layer protocol is not acceptable to 

the VA in any new BACnet network or sub-network in its healthcare or 

lab facilities.  

B. Each controller shall have a communication port for connection to an 

operator interface. 
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C. Internetwork operator interface and value passing shall be transparent 

to internetwork architecture. 

1. An operator interface connected to a controller shall allow the 

operator to interface with each internetwork controller as if 

directly connected. Controller information such as data, status, 

reports, system software, and custom programs shall be viewable and 

editable from each internetwork controller. 

2. Inputs, outputs, and control variables used to integrate control 

strategies across multiple controllers shall be readable by each 

controller on the internetwork.  Program and test all cross-

controller links required to execute specified control system 

operation. An authorized operator shall be able to edit cross-

controller links by typing a standard object address. 

D. System shall be expandable to at least twice the required input and 

output objects with additional controllers, associated devices, and 

wiring. Expansion shall not require operator interface hardware 

additions or software revisions. 

E. ECCs and Controllers with real-time clocks shall use the BACnet Time 

Synchronization service. The system shall automatically synchronize 

system clocks daily from an operator-designated device via the 

internetwork. The system shall automatically adjust for daylight 

savings and standard time as applicable. 

2.4 NETWORK AND DEVICE NAMING CONVENTION 

A. Network Numbers 

1. BACnet network numbers shall be based on a "facility code, network" 

concept. The "facility code" is the VAMC’s or VA campus’ assigned 

numeric value assigned to a specific facility or building. The 

"network" typically corresponds to a "floor" or other logical 

configuration within the building. BACnet allows 65535 network 

numbers per BACnet internet work.  

2. The network numbers are thus formed as follows: "Net #" = "FFFNN" 

where: 

a. FFF = Facility code (see below) 

b. NN = 00-99 This allows up to 100 networks per facility or 

building 

B. Device Instances 
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1. BACnet allows 4194305 unique device instances per BACnet internet 

work. Using Agency's unique device instances are formed as follows: 

"Dev #" = "FFFNNDD" where 

a. FFF and N are as above and 

b. DD = 00-99, this allows up to 100 devices per network. 

2. Note Special cases, where the network architecture of limiting 

device numbering to DD causes excessive subnet works. The device 

number can be expanded to DDD and the network number N can become a 

single digit. In NO case shall the network number N and the device 

number D exceed 4 digits.   

3. Facility code assignments: 

4. 000-400 Building/facility number 

5. Note that some facilities have a facility code with an alphabetic 

suffix to denote wings, related structures, etc. The suffix will be 

ignored. Network numbers for facility codes above 400 will be 

assigned in the range 000-399. 

C. Device Names 

1. Name the control devices based on facility name, location within a 

facility, the system or systems that the device monitors and/or 

controls, or the area served. The intent of the device naming is to 

be easily recognized. Names can be up to 254 characters in length, 

without embedded spaces. Provide the shortest descriptive, but 

unambiguous, name. For example, in building #123 prefix the number 

with a “B” followed by the building number, if there is only one 

chilled water pump "CHWP-1", a valid name would be "B123.CHWP. 

1.STARTSTOP". If there are two pumps designated "CHWP-1", one in a 

basement mechanical room (Room 0001) and one in a penthouse 

mechanical room (Room PH01), the names could be "B123.R0001.CHWP.1. 

STARTSTOP" or "B123.RPH01.CHWP.1.STARTSTOP". In the case of unitary 

controllers, for example a VAV box controller, a name might be 

"B123.R101.VAV". These names should be used for the value of the 

"Object_Name" property of the BACnet Device objects of the 

controllers involved so that the BACnet name and the EMCS name are 

the same. 
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2.5 BACNET DEVICES 

A. All BACnet Devices – controllers, gateways, routers, actuators and 

sensors shall conform to BACnet Device Profiles and shall be BACnet 

Testing Laboratories (BTL) -Listed as conforming to those Device 

Profiles.  Protocol Implementation Conformance Statements (PICSs), 

describing the BACnet capabilities of the Devices shall be published 

and available of the Devices through links in the BTL website. 

1. BACnet Building Controllers, historically referred to as NACs, shall 

conform to the BACnet B-BC Device Profile, and shall be BTL-Listed 

as conforming to the B-BC Device Profile.  The Device’s PICS shall 

be submitted. 

2. BACnet Advanced Application Controllers shall conform to the BACnet 

B-AAC Device Profile, and shall be BTL-Listed as conforming to the 

B-AAC Device Profile.  The Device’s PICS shall be submitted. 

3. BACnet Application Specific Controllers shall conform to the BACnet 

B-ASC Device Profile, and shall be BTL-Listed as conforming to the 

B-ASC Device Profile.  The Device’s PICS shall be submitted. 

4. BACnet Smart Actuators shall conform to the BACnet B-SA Device 

Profile, and shall be BTL-Listed as conforming to the B-SA Device 

Profile.  The Device’s PICS shall be submitted. 

5. BACnet Smart Sensors shall conform to the BACnet B-SS Device 

Profile, and shall be BTL-Listed as conforming to the B-SS Device 

Profile.  The Device’s PICS shall be submitted. 

6. BACnet routers and gateways shall conform to the BACnet B-OTH Device 

Profile, and shall be BTL-Listed as conforming to the B-OTH Device 

Profile.  The Device’s PICS shall be submitted. 

2.6 CONTROLLERS 

A. General. Provide an adequate number of BTL-Listed B-BC building 

controllers and an adequate number of BTL-Listed B-AAC advanced 

application controllers to achieve the performance specified in the 

Part 1 Article on “System Performance.” Each of these controllers shall 

meet the following requirements.  

1. The controller shall have sufficient memory to support its operating 

system, database, and programming requirements. 

2. The building controller shall share data with the ECC and the other 

networked building controllers.  The advanced application controller 
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shall share data with its building controller and the other 

networked advanced application controllers. 

3. The operating system of the controller shall manage the input and 

output communication signals to allow distributed controllers to 

share real and virtual object information and allow for central 

monitoring and alarms. 

4. Controllers that perform scheduling shall have a real-time clock. 

5. The controller shall continually check the status of its processor 

and memory circuits. If an abnormal operation is detected, the 

controller shall:  

a. assume a predetermined failure mode, and 

b. generate an alarm notification.  

6. The controller shall communicate with other BACnet devices on the 

internetwork using the BACnet Read (Execute and Initiate) and Write 

(Execute and Initiate) Property services.  

7. Communication. 

a. Each controller shall reside on a BACnet network using the ISO 

8802-3 (Ethernet) Data Link/Physical layer protocol for its 

communications. Each building controller also shall perform 

BACnet routing if connected to a network of custom application 

and application specific controllers. 

b. The controller shall provide a service communication port using 

BACnet Data Link/Physical layer protocol for connection to a 

portable operator’s terminal. 

8. Keypad. A local keypad and display shall be provided for each 

controller. The keypad shall be provided for interrogating and 

editing data. Provide a system security password shall be available 

to prevent unauthorized use of the keypad and display.  

9. Serviceability. Provide diagnostic LEDs for power, communication, 

and processor. All wiring connections shall be made to field-

removable, modular terminal strips or to a termination card 

connected by a ribbon cable. 

10. Memory. The controller shall maintain all BIOS and programming 

information in the event of a power loss for at least 72 hours. 

11. The controller shall be able to operate at 90% to 110% of nominal 

voltage rating and shall perform an orderly shutdown below 80% 
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nominal voltage. Controller operation shall be protected against 

electrical noise of 5 to 120 Hz and from keyed radios up to 5 W at 1 

m (3 ft). 

B. Provide BTL-Listed B-ASC application specific controllers for each 

piece of equipment for which they are constructed.  Application 

specific controllers shall communicate with other BACnet devices on the 

internetwork using the BACnet Read (Execute) Property service. 

1. Each B-ASC shall be capable of stand-alone operation and shall 

continue to provide control functions without being connected to the 

network.  

2. Each B-ASC will contain sufficient I/O capacity to control the 

target system. 

3. Communication.  

a. Each controller shall reside on a BACnet network using the ISO 

8802-3 (Ethernet) Data Link/Physical layer protocol for its 

communications. Each building controller also shall perform 

BACnet routing if connected to a network of custom application 

and application specific controllers. 

b. Each controller shall have a BACnet Data Link/Physical layer 

compatible connection for a laptop computer or a portable 

operator’s tool. This connection shall be extended to a space 

temperature sensor port where shown. 

4. Serviceability. Provide diagnostic LEDs for power, communication, 

and processor. All wiring connections shall be made to field-

removable, modular terminal strips or to a termination card 

connected by a ribbon cable. 

5. Memory. The application specific controller shall use nonvolatile 

memory and maintain all BIOS and programming information in the 

event of a power loss. 

6. Immunity to power and noise. Controllers shall be able to operate at 

90% to 110% of nominal voltage rating and shall perform an orderly 

shutdown below 80%. Operation shall be protected against electrical 

noise of 5-120 Hz and from keyed radios up to 5 W at 1 m (3 ft). 

7. Transformer. Power supply for the ASC must be rated at a minimum of 

125% of ASC power consumption and shall be of the fused or current 

limiting type. 
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C. Direct Digital Controller Software 

1. The software programs specified in this section shall be 

commercially available, concurrent, multi-tasking operating system 

and support the use of software application that operates under DOS 

or Microsoft Windows. 

2. All points shall be identified by up to 30-character point name and 

16-character point descriptor. The same names shall be used at the 

ECC. 

3. All control functions shall execute within the stand-alone control 

units via DDC algorithms. The VA shall be able to customize control 

strategies and sequences of operations defining the appropriate 

control loop algorithms and choosing the optimum loop parameters.  

4. All controllers shall be capable of being programmed to utilize 

stored default values for assured fail-safe operation of critical 

processes. Default values shall be invoked upon sensor failure or, 

if the primary value is normally provided by the central or another 

CU, or by loss of bus communication. Individual application software 

packages shall be structured to assume a fail-safe condition upon 

loss of input sensors. Loss of an input sensor shall result in 

output of a sensor-failed message at the ECC. Each ACU and RCU shall 

have capability for local readouts of all functions. The UCUs shall 

be read remotely. 

5. All DDC control loops shall be able to utilize any of the following 

control modes: 

a. Two position (on-off, slow-fast) control. 

b. Proportional control. 

c. Proportional plus integral (PI) control. 

d. Proportional plus integral plus derivative (PID) control. All PID 

programs shall automatically invoke integral wind up prevention 

routines whenever the controlled unit is off, under manual 

control of an automation system or time initiated program. 

e. Automatic tuning of control loops. 

6. System Security: Operator access shall be secured using individual 

password and operator’s name. Passwords shall restrict the operator 

to the level of object, applications, and system functions assigned 
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to him. A minimum of six (6) levels of security for operator access 

shall be provided.  

7. Application Software: The controllers shall provide the following 

programs as a minimum for the purpose of optimizing energy 

consumption while maintaining comfortable environment for occupants. 

All application software shall reside and run in the system digital 

controllers. Editing of the application shall occur at the ECC or 

via a portable operator’s terminal, when it is necessary, to access 

directly the programmable unit. 

a. Event Scheduling: Provide a comprehensive menu driven program to 

automatically start and stop designated points or a group of 

points according to a stored time. This program shall provide the 

capability to individually command a point or group of points. 

When points are assigned to one common load group it shall be 

possible to assign variable time advances/delays between each 

successive start or stop within that group. Scheduling shall be 

calendar based and advance schedules may be defined up to one 

year in advance. Advance schedule shall override the day-to-day 

schedule. The operator shall be able to define the following 

information: 

1) Time, day. 

2) Commands such as on, off, auto. 

3) Time delays between successive commands. 

4) Manual overriding of each schedule. 

5) Allow operator intervention. 

b. Alarm Reporting: The operator shall be able to determine the 

action to be taken in the event of an alarm. Alarms shall be 

routed to the ECC based on time and events. An alarm shall be 

able to start programs, login the event, print and display the 

messages. The system shall allow the operator to prioritize the 

alarms to minimize nuisance reporting and to speed operator’s 

response to critical alarms. A minimum of six (6) priority levels 

of alarms shall be provided for each point. 

c. Remote Communications: The system shall have the ability to dial 

out in the event of an alarm to the ECC and alpha-numeric pagers. 

The alarm message shall include the name of the calling location, 
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the device that generated the alarm, and the alarm message 

itself. The operator shall be able to remotely access and operate 

the system using dial up communications. Remote access shall 

allow the operator to function the same as local access. 

d. Maintenance Management (PM): The program shall monitor equipment 

status and generate maintenance messages based upon the operators 

defined equipment run time, starts, and/or calendar date limits. 

A preventative maintenance alarm shall be printed indicating 

maintenance requirements based on pre-defined run time. Each 

preventive message shall include point description, limit 

criteria and preventative maintenance instruction assigned to 

that limit. A minimum of 480-character PM shall be provided for 

each component of units such as air handling units.  

2.7 SENSORS (AIR, WATER AND STEAM) 

A. Sensors’ measurements shall be read back to the DDC system, and shall 

be visible by the ECC. 

B. Temperature and Humidity Sensors shall be electronic, vibration and 

corrosion resistant for wall, immersion, and/or duct mounting. Provide 

all remote sensors as required for the systems. 

1. Temperature Sensors: thermistor type for terminal units and 

Resistance Temperature Device (RTD) with an integral transmitter 

type for all other sensors. 

a. Duct sensors shall be rigid or averaging type as shown on 

drawings. Averaging sensor shall be a minimum of 1 linear ft of 

sensing element for each sq ft of cooling coil face area. 

b. Immersion sensors shall be provided with a separable well made of 

stainless steel, bronze or monel material. Pressure rating of 

well is to be consistent with the system pressure in which it is 

to be installed. 

c. Space sensors shall be equipped with in-space User set-point 

adjustment, override switch, numerical temperature display on 

sensor cover, and communication port. Match room thermostats.  

Provide a tooled-access cover. 

1) Public space sensor: setpoint adjustment shall be only through 

the ECC or through the DDC system’s diagnostic device/laptop.  

Do not provide in-space User set-point adjustment.  Provide an 
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opaque keyed-entry cover if needed to restrict in-space User 

set-point adjustment. 

d. Outdoor air temperature sensors shall have watertight inlet 

fittings and be shielded from direct sunlight. 

e. Wire: Twisted, shielded-pair cable. 

f. Output Signal: 4-20 ma. 

C. Static Pressure Sensors: Non-directional, temperature compensated.  

1. 4-20 ma output signal. 

2. 0 to 5 inches wg for duct static pressure range. 

3. 0 to 0.25 inch wg for Building static pressure range. 

D. Current Switches: Current operated switches shall be self powered, 

solid state with adjustable trip current as well as status, power, and 

relay command status LED indication. The switches shall be selected to 

match the current of the application and output requirements of the DDC 

systems. 

2.8 CONTROL CABLES 

A. General: 

1. Ground cable shields, drain conductors, and equipment to eliminate 

shock hazard and to minimize ground loops, common-mode returns, 

noise pickup, cross talk, and other impairments.  Comply with 

Sections 27 05 26 and 26 05 26. 

2. Cable conductors to provide protection against induction in 

circuits. Crosstalk attenuation within the System shall be in excess 

of -80 dB throughout the frequency ranges specified. 

3. Minimize the radiation of RF noise generated by the System equipment 

so as not to interfere with any audio, video, data, computer main 

distribution frame (MDF), telephone customer service unit (CSU), and 

electronic private branch exchange (EPBX) equipment the System may 

service. 

4. The as-installed drawings shall identify each cable as labeled, used 

cable, and bad cable pairs.  

5. Label system’s cables on each end.  Test and certify cables in 

writing to the VA before conducting proof-of-performance testing.  

Minimum cable test requirements are for impedance compliance, 

inductance, capacitance, signal level compliance, opens, shorts, 

cross talk, noise, and distortion, and split pairs on all cables in 
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the frequency ranges used. Make available all cable installation and 

test records at demonstration to the VA. All changes (used pair, 

failed pair, etc.) shall be posted in these records as the change 

occurs. 

6. Power wiring shall not be run in conduit with communications trunk 

wiring or signal or control wiring operating at 100 volts or less.  

B. Analogue control cabling shall be not less than No. 18 AWG solid, with 

thermoplastic insulated conductors as specified in Section 26 05 21. 

C. Copper digital communication cable between the ECC and the B-BC and B-

AAC controllers shall be 100BASE-TX Ethernet, Category 5e or 6, not 

less than minimum 24 American Wire Gauge (AWG) solid, Shielded Twisted 

Pair (STP) or Unshielded Twisted Pair (UTP), with thermoplastic 

insulated conductors, enclosed in a thermoplastic outer jacket, as 

specified in Section 27 15 00. 

1. Other types of media commonly used within IEEE Std 802.3 LANs (e.g., 

10Base-T and 10Base-2) shall be used only in cases to interconnect 

with existing media. 

D. Optical digital communication fiber, if used, shall be Multimode or 

Singlemode fiber, 62.5/125 micron for multimode or 10/125 micron for 

singlemode micron with SC or ST connectors as specified in TIA-568-C.1.  

Terminations, patch panels, and other hardware shall be compatible with 

the specified fiber and shall be as specified in Section 27 15 00.   

Fiber-optic cable shall be suitable for use with the 100Base-FX or the 

100Base-SX standard (as applicable) as defined in IEEE Std 802.3. 

2.9 FINAL CONTROL ELEMENTS AND OPERATORS 

A. Fail Safe Operation: Control valves and dampers shall provide "fail 

safe" operation in either the normally open or normally closed position 

as required for freeze, moisture, and smoke or fire protection. 

B. Spring Ranges: Range as required for system sequencing and to provide 

tight shut-off. 

C. Power Operated Control Dampers (other than VAV Boxes): Factory 

fabricated, balanced type dampers. All modulating dampers shall be 

opposed blade type and gasketed. Blades for two-position, duct-mounted 

dampers shall be parallel, airfoil (streamlined) type for minimum noise 

generation and pressure drop. 
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1. Leakage: Except as specified in subparagraph 2 below, maximum 

leakage in closed position shall not exceed 7 L/S (15 CFMs) 

differential pressure for outside air and exhaust dampers and 200 

L/S/ square meter (40 CFM/sq. ft.) at 50 mm (2 inches) differential 

pressure for other dampers. 

2. Frame shall be galvanized steel channel with seals as required to 

meet leakage criteria. 

3. Blades shall be galvanized steel or aluminum, 200 mm (8 inch) 

maximum width, with edges sealed as required.  

4. Bearing shall be nylon, bronze sleeve or ball type. 

5. Hardware shall be zinc-plated steel. Connected rods and linkage 

shall be non-slip. Working parts of joints shall be brass, bronze, 

nylon or stainless steel. 

6. Maximum air velocity and pressure drop through free area the 

dampers: 

a. Duct mounted damper: 600 meter per minute (2000 fpm).  

b. Maximum static pressure loss: 50 Pascal (0.20 inches water gage). 

D. Control Valves:  

1. Valves shall be rated for a minimum of 150 percent of system 

operating pressure at the valve location but not less than 900 kPa 

(125 psig). 

2. Valves 50 mm (2 inches) and smaller shall be bronze body with 

threaded or flare connections. 

3. Brass or bronze seats except for valves controlling media above 100 

degrees C (210 degrees F), which shall have stainless steel seats. 

4. Flow characteristics: 

a. Three way modulating valves shall be globe pattern.  Position 

versus flow relation shall be equal percentage for water flow 

control. 

b. Two-way modulating valves shall be globe pattern.  Position 

versus flow relation shall be equal percentage for water flow 

control. 

c. Two-way 2-position valves shall be ball, gate or butterfly type.   

5. Maximum pressure drop: 

a. Modulating water flow control, greater of 3 meters (10 feet) of 

water or the pressure drop through the apparatus. 
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6. Two position water valves shall be line size. 

E. Damper and Valve Operators and Relays: 

1. Electric operator shall provide full modulating control of dampers 

and valves. A linkage and pushrod shall be furnished for mounting 

the actuator on the damper frame internally in the duct or 

externally in the duct or externally on the duct wall, or shall be 

furnished with a direct-coupled design.  Metal parts shall be 

aluminum, mill finish galvanized steel, or zinc plated steel or 

stainless steel.  Provide actuator heads which allow for electrical 

conduit attachment.  The motors shall have sufficient closure torque 

to allow for complete closure of valve or damper under pressure.  

Provide multiple motors as required to achieve sufficient close-off 

torque. 

a. Minimum valve close-off pressure shall be equal to the system 

pump’s dead-head pressure, minimum 50 psig for valves smaller 

than 4 inches. 

2. Electronic damper operators:  Metal parts shall be aluminum, mill 

finish galvanized steel, or zinc plated steel or stainless steel.  

Provide actuator heads which allow for electrical conduit 

attachment. The motors shall have sufficient closure torque to allow 

for complete closure of valve or damper under pressure.  Provide 

multiple motors as required to achieve sufficient close-off torque. 

3. See drawings for required control operation. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. General: 

1. Examine project plans for control devices and equipment locations; 

and report any discrepancies, conflicts, or omissions to VA Project 

Manager for resolution before proceeding for installation. 

2. Install equipment, piping, wiring, conduit parallel to or at right 

angles to building lines. 

3. Install all equipment and piping in readily accessible locations. Do 

not run tubing and conduit concealed under insulation or inside 

ducts. 
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4. Mount control devices, tubing and conduit located on ducts and 

apparatus with external insulation on standoff support to avoid 

interference with insulation. 

5. Provide sufficient slack and flexible connections to allow for 

vibration of piping and equipment. 

6. Run wire connecting devices on or in control cabinets parallel with 

the sides of the cabinet neatly racked to permit tracing.  

7. Install equipment level and plum. 

B. Electrical Wiring Installation: 

1. All wiring cabling shall be installed in conduits.  Install conduits 

and wiring in accordance with Specification Section 26 05 33, 

RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS.  Conduits carrying control 

wiring and cabling shall be dedicated to the control wiring and 

cabling: these conduits shall not carry power wiring.  Provide 

plastic end sleeves at all conduit terminations to protect wiring 

from burrs. 

2. Install analog signal and communication cables in conduit and in 

accordance with Specification Section 26 05 21.  Install digital 

communication cables in conduit and in accordance with Specification 

Section 27 15 00, Communications Horizontal Cabling. 

3. Install conduit and wiring between digital controllers, electrical 

panels, indicating devices, instrumentation, miscellaneous alarm 

points, thermostats, and relays as shown on the drawings or as 

required under this section.  

4. Install all electrical work required for a fully functional system 

and not shown on electrical plans or required by electrical 

specifications.  Where low voltage (less than 50 volt) power is 

required, provide suitable Class B transformers. 

5. Install all system components in accordance with local Building Code 

and National Electric Code. 

a. Splices: Splices in shielded and coaxial cables shall consist of 

terminations and the use of shielded cable couplers. Terminations 

shall be in accessible locations. Cables shall be harnessed with 

cable ties. 

b. Equipment: Fit all equipment contained in cabinets or panels with 

service loops, each loop being at least 300 mm (12 inches) long. 
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Equipment for fiber optics system shall be rack mounted, as 

applicable, in ventilated, self-supporting, code gauge steel 

enclosure. Cables shall be supported for minimum sag. 

c. Cable Runs: Keep cable runs as short as possible. Allow extra 

length for connecting to the terminal board. Do not bend flexible 

coaxial cables in a radius less than ten times the cable outside 

diameter. 

d. Use vinyl tape, sleeves, or grommets to protect cables from 

vibration at points where they pass around sharp corners, through 

walls, panel cabinets, etc. 

6. Conceal cables, except in mechanical rooms and areas where other 

conduits and piping are exposed. 

7. Permanently label or code each point of all field terminal strips to 

show the instrument or item served. Color-coded cable with cable 

diagrams may be used to accomplish cable identification. 

8. Grounding: ground electrical systems per manufacturer’s written 

requirements for proper and safe operation. 

C. Install Sensors and Controls: 

1. Temperature Sensors: 

a. Install all sensors and instrumentation according to 

manufacturer’s written instructions. Temperature sensor locations 

shall be readily accessible, permitting quick replacement and 

servicing of them without special skills and tools. 

b. Calibrate sensors to accuracy specified, if not factory 

calibrated. 

c. Use of sensors shall be limited to its duty, e.g., duct sensor 

shall not be used in lieu of room sensor. 

d. Install room sensors permanently supported on wall frame. They 

shall be mounted at 1.5 meter (5.0 feet) above the finished 

floor.  

e. Mount sensors rigidly and adequately for the environment within 

which the sensor operates.  Separate extended-bulb sensors form 

contact with metal casings and coils using insulated standoffs. 

f. All pipe mounted temperature sensors shall be installed in wells. 
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g. All wires attached to sensors shall be air sealed in their 

conduits or in the wall to stop air transmitted from other areas 

affecting sensor reading.  

h. Permanently mark terminal blocks for identification. Protect all 

circuits to avoid interruption of service due to short-circuiting 

or other conditions. Line-protect all wiring that comes from 

external sources to the site from lightning and static 

electricity. 

2. Pressure Sensors: 

a. Install duct static pressure sensor tips facing directly 

downstream of airflow.  

3. Actuators: 

a. Mount and link damper actuators according to manufacturer’s 

written instructions. 

b. Check operation of damper/actuator combination to confirm that 

actuator modulates damper smoothly throughout stroke to both open 

and closed position. 

D. Installation of network: 

1. Ethernet: 

a. The network shall employ Ethernet LAN architecture, as defined by 

IEEE 802.3. The Network Interface shall be fully Internet 

Protocol (IP) compliant allowing connection to currently 

installed IEEE 802.3, Compliant Ethernet Networks. 

b. The network shall directly support connectivity to a variety of 

cabling types.  As a minimum provide the following connectivity: 

100 Base TX (Category 5e cabling) for the communications between 

the ECC and the B-BC and the B-AAC controllers. 

2. Third party interfaces: Contractor shall integrate real-time data 

from building systems by other trades and databases originating from 

other manufacturers as specified and required to make the system 

work as one system.  

E. Installation of digital controllers and programming: 

1. Provide a separate digital control panel for each major piece of 

equipment, such as air handling unit, chiller, pumping unit etc. 

Points used for control loop reset such as outdoor air, outdoor 
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humidity, or space temperature could be located on any of the remote 

control units. 

2. Provide sufficient internal memory for the specified control 

sequences and trend logging. There shall be a minimum of 25 percent 

of available memory free for future use. 

3. System point names shall be modular in design, permitting easy 

operator interface without the use of a written point index. 

4. Provide software programming for the applications intended for the 

systems specified, and adhere to the strategy algorithms provided.  

5. Provide graphics for each piece of equipment and floor plan in the 

building. This includes each chiller, cooling tower, air handling 

unit, fan, terminal unit, boiler, pumping unit etc. These graphics 

shall show all points dynamically as specified in the point list. 

3.2 SYSTEM VALIDATION AND DEMONSTRATION 

A. As part of final system acceptance, a system demonstration is required 

(see below).  Prior to start of this demonstration, the contractor is 

to perform a complete validation of all aspects of the controls and 

instrumentation system. 

B. Validation 

1. Prepare and submit for approval a validation test plan including 

test procedures for the performance verification tests.  Test Plan 

shall address all specified functions of the ECC and all specified 

sequences of operation.  Explain in detail actions and expected 

results used to demonstrate compliance with the requirements of this 

specification.  Explain the method for simulating the necessary 

conditions of operation used to demonstrate performance of the 

system.  Test plan shall include a test check list to be used by the 

Installer’s agent to check and initial that each test has been 

successfully completed.  Deliver test plan documentation for the 

performance verification tests to the owner’s representative 30 days 

prior to start of performance verification tests.  Provide draft 

copy of operation and maintenance manual with performance 

verification test. 

2. After approval of the validation test plan, installer shall carry 

out all tests and procedures therein.  Installer shall completely 

check out, calibrate, and test all connected hardware and software 
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to insure that system performs in accordance with approved 

specifications and sequences of operation submitted.  Installer 

shall complete and submit Test Check List. 

C. Demonstration 

1. System operation and calibration to be demonstrated by the installer 

in the presence of the Architect or VA's representative on random 

samples of equipment as dictated by the Architect or VA’s 

representative.  Should random sampling indicate improper 

commissioning, the owner reserves the right to subsequently witness 

complete calibration of the system at no addition cost to the VA. 

2. Demonstrate to authorities that all required safeties and life 

safety functions are fully functional and complete. 

3. Make accessible, personnel to provide necessary adjustments and 

corrections to systems as directed by balancing agency. 

4. The following witnessed demonstrations of field control equipment 

shall be included: 

a. Observe HVAC systems in shut down condition. Check dampers and 

valves for normal position. 

b. Test application software for its ability to communicate with 

digital controllers, operator workstation, and uploading and 

downloading of control programs. 

c. Demonstrate the software ability to edit the control program off-

line. 

d. Demonstrate reporting of alarm conditions for each alarm and 

ensure that these alarms are received at the assigned location, 

including operator workstations. 

e. Demonstrate ability of software program to function for the 

intended applications-trend reports, change in status etc. 

f. Demonstrate via graphed trends to show the sequence of operation 

is executed in correct manner, and that the HVAC systems operate 

properly through the complete sequence of operation, e.g., 

seasonal change, occupied/unoccupied mode, and warm-up condition. 

g. Demonstrate hardware interlocks and safeties functions, and that 

the control systems perform the correct sequence of operation 

after power loss and resumption of power loss. 
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h. Prepare and deliver to the VA graphed trends of all control loops 

to demonstrate that each control loop is stable and the set 

points are maintained.  

i. Demonstrate that each control loop responds to set point 

adjustment and stabilizes within one (1) minute. Control loop 

trend data shall be instantaneous and the time between data 

points shall not be greater than one (1) minute.  

----- END ----- 
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SECTION 23 21 13 
HYDRONIC PIPING 

PART 1 - GENERAL  

1.1 DESCRIPTION  

A. Water piping to connect HVAC equipment, including the following:  

1. Heating hot water piping.  

1.2 RELATED WORK  

A. Section 01 00 00, GENERAL REQUIREMENTS. 

B. Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, and SAMPLES. 

C. Section 23 05 11, COMMON WORK RESULTS FOR HVAC and STEAM GENERATION: 

General mechanical requirements and items, which are common to more 

than one section of Division 23. 

D. Section 23 07 11, HVAC, PLUMBING, and BOILER PLANT INSULATION: Piping 

insulation. 

E. Section 23 25 00, HVAC WATER TREATMENT: Water treatment for open and 

closed systems. 

F. Section 23 09 23, DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC: Temperature 

and pressure sensors and valve operators. 

1.3 QUALITY ASSURANCE  

A. Section 23 05 11, COMMON WORK RESULTS FOR HVAC and STEAM GENERATION, 

which includes welding qualifications.  

B. Submit prior to welding of steel piping a certificate of Welder’s 

certification. The certificate shall be current and not more than one 

year old. 

C. For mechanical pressed sealed fittings, only tools of fitting 

manufacturer shall be used. 

D. Mechanical pressed fittings shall be installed by factory trained 

workers. 

E. All grooved joint couplings, fittings, valves, and specialties shall be 

the products of a single manufacturer.  Grooving tools shall be the 

same manufacturer as the grooved components. 

1. All castings used for coupling housings, fittings, valve bodies, 

etc., shall be date stamped for quality assurance and traceability. 
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1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT 

DATA, and SAMPLES. 

B. Manufacturer's Literature and Data:  

1. Pipe and equipment supports.  

2. Pipe and tubing, with specification, class or type, and schedule.  

3. Pipe fittings, including miscellaneous adapters and special 

fittings.  

4. Flanges, gaskets and bolting.  

5. Grooved joint couplings and fittings.  

6. Valves of all types.  

7. Strainers.  

8. All specified hydronic system components.  

C. Manufacturer's certified data report, Form No. U-1, for ASME pressure 

vessels:  

1. Heat Exchangers (Water to Water) 

2. Air separators.  

3. Expansion tanks.  

D. Submit the welder’s qualifications in the form of a current (less than 

one year old) and formal certificate.  

E. Coordination Drawings: Refer to Article, SUBMITTALS of Section 23 05 

11, COMMON WORK RESULTS FOR HVAC and STEAM GENERATION.  

F. As-Built Piping Diagrams: Provide drawing as follows for heating hot 

water system and other piping systems and equipment.  

1. One wall-mounted stick file with complete set of prints. Mount stick 

file in the chiller plant or control room along with control diagram 

stick file. 

2. One complete set of reproducible drawings.  

3. One complete set of drawings in electronic Autocad and pdf format.  

1.5 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. American National Standards Institute, Inc. 

B. American Society of Mechanical Engineers/American National Standards 

Institute, Inc. (ASME/ANSI):  

B1.20.1-83(R2006).......Pipe Threads, General Purpose (Inch) 
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B16.4-06................Gray Iron Threaded FittingsB16.18-01 Cast 

Copper Alloy Solder joint Pressure fittings  

B16.23-02...............Cast Copper Alloy Solder joint Drainage 

fittings  

B40.100-05..............Pressure Gauges and Gauge Attachments 

C. American National Standards Institute, Inc./Fluid Controls Institute 

(ANSI/FCI):  

70-2-2006...............Control Valve Seat Leakage 

D. American Society of Mechanical Engineers (ASME): 

B16.1-98................Cast Iron Pipe Flanges and Flanged Fittings 

B16.3-2006..............Malleable Iron Threaded Fittings: Class 150 and 

300 

B16.4-2006..............Gray Iron Threaded Fittings: (Class 125 and 

250)  

B16.5-2003..............Pipe Flanges and Flanged Fittings: NPS ½ 

through NPS 24 Metric/Inch Standard 

B16.9-07................Factory Made Wrought Butt Welding Fittings 

B16.11-05...............Forged Fittings, Socket Welding and Threaded 

B16.18-01...............Cast Copper Alloy Solder Joint Pressure 

Fittings 

B16.22-01...............Wrought Copper and Bronze Solder Joint Pressure 

Fittings. 

B16.24-06...............Cast Copper Alloy Pipe Flanges and Flanged 

Fittings 

B16.39-06...............Malleable Iron Threaded Pipe Unions 

B16.42-06...............Ductile Iron Pipe Flanges and Flanged Fittings 

B31.1-08................Power Piping 

E. American Society for Testing and Materials (ASTM):  

A47/A47M-99 (2004)......Ferritic Malleable Iron Castings  

A53/A53M-07.............Standard Specification for Pipe, Steel, Black 

and Hot-Dipped, Zinc-Coated, Welded and 

Seamless  

A106/A106M-08...........Standard Specification for Seamless Carbon 

Steel Pipe for High-Temperature Service 

A126-04.................Standard Specification for Gray Iron Castings 

for Valves, Flanges, and Pipe Fittings  
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A183-03 ................ Standard Specification for Carbon Steel Track 

Bolts and Nuts  

A216/A216M-08 .......... Standard Specification for Steel Castings, 

Carbon, Suitable for Fusion Welding, for High 

Temperature Service  

A234/A234M-07 .......... Piping Fittings of Wrought Carbon Steel and 

Alloy Steel for Moderate and High Temperature 

Service  

A307-07 ................ Standard Specification for Carbon Steel Bolts 

and Studs, 60,000 PSI Tensile Strength 

A536-84 (2004) ......... Standard Specification for Ductile Iron Castings  

A615/A615M-08 .......... Deformed and Plain Carbon Steel Bars for 

Concrete Reinforcement 

A653/A 653M-08 ......... Steel Sheet, Zinc-Coated (Galvanized) or Zinc-

Iron Alloy Coated (Galvannealed) By the Hot-Dip 

Process 

B32-08 ................. Standard Specification for Solder Metal  

B62-02 ................. Standard Specification for Composition Bronze or 

Ounce Metal Castings  

B88-03 ................. Standard Specification for Seamless Copper Water 

Tube  

B209-07 ................ Aluminum and Aluminum Alloy Sheet and Plate  

C177-04  ............... Standard Test Method for Steady State Heat Flux 

Measurements and Thermal Transmission Properties 

by Means of the Guarded Hot Plate Apparatus  

C478-09 ................ Precast Reinforced Concrete Manhole Sections  

C533-07 ................ Calcium Silicate Block and Pipe Thermal 

Insulation  

C552-07 ................ Cellular Glass Thermal Insulation  

D3350-08 ............... Polyethylene Plastics Pipe and Fittings 

Materials 

C591-08 ................ Unfaced Preformed Rigid Cellular 

Polyisocyanurate Thermal Insulation 

D1784-08 ............... Rigid Poly (Vinyl Chloride) (PVC) Compounds and 

Chlorinated Poly (Vinyl Chloride) (CPVC) 

Compound 
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D1785-06 ............... Poly (Vinyl Chloride0 (PVC) Plastic Pipe, 

Schedules 40, 80 and 120  

D2241-05 ............... Poly (Vinyl Chloride) (PVC) Pressure Rated Pipe 

(SDR Series) 

F439-06 ................ Standard Specification for Chlorinated Poly 

(Vinyl Chloride) (CPVC) Plastic Pipe Fittings, 

Schedule 80  

F441/F441M-02 .......... Standard Specification for Chlorinated Poly 

(Vinyl Chloride) (CPVC) Plastic Pipe, Schedules 

40 and 80  

F477-08 ................ Elastomeric Seals Gaskets) for Joining Plastic 

Pipe 

F. American Water Works Association (AWWA):  

C110-08.................Ductile Iron and Grey Iron Fittings for Water 

C203-02.................Coal Tar Protective Coatings and Linings for 

Steel Water Pipe Lines Enamel and Tape Hot 

Applied 

G. American Welding Society (AWS):  

B2.1-02.................Standard Welding Procedure Specification 

H. Copper Development Association, Inc. (CDA):  

CDA A4015-06............Copper Tube Handbook 

I. Expansion Joint Manufacturer’s Association, Inc. (EJMA): 

EMJA-2003...............Expansion Joint Manufacturer’s Association 

Standards, Ninth Edition 

J. Manufacturers Standardization Society (MSS) of the Valve and Fitting 

Industry, Inc.:  

SP-67-02a...............Butterfly Valves  

SP-70-06................Gray Iron Gate Valves, Flanged and Threaded 

Ends  

SP-71-05................Gray Iron Swing Check Valves, Flanged and 

Threaded Ends 

SP-80-08................Bronze Gate, Globe, Angle and Check Valves  

SP-85-02................Cast Iron Globe and Angle Valves, Flanged and 

Threaded Ends 

SP-110-96...............Ball Valves Threaded, Socket-Welding, Solder 

Joint, Grooved and Flared Ends 
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SP-125-00...............Gray Iron and Ductile Iron In-line, Spring 

Loaded, Center-Guided Check Valves 

K. National Sanitation Foundation/American National Standards Institute, 

Inc. (NSF/ANSI):  

14-06...................Plastic Piping System Components and Related 

Materials  

50-2009a................Equipment for Swimming Pools, Spas, Hot Tubs 

and other Recreational Water Facilities – 

Evaluation criteria for materials, components, 

products, equipment and systems for use at 

recreational water facilities  

61-2008.................Drinking Water System Components – Health 

Effects 

L. Tubular Exchanger Manufacturers Association: TEMA 9th Edition, 2007  

1.6 SPARE PARTS 

 For mechanical pressed sealed fittings provide tools required for each 

pipe size used at the facility. 

PART 2 - PRODUCTS 

2.1 PIPE AND EQUIPMENT SUPPORTS, PIPE SLEEVES, AND WALL AND CEILING PLATES  

 Provide in accordance with Section 23 05 11, COMMON WORK RESULTS FOR 

HVAC and STEAM GENERATION.  

2.2 PIPE AND TUBING  

A. Heating Hot Water Piping:  

1. Steel: ASTM A53 Grade B, seamless or ERW, Schedule 40. 

2. Copper water tube option: ASTM B88, Type K or L, hard drawn.  

B. Pipe supports, including insulation shields, for above ground piping: 

Section 23 05 11, COMMON WORK RESULTS FOR HVAC and STEAM GENERATION. 

2.3 FITTINGS FOR STEEL PIPE  

A. 50 mm (2 inches) and Smaller: Screwed or welded joints.  

1. Butt welding: ASME B16.9 with same wall thickness as connecting 

piping. 

2. Forged steel, socket welding or threaded: ASME B16.11.  

3. Screwed: 150 pound malleable iron, ASME B16.3. 125 pound cast iron, 

ASME B16.4, may be used in lieu of malleable iron. Bushing reduction 

of a single pipe size, or use of close nipples, is not acceptable.  

4. Unions: ASME B16.39.  
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5. Water hose connection adapter: Brass, pipe thread to 20 mm (3/4 

inch) garden hose thread, with hose cap nut. 

B. 65 mm (2-1/2 inches) and Larger: Welded or flanged joints. Contractor’s 

option: Grooved mechanical couplings and fittings are optional.  

1. Butt welding fittings: ASME B16.9 with same wall thickness as 

connecting piping. Elbows shall be long radius type, unless 

otherwise noted.  

2. Welding flanges and bolting: ASME B16.5: 

a. Water service: Weld neck or slip-on, plain face, with 6 mm (1/8 

inch) thick full face neoprene gasket suitable for 104 degrees C 

(220 degrees F).  

1) Contractor's option: Convoluted, cold formed 150 pound steel 

flanges, with teflon gaskets, may be used for water service.  

b. Flange bolting: Carbon steel machine bolts or studs and nuts, 

ASTM A307, Grade B.  

C. Welded Branch and Tap Connections: Forged steel weldolets, or 

branchlets and threadolets may be used for branch connections up to one 

pipe size smaller than the main. Forged steel half-couplings, ASME 

B16.11 may be used for drain, vent and gage connections.  

D. Grooved Mechanical Pipe Couplings and Fittings (Contractor’s Option): 

Grooved Mechanical Pipe Couplings and Fittings may be used, with cut or 

roll grooved pipe, in water service up to 110 degrees C (230 degrees F) 

in lieu of welded, screwed or flanged connections.  All joints must be 

rigid type.  

1. Grooved mechanical couplings: Malleable iron, ASTM A47 or ductile 

iron, ASTM A536, fabricated in two or more parts, securely held 

together by two or more track-head, square, or oval-neck bolts, ASTM 

A449 and A183.  

2. Gaskets: Rubber product recommended by the coupling manufacturer for 

the intended service.  

3. Grooved end fittings: Malleable iron, ASTM A47; ductile iron, ASTM 

A536; or steel, ASTM A53 or A106, designed to accept grooved 

mechanical couplings. Tap-in type branch connections are acceptable.  

2.4 FITTINGS FOR COPPER TUBING  

A. Joints:  
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1. Solder Joints: Joints shall be made up in accordance with 

recommended practices of the materials applied. Apply 95/5 tin and 

antimony on all copper piping. 

2. Contractor’s Option: Mechanical press sealed fittings, double 

pressed type, NSF 50/61 approved, with EPDM (ethylene propylene 

diene monomer) non-toxic synthetic rubber sealing elements for up 65 

mm (2-1/2 inch) and below are optional for above ground water piping 

only.  

3. Mechanically formed tee connection in water and drain piping: Form 

mechanically extracted collars in a continuous operation by drilling 

pilot hole and drawing out tube surface to form collar, having a 

height of not less than three times the thickness of tube wall. 

Adjustable collaring device shall insure proper tolerance and 

complete uniformity of the joint. Notch and dimple joining branch 

tube in a single process to provide free flow where the branch tube 

penetrates the fitting.  

B. Bronze Flanges and Flanged Fittings: ASME B16.24.  

C. Fittings: ANSI/ASME B16.18 cast copper or ANSI/ASME B16.22 solder 

wrought copper. 

2.5 DIELECTRIC FITTINGS  

A. Provide where copper tubing and ferrous metal pipe are joined.  

B. 50 mm (2 inches) and Smaller: Threaded dielectric union, ASME B16.39.  

C. 65 mm (2 1/2 inches) and Larger: Flange union with dielectric gasket 

and bolt sleeves, ASME B16.42.  

D. Temperature Rating, 99 degrees C (210 degrees F).  

E. Contractor’s option: On pipe sizes 2” and smaller, screwed end brass 

ball valves or dielectric nipples may be used in lieu of dielectric 

unions. 

2.6 SCREWED JOINTS  

A. Pipe Thread: ANSI B1.20.  

B. Lubricant or Sealant: Oil and graphite or other compound approved for 

the intended service.  

2.7 VALVES  

A. Asbestos packing is not acceptable.  

B. All valves of the same type shall be products of a single manufacturer.  
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C. Provide chain operators for valves 150 mm (6 inches) and larger when 

the centerline is located 2400 mm (8 feet) or more above the floor or 

operating platform.  

D. Shut-Off Valves 

1. Ball Valves (Pipe sizes 2” and smaller): MSS-SP 110, screwed or 

solder connections, brass or bronze body with chrome-plated ball 

with full port and Teflon seat at 2760 kPa (400 psig) working 

pressure rating. Provide stem extension to allow operation without 

interfering with pipe insulation. 

2. Butterfly Valves (Pipe Sizes 2-1/2” and larger): Provide stem 

extension to allow 50 mm (2 inches) of pipe insulation without 

interfering with valve operation. MSS-SP 67, flange lug type or 

grooved end rated 1205 kPa (175 psig) working pressure at 93 degrees 

C (200 degrees F). Valves shall be ANSI Leakage Class VI and rated 

for bubble tight shut-off to full valve pressure rating.  Valve 

shall be rated for dead end service and bi-directional flow 

capability to full rated pressure.  Not permitted for direct buried 

pipe applications. 

a. Body: Cast iron, ASTM A126, Class B. Malleable iron, ASTM A47 

electro-plated, or ductile iron, ASTM A536, Grade 65-45-12 

electro-plated.  

b. Trim: Bronze, aluminum bronze, or 300 series stainless steel 

disc, bronze bearings, 316 stainless steel shaft and 

manufacturer's recommended resilient seat. Resilient seat shall 

be field replaceable, and fully line the body to completely 

isolate the body from the product. A phosphate coated steel shaft 

or stem is acceptable, if the stem is completely isolated from 

the product.  

c. Actuators: Field interchangeable. Valves for balancing service 

shall have adjustable memory stop to limit open position.   

1) Valves 150 mm (6 inches) and smaller: Lever actuator with 

minimum of seven locking positions, except where chain wheel 

is required.  

2) Gate Valves (Contractor’s Option in lieu of Ball or Butterfly 

Valves):  
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a) 50 mm (2 inches) and smaller: MSS-SP 80, Bronze, 1034 kPa 

(150 psig), wedge disc, rising stem, union bonnet.  

b) 65 mm (2 1/2 inches) and larger: Flanged, outside screw and 

yoke. MSS-SP 70, iron body, bronze mounted, 861 kPa (125 

psig) wedge disc.  

E. Globe and Angle Valves    

1. Globe Valves 

a. 50 mm (2 inches) and smaller: MSS-SP 80, bronze, 1034 kPa (150 

lb.) Globe valves shall be union bonnet with metal plug type 

disc.  

b. 65 mm (2 1/2 inches) and larger: 861 kPa (125 psig), flanged, 

iron body, bronze trim, MSS-SP-85 for globe valves. 

2. Angle Valves:  

a. 50 mm (2 inches) and smaller: MSS-SP 80, bronze, 1034 kPa (150 

lb.) Angle valves shall be union bonnet with metal plug type 

disc.  

b. 65 mm (2 1/2 inches) and larger: 861 kPa (125 psig), flanged, 

iron body, bronze trim, MSS-SP-85 for angle. 

F. Check Valves 

1. Swing Check Valves:  

a. 50 mm (2 inches) and smaller: MSS-SP 80, bronze, 1034 kPa (150 

lb.), 45 degree swing disc.  

b. 65 mm (2 1/2 inches) and larger: 861 kPa (125 psig), flanged, 

iron body, bronze trim, MSS-SP-71 for check valves. 

2. Non-Slam or Silent Check Valve: Spring loaded double disc swing 

check or internally guided flat disc lift type check for bubble 

tight shut-off. Provide where check valves are shown in chilled 

water and hot water piping. Check valves incorporating a balancing 

feature may be used.  

a. Body: MSS-SP 125 cast iron, ASTM A126, Class B, or steel, ASTM 

A216, Class WCB, or ductile iron, ASTM 536, flanged, grooved, or 

wafer type.  

b. Seat, disc and spring: 18-8 stainless steel, or bronze, ASTM B62. 

Seats may be elastomer material.  

G. Water Flow Balancing Valves: For flow regulation and shut-off. Valves 

shall be line size rather than reduced to control valve size. 
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1. Ball or Globe style valve.  

2. A dual purpose flow balancing valve and adjustable flow meter, with 

bronze or cast iron body, calibrated position pointer, valved 

pressure taps or quick disconnects with integral check valves and 

preformed polyurethane insulating enclosure.  

H. Automatic Balancing Control Valves: Factory calibrated to maintain 

constant flow (plus or minus five percent) over system pressure 

fluctuations of at least 10 times the minimum required for control. 

Provide standard pressure taps and four sets of capacity charts. Valves 

shall be line size and be one of the following designs:  

1. Gray iron (ASTM A126) or brass body rated 1205 kPa (175 psig) at 93 

degrees C (200 degrees F), with stainless steel piston and spring.  

2. Brass or ferrous body designed for 2067 kPa (300 psig) service at 

121 degrees C (250 degrees F), with corrosion resistant, tamper 

proof, self-cleaning piston/spring assembly that is easily removable 

for inspection or replacement.  

3. Combination assemblies containing ball type shut-off valves, unions, 

flow regulators, strainers with blowdown valves and pressure 

temperature ports shall be acceptable.  

2.8 STRAINERS  

A. Y Type.  

1. Screens: Bronze, monel metal or 18-8 stainless steel, free area not 

less than 2-1/2 times pipe area, with perforations as follows: 1.1 

mm (0.045 inch) diameter perforations for 100 mm (4 inches) and 

larger: 3.2 mm (0.125 inch) diameter perforations.  

2.9 PRESSURE/TEMPERATURE TEST PROVISIONS  

A. Pete's Plug: 6 mm (1/4 inch) MPT by 75 mm (3 inches) long, brass body 

and cap, with retained safety cap, nordel self-closing valve cores, 

permanently installed in piping where shown, or in lieu of pressure 

gage test connections shown on the drawings. 

B. Provide one each of the following test items to the VA Project Manager:  

1. 6 mm (1/4 inch) FPT by 3 mm (1/8 inch) diameter stainless steel 

pressure gage adapter probe for extra long test plug. PETE'S 500 XL 

is an example.  

2. 90 mm (3-1/2 inch) diameter, one percent accuracy, compound gage, –—

100 kPa (30 inches) Hg to 700 kPa (100 psig) range.  
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3. 0 - 104 degrees C (220 degrees F) pocket thermometer one-half degree 

accuracy, 25 mm (one inch) dial, 125 mm (5 inch) long stainless 

steel stem, plastic case.  

2.10 FIRESTOPPING MATERIAL  

Refer to Section 23 05 11, COMMON WORK RESULTS FOR HVAC and STEAM 

GENERATION. 

PART 3 - EXECUTION  

3.1 GENERAL  

A. The drawings show the general arrangement of pipe and equipment but do 

not show all required fittings and offsets that may be necessary to 

connect pipes to equipment, fan-coils, coils, radiators, etc., and to 

coordinate with other trades. Provide all necessary fittings, offsets 

and pipe runs based on field measurements and at no additional cost to 

the government. Coordinate with other trades for space available and 

relative location of HVAC equipment and accessories to be connected on 

ceiling grid. Pipe location on the drawings shall be altered by 

contractor where necessary to avoid interferences and clearance 

difficulties. 

B. Store materials to avoid excessive exposure to weather or foreign 

materials. Keep inside of piping relatively clean during installation 

and protect open ends when work is not in progress.  

C. Support piping securely. Refer to PART 3, Section 23 05 11, COMMON WORK 

RESULTS FOR HVAC and STEAM GENERATION.  

D. Install piping generally parallel to walls and column center lines, 

unless shown otherwise on the drawings. Space piping, including 

insulation, to provide 25 mm (one inch) minimum clearance between 

adjacent piping or other surface. Unless shown otherwise, slope drain 

piping down in the direction of flow not less than 25 mm (one inch) in 

12 m (40 feet). Provide eccentric reducers to keep bottom of sloped 

piping flat.  

E. Locate and orient valves to permit proper operation and access for 

maintenance of packing, seat and disc. Generally locate valve stems in 

overhead piping in horizontal position. Provide a union adjacent to one 

end of all threaded end valves. Control valves usually require reducers 

to connect to pipe sizes shown on the drawing. Install butterfly valves 
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with the valve open as recommended by the manufacturer to prevent 

binding of the disc in the seat.  

F. Offset equipment connections to allow valving off for maintenance and 

repair with minimal removal of piping. Provide flexibility in equipment 

connections and branch line take-offs with 3-elbow swing joints where 

noted on the drawings.  

G. Tee water piping runouts or branches into the side of mains or other 

branches. Avoid bull-head tees, which are two return lines entering 

opposite ends of a tee and exiting out the common side.  

H. Provide manual or automatic air vent at all piping system high points 

and drain valves at all low points.  Install piping to floor drains 

from all automatic air vents. 

I. Connect piping to equipment as shown on the drawings. Install 

components furnished by others such as:  

1. Flow elements (orifice unions), control valve bodies, flow switches, 

pressure taps with valve, and wells for sensors.  

J. Thermometer Wells: In pipes 65 mm (2-1/2 inches) and smaller increase 

the pipe size to provide free area equal to the upstream pipe area.  

K. Firestopping: Fill openings around uninsulated piping penetrating 

floors or fire walls, with firestop material. For firestopping 

insulated piping refer to Section 23 07 11, HVAC, PLUMBING, and BOILER 

PLANT INSULATION.  

L. Where copper piping is connected to steel piping, provide dielectric 

connections. 

3.2 PIPE JOINTS  

A. Welded: Beveling, spacing and other details shall conform to ASME B31.1 

and AWS B2.1. See Welder’s qualification requirements under "Quality 

Assurance" in Section 23 05 11, COMMON WORK RESULTS FOR HVAC and STEAM 

GENERATION.  

B. Screwed: Threads shall conform to ASME B1.20; joint compound shall be 

applied to male threads only and joints made up so no more than three 

threads show. Coat exposed threads on steel pipe with joint compound, 

or red lead paint for corrosion protection.  

C. Mechanical Joint: Pipe grooving shall be in accordance with joint 

manufacturer's specifications. Lubricate gasket exterior including 

lips, pipe ends and housing interiors to prevent pinching the gasket 
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during installation. Lubricant shall be as recommended by coupling 

manufacturer. 

D. 125 Pound Cast Iron Flange (Plain Face): Mating flange shall have 

raised face, if any, removed to avoid overstressing the cast iron 

flange.  

E. Solvent Welded Joints: As recommended by the manufacturer. 

3.3 LEAK TESTING ABOVEGROUND PIPING 

A. Inspect all joints and connections for leaks and workmanship and make 

corrections as necessary, to the satisfaction of the VA Project 

Manager. Tests may be either of those below, or a combination, as 

approved by the VA Project Manager.  

B. An operating test at design pressure, and for hot systems, design 

maximum temperature.  

C. A hydrostatic test at 1.5 times design pressure. For water systems the 

design maximum pressure would usually be the static head, or expansion 

tank maximum pressure, plus pump head. Factory tested equipment 

(convertors, exchangers, coils, etc.) need not be field tested. Isolate 

equipment where necessary to avoid excessive pressure on mechanical 

seals and safety devices.  

3.4 FLUSHING AND CLEANING PIPING SYSTEMS  

A. Water Piping: Clean systems as recommended by the suppliers of 

chemicals specified in Section 23 25 00, HVAC WATER TREATMENT.  

1. Initial flushing: Remove loose dirt, mill scale, metal chips, weld 

beads, rust, and like deleterious substances without damage to any 

system component. Provide temporary piping or hose to bypass coils, 

control valves, exchangers and other factory cleaned equipment 

unless acceptable means of protection are provided and subsequent 

inspection of hide-out areas takes place. Isolate or protect clean 

system components, including pumps and pressure vessels, and remove 

any component which may be damaged. Open all valves, drains, vents 

and strainers at all system levels. Remove plugs, caps, spool 

pieces, and components to facilitate early debris discharge from 

system. Sectionalize system to obtain debris carrying velocity of 

1.8 m/S (6 feet per second), if possible. Connect dead-end supply 

and return headers as necessary. Flush bottoms of risers. Install 

temporary strainers where necessary to protect down-stream 
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equipment. Supply and remove flushing water and drainage by various 

type hose, temporary and permanent piping and Contractor's booster 

pumps. Flush until clean as approved by the VA Project Manager.  

2. Cleaning: Using products supplied in Section 23 25 00, HVAC WATER 

TREATMENT, circulate systems at normal temperature to remove 

adherent organic soil, hydrocarbons, flux, pipe mill varnish, pipe 

joint compounds, iron oxide, and like deleterious substances not 

removed by flushing, without chemical or mechanical damage to any 

system component. Removal of tightly adherent mill scale is not 

required. Keep isolated equipment which is "clean" and where 

dead-end debris accumulation cannot occur. Sectionalize system if 

possible, to circulate at velocities not less than 1.8 m/S (6 feet 

per second). Circulate each section for not less than four hours. 

Blow-down all strainers, or remove and clean as frequently as 

necessary. Drain and prepare for final flushing.  

3. Final Flushing: Return systems to conditions required by initial 

flushing after all cleaning solution has been displaced by clean 

make-up. Flush all dead ends and isolated clean equipment. Gently 

operate all valves to dislodge any debris in valve body by 

throttling velocity. Flush for not less than one hour.  

3.5 WATER TREATMENT  

A. Install water treatment equipment and provide water treatment system 

piping.  

B. Close and fill system as soon as possible after final flushing to 

minimize corrosion.  

C. Charge systems with chemicals specified in Section 23 25 00, HVAC WATER 

TREATMENT.  

D. Utilize this activity, by arrangement with the VA Project Manager, for 

instructing VA operating personnel.  

3.6 OPERATING AND PERFORMANCE TEST AND INSTRUCTION  

A. Refer to PART 3, Section 23 05 11, COMMON WORK RESULTS FOR HVAC and 

STEAM GENERATION. 

B. Adjust red set hand on pressure gages to normal working pressure. 

- - - E N D - - - 
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SECTION 23 25 00 
HVAC WATER TREATMENT 

PART 1 - GENERAL  

1.1 DESCRIPTION  

A. This section specifies cleaning and treatment of circulating HVAC water 

systems, including the following.  

1. Cleaning compounds.  

2. Chemical treatment for closed loop heat transfer systems.  

1.2 RELATED WORK  

A. Test requirements and instructions on use of equipment/system: Section 

01 00 00, GENERAL REQUIREMENTS. 

B. General mechanical requirements and items, which are common to more 

than one section of Division 23: Section 23 05 11, COMMON WORK RESULTS 

FOR HVAC and STEAM GENERATION.  

C. Piping and valves: Section 23 21 13, HYDRONIC PIPING.  

1.3 QUALITY ASSURANCE  

A. Refer to paragraph, QUALITY ASSURANCE in Section 23 05 11, COMMON WORK 

RESULTS FOR HVAC and STEAM GENERATION.  

B. Technical Services: Provide the services of an experienced water 

treatment chemical engineer or technical representative to direct 

flushing, cleaning, pre-treatment, training, debugging, and acceptance 

testing operations; direct and perform chemical limit control during 

construction period. Emergency calls are not included. Minimum service 

during construction/start-up shall be 6 hours. 

C. Chemicals: Chemicals shall be non-toxic approved by local authorities 

and meeting applicable EPA requirements.   

1.4 SUBMITTALS 

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT 

DATA, and SAMPLES.  

B. Manufacturer's Literature and Data including:  

1. Cleaning compounds and recommended procedures for their use.  

2. Chemical treatment for closed systems, including installation and 

operating instructions.  

C. Water analysis verification.  

D. Materials Safety Data Sheet for all proposed chemical compounds, based 

on U.S. Department of Labor Form No. L5B-005-4.  
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E. Maintenance and operating instructions in accordance with Section 

01 00 00, GENERAL REQUIREMENTS.  

1.5 APPLICABLE PUBLICATIONS 

A. The publication listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only.  

B. National Fire Protection Association (NFPA):  

70-2008.................National Electric Code (NEC)  

C. American Society for Testing and Materials (ASTM):  

F441/F441M-02 (2008) ... Standard Specification for Chlorinated Poly 

(Vinyl Chloride) (CPVC) Plastic Pipe, Schedules 

40 and 80 

PART 2 - PRODUCTS  

2.1 CLEANING COMPOUNDS  

A. Alkaline phosphate or non-phosphate detergent/surfactant/specific to 

remove organic soil, hydrocarbons, flux, pipe mill varnish, pipe 

compounds, iron oxide, and like deleterious substances, with or without 

inhibitor, suitable for system wetted metals without deleterious 

effects.  

B. All chemicals to be acceptable for discharge to sanitary sewer. 

C. Refer to Section 23 21 13, HYDRONIC PIPING for flushing and cleaning 

procedures.  

2.2 CHEMICAL TREATMENT FOR CLOSED LOOP SYSTEMS  

A. Inhibitor: Provide sodium nitrite/borate, molybdate-based inhibitor or 

other approved compound suitable for make-up quality and make-up rate 

and which will cause or enhance bacteria/corrosion problems or 

mechanical seal failure due to excessive total dissolved solids. Shot 

feed manually. Maintain inhibitor residual as determined by water 

treatment laboratory, taking into consideration residual and 

temperature effect on pump mechanical seals.  

B. pH Control: Inhibitor formulation shall include adequate buffer to 

maintain pH range of 8.0 to 10.5.  

C. Performance: Protect various wetted, coupled, materials of construction 

including ferrous, and red and yellow metals. Maintain system 

essentially free of scale, corrosion, and fouling. Corrosion rate of 

following metals shall not exceed specified mills per year penetration; 
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ferrous, 0-2; brass, 0-1; copper, 0-1. Inhibitor shall be stable at 

equipment skin surface temperatures and bulk water temperatures of not 

less than 121 degrees C (250 degrees F) and 52 degrees C (125 degrees 

Fahrenheit) respectively. Heat exchanger fouling and capacity reduction 

shall not exceed that allowed by fouling factor 0.0005. 

2.3 EQUIPMENT AND MATERIALS IDENTIFICATION  

 Refer to Section 23 05 11, COMMON WORK RESULTS FOR HVAC and STEAM 

GENERATION. 

PART 3 - EXECUTION  

3.1 INSTALLATION  

A. Delivery and Storage: Deliver all chemicals in manufacturer's sealed 

shipping containers. Store in designated space and protect from 

deleterious exposure and hazardous spills.  

B. Install equipment furnished by the chemical treatment supplier and 

charge systems according to the manufacturer's instructions and as 

directed by the Technical Representative.  

C. Refer to Section 23 21 13 HYDRONIC PIPING for chemical treatment 

piping, installed as follows: 

1. Provide installation supervision, start-up and operating instruction 

by manufacturer's technical representative. 

D. Before adding cleaning chemical to the closed system, all air handling 

coils and fan coil units should be isolated by closing the inlet and 

outlet valves and opening the bypass valves. This is done to prevent 

dirt and solids from lodging the coils. 

E. Do not valve in or operate system pumps until after system has been 

cleaned. 

F. After chemical cleaning is satisfactorily completed, open the inlet and 

outlet valves to each coil and close the by-pass valves. Also, clean 

all strainers.  

G. Perform tests and report results in accordance with Section 01 00 00, 

GENERAL REQUIREMENTS.  

H. Instruct VA personnel in system maintenance and operation in accordance 

with Section 01 00 00, GENERAL REQUIREMENTS.  

- - - E N D - - - 
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SECTION 23 31 00  
HVAC DUCTS AND CASINGS  

PART 1 - GENERAL  

1.1 DESCRIPTION  

A. Ductwork and accessories for HVAC including the following:  

1. Supply air, return air, outside air, exhaust, make-up air, and relief 

systems.  

B. Definitions:  

1. SMACNA Standards as used in this specification means the HVAC Duct 

Construction Standards, Metal and Flexible.  

2. Seal or Sealing: Use of liquid or mastic sealant, with or without 

compatible tape overlay, or gasketing of flanged joints, to keep air 

leakage at duct joints, seams and connections to an acceptable 

minimum.  

3. Duct Pressure Classification: SMACNA HVAC Duct Construction 

Standards, Metal and Flexible.  

4. Exposed Duct: Exposed to view in a finished room, exposed to weather.  

1.2 RELATED WORK  

A. Fire Stopping Material: Section 07 84 00, FIRESTOPPING.  

B. Outdoor and Exhaust Louvers: Section 08 90 00, LOUVERS and VENTS.  

C. General Mechanical Requirements: Section 23 05 11, COMMON WORK RESULTS 

FOR HVAC and STEAM GENERATION.  

D. Noise Level Requirements: Section 23 05 41, NOISE AND VIBRATION CONTROL 

FOR HVAC PIPING and EQUIPMENT.  

E. Duct Insulation: Section 23 07 11, HVAC, PLUMBING, and BOILER PLANT 

INSULATION 

F. Terminal Units: Section 23 36 00, AIR TERMINAL UNITS.  

G. Return Air and Exhaust Air Fans: Section 23 34 00, HVAC FANS.  

H. Duct Mounted Instrumentation: Section 23 09 23, DIRECT-DIGITAL CONTROL 

SYSTEM FOR HVAC.  

I. Testing and Balancing of Air Flows: Section 23 05 93, TESTING, 

ADJUSTING, and BALANCING FOR HVAC. 

1.3 QUALITY ASSURANCE  

A. Refer to article, QUALITY ASSURANCE, in Section 23 05 11, COMMON WORK 

RESULTS FOR HVAC and STEAM GENERATION.  

B. Fire Safety Code: Comply with NFPA 90A.  

C. Duct System Construction and Installation: Referenced SMACNA Standards 

are the minimum acceptable quality. 
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D. Duct Sealing, Air Leakage Criteria, and Air Leakage Tests: Ducts shall 

be sealed as per duct sealing requirements of SMACNA HVAC Air Duct 

Leakage Test Manual for duct pressure classes shown on the drawings. 

E. Duct accessories exposed to the air stream, such as dampers of all types 

(except smoke dampers) and access openings, shall be of the same 

material as the duct or provide at least the same level of corrosion 

resistance.  

1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

and SAMPLES.  

B. Manufacturer's Literature and Data:  

1. Rectangular ducts:  

a. Schedules of duct systems, materials and selected SMACNA 

construction alternatives for joints, sealing, gage and 

reinforcement.  

b. Duct liner.  

c. Sealants and gaskets.  

d. Access doors.  

2. Volume dampers, back draft dampers.  

3. Upper hanger attachments.  

4. Flexible ducts and clamps, with manufacturer's installation 

instructions.  

5. Flexible connections.  

6. Instrument test fittings.  

C. Coordination Drawings: Refer to article, SUBMITTALS, in Section 23 05 11 

COMMON WORK RESULTS FOR HVAC and STEAM GENERATION. 

1.5 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only.  

B. American Society of Civil Engineers (ASCE): 

ASCE7-05................Minimum Design Loads for Buildings and Other 

Structures  

C. American Society for Testing and Materials (ASTM):  

A167-99(2009)...........Standard Specification for Stainless and 

Heat-Resisting Chromium-Nickel Steel Plate, 

Sheet, and Strip  
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A653-09.................Standard Specification for Steel Sheet, 

Zinc-Coated (Galvanized) or Zinc-Iron Alloy 

coated (Galvannealed) by the Hot-Dip process 

A1011-09a...............Standard Specification for Steel, Sheet and 

Strip, Hot rolled, Carbon, structural, High-

Strength Low-Alloy, High Strength Low-Alloy with 

Improved Formability, and Ultra-High Strength 

B209-07.................Standard Specification for Aluminum and 

Aluminum-Alloy Sheet and Plate 

C1071-05e1..............Standard Specification for Fibrous Glass Duct 

Lining Insulation (Thermal and Sound Absorbing 

Material) 

E84-09a.................Standard Test Method for Surface Burning 

Characteristics of Building Materials 

D. National Fire Protection Association (NFPA):  

90A-09..................Standard for the Installation of Air 

Conditioning and Ventilating Systems  

96-08...................Standard for Ventilation Control and Fire 

Protection of Commercial Cooking Operations 

E. Sheet Metal and Air Conditioning Contractors National Association 

(SMACNA):  

2nd Edition – 2005......HVAC Duct Construction Standards, Metal and    

Flexible  

1st Edition - 1985......HVAC Air Duct Leakage Test Manual  

6th Edition – 2003......Fibrous Glass Duct Construction Standards  

F. Underwriters Laboratories, Inc. (UL):  

181-08..................Factory-Made Air Ducts and Air Connectors  

555-06 .................Standard for Fire Dampers  

555S-06 ................Standard for Smoke Dampers 

PART 2 - PRODUCTS  

2.1 DUCT MATERIALS AND SEALANTS  

A. General: Except for systems specified otherwise, construct ducts, 

casings, and accessories of galvanized sheet steel, ASTM A653, coating 

G90; or, aluminum sheet, ASTM B209, alloy 1100, 3003 or 5052. 

B. Joint Sealing: Refer to SMACNA HVAC Duct Construction Standards, 

paragraph S1.9.  

1. Sealant: Elastomeric compound, gun or brush grade, maximum 25 flame 

spread and 50 smoke developed (dry state) compounded specifically for 

sealing ductwork as recommended by the manufacturer. Generally 
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provide liquid sealant, with or without compatible tape, for low 

clearance slip joints and heavy, permanently elastic, mastic type 

where clearances are larger. Oil base caulking and glazing compounds 

are not acceptable because they do not retain elasticity and bond.  

2. Tape: Use only tape specifically designated by the sealant 

manufacturer and apply only over wet sealant. Pressure sensitive tape 

shall not be used on bare metal or on dry sealant.  

3. Gaskets in Flanged Joints: Soft neoprene.  

C. Approved factory made joints may be used.  

2.2 DUCT CONSTRUCTION AND INSTALLATION  

A. Regardless of the pressure classifications outlined in the SMACNA 

Standards, fabricate and seal the ductwork in accordance with the 

following pressure classifications:   

B. Duct Pressure Classification:  

 Supply Air = 3” W.C. 
C. Seal Class: All ductwork shall receive Class A Seal 

D. Casings and Plenums: Construct in accordance with SMACNA HVAC Duct 

Construction Standards Section 6, including access doors, pipe 

penetrations and drain pans. Access doors shall be hollow metal, 

insulated, with latches and door pulls, 500 mm (20 inches) wide by 1200 

- 1350 mm (48 - 54 inches) high. Provide drain for outside air louver 

plenum. Outside air plenum shall have exterior insulation. Drain piping 

shall be routed to the nearest floor drain. 

E. Volume Dampers: Single blade or opposed blade, multi-louver type as 

detailed in SMACNA Standards. Refer to SMACNA Detail Figure 2-12 for 

Single Blade and Figure 2.13 for Multi-blade Volume Dampers.  

F. Duct Hangers and Supports: Refer to SMACNA Standards Section IV. Avoid 

use of trapeze hangers for round duct.  

2.3 DUCT ACCESS DOORS, PANELS AND SECTIONS  

A. Provide access doors, sized and located for maintenance work, upstream, 

in the following locations:  

1. Each duct mounted coil.  

2. Open automatic control damper. 

B. Openings shall be as large as feasible in small ducts, 300 mm by 300 mm 

(12 inch by 12 inch) minimum where possible. Access sections in 

insulated ducts shall be double-wall, insulated. Transparent 

shatterproof covers are preferred for uninsulated ducts.  

1. For rectangular ducts: Refer to SMACNA HVAC Duct Construction 

Standards (Figure 2-12).  
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2.4 FLEXIBLE AIR DUCT  

A. General: Factory fabricated, complying with NFPA 90A for connectors not 

passing through floors of buildings. Flexible ducts shall not penetrate 

any fire or smoke barrier which is required to have a fire resistance 

rating of one hour or more. Flexible duct length shall not exceed 1.5 m 

(5 feet). Provide insulated acoustical air duct connectors in supply air 

duct systems and elsewhere as shown.  

B. Flexible ducts shall be listed by Underwriters Laboratories, Inc., 

complying with UL 181. Ducts larger than 200 mm (8 inches) in diameter 

shall be Class 1. Ducts 200 mm (8 inches) in diameter and smaller may be 

Class 1 or Class 2.  

C. Insulated Flexible Air Duct: Factory made including mineral fiber 

insulation with maximum C factor of 0.25 at 24 degrees C (75 degrees F) 

mean temperature, encased with a low permeability moisture barrier outer 

jacket, having a puncture resistance of not less than 50 Beach Units. 

Acoustic insertion loss shall not be less than 3 dB per 300 mm (foot) of 

straight duct, at 500 Hz, based on 150 mm (6 inch) duct, of 750 m/min 

(2500 fpm).  

D. Application Criteria:  

1. Temperature range: -18 to 93 degrees C (0 to 200 degrees F) internal.  

2. Maximum working velocity: 1200 m/min (4000 feet per minute).  

3. Minimum working pressure, inches of water gage: 2500 Pa (10 inches) 

positive, 500 Pa (2 inches) negative.  

E. Duct Clamps: 100 percent nylon strap, 80 kg (175 pounds) minimum loop 

tensile strength manufactured for this purpose or stainless steel strap 

with cadmium plated worm gear tightening device. Apply clamps with 

sealant and as approved for UL 181, Class 1 installation.  

2.5 FLEXIBLE DUCT CONNECTIONS  

 Where duct connections are made to fans, air terminal units, and air 

handling units, install a non-combustible flexible connection of 822 g 

(29 ounce) neoprene coated fiberglass fabric approximately 150 mm (6 

inches) wide. For connections exposed to sun and weather provide hypalon 

coating in lieu of neoprene. Burning characteristics shall conform to 

NFPA 90A. Securely fasten flexible connections to round ducts with 

stainless steel or zinc-coated iron draw bands with worm gear fastener. 

For rectangular connections, crimp fabric to sheet metal and fasten 

sheet metal to ducts by screws 50 mm (2 inches) on center. Fabric shall 

not be stressed other than by air pressure. Allow at least 25 mm (one 

inch) slack to insure that no vibration is transmitted.  
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2.6 FIRESTOPPING MATERIAL 

 Refer to Section 07 84 00, FIRESTOPPING.  

2.7 DUCT MOUNTEDTEMPERATURE SENSOR (AIR)  

 Refer to Section 23 09 23, DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC.  

2.8 INSTRUMENT TEST FITTINGS  

A. Manufactured type with a minimum 50 mm (two inch) length for insulated 

duct, and a minimum 25 mm (one inch) length for duct not insulated. Test 

hole shall have a flat gasket for rectangular ducts and a concave gasket 

for round ducts at the base, and a screw cap to prevent air leakage.  

B. Provide instrument test holes at each duct or casing mounted temperature 

sensor or transmitter, and at entering and leaving side of each heating 

coil, cooling coil, and heat recovery unit.  

PART 3 - EXECUTION 

3.1 INSTALLATION  

A. Comply with provisions of Section 23 05 11, COMMON WORK RESULTS FOR HVAC 

and STEAM GENERATION, particularly regarding coordination with other 

trades and work in existing buildings.  

B. Fabricate and install ductwork and accessories in accordance with 

referenced SMACNA Standards:  

1. Drawings show the general layout of ductwork and accessories but do 

not show all required fittings and offsets that may be necessary to 

connect ducts to equipment, boxes, diffusers, grilles, etc., and to 

coordinate with other trades. Fabricate ductwork based on field 

measurements. Provide all necessary fittings and offsets at no 

additional cost to the government. Coordinate with other trades for 

space available and relative location of HVAC equipment and 

accessories on ceiling grid. Duct sizes on the drawings are inside 

dimensions which shall be altered by Contractor to other dimensions 

with the same air handling characteristics where necessary to avoid 

interferences and clearance difficulties.  

2. Provide duct transitions, offsets and connections to dampers, coils, 

and other equipment in accordance with SMACNA Standards, Section II. 

Provide streamliner, when an obstruction cannot be avoided and must 

be taken in by a duct. Repair galvanized areas with galvanizing 

repair compound.  

3. Provide bolted construction and tie-rod reinforcement in accordance 

with SMACNA Standards.  
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4. Construct casings, eliminators, and pipe penetrations in accordance 

with SMACNA Standards, Chapter 6. Design casing access doors to swing 

against air pressure so that pressure helps to maintain a tight seal.  

C. Install duct hangers and supports in accordance with SMACNA Standards, 

Chapter 4.  

D. Seal openings around duct penetrations of floors and fire rated 

partitions with fire stop material as required by NFPA 90A.  

E. Flexible duct installation: Refer to SMACNA Standards, Chapter 3. Ducts 

shall be continuous, single pieces not over 1.5 m (5 feet) long (NFPA 

90A), as straight and short as feasible, adequately supported. 

Centerline radius of bends shall be not less than two duct diameters. 

Make connections with clamps as recommended by SMACNA. Clamp per SMACNA 

with one clamp on the core duct and one on the insulation jacket. 

Flexible ducts shall not penetrate floors, or any chase or partition 

designated as a fire or smoke barrier, including corridor partitions 

fire rated one hour or two hour. Support ducts SMACNA Standards.  

F. Where diffusers, registers and grilles cannot be installed to avoid 

seeing inside the duct, paint the inside of the duct with flat black 

paint to reduce visibility.  

G. Control Damper Installation:  

1. Provide necessary blank-off plates required to install dampers that 

are smaller than duct size. Provide necessary transitions required to 

install dampers larger than duct size.  

2. Assemble multiple sections dampers with required interconnecting 

linkage and extend required number of shafts through duct for 

external mounting of damper motors.  

3. Provide necessary sheet metal baffle plates to eliminate 

stratification and provide air volumes specified. Locate baffles by 

experimentation, and affix and seal permanently in place, only after 

stratification problem has been eliminated.  

4. Install all damper control/adjustment devices on stand-offs to allow 

complete coverage of insulation. 

H. Protection and Cleaning: Adequately protect equipment and materials 

against physical damage. Place equipment in first class operating 

condition, or return to source of supply for repair or replacement, as 

determined by VA Project Manager. Protect equipment and ducts during 

construction against entry of foreign matter to the inside and clean 

both inside and outside before operation and painting. When new ducts 
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are connected to existing ductwork, clean both new and existing ductwork 

by mopping and vacuum cleaning inside and outside before operation.  

3.2 DUCT LEAKAGE TESTS AND REPAIR  

A. Ductwork leakage testing shall be performed by the Testing and Balancing 

Contractor directly contracted by the General Contractor and independent 

of the Sheet Metal Contractor. 

B. Ductwork leakage testing shall be performed for the entire air 

distribution system (including all supply, return, exhaust and relief 

ductwork), section by section, including fans, coils and filter 

sections. Based upon satisfactory initial duct leakage test results, the 

scope of the testing may be reduced by the VA Project Manager on 

ductwork constructed to the 500 Pa (2" WG) duct pressure classification. 

 In no case shall the leakage testing of ductwork constructed above the 

500 Pa (2" WG) duct pressure classification or ductwork located in 

shafts or other inaccessible areas be eliminated.  

C. Test procedure, apparatus and report shall conform to SMACNA Leakage 

Test manual. The maximum leakage rate allowed is 4 percent of the design 

air flow rate. 

D. All ductwork shall be leak tested first before enclosed in a shaft or 

covered in other inaccessible areas. 

E. All tests shall be performed in the presence of the VA Project Manager 

and the Test and Balance agency. The Test and Balance agency shall 

measure and record duct leakage and report to the VA Project Manager and 

identify leakage source with excessive leakage. 

F. If any portion of the duct system tested fails to meet the permissible 

leakage level, the Contractor shall rectify sealing of ductwork to bring 

it into compliance and shall retest it until acceptable leakage is 

demonstrated to the VA Project Manager. 

G. All tests and necessary repairs shall be completed prior to insulation 

or concealment of ductwork. 

H. Make sure all openings used for testing flow and temperatures by TAB 

Contractor are sealed properly. 

3.3 TESTING, ADJUSTING AND BALANCING (TAB) 

 Refer to Section 23 05 93, TESTING, ADJUSTING, and BALANCING FOR HVAC. 

3.4 OPERATING AND PERFORMANCE TESTS 

 Refer to Section 23 05 11, COMMON WORK RESULTS FOR HVAC and STEAM 

GENERATION 

- - - E N D - - - 
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SECTION 23 34 00 
HVAC FANS 

PART 1 - GENERAL 

1.1 DESCRIPTION 

A. Fans for heating, ventilating and air conditioning. 

B. Product Definitions: AMCA Publication 99, Standard l-66. 

1.2 RELATED WORK 

A. Section 01 00 00, GENERAL REQUIREMENTS. 

B. Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES. 

C. Section 23 05 11, COMMON WORK RESULTS FOR HVAC AND STEAM GENERATION. 

D. Section 23 05 12, GENERAL MOTOR REQUIREMENTS FOR HVAC AND STEAM 

GENERATION EQUIPMENT. 

E. Section 23 05 41, NOISE AND VIBRATION CONTROL FOR HVAC PIPING AND 

EQUIPMENT. 

F. Section 23 05 93, TESTING, ADJUSTING, AND BALANCING FOR HVAC. 

G. Section 23 09 23, DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC. 

H. Section 26 29 11, LOW-VOLTAGE MOTOR STARTERS. 

1.3 QUALITY ASSURANCE  

A. Refer to paragraph, QUALITY ASSURANCE, in Section 23 05 11, COMMON WORK 

RESULTS FOR HVAC AND STEAM GENERATION. 

B. Fans and power ventilators shall be listed in the current edition of 

AMCA 26l, and shall bear the AMCA performance seal. 

C. Operating Limits for Centrifugal Fans: AMCA 99 (Class I, II, and III).  

D. Fans and power ventilators shall comply with the following standards: 

l. Testing and Rating: AMCA 2l0. 

2. Sound Rating: AMCA 300. 

E. Vibration Tolerance for Fans and Power Ventilators: Section 23 05 41, 

NOISE AND VIBRATION CONTROL FOR HVAC PIPING AND EQUIPMENT. 

F. Performance Criteria: 

l. The fan schedule shall show the design air volume and static 

pressure.  Select the fan motor HP by increasing the fan BHP by 10 

percent to account for the drive losses and field conditions.  

2. Select the fan operating point as follows: 

a. Forward Curve and Axial Flow Fans:  Right hand side of peak 
pressure point 

b. Air Foil, Backward Inclined, or Tubular: At or near the peak 
static efficiency 
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G. Safety Criteria: Provide manufacturer's standard screen on fan inlet and 

discharge where exposed to operating and maintenance personnel. 

H. Corrosion Protection: 

1. Except for fans in fume hood exhaust service, all steel shall be 

mill-galvanized, or phosphatized and coated with minimum two coats, 

corrosion resistant enamel paint. Manufacturers paint and paint 

system shall meet the minimum specifications of: ASTM D1735 water 

fog; ASTM B117 salt spray; ASTM D3359 adhesion; and ASTM G152 and 

G153 for carbon arc light apparatus for exposure of non-metallic 

material.  

1.4 SUBMITTALS 

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

and SAMPLES. 

B. Manufacturers Literature and Data: 

l. Fan sections, motors and drives. 

2. Centrifugal fans, motors, drives, accessories and coatings. 

a. In-line centrifugal fans. 

C. Certified Sound power levels for each fan. 

D. Motor ratings types, electrical characteristics and accessories. 

E. Belt guards. 

F. Maintenance and Operating manuals in accordance with Section 01 00 00, 

GENERAL REQUIREMENTS. 

G. Certified fan performance curves for each fan showing cubic feet per 

minute (CFM) versus static pressure, efficiency, and horsepower for 

design point of operation.  

1.5 APPLICABLE PUBLICATIONS 

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. 

B. Air Movement and Control Association International, Inc. (AMCA): 

99-86...................Standards Handbook 

2l0-06..................Laboratory Methods of Testing Fans for 

Aerodynamic Performance Rating 

26l-09..................Directory of Products Licensed to bear the AMCA 

Certified Ratings Seal - Published Annually  

300-08..................Reverberant Room Method for Sound Testing of 

Fans 

C. American Society for Testing and Materials (ASTM): 
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B117-07a................Standard Practice for Operating Salt Spray (Fog) 

Apparatus 

D1735-08................Standard Practice for Testing Water Resistance 

of Coatings Using Water Fog Apparatus 

D3359-08................Standard Test Methods for Measuring Adhesion by 

Tape Test 

G152-06.................Standard Practice for Operating Open Flame 

Carbon Arc Light Apparatus for Exposure of Non-

Metallic Materials 

G153-04.................Standard Practice for Operating Enclosed Carbon 

Arc Light Apparatus for Exposure of Non-Metallic 

Materials 

D. National Fire Protection Association (NFPA): 

NFPA 96-08..............Standard for Ventilation Control and Fire 

Protection of Commercial Cooking Operations 

E. National Sanitation Foundation (NSF): 

37-07...................Air Curtains for Entrance Ways in Food and Food 

Service Establishments 

F. Underwriters Laboratories, Inc. (UL): 

181-2005................Factory Made Air Ducts and Air Connectors 

1.6 EXTRA MATERIALS 

 Provide one additional set of belts for all belt-driven fans. 

PART 2 - PRODUCTS 

2.1 CENTRIFUGAL FANS 

A. Standards and Performance Criteria: Refer to Paragraph, QUALITY 

ASSURANCE. Record factory vibration test results on the fan or furnish 

to the Contractor. 

B. Fan arrangement, unless noted or approved otherwise: 

l. DWDl fans: Arrangement 3. 

2. SWSI fans: Arrangement l, 3, 9 or l0.  

C. Construction: Wheel diameters and outlet areas shall be in accordance 

with AMCA standards. 

l. Housing: Low carbon steel, arc welded throughout, braced and 

supported by structural channel or angle iron to prevent vibration or 

pulsation, flanged outlet, inlet fully streamlined. Provide lifting 

clips, and casing drain. Provide manufacturer's standard access door.  

2. Wheel: Steel plate with die formed blades welded or riveted in place, 

factory balanced statically and dynamically. 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 11-09 
 

HVAC FANS  23 34 00 - 4 

3. Shaft: Designed to operate at no more than 70 percent of the first 

critical speed at the top of the speed range of the fans class.  

4. Bearings: Heavy duty ball or roller type sized to produce a Bl0 life 

of not less than 50,000 hours, and an average fatigue life of 200,000 

hours. Extend filled lubrication tubes for interior bearings or 

ducted units to outside of housing. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install direct drive fan in accordance with manufacturer's instructions. 

B. Install vibration control devices as shown on drawings and specified in 

Section 23 05 41, NOISE AND VIBRATION CONTROL FOR HVAC PIPING AND 

EQUIPMENT. 

3.2 PRE-OPERATION MAINTENANCE  

A. Lubricate bearings and other moving parts with manufacturer recommended 

lubricants. 

B. Rotate impeller by hand and check for shifting during shipment and check 

all bolts, collars, and other parts for tightness. 

C. Clean fan interiors to remove foreign material and construction dirt and 

dust. 

3.3 START-UP AND INSTRUCTIONS 

A. Verify operation of fan and drive system according to the drawings and 

specifications. 

B. Check vibration and correct as necessary for air balance work. 

C. After air balancing is complete and permanent sheaves are in place 

perform necessary field mechanical balancing to meet vibration tolerance 

in Section 23 05 41, NOISE AND VIBRATION CONTROL FOR HVAC PIPING AND 

EQUIPMENT. 

- - - E N D - - - 
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SECTION 23 37 00 
AIR OUTLETS AND INLETS 

PART 1 - GENERAL  

1.1 DESCRIPTION  

A. Roof Curbs 

B. Air Outlets and Inlets: Diffusers, Registers, and Grilles. 

1.2 RELATED WORK  

A. Outdoor and Exhaust Louvers: Section 08 90 00, LOUVERS AND VENTS.  

B. General Mechanical Requirements: Section 23 05 11, COMMON WORK RESULTS 

FOR HVAC AND STEAM GENERATION.  

C. Noise Level Requirements: Section 23 05 41, NOISE AND VIBRATION CONTROL 

FOR HVAC PIPING AND EQUIPMENT.  

D. Testing and Balancing of Air Flows: Section 23 05 93, TESTING, 

ADJUSTING, AND BALANCING FOR HVAC. 

1.3 QUALITY ASSURANCE  

A. Refer to article, QUALITY ASSURANCE, in Section 23 05 11, COMMON WORK 

RESULTS FOR HVAC AND STEAM GENERATION.  

B. Fire Safety Code: Comply with NFPA 90A.  

1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

and SAMPLES.  

B. Manufacturer's Literature and Data:  

1. Diffusers, registers, grilles and accessories.  

C. Coordination Drawings: Refer to article, SUBMITTALS, in Section 23 05 

11, COMMON WORK RESULTS FOR HVAC AND STEAM GENERATION.  

1.5 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only.  

B. Air Diffusion Council Test Code:  

1062 GRD-84.............Certification, Rating, and Test Manual 4th 

Edition  

C. American Society of Civil Engineers (ASCE): 

ASCE7-05................Minimum Design Loads for Buildings and Other 

Structures  

D. American Society for Testing and Materials (ASTM):  

A167-99 (2004)..........Standard Specification for Stainless and 

Heat-Resisting Chromium-Nickel Steel Plate, 

Sheet and Strip  
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B209-07.................Standard Specification for Aluminum and 

Aluminum-Alloy Sheet and Plate 

E. National Fire Protection Association (NFPA):  

90A-09..................Standard for the Installation of Air 

Conditioning and Ventilating Systems  

F. Underwriters Laboratories, Inc. (UL):  

181-08..................UL Standard for Safety Factory-Made Air Ducts 

and Connectors 

PART 2 - PRODUCTS  

2.1 EQUIPMENT SUPPORTS 

Refer to Section 23 05 11, COMMON WORK RESULTS FOR HVAC AND STEAM 

GENERATION.  

2.2 AIR OUTLETS AND INLETS  

A. Materials:  

1. Steel or aluminum. Provide manufacturer's standard gasket.   

2. Exposed Fastenings: The same material as the respective inlet or 

outlet. Fasteners for aluminum may be stainless steel.  

3. Contractor shall review all ceiling drawings and details and provide 

all ceiling mounted devices with appropriate dimensions and trim for 

the specific locations. 

B. Performance Test Data: In accordance with Air Diffusion Council Code 

1062GRD. Refer to Section 23 05 41, NOISE AND VIBRATION CONTROL FOR HVAC 

PIPING AND EQUIPMENT for NC criteria.  

C. Air Supply Outlets:  

1. Ceiling Diffusers: Suitable for surface mounting, exposed T-bar or 

special tile ceilings, off-white finish, square or round neck 

connection as shown on the drawings. Provide plaster frame for units 

in plaster ceilings.  

a. Square, louver, fully adjustable pattern: Round neck, surface 

mounting unless shown otherwise on the drawings.  

b. Louver face type: Square or rectangular, removable core for 1, 2, 

3, or 4 way directional pattern. Provide equalizing or control 

grid and opposed blade damper.  

c. Slot diffuser/plenum:  

1) Diffuser: Frame and support bars shall be constructed of heavy 

gauge extruded aluminum. Form slots or use adjustable pattern 

controllers, to provide stable, horizontal air flow pattern 

over a wide range of operating conditions. 
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2) Galvanized steel boot lined with 13 mm (1/2 inch) thick 

fiberglass conforming to NFPA 90A and complying with UL 181 for 

erosion. The internal lining shall be factory-fabricated, anti-

microbial, and non-friable.  

3) Provide inlet connection diameter equal to duct diameter shown 

on drawings or provide transition coupling if necessary. Inlet 

duct and plenum size shall be as recommended by the 

manufacturer. 

4) Maximum pressure drop at design flow rate: 37 Pa 

 (0.15 inch W.G.)  

D. Return and Exhaust Registers and Grilles: Provide opposed blade damper 

without removable key operator for registers.  

1. Finish: Off-white baked enamel for ceiling mounted units. Wall units 

shall have a prime coat for field painting, or shall be extruded 

aluminum with manufacturer's standard aluminum finish.  

2. Standard Type: Fixed horizontal face bars set at 30 to 45 degrees, 

approximately 30 mm (1-1/4 inch) margin.  

PART 3 - EXECUTION 

3.1 INSTALLATION  

A. Comply with provisions of Section 23 05 11, COMMON WORK RESULTS FOR HVAC 

AND STEAM GENERATION, particularly regarding coordination with other 

trades and work in existing buildings.  

B. Protection and Cleaning: Protect equipment and materials against 

physical damage. Place equipment in first class operating condition, or 

return to source of supply for repair or replacement, as determined by 

VA Project Manager. Protect equipment during construction against entry 

of foreign matter to the inside and clean both inside and outside before 

operation and painting.  

3.2 TESTING, ADJUSTING AND BALANCING (TAB) 

Refer to Section 23 05 93, TESTING, ADJUSTING, AND BALANCING FOR HVAC. 

3.3 OPERATING AND PERFORMANCE TESTS 

Refer to Section 23 05 11, COMMON WORK RESULTS FOR HVAC AND STEAM 

GENERATION. 

- - - E N D - - - 
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SECTION 23 72 00 
AIR-TO-AIR ENERGY RECOVERY EQUIPMENT 

PART 1 - GENERAL  

1.1 DESCRIPTION  

 This Section specifies rotary air-to-air heat exchangers. 

1.2 RELATED WORK  

A. Section 01 00 00, GENERAL REQUIREMENTS: Requirements for pre-test of 

equipment. 

B. Section 23 05 11, COMMON WORK RESULTS FOR HVAC: General mechanical 

requirements and items, which are common to more than one section of 

Division 23.  

C. Section 23 07 11, HVAC and BOILER PLANT INSULATION: Requirements for 

piping insulation.  

D. Section 23 21 13, HYDRONIC PIPING: Requirements for piping for expansion 

tanks. 

E. Section 23 31 00, HVAC DUCTS and CASINGS: Requirements for sheet metal 

ducts and fittings. 

F. Section 23 09 23, DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC: Requirements 

for controls and instrumentation. 

G. Section 23 05 93, TESTING, ADJUSTING and BALANCING FOR HVAC: 

Requirements for testing, adjusting and balancing of HVAC system.  

1.3 QUALITY ASSURANCE  

A. Refer to paragraph, GUARANTEE in specification GENERAL CONDITIONS. 

B. Refer to specification Section 01 00 00, GENERAL REQUIREMENTS for 

performance tests and instructions to VA personnel. 

C. Refer to paragraph QUALITY ASSURANCE in specification Section 23 05 11, 

COMMON WORK RESULTS FOR HVAC. 

D. Performance Criteria: Heat recovery equipment shall be provided by a 

manufacturer who has been manufacturing such equipment and the equipment 

has a good track record for at least 3 years.  

E. Performance Test: In accordance with PART 3.  

1.4 SUBMITTALS 

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

and SAMPLES. 

B. Manufacturer's Literature and Data:  

1. Plate Heat Exchanger  

C. Certificate: Submit, simultaneously with shop drawings, an evidence of 

satisfactory service of the equipment on three similar installations.  
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D. Submit type, size, arrangement and performance details. Present 

application ratings in the form of tables, charts or curves.  

E. Provide installation, operating and maintenance instructions, in 

accordance with Article, INSTRUCTIONS, in Section 01 00 00, GENERAL 

REQUIREMENTS.  

1.5 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only.  

B. Air Conditioning, Heating, and Refrigeration Institute (AHRI) 

AHRI 1060-2005..........Performance Rating of Air-to-Air Heat Exchangers 

for Energy Recovery Ventilation Equipment 

C. American Society of Heating, Refrigeration and Air Conditioning 

Engineers (ASHRAE):  

15-10...................Safety Standard for Refrigeration Systems (ANSI) 

52.1-92.................Gravimetric and Dust-Spot Procedures for Testing 

Air-Cleaning Devices Used in General Ventilation 

for Removing Particulate Matter 

52.2-07.................Method of Testing General Ventilation Air-

Cleaning Devices for Removal Efficiency by 

Particle Size 

84-08...................Method of Testing Air-to-Air Heat/Energy 

Exchangers  

D. American Society for Testing and materials (ASTM) 

D635-10.................Standard Test Method for Rate of Burning and/or 

Extent and Time of Burning of Plastics in a 

Horizontal Position 

E84-10..................Standard Test Method for Surface Burning 

Characteristics of Building Materials 

E. American Society of Civil Engineers (ASCE) 

ASCE 7-10...............Minimum Design Loads for Buildings and Other 

Structures 

F. Underwriters Laboratories, Inc (UL) 

1812-2009...............Standard for Ducted Heat Recovery Ventilators 

1815-2009...............Standard for Nonducted Heat Recovery Ventilators 

PART 2 - PRODUCTS  

2.1 AIR-TO-AIR PLATE HEAT EXCHANGER  

A. Comply with UL Standards 1812.   
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B. Plates: Corrugated 0.53 mm (0.021 inch) diamond embossed aluminum 

spacing as recommended by the manufacturer.  

C. Bedding: Thermosetting reinforced resin. Provide plate seal-off and 

passage separation at top, bottom and center divider. The resins shall 

be self-extinguishing type in accordance with ASTM D635.  

D. Casing and End Strips: Casing of 1.6 mm (16 gage) galvanized steel, 

except casings for corrosive air streams shall be stainless steel. End 

strips of the same material as exchanger plates. Ends of unit exchanger 

plates shall be sealed with high temperature silicon sealant prior to 

installation of end strip for corrosive air streams provide welded end 

strips to avoid cross contaminations.  

E. Casings shall have integral flanges for flanged duct connections and 

shall have lifting holes or lugs.  

F. Drain Pan: Same material as unit casing. Drain-pan surface shall be 

covered with molded ABS, and shall have drain connections on exhaust and 

supply side. Comply with requirements in ASHRAE 62.1-2004. 

G. Accessories:  Furnish where indicated on the drawings.  

1. Defrost System. Factory installed and capable of maintaining at least 

85 percent of the non-frosted performance at -29 degrees C (-20 

degrees F). 

2.2 AIR FILTERS 

 Air Filters: Disposable air filters, with a MERV rating of 7, shall be 

provided standard on all air entering sides of air-to-air heat 

exchangers and as indicated on the drawings.   

2.3 FANS 

See 23 34 00 HVAC fans for supply and exhaust requirements. 

2.4 DEFROST CONTROLS 

Provide exhaust only defrost controls.  When outside air temperature is 

below 23 degrees F the defrost controls shall be enabled.  When enabled 

the defrost controls shall disable the supply fan and close internal 

supply damper for 12 minutes of each 60 minutes of run time.   

PART 3 - EXECUTION  

3.1 INSTALLATION  

A. Follow the equipment manufacturer's instructions for handling and 

installation, and setting up of ductwork for makeup and exhaust air 

steamers for maximum efficiency. 

B. Seal ductwork tightly to avoid air leakage. 

C. Install units with adequate spacing and access for cleaning and 

maintenance of heat recovery coils as well as filters. 
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3.2 FIELD QUALITY CONTROL 

A. Operational Test:  Perform tests as per manufacturer’s written 

instructions for proper and safe operation of the heat recovery system. 

1. After electrical circuitry has been energized, start units to confirm 

proper motor rotation and unit operation. 

2. Adjust seals and purge. 

3. Test and adjust controls and safeties. 

B. Replace damaged and malfunctioning controls and equipment. 

C. Set initial temperature and humidity set points.  Set field-adjustable 

switches and circuit-breaker trip ranges as indicated. 

D. Prepare test and inspection reports to the Senior VA Project Manager in 

accordance with specification Section 01 00 00, GENERAL REQUIREMENTS. 

3.3 INSTRUCTIONS  

 Provide services of manufacturer's technical representative for four 

hours to instruct VA personnel in operation and maintenance of heat 

recovery equipment. 

- - - E N D - - - 
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SECTION 23 82 00 
CONVECTION HEATING AND COOLING UNITS 

PART 1 - GENERAL  

1.1 DESCRIPTION  

 Fan-coil units 

1.2 RELATED WORK 

A. Section 23 05 11, COMMON WORK RESULTS FOR HVAC: General mechanical 

requirements and items, which are common to more than one section of 

Division 23. 

B. Section 23 05 41, NOISE and VIBRATION CONTROL FOR HVAC PIPING and 

EQUIPMENT: Noise requirements. 

C. Section 23 21 13, HYDRONIC PIPING: Heating hot water and chilled water 

piping. 

D. Section 23 31 00, HVAC DUCTS and CASINGS: Ducts and flexible 

connectors. 

E. Section 23 09 23, DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC: Valve 

operators. 

F. Section 23 05 93, TESTING, ADJUSTING, and BALANCING FOR HVAC: Flow 

rates adjusting and balancing. 

1.3 QUALITY ASSURANCE  

 Refer to Paragraph, QUALITY ASSURANCE, in Section 23 05 11, COMMON WORK 

RESULTS FOR HVAC.  

1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT 

DATA, and SAMPLES. 

B. Manufacturer's Literature and Data:  

1. Fan-Coil units.  

C. Certificates:  

1. Compliance with paragraph, QUALITY ASSURANCE.  

2. Compliance with specified standards.  

D. Operation and Maintenance Manuals: Submit in accordance with paragraph, 

INSTRUCTIONS, in Section 01 00 00, GENERAL REQUIREMENTS. 

1.5 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only.   
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B. American National Standards Institute / Air Conditioning, Heating and 

Refrigeration Institute (ANSI/AHRI):  

440-08..................Performance Rating of Room Fan Coils  

National Fire Protection Association (NFPA): 

90A-09..................Standard for the Installation of Air 

Conditioning and Ventilating Systems 

70-11...................National Electrical Code  

C. Underwriters Laboratories, Inc. (UL):  

181-08..................Standard for Factory-Made Air Ducts and Air 

Connectors  

1995-05.................Heating and Cooling Equipment  

1.6 GUARANTY  

 In accordance with FAR clause 52.246-21  

PART 2 - PRODUCTS  

2.1 ROOM FAN-COIL UNITS  

A. Capacity Certification: AHRI 440.  

B. Safety Compliance: NEC compliant and UL listed. 

C. Noise Levels: Operating at full cooling capacity, sound power level 

shall not exceed by more than 5 dB the numerical value of sound 

pressure levels associated with noise criteria specified in Section 

23 05 51, NOISE AND VIBRATION CONTROL FOR HVAC PIPING AND EQUIPMENT.   

Select units at intermediate speed, for compliance with the noise 

criteria.   

D. Chassis: Galvanized steel, acoustically and thermally insulated to 

attenuate noise and prevent condensation.  

E. Cabinet: Minimum 1.3 mm (l8 gage) steel reinforced and braced. Arrange 

components and provide adequate space for installation of piping 

package and control valves. Finish shall be factory-baked enamel in 

color as selected by the architect on all exposed surfaces.  

1. Horizontal Unit: Provide Concealed type as shown. Provide supports 

and vibration isolators for horizontal units as recommended by the 

manufacturer.   

a. Concealed Units: Provide fully enclosed cabinet with inlet and 

outlet duct collars as shown.  
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F. Fans: Centrifugal, forward curved, double width type wheels, galvanized 

steel or polyester resin construction, statically and dynamically 

balanced, direct driven. 

l. Motors: Premium efficiency, 3-speed permanent split capacitor type 

with integral thermal overload protection, for operation at not more 

than l200 RPM.  

2. Provide a fan speed selector switch, with off, low, medium, and high 

positions.  Switch shall have a set of auxiliary contacts which are 

open when the switch is in the "off" position and closed when the 

switch in any of the other positions. On vertical units, mount 

switch in a junction box in the cabinet of each unit.  On ceiling-

suspended horizontal and concealed units, switch shall be wall 

mounted. 

G. Heating Coils:  

1. Hydronic: Copper tubes, 10 mm (three-eighths inch) minimum inside 

diameter, not less than 4.3 mm (0.0l7 inch) thick with copper or 

aluminum fins.  Coils shall be pressure tested for bursting and 

strength in accordance with Underwriters Laboratories, Inc., 

requirements for pressure tested coils, and shall be designed to 

provide adequate heat transfer capacity. Provide manual air vent at 

high point of each coil and drain at each low point.  

H. Piping Package: Factory furnished with unit by the manufacturer or 

field-installed by the contractor to fit control valves provided by the 

controls supplier. Submit manufacturer's detailed drawings of the 

piping in the end compartments for approval prior to fabrication of the 

piping packages. Provide ball stop valves on the supply and return 

pipes and balancing fittings on the return pipes. 

I. Drain pans: Furnish galvanized steel with solderless drain connections 

and molded polystyrene foam insulating liner: 

1. Auxiliary drain pan: Located under control valve and piping within 

the unit enclosure to prevent dripping. 

J. Air Filter: Manufacturer's standard throwaway type, not less than 25 mm 

(1 inch) thick, MERV 7, supported to be concealed from sight and be 

tight fitting to prevent air by-pass. Filters shall have slide out 

frames and be easily replaced without removing enclosure or any part 

thereof.  
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K. Control valves and remote wall mounted space thermostats are to be 

field installed.  Provide two-way modulating control valves unless 

shown or specified otherwise.   

PART 3 - EXECUTION  

3.1 INSTALLATION  

A. Work shall be installed as shown and according to the manufacturer’s 

diagrams and recommendations. 

B. Handle and install units in accordance with manufacturer's written 

instructions.  

C. Support units rigidly so they remain stationary at all times. 

Cross-bracing or other means of stiffening shall be provided as 

necessary. Method of support shall be such that distortion and 

malfunction of units cannot occur. 

3.2 OPERATIONAL TEST  

 Refer to Section 23 05 11, COMMON WORK RESULTS FOR HVAC. 

3.3 STARTUP AND TESTING  

 Coordinate the startup and contractor testing schedules with the VA 

Project Manager. Provide a minimum of 7 days prior notice. 

3.4 DEMONSTRATION AND TRAINING  

A. Provide services of manufacturer’s technical representative for four 

hours to instruct VA personnel in operation and maintenance of units. 

B. Submit training plans and instructor qualifications in accordance with 

the requirements. 

- - - E N D - - - 
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SECTION 26 05 11 
REQUIREMENTS FOR ELECTRICAL INSTALLATIONS  

PART 1 - GENERAL 

1.1 DESCRIPTION 

A. This section applies to all sections of Division 26. 

B. Furnish and install electrical wiring, systems, equipment and 

accessories in accordance with the specifications and drawings.  

Capacities and ratings of motors, cable, panelboards, and other items 

and arrangements for the specified items are shown on drawings. 

C. Wiring ampacities specified or shown on the drawings are based on copper 

conductors, with the conduit and raceways accordingly sized. Aluminum 

conductors are prohibited. 

1.2 MINIMUM REQUIREMENTS 

A. References to the International Building Code (IBC), National Electrical 

Code (NEC), Underwriters Laboratories, Inc. (UL) and National Fire 

Protection Association (NFPA) are minimum installation requirement 

standards. 

B. Drawings and other specification sections shall govern in those 

instances where requirements are greater than those specified in the 

above standards. 

1.3 TEST STANDARDS 

A. All materials and equipment shall be listed, labeled or certified by a 

nationally recognized testing laboratory to meet Underwriters 

Laboratories, Inc., standards where test standards have been 

established. Equipment and materials which are not covered by UL 

Standards will be accepted provided equipment and material is listed, 

labeled, certified or otherwise determined to meet safety requirements 

of a nationally recognized testing laboratory. Equipment of a class 

which no nationally recognized testing laboratory accepts, certifies, 

lists, labels, or determines to be safe, will be considered if inspected 

or tested in accordance with national industrial standards, such as 

NEMA, or ANSI. Evidence of compliance shall include certified test 

reports and definitive shop drawings. 

B. Definitions: 

1. Listed; Equipment, materials, or services included in a list 

published by an organization that is acceptable to the authority 

having jurisdiction and concerned with evaluation of products or 

services, that maintains periodic inspection of production or listed 

equipment or materials or periodic evaluation of services, and whose 
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listing states that the equipment, material, or services either meets 

appropriate designated standards or has been tested and found 

suitable for a specified purpose. 

2. Labeled; Equipment or materials to which has been attached a label, 

symbol, or other identifying mark of an organization that is 

acceptable to the authority having jurisdiction and concerned with 

product evaluation, that maintains periodic inspection of production 

of labeled equipment or materials, and by whose labeling the 

manufacturer indicates compliance with appropriate standards or 

performance in a specified manner. 

3. Certified; equipment or product which: 

a. Has been tested and found by a nationally recognized testing 

laboratory to meet nationally recognized standards or to be safe 

for use in a specified manner. 

b. Production of equipment or product is periodically inspected by a 

nationally recognized testing laboratory. 

c. Bears a label, tag, or other record of certification. 

4. Nationally recognized testing laboratory; laboratory which is 

approved, in accordance with OSHA regulations, by the Secretary of 

Labor. 

1.4 QUALIFICATIONS (PRODUCTS AND SERVICES)  

A. Manufacturers Qualifications: The manufacturer shall regularly and 

presently produce, as one of the manufacturer's principal products, the 

equipment and material specified for this project, and shall have 

manufactured the item for at least three years. 

B. Product Qualification: 

1. Manufacturer's product shall have been in satisfactory operation, on 

three installations of similar size and type as this project, for 

approximately three years. 

2. The Government reserves the right to require the Contractor to submit 

a list of installations where the products have been in operation 

before approval. 

C. Service Qualifications: There shall be a permanent service organization 

maintained or trained by the manufacturer which will render satisfactory 

service to this installation within four hours of receipt of 

notification that service is needed. Submit name and address of service 

organizations. 
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1.5 APPLICABLE PUBLICATIONS 

 Applicable publications listed in all Sections of Division are the 

latest issue, unless otherwise noted. 

1.6 MANUFACTURED PRODUCTS 

A. Materials and equipment furnished shall be of current production by 

manufacturers regularly engaged in the manufacture of such items, for 

which replacement parts shall be available. 

B. When more than one unit of the same class or type of equipment is 

required, such units shall be the product of a single manufacturer. 

C. Equipment Assemblies and Components: 

1. Components of an assembled unit need not be products of the same 

manufacturer. 

2. Manufacturers of equipment assemblies, which include components made 

by others, shall assume complete responsibility for the final 

assembled unit. 

3. Components shall be compatible with each other and with the total 

assembly for the intended service. 

4. Constituent parts which are similar shall be the product of a single 

manufacturer. 

D. Factory wiring shall be identified on the equipment being furnished and 

on all wiring diagrams. 

E. When Factory Testing Is Specified: 

1. The Government shall have the option of witnessing factory tests. The 

contractor shall notify the VA through the VA Project Manager a 

minimum of 15 working days prior to the manufacturers making the 

factory tests. 

2. Four copies of certified test reports containing all test data shall 

be furnished to the VA Project Manager prior to final inspection and 

not more than 90 days after completion of the tests. 

3. When equipment fails to meet factory test and re-inspection is 

required, the contractor shall be liable for all additional expenses, 

including expenses of the Government. 

1.7 EQUIPMENT REQUIREMENTS 

 Where variations from the contract requirements are requested in 

accordance with Section 00 72 00, GENERAL CONDITIONS and Section 01 33 

23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES, the connecting work and 

related components shall include, but not be limited to additions or 

changes to branch circuits, circuit protective devices, conduits, wire, 

feeders, controls, panels and installation methods. 
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1.8 EQUIPMENT PROTECTION 

A. Equipment and materials shall be protected during shipment and storage 

against physical damage, vermin, dirt, corrosive substances, fumes, 

moisture, cold and rain. 

1. Store equipment indoors in clean dry space with uniform temperature 

to prevent condensation.  Equipment shall include but not be limited 

to enclosures, controllers, circuit protective devices, cables, wire, 

light fixtures, electronic equipment, and accessories. 

2. During installation, equipment shall be protected against entry of 

foreign matter; and be vacuum-cleaned both inside and outside before 

testing and operating.  Compressed air shall not be used to clean 

equipment.  Remove loose packing and flammable materials from inside 

equipment. 

3. Damaged equipment shall be, as determined by the VA Project Manager, 

placed in first class operating condition or be returned to the 

source of supply for repair or replacement. 

4. Painted surfaces shall be protected with factory installed removable 

heavy kraft paper, sheet vinyl or equal. 

5. Damaged paint on equipment and materials shall be refinished with the 

same quality of paint and workmanship as used by the manufacturer so 

repaired areas are not obvious. 

1.9 WORK PERFORMANCE 

A. All electrical work must comply with the requirements of NFPA 70 (NEC), 

NFPA 70B, NFPA 70E, OSHA Part 1910 subpart J, OSHA Part 1910 subpart S 

and OSHA Part 1910 subpart K in addition to other references required by 

contract. 

B. Job site safety and worker safety is the responsibility of the 

contractor. 

C. Electrical work shall be accomplished with all affected circuits or 

equipment de-energized. When an electrical outage cannot be accomplished 

in this manner for the required work, the following requirements are 

mandatory: 

1. Electricians must use full protective equipment (i.e., certified and 

tested insulating material to cover exposed energized electrical 

components, certified and tested insulated tools, etc.) while working 

on energized systems in accordance with NFPA 70E. 

2. Electricians must wear personal protective equipment while working on 

energized systems in accordance with NFPA 70E. 
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3. Before initiating any work, a job specific work plan must be 

developed by the contractor with a peer review conducted and 

documented by the VA Project Manager and Medical Center staff. The 

work plan must include procedures to be used on and near the live 

electrical equipment, barriers to be installed, safety equipment to 

be used and exit pathways. 

4. Work on energized circuits or equipment cannot begin until prior 

written approval is obtained from the VA Project Manager. 

D. For work on existing stations, arrange, phase and perform work to assure 

electrical service for other buildings at all times. Refer to Article 

OPERATIONS AND STORAGE AREAS under Section 01 00 00, GENERAL 

REQUIREMENTS. 

E. New work shall be installed and connected to existing work neatly, 

safely and professionally. Disturbed or damaged work shall be replaced 

or repaired to its prior conditions, as required by Section 01 00 00, 

GENERAL REQUIREMENTS. 

F. Coordinate location of equipment and conduit with other trades to 

minimize interferences. 

1.10 EQUIPMENT INSTALLATION AND REQUIREMENTS 

A. Equipment location shall be as close as practical to locations shown on 

the drawings. 

B. Working spaces shall not be less than specified in the NEC for all 

voltages specified. 

C. Inaccessible Equipment: 

1. Where the Government determines that the Contractor has installed 

equipment not conveniently accessible for operation and maintenance, 

the equipment shall be removed and reinstalled as directed at no 

additional cost to the Government. 

2. "Conveniently accessible" is defined as being capable of being 

reached quickly for operation, maintenance, or inspections without 

the use of ladders, or without climbing or crawling under or over 

obstacles such as, but not limited to, motors, pumps, belt guards, 

transformers, piping, ductwork, conduit and raceways. 

1.11 EQUIPMENT IDENTIFICATION 

 In addition to the requirements of the NEC, install an identification 

sign which clearly indicates information required for use and 

maintenance of items such as motor controllers (starters), fused and 

unfused safety switches, control devices and other significant 

equipment. 
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1.12 SUBMITTALS 

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

AND SAMPLES.  

B. The Government's approval shall be obtained for all equipment and 

material before delivery to the job site.  Delivery, storage or 

installation of equipment or material which has not had prior approval 

will not be permitted at the job site. 

C. All submittals shall include adequate descriptive literature, catalog 

cuts, shop drawings and other data necessary for the Government to 

ascertain that the proposed equipment and materials comply with 

specification requirements.  Catalog cuts submitted for approval shall 

be legible and clearly identify equipment being submitted. 

D. Submittals for individual systems and equipment assemblies which consist 

of more than one item or component shall be made for the system or 

assembly as a whole.  Partial submittals will not be considered for 

approval. 

1. Mark the submittals, "SUBMITTED UNDER SECTION__________________". 

2. Submittals shall be marked to show specification reference including 

the section and paragraph numbers. 

3. Submit each section separately. 

E. The submittals shall include the following: 

1. Information that confirms compliance with contract requirements. 

Include the manufacturer's name, model or catalog numbers, catalog 

information, technical data sheets, shop drawings, pictures, 

nameplate data and test reports as required. 

2. Elementary and interconnection wiring diagrams for communication and 

signal systems, control systems and equipment assemblies. All 

terminal points and wiring shall be identified on wiring diagrams. 

3. Parts list which shall include those replacement parts recommended by 

the equipment manufacturer. 

F. Manuals: Submit in accordance with Section 01 00 00, GENERAL 

REQUIREMENTS. 

1. Maintenance and Operation Manuals: Submit as required for systems and 

equipment specified in the technical sections. Furnish four copies, 

bound in hardback binders, (manufacturer's standard binders) or an 

approved equivalent. Furnish one complete manual as specified in the 

technical section but in no case later than prior to performance of 

systems or equipment test, and furnish the remaining manuals prior to 

contract completion. 
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2. Inscribe the following identification on the cover: the words 

"MAINTENANCE AND OPERATION MANUAL," the name and location of the 

system, equipment, building, name of Contractor, and contract number. 

Include in the manual the names, addresses, and telephone numbers of 

each subcontractor installing the system or equipment and the local 

representatives for the system or equipment. 

3. Provide a "Table of Contents" and assemble the manual to conform to 

the table of contents, with tab sheets placed before instructions 

covering the subject. The instructions shall be legible and easily 

read, with large sheets of drawings folded in. 

4. The manuals shall include: 

a. Internal and interconnecting wiring and control diagrams with data 

to explain detailed operation and control of the equipment. 

b. A control sequence describing start-up, operation, and shutdown. 

c. Description of the function of each principal item of equipment. 

d. Installation instructions. 

e. Safety precautions for operation and maintenance. 

f. Diagrams and illustrations. 

g. Periodic maintenance and testing procedures and frequencies, 

including replacement parts numbers and replacement frequencies. 

h. Performance data. 

i. Pictorial "exploded" parts list with part numbers. Emphasis shall 

be placed on the use of special tools and instruments.  The list 

shall indicate sources of supply, recommended spare parts, and 

name of servicing organization. 

j. List of factory approved or qualified permanent servicing 

organizations for equipment repair and periodic testing and 

maintenance, including addresses and factory certification 

qualifications. 

G. Approvals will be based on complete submission of manuals together with 

shop drawings. 

H. After approval and prior to installation, furnish the VA Project Manager 

with one sample of each of the following: 

1. A 300 mm (12 inch) length of each type and size of wire and cable 

along with the tag from the coils of reels from which the samples 

were taken.  

2. Each type of conduit coupling, bushing and termination fitting.  

3. Conduit hangers, clamps and supports.  
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4. Each type of receptacle, toggle switch, occupancy sensor, outlet box, 

manual motor starter, device wall plate, engraved nameplate, wire and 

cable splicing and terminating material, and branch circuit single 

pole molded case circuit breaker. 

1.13 SINGULAR NUMBER  

 Where any device or part of equipment is referred to in these 

specifications in the singular number (e.g., "the switch"), this 

reference shall be deemed to apply to as many such devices as are 

required to complete the installation as shown on the drawings. 

1.14 ACCEPTANCE CHECKS AND TESTS 

 The contractor shall furnish the instruments, materials and labor for 

field tests. 

1.15 TRAINING 

A. Training shall be provided in accordance with Article 1.25, 

INSTRUCTIONS, of Section 01 00 00, GENERAL REQUIREMENTS. 

B. Training shall be provided for the particular equipment or system as 

required in each associated specification. 

C. A training schedule shall be developed and submitted by the contractor 

and approved by the VA Project Manager at least 30 days prior to the 

planned training. 

- - - E N D - - - 
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SECTION 26 05 21 
LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES (600 VOLTS AND BELOW) 

PART 1 - GENERAL 

1.1 DESCRIPTION 

 This section specifies the furnishing, installation, and connection of 

the low voltage power and lighting wiring. 

1.2 RELATED WORK 

A. Section 07 84 00, FIRESTOPPING: Sealing around penetrations to maintain 

the integrity of fire-rated construction. 

B. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General 

electrical requirements that are common to more than one section. 

C. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS: 

Requirements for personnel safety and to provide a low impedance path 

for possible ground fault currents. 

D. Section 26 05 33, RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS: Conduits for 

cables and wiring. 

1.3 QUALITY ASSURANCE 

 Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS 

FOR ELECTRICAL INSTALLATIONS. 

1.4 FACTORY TESTS 

 Low voltage cables shall be thoroughly tested at the factory per NEMA 

WC-70 to ensure that there are no electrical defects. Factory tests 

shall be certified.  

1.5 SUBMITTALS 

 In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL 

INSTALLATIONS, submit the following: 

1. Manufacturer's Literature and Data: Showing each cable type and 

rating. 

2. Certifications: Two weeks prior to the final inspection, submit four 

copies of the following certifications to the VA Project Manager:  

a. Certification by the manufacturer that the materials conform to 

the requirements of the drawings and specifications.  

b. Certification by the contractor that the materials have been 

properly installed, connected, and tested.  

1.6 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements and errata) form a part of this specification to the extent 

referenced. Publications are reference in the text by designation only. 
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B. American Society of Testing Material (ASTM): 

D2301-04................Standard Specification for Vinyl Chloride 

Plastic Pressure-Sensitive Electrical Insulating 

Tape  

C. National Fire Protection Association (NFPA): 

70-08...................National Electrical Code (NEC) 

D. National Electrical Manufacturers Association (NEMA): 

WC 70-09................Power Cables Rated 2000 Volts or Less for the 

Distribution of Electrical Energy 

E. Underwriters Laboratories, Inc. (UL): 

44-05...................Thermoset-Insulated Wires and Cables 

83-08...................Thermoplastic-Insulated Wires and Cables 

467-071.................Electrical Grounding and Bonding Equipment 

486A-486B-03............Wire Connectors 

486C-04.................Splicing Wire Connectors 

486D-05.................Sealed Wire Connector Systems 

486E-94.................Equipment Wiring Terminals for Use with Aluminum 

and/or Copper Conductors 

514B-04.................Conduit, Tubing, and Cable Fittings 

1479-03.................Fire Tests of Through-Penetration Fire Stops 

PART 2 - PRODUCTS  

2.1 CONDUCTORS AND CABLES 

A. Conductors and cables shall be in accordance with NEMA WC-70 and as 

specified herein. 

B. Single Conductor: 

1. Shall be annealed copper. 

2. Shall be stranded for sizes No. 8 AWG and larger, solid for sizes No. 

10 AWG and smaller. 

3. Shall be minimum size No. 12 AWG, except where smaller sizes are 

allowed herein. 

C. Insulation: 

1. XHHW-2 or THHN-THWN shall be in accordance with NEMA WC-70, UL 44, 

and UL 83. 

D. Color Code: 

1. Secondary service feeder and branch circuit conductors shall be 

color-coded as follows: 
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208/120 volt Phase 480/277 volt 

Black A Brown 

Red B Orange 

Blue C Yellow 

White Neutral Gray * 

* or white with colored (other than green) tracer. 

 

a. Lighting circuit “switch legs” and 3-way switch “traveling wires” 

shall have color coding that is unique and distinct (e.g., pink 

and purple) from the color coding indicated above. The unique 

color codes shall be solid and in accordance with the NEC. 

Coordinate color coding in the field with the VA Project Manager. 

2. Use solid color insulation or solid color coating for No. 12 AWG and 

No. 10 AWG branch circuit phase, neutral, and ground conductors. 

3. Conductors No. 8 AWG and larger shall be color-coded using one of the 

following methods: 

a. Solid color insulation or solid color coating. 

b. Stripes, bands, or hash marks of color specified above. 

c. Color as specified using 0.75 in [19 mm] wide tape. Apply tape in 

half-overlapping turns for a minimum of 3 in [75 mm] for terminal 

points, and in junction boxes, pull-boxes, troughs, and manholes. 

Apply the last two laps of tape with no tension to prevent 

possible unwinding. Where cable markings are covered by tape, 

apply tags to cable, stating size and insulation type. 

4. For modifications and additions to existing wiring systems, color 

coding shall conform to the existing wiring system. 

2.2 SPLICES AND JOINTS 

A. In accordance with UL 486A, C, D, E, and NEC. 

B. Aboveground Circuits (No. 10 AWG and smaller): 

1. Connectors: Solderless, screw-on, reusable pressure cable type, rated 

600 V, 220˚ F [105˚ C], with integral insulation, approved for copper 

and aluminum conductors. 

2. The integral insulator shall have a skirt to completely cover the 

stripped wires. 

3. The number, size, and combination of conductors, as listed on the 

manufacturer's packaging, shall be strictly followed. 
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C. Aboveground Circuits (No. 8 AWG and larger): 

1. Connectors shall be indent, hex screw, or bolt clamp-type of high 

conductivity and corrosion-resistant material, listed for use with 

copper and aluminum conductors. 

2. Field-installed compression connectors for cable sizes 250 kcmil and 

larger shall have not fewer than two clamping elements or compression 

indents per wire. 

3. Insulate splices and joints with materials approved for the 

particular use, location, voltage, and temperature. Splice and joint 

insulation level shall be not less than the insulation level of the 

conductors being joined. 

4. Plastic electrical insulating tape: Per ASTM D2304, flame-retardant, 

cold and weather resistant. 

2.3 CONTROL WIRING  

A. Unless otherwise specified elsewhere in these specifications, control 

wiring shall be as specified for power and lighting wiring, except that 

the minimum size shall be not less than No. 14 AWG. 

B. Control wiring shall be large enough such that the voltage drop under 

in-rush conditions does not adversely affect operation of the controls. 

2.4 WIRE LUBRICATING COMPOUND 

 Lubricating compound shall be suitable for the wire insulation and 

conduit, and shall not harden or become adhesive. 

PART 3 - EXECUTION  

3.1 GENERAL  

A. Install in accordance with the NEC, and as specified. 

B. Install all wiring in raceway systems. 

C. Splice cables and wires only in outlet boxes, junction boxes, pull-

boxes, manholes, or handholes. 

D. Wires of different systems (e.g., 120 V, 277 V) shall not be installed 

in the same conduit or junction box system. 

E. Install cable supports for all vertical feeders in accordance with the 

NEC. Provide split wedge type which firmly clamps each individual cable 

and tightens due to cable weight. 

F. For panel boards, cabinets, wireways, switches, and equipment 

assemblies, neatly form, train, and tie the cables in individual 

circuits. 

G. Wire Pulling: 
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1. Provide installation equipment that will prevent the cutting or 

abrasion of insulation during pulling of cables. Use lubricants 

approved for the cable. 

2. Use nonmetallic ropes for pulling feeders. 

3. Attach pulling lines for feeders by means of either woven basket 

grips or pulling eyes attached directly to the conductors, as 

approved by the VA Project Manager. 

4. All cables in a single conduit shall be pulled simultaneously. 

5. Do not exceed manufacturer’s recommended maximum pulling tensions and 

sidewall pressure values. 

H. No more than three single-phase branch circuits shall be installed in 

any one conduit. 

3.2 SPLICE INSTALLATION 

A. Splices and terminations shall be mechanically and electrically secure.  

B. Tighten electrical connectors and terminals according to manufacturer's 

published torque values. 

C. Where the Government determines that unsatisfactory splices or 

terminations have been installed, remove the devices and install 

approved devices at no additional cost to the Government. 

3.3 EXISTING WIRING 

 Unless specifically indicated on the plans, existing wiring shall not be 

reused for a new installation.  

3.4 CONTROL AND SIGNAL WIRING INSTALLATION 

A. Unless otherwise specified in other sections, install wiring and connect 

to equipment/devices to perform the required functions as shown and 

specified.  

B. Except where otherwise required, install a separate power supply circuit 

for each system so that malfunctions in any system will not affect other 

systems. 

C. Where separate power supply circuits are not shown, connect the systems 

to the nearest panel boards of suitable voltages, which are intended to 

supply such systems and have suitable spare circuit breakers or space 

for installation. 

3.5 CONTROL AND SIGNAL SYSTEM WIRING IDENTIFICATION 

A. Install a permanent wire marker on each wire at each termination. 

B. Identifying numbers and letters on the wire markers shall correspond to 

those on the wiring diagrams used for installing the systems. 

C. Wire markers shall retain their markings after cleaning.  
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3.6 ACCEPTANCE CHECKS AND TESTS   

A. Feeders and branch circuits shall have their insulation tested after 

installation and before connection to utilization devices, such as 

fixtures, motors, or appliances. Test each conductor with respect to 

adjacent conductors and to ground. Existing conductors to be reused 

shall also be tested. 

B. Applied voltage shall be 500VDC for 300-volt rated cable, and 1000VDC 

for 600-volt rated cable. Apply test for one minute or until reading is 

constant for 15 seconds, whichever is longer. Minimum insulation 

resistance values shall not be less than 25 megohms for 300-volt rated 

cable and 100 megohms for 600-volt rated cable.  

C. The contractor shall furnish the instruments, materials, and labor for 

all tests. 

- - - E N D - - - 
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SECTION 26 05 26 
GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 DESCRIPTION 

A. This section specifies the general grounding and bonding requirements 

for electrical equipment and operations to provide a low impedance path 

for possible ground fault currents.  

B. “Grounding electrode system” refers to all electrodes required by NEC, 

as well as made, supplementary, and lightning protection system 

grounding electrodes. 

C. The terms “connect” and “bond” are used interchangeably in this 

specification and have the same meaning. 

1.2 RELATED WORK  

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General 

electrical requirements and items that are common to more than one 

section of Division 26.  

B. Section 26 05 21, LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES 

(600 VOLTS AND BELOW): Low Voltage power and lighting wiring. 

C. Section 26 41 00, FACILITY LIGHTNING PROTECTION: Requirements for 

lightning protection. 

1.3 QUALITY ASSURANCE 

 Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS 

FOR ELECTRICAL INSTALLATIONS. 

1.4 SUBMITTALS 

A. Submit in accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL 

INSTALLATIONS.  

B. Shop Drawings:  

1. Clearly present enough information to determine compliance with 

drawings and specifications. 

2. Include the location of system grounding electrode connections and 

the routing of aboveground and underground grounding electrode 

conductors.  

C. Test Reports: Provide certified test reports of ground resistance.  
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D. Certifications: Two weeks prior to final inspection, submit four copies 

of the following to the VA Project Manager: 

1. Certification that the materials and installation are in accordance 

with the drawings and specifications. 

2. Certification by the contractor that the complete installation has 

been properly installed and tested.  

1.5 APPLICABLE PUBLICATIONS 

 Publications listed below (including amendments, addenda, revisions, 

supplements, and errata) form a part of this specification to the 

extent referenced. Publications are referenced in the text by 

designation only.  

A. American Society for Testing and Materials (ASTM): 

B1-07...................Standard Specification for Hard-Drawn Copper 

Wire 

B3-07...................Standard Specification for Soft or Annealed 

Copper Wire 

B8-04...................Standard Specification for Concentric-Lay-

Stranded Copper Conductors, Hard, Medium-Hard, 

or Soft 

B. Institute of Electrical and Electronics Engineers, Inc. (IEEE): 

81-1983.................IEEE Guide for Measuring Earth Resistivity, 

Ground Impedance, and Earth Surface Potentials 

of a Ground System 

C2-07...................National Electrical Safety Code 

C. National Fire Protection Association (NFPA):  

70-08...................National Electrical Code (NEC)  

99-2005.................Health Care Facilities 

D. Underwriters Laboratories, Inc. (UL):  

44-05 ..................Thermoset-Insulated Wires and Cables 

83-08 ..................Thermoplastic-Insulated Wires and Cables 

467-07 .................Grounding and Bonding Equipment  

486A-486B-03 ...........Wire Connectors  

PART 2 - PRODUCTS  

2.1 GROUNDING AND BONDING CONDUCTORS  

A. Equipment grounding conductors shall be UL 44 or UL 83 insulated 

stranded copper, except that sizes No. 10 AWG [6 mm²] and smaller shall 
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be solid copper. Insulation color shall be continuous green for all 

equipment grounding conductors, except that wire sizes No. 4 AWG [25 

mm²] and larger shall be identified per NEC. 

B. Bonding conductors shall be ASTM B8 bare stranded copper, except that 

sizes No. 10 AWG [6 mm²] and smaller shall be ASTM B1 solid bare copper 

wire.  

C. Conductor sizes shall not be less than shown on the drawings, or not 

less than required by the NEC, whichever is greater. 

2.2 GROUND CONNECTIONS 

A. Below Grade: Exothermic-welded type connectors.  

B. Above Grade: 

1. Bonding Jumpers: Compression-type connectors, using zinc-plated 

fasteners and external tooth lockwashers. 

2. Connection to Building Steel: Exothermic-welded type connectors. 

PART 3 - EXECUTION  

3.1 GENERAL  

A. Ground in accordance with the NEC, as shown on drawings, and as 

specified herein.  

B. Equipment Grounding: Metallic structures, including ductwork and 

building steel, enclosures, raceways, junction boxes, outlet boxes, 

cabinets, machine frames, and other conductive items in close proximity 

with electrical circuits, shall be bonded and grounded.  

3.2 INACCESSIBLE GROUNDING CONNECTIONS 

 Make grounding connections, which are normally buried or otherwise 

inaccessible (except connections for which access for periodic testing 

is required), by exothermic weld. 

3.3 RACEWAY  

A. Conduit Systems: 

1. Ground all metallic conduit systems. All metallic conduit systems 

shall contain an equipment grounding conductor.  

2. Non-metallic conduit systems, except non-metallic feeder conduits 

that carry a grounded conductor from exterior transformers to 

interior or building-mounted service entrance equipment, shall 

contain an equipment grounding conductor. 
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3. Conduit that only contains a grounding conductor, and is provided 

for its mechanical protection, shall be bonded to that conductor at 

the entrance and exit from the conduit. 

4. Metallic conduits which terminate without mechanical connection to 

an electrical equipment housing by means of locknut and bushings or 

adapters, shall be provided with grounding bushings. Connect 

bushings with a bare grounding conductor to the equipment ground 

bus. 

B. Feeders and Branch Circuits: Install equipment grounding conductors 

with all feeders and power and lighting branch circuits.  

C. Boxes, Cabinets, Enclosures, and Panelboards:  

1. Bond the equipment grounding conductor to each pullbox, junction 

box, outlet box, device box, cabinets, and other enclosures through 

which the conductor passes (except for special grounding systems for 

intensive care units and other critical units shown).  

2. Provide lugs in each box and enclosure for equipment grounding 

conductor termination. 

D. Receptacles shall not be grounded through their mounting screws. Ground 

receptacles with a jumper from the receptacle green ground terminal to 

the device box ground screw and a jumper to the branch circuit 

equipment grounding conductor.  

E. Ground lighting fixtures to the equipment grounding conductor of the 

wiring system when the green ground is provided; otherwise, ground the 

fixtures through the conduit systems. Fixtures connected with flexible 

conduit shall have a green ground wire included with the power wires 

from the fixture through the flexible conduit to the first outlet box.  

F. Fixed electrical appliances and equipment shall be provided with a 

ground lug for termination of the equipment grounding conductor.  

3.4 LIGHTNING PROTECTION SYSTEM 

 Bond the lightning protection system to the electrical grounding 

electrode system. 

3.5 GROUND RESISTANCE  

A. Grounding system resistance to ground shall not exceed 5 ohms. Make any 

modifications or additions to the grounding electrode system necessary 

for compliance without additional cost to the Government. Final tests 

shall ensure that this requirement is met. 
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B. Below-grade connections shall be visually inspected by the VA Project 

Manager prior to backfilling. The contractor shall notify the VA 

Project Manager 24 hours before the connections are ready for 

inspection. 

- - - E N D - - - 
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SECTION 26 05 33 
RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS 

 
PART 1 - GENERAL 

1.1 DESCRIPTION 

A. This section specifies the furnishing, installation, and connection of 

conduit, fittings, and boxes, to form complete, coordinated, grounded 

raceway systems. Raceways are required for all wiring unless shown or 

specified otherwise. 

B. Definitions: The term conduit, as used in this specification, shall mean 

any or all of the raceway types specified. 

1.2 RELATED WORK  

A. Section 07 84 00, FIRESTOPPING: Sealing around penetrations to maintain 

the integrity of fire rated construction. 

B. Section 07 92 00, JOINT SEALANTS: Sealing around conduit penetrations 

through the building envelope to prevent moisture migration into the 

building. 

C. Section 09 91 00, PAINTING: Identification and painting of conduit and 

other devices. 

D. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General 

electrical requirements and items that are common to more than one 

section of Division 26. 

E. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS: 

Requirements for personnel safety and to provide a low impedance path 

for possible ground fault currents. 

1.3 QUALITY ASSURANCE 

 Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS 

FOR ELECTRICAL INSTALLATIONS. 

1.4 SUBMITTALS 

 In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL 

INSTALLATIONS, submit the following: 

A. Manufacturer's Literature and Data: Showing each cable type and rating. 

The specific item proposed and its area of application shall be 

identified on the catalog cuts. 

B. Shop Drawings: 

1. Size and location of main feeders. 

2. Size and location of panels and pull-boxes. 

3. Layout of required conduit penetrations through structural elements. 

C. Certifications:  
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1. Two weeks prior to the final inspection, submit four copies of the 

following certifications to the VA Project Manager:  

a. Certification by the manufacturer that the material conforms to 

the requirements of the drawings and specifications.  

b. Certification by the contractor that the material has been 

properly installed.  

1.5 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements, and errata) form a part of this specification to the extent 

referenced. Publications are referenced in the text by designation only. 

B. American National Standards Institute (ANSI): 

C80.1-05................Electrical Rigid Steel Conduit 

C80.3-05................Steel Electrical Metal Tubing 

C80.6-05................Electrical Intermediate Metal Conduit 

C. National Fire Protection Association (NFPA): 

70-08...................National Electrical Code (NEC) 

D. Underwriters Laboratories, Inc. (UL): 

1-05....................Flexible Metal Conduit  

6-07....................Electrical Rigid Metal Conduit - Steel 

50-95...................Enclosures for Electrical Equipment 

360-093.................Liquid-Tight Flexible Steel Conduit 

467-07..................Grounding and Bonding Equipment 

514A-04.................Metallic Outlet Boxes 

514B-04.................Conduit, Tubing, and Cable Fittings 

514C-96.................Nonmetallic Outlet Boxes, Flush-Device Boxes and 

Covers  

797-07..................Electrical Metallic Tubing 

1242-06.................Electrical Intermediate Metal Conduit - Steel 

E. National Electrical Manufacturers Association (NEMA): 

FB1-07..................Fittings, Cast Metal Boxes and Conduit Bodies 

for Conduit, Electrical Metallic Tubing and 

Cable 

PART 2 - PRODUCTS 

2.1 MATERIAL 

A. Conduit Size: In accordance with the NEC, but not less than 0.5 in [13 

mm] unless otherwise shown. Where permitted by the NEC, 0.5 in [13 mm] 

flexible conduit may be used for tap connections to recessed lighting 

fixtures. 

B. Conduit:  
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1. Rigid steel: Shall conform to UL 6 and ANSI C80.1. 

2. Rigid intermediate steel conduit (IMC): Shall conform to UL 1242 and 

ANSI C80.6. 

3. Electrical metallic tubing (EMT): Shall conform to UL 797 and ANSI 

C80.3. Maximum size not to exceed 4 in [105 mm] and shall be 

permitted only with cable rated 600 V or less. 

4. Flexible galvanized steel conduit: Shall conform to UL 1. 

5. Liquid-tight flexible metal conduit: Shall conform to UL 360. 

C. Conduit Fittings:  

1. Rigid steel and IMC conduit fittings:  

a. Fittings shall meet the requirements of UL 514B and NEMA FB1. 

b. Standard threaded couplings, locknuts, bushings, conduit bodies, 

and elbows: Only steel or malleable iron materials are acceptable. 

Integral retractable type IMC couplings are also acceptable. 

c. Locknuts: Bonding type with sharp edges for digging into the metal 

wall of an enclosure. 

d. Bushings: Metallic insulating type, consisting of an insulating 

insert, molded or locked into the metallic body of the fitting. 

Bushings made entirely of metal or nonmetallic material are not 

permitted. 

e. Erickson (union-type) and set screw type couplings: Approved for 

use in concrete are permitted for use to complete a conduit run 

where conduit is installed in concrete. Use set screws of case-

hardened steel with hex head and cup point to firmly seat in 

conduit wall for positive ground. Tightening of set screws with 

pliers is prohibited. 

f. Sealing fittings: Threaded cast iron type. Use continuous drain-

type sealing fittings to prevent passage of water vapor. In 

concealed work, install fittings in flush steel boxes with blank 

cover plates having the same finishes as that of other electrical 

plates in the room. 

3. Electrical metallic tubing fittings:  

a. Fittings and conduit bodies shall meet the requirements of UL 

514B, ANSI C80.3, and NEMA FB1. 

b. Only steel or malleable iron materials are acceptable. 

c. Compression couplings and connectors: Concrete-tight and rain-

tight, with connectors having insulated throats.  

d. Indent-type connectors or couplings are prohibited. 
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e. Die-cast or pressure-cast zinc-alloy fittings or fittings made of 

"pot metal" are prohibited. 

4. Flexible steel conduit fittings: 

a. Conform to UL 514B. Only steel or malleable iron materials are 

acceptable. 

b. Clamp-type, with insulated throat. 

5. Liquid-tight flexible metal conduit fittings: 

a. Fittings shall meet the requirements of UL 514B and NEMA FB1. 

b. Only steel or malleable iron materials are acceptable. 

c. Fittings must incorporate a threaded grounding cone, a steel or 

plastic compression ring, and a gland for tightening. Connectors 

shall have insulated throats. 

6. Expansion and deflection couplings: 

a. Conform to UL 467 and UL 514B. 

b. Accommodate a 0.75 in [19 mm] deflection, expansion, or 

contraction in any direction, and allow 30 degree angular 

deflections. 

c. Include internal flexible metal braid, sized to guarantee conduit 

ground continuity and a low-impedance path for fault currents, in 

accordance with UL 467 and the NEC tables for equipment grounding 

conductors. 

d. Jacket: Flexible, corrosion-resistant, watertight, moisture and 

heat-resistant molded rubber material with stainless steel jacket 

clamps. 

D. Conduit Supports: 

1. Parts and hardware: Zinc-coat or provide equivalent corrosion 

protection. 

2. Individual Conduit Hangers: Designed for the purpose, having a 

pre-assembled closure bolt and nut, and provisions for receiving a 

hanger rod. 

3. Multiple conduit (trapeze) hangers: Not less than 1.5 x 1.5 in [38 mm 

x 38 mm], 12-gauge steel, cold-formed, lipped channels; with not less 

than 0.375 in [9 mm] diameter steel hanger rods. 

4. Solid Masonry and Concrete Anchors: Self-drilling expansion shields, 

or machine bolt expansion. 

E. Outlet, Junction, and Pull Boxes: 

1. UL-50 and UL-514A. 

2. Cast metal where required by the NEC or shown, and equipped with 

rustproof boxes. 
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3. Sheet metal boxes: Galvanized steel, except where otherwise shown. 

4. Flush-mounted wall or ceiling boxes shall be installed with raised 

covers so that the front face of raised cover is flush with the wall. 

Surface-mounted wall or ceiling boxes shall be installed with 

surface-style flat or raised covers. 

PART 3 - EXECUTION 

3.1 PENETRATIONS 

A. Cutting or Holes:  

1. Cut holes through concrete and masonry in new and existing structures 

with a diamond core drill or concrete saw. Pneumatic hammers, impact 

electric, hand, or manual hammer-type drills are not allowed, except 

where permitted by the VA Project Manager as required by limited 

working space. 

B. Firestop: Where conduits, wireways, and other electrical raceways pass 

through fire partitions, fire walls, smoke partitions, or floors, 

install a fire stop that provides an effective barrier against the 

spread of fire, smoke and gases as specified in Section 07 84 00, 

FIRESTOPPING. 

C. Waterproofing: At floor, exterior wall, and roof conduit penetrations, 

completely seal clearances around the conduit and make watertight, as 

specified in Section 07 92 00, JOINT SEALANTS. 

3.2 INSTALLATION, GENERAL 

A. In accordance with UL, NEC, as shown, and as specified herein. 

B. Essential (Emergency) raceway systems shall be entirely independent of 

other raceway systems, except where shown on drawings. 

C. Install conduit as follows: 

1. In complete mechanically and electrically continuous runs before 

pulling in cables or wires. 

2. Unless otherwise indicated on the drawings or specified herein, 

installation of all conduits shall be concealed within finished 

walls, floors, and ceilings.  

3. Flattened, dented, or deformed conduit is not permitted. Remove and 

replace the damaged conduits with new undamaged material. 

4. Assure conduit installation does not encroach into the ceiling height 

head room, walkways, or doorways. 

5. Cut square, ream, remove burrs, and draw up tight. 

6. Independently support conduit at 8 ft [2.4 M] on centers. Do not use 

other supports, i.e., suspended ceilings, suspended ceiling 
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supporting members, lighting fixtures, conduits, mechanical piping, 

or mechanical ducts. 

7. Support within 12 in [300 mm] of changes of direction, and within 12 

in [300 mm] of each enclosure to which connected. 

8. Close ends of empty conduit with plugs or caps at the rough-in stage 

until wires are pulled in, to prevent entry of debris. 

9. Conduit installations under fume and vent hoods are prohibited. 

10. Secure conduits to cabinets, junction boxes, pull-boxes, and outlet 

boxes with bonding type locknuts. For rigid and IMC conduit 

installations, provide a locknut on the inside of the enclosure, made 

up wrench tight. Do not make conduit connections to junction box 

covers. 

11. Conduit bodies shall only be used for changes in direction, and shall 

not contain splices. 

D. Conduit Bends: 

1. Make bends with standard conduit bending machines. 

2. Conduit hickey may be used for slight offsets and for straightening 

stubbed out conduits. 

3. Bending of conduits with a pipe tee or vise is prohibited. 

E. Layout and Homeruns: 

1. Install conduit with wiring, including homeruns, as shown on 

drawings. 

2. Deviations: Make only where necessary to avoid interferences and only 

after drawings showing the proposed deviations have been submitted 

approved by the VA Project Manager. 

3.3 CONCEALED WORK INSTALLATION  

A. In Concrete: 

1. Conduit: Rigid steel, IMC, or EMT. Do not install EMT in concrete 

slabs that are in contact with soil, gravel, or vapor barriers. 

2. Align and run conduit in direct lines. 

3. Install conduit through concrete beams only: 

a. Where shown on the structural drawings. 

b. As approved by the VA Project Manager prior to construction, and 

after submittal of drawing showing location, size, and position of 

each penetration. 

4. Installation of conduit in concrete that is less than 3 in [75 mm] 

thick is prohibited. 

a. Conduit outside diameter larger than one-third of the slab 

thickness is prohibited. 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 09-10 
 

RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS  26 05 33 - 7 

b. Space between conduits in slabs: Approximately six conduit 

diameters apart, and one conduit diameter at conduit crossings.  

c. Install conduits approximately in the center of the slab so that 

there will be a minimum of 0.75 in [19 mm] of concrete around the 

conduits. 

5. Make couplings and connections watertight. Use thread compounds that 

are UL approved conductive type to ensure low resistance ground 

continuity through the conduits. Tightening setscrews with pliers is 

prohibited. 

B. Above Furred or Suspended Ceilings and in Walls: 

1. Conduit for conductors 600 V and below: Rigid steel, IMC, or EMT. 

Mixing different types of conduits indiscriminately in the same 

system is prohibited. 

2. Align and run conduit parallel or perpendicular to the building 

lines. 

3. Connect recessed lighting fixtures to conduit runs with maximum 6 ft 

[1.8 M] of flexible metal conduit extending from a junction box to 

the fixture. 

4. Tightening setscrews with pliers is prohibited. 

3.4 EXPOSED WORK INSTALLATION 

A. Unless otherwise indicated on the drawings, exposed conduit is only 

permitted in mechanical and electrical rooms. 

B. Conduit for Conductors 600 V and Below: Rigid steel, IMC, or EMT. Mixing 

different types of conduits indiscriminately in the system is 

prohibited. 

C. Align and run conduit parallel or perpendicular to the building lines. 

D. Install horizontal runs close to the ceiling or beams and secure with 

conduit straps. 

E. Support horizontal or vertical runs at not over 8 ft [2.4 M] intervals. 

F. Painting: 

1. Paint exposed conduit as specified in Section 09 91 00, PAINTING. 

2. Refer to Section 09 91 00, PAINTING for preparation, paint type, and 

exact color. In addition, paint legends, using 2 in [50 mm] high 

black numerals and letters, showing the cable voltage rating. Provide 

legends where conduits pass through walls and floors and at maximum 

20 ft [6 M] intervals in between. 

3.5 WET OR DAMP LOCATIONS 

A. Unless otherwise shown, use conduits of rigid steel or IMC. 
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B. Provide sealing fittings to prevent passage of water vapor where 

conduits pass from warm to cold locations, i.e., refrigerated spaces, 

constant-temperature rooms, air-conditioned spaces, building exterior 

walls, roofs, or similar spaces. 

C. Unless otherwise shown, use rigid steel or IMC conduit within 5 ft [1.5 

M] of the exterior and below concrete building slabs in contact with 

soil, gravel, or vapor barriers. Conduit shall be half-lapped with 10 

mil PVC tape before installation. After installation, completely recoat 

or retape any damaged areas of coating. 

3.6 MOTORS AND VIBRATING EQUIPMENT 

A. Use flexible metal conduit for connections to motors and other 

electrical equipment subject to movement, vibration, misalignment, 

cramped quarters, or noise transmission.  

B. Use liquid-tight flexible metal conduit for installation in exterior 

locations, moisture or humidity laden atmosphere, corrosive atmosphere, 

water or spray wash-down operations, inside airstream of HVAC units, and 

locations subject to seepage or dripping of oil, grease, or water. 

Provide a green equipment grounding conductor with flexible metal 

conduit. 

3.7 EXPANSION JOINTS 

A. Provide conduits smaller than 3 in [75 mm] with junction boxes on both 

sides of the expansion joint. Connect conduits to junction boxes with 

sufficient slack of flexible conduit to produce 5 in [125 mm] vertical 

drop midway between the ends. Flexible conduit shall have a bonding 

jumper installed. In lieu of this flexible conduit, expansion and 

deflection couplings as specified above for conduits 15 in [375 mm] and 

larger are acceptable. 

B. Install expansion and deflection couplings where shown. 

3.8 CONDUIT SUPPORTS, INSTALLATION  

A. Safe working load shall not exceed one-quarter of proof test load of 

fastening devices. 

B. Use pipe straps or individual conduit hangers for supporting individual 

conduits. 

C. Support multiple conduit runs with trapeze hangers. Use trapeze hangers 

that are designed to support a load equal to or greater than the sum of 

the weights of the conduits, wires, hanger itself, and 200 lbs [90 kg]. 

Attach each conduit with U-bolts or other approved fasteners. 

D. Support conduit independently of junction boxes, pull-boxes, fixtures, 

suspended ceiling T-bars, angle supports, and similar items. 
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E. Fasteners and Supports in Solid Masonry and Concrete: 

1. New Construction: Use steel or malleable iron concrete inserts set in 

place prior to placing the concrete. 

2. Existing Construction: 

a. Steel expansion anchors not less than 0.25 in [6 mm] bolt size and 

not less than 1.125 in [28 mm] embedment. 

b. Power set fasteners not less than 0.25 in [6 mm] diameter with 

depth of penetration not less than 3 in [75 mm]. 

c. Use vibration and shock-resistant anchors and fasteners for 

attaching to concrete ceilings. 

E. Hollow Masonry: Toggle bolts.  

F. Bolts supported only by plaster or gypsum wallboard are not acceptable. 

G. Metal Structures: Use machine screw fasteners or other devices 

specifically designed and approved for the application. 

H. Attachment by wood plugs, rawl plug, plastic, lead or soft metal 

anchors, or wood blocking and bolts supported only by plaster is 

prohibited. 

I. Chain, wire, or perforated strap shall not be used to support or fasten 

conduit. 

J. Spring steel type supports or fasteners are prohibited for all uses 

except horizontal and vertical supports/fasteners within walls. 

K. Vertical Supports: Vertical conduit runs shall have riser clamps and 

supports in accordance with the NEC and as shown. Provide supports for 

cable and wire with fittings that include internal wedges and retaining 

collars. 

3.9 BOX INSTALLATION  

A. Boxes for Concealed Conduits: 

1. Flush-mounted. 

2. Provide raised covers for boxes to suit the wall or ceiling, 

construction, and finish. 

B. In addition to boxes shown, install additional boxes where needed to 

prevent damage to cables and wires during pulling-in operations.  

C. Remove only knockouts as required and plug unused openings. Use threaded 

plugs for cast metal boxes and snap-in metal covers for sheet metal 

boxes. 

D. Outlet boxes mounted back-to-back in the same wall are prohibited. A 

minimum 24 in [600 mm] center-to-center lateral spacing shall be 

maintained between boxes.  
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E. Minimum size of outlet boxes for ground fault interrupter (GFI) 

receptacles is 4 in [100 mm] square x 2.125 in [55 mm] deep, with device 

covers for the wall material and thickness involved. 

F. Stencil or install phenolic nameplates on covers of the boxes identified 

on riser diagrams; for example "SIG-FA JB No. 1."  

G. On all branch circuit junction box covers, identify the circuits with 

black marker. 

- - - E N D - - - 
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SECTION 26 09 23 
LIGHTING CONTROLS 

PART 1 - GENERAL  

1.1 DESCRIPTION 

 This section specifies the furnishing, installation and connection of 

the lighting controls.  

1.2 RELATED WORK  

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General 

requirements that are common to more than one section of Division 26.  

B. Section 26 05 21, LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES 

(600 VOLTS AND BELOW): Cables and wiring.  

C. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS: 

Requirements for personnel safety and to provide a low impedance path to 

ground for possible ground fault currents.  

D. Section 26 27 26, WIRING DEVICES: Wiring devices used for control of the 

lighting systems. 

1.3 QUALITY ASSURANCE 

 Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS 

FOR ELECTRICAL INSTALLATIONS. 

1.4 SUBMITTALS 

A. In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL 

INSTALLATIONS, submit the following:  

B. Product Data: For each type of lighting control, submit the following 

information. 

1. Manufacturer’s catalog data. 

2. Wiring schematic and connection diagram. 

3. Installation details. 

C. Manuals:  

1. Submit, simultaneously with the shop drawings companion copies of 
complete maintenance and operating manuals including technical data 

sheets, and information for ordering replacement parts.  

2. Two weeks prior to the final inspection, submit four copies of the 
final updated maintenance and operating manuals, including any 

changes, to the VA Project Manager. 

D. Certifications:  

1. Two weeks prior to final inspection, submit four copies of the 

following certifications to the VA Project Manager:  

a. Certification by the Contractor that the equipment has been 

properly installed, adjusted, and tested.  
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1.5 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements, and errata) form a part of this specification to the extent 

referenced. Publications are referenced in the text by designation only. 

B. Green Seal (GS): 

GC-12...................Occupancy Sensors 

C. Illuminating Engineering Society of North America (IESNA): 

IESNA LM-48 ............ Guide for Calibration of Photoelectric Control 

Devices 

D. National Electrical Manufacturer's Association (NEMA) 

C136.10.................American National Standard for Roadway Lighting 

Equipment-Locking-Type Photocontrol Devices 

and Mating Receptacles - Physical and 

Electrical Interchangeability and Testing 

ICS-1...................Standard for Industrial Control and Systems 

General Requirements 

ICS-2...................Standard for Industrial Control and Systems: 

Controllers, Contractors, and Overload Relays 

Rated Not More than 2000 Volts AC or 750 Volts 

DC: Part 8 - Disconnect Devices for Use in 

Industrial Control Equipment 

ICS-6...................Standard for Industrial Controls and Systems 

Enclosures 

E. Underwriters Laboratories, Inc. (UL):  

20......................Standard for General-Use Snap Switches 

773A ...................Nonindustrial Photoelectric Switches for 

Lighting Control 

98......................Enclosed and Dead-Front Switches 

PART 2 - PRODUCTS  

2.1 CEILING-MOUNTED PHOTOELECTRIC SWITCHES 

A. Solid-state, light-level sensor unit, with separate relay unit. 

1. Sensor Output:  Contacts rated to operate the associated relay.  

Sensor shall be powered from the relay unit. 

2. Relay Unit:  Dry contacts rated for 20A ballast load at 120V and 

277V, for 13A tungsten at 120V, and for 1 hp at 120V. 

3. Monitoring Range:  10 to 200 fc [108 to 2152 lx, with an adjustment 

for turn-on and turn-off levels. 

4. Time Delay:  Adjustable from 5 to 300 seconds, with deadband 

adjustment. 
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5. Indicator:  Two LEDs to indicate the beginning of on-off cycles. 

2.2  INDOOR OCCUPANCY SENSORS 

A. Ceiling-mounting, solid-state units with a power supply and relay unit, 

suitable for the environmental conditions in which installed. 

1. Operation:  Unless otherwise indicated, turn lights on when covered 

area is occupied and off when unoccupied; with a 1 to 15 minute 

adjustable time delay for turning lights off. 

2. Sensor Output:  Contacts rated to operate the connected relay.  

Sensor shall be powered from the relay unit. 

3. Relay Unit:  Dry contacts rated for 20A ballast load at 120V and 

277V, for 13A tungsten at 120V, and for 1 hp at 120V. 

4. Mounting: 

a. Sensor:  Suitable for mounting in any position on a standard 

outlet box. 

b. Time-Delay and Sensitivity Adjustments:  Recessed and concealed 

behind hinged door. 

5. Indicator:  LED, to show when motion is being detected during testing 

and normal operation of the sensor. 

6. Bypass Switch:  Override the on function in case of sensor failure. 

7. Manual/automatic selector switch. 

8. Automatic Light-Level Sensor:  Adjustable from 2 to 200 fc [21.5 to 

2152 lx]; keep lighting off when selected lighting level is present. 

B. Dual-technology Type:  Ceiling mounting; combination PIR and ultrasonic 

detection methods, field-selectable. 

1. Sensitivity Adjustment:  Separate for each sensing technology. 

2. Detector Sensitivity:  Detect occurrences of 6-inch [150mm] minimum 

movement of any portion of a human body that presents a target of not 

less than 36 sq. in. [232 sq. cm], and detect a person of average 

size and weight moving not less than 12 inches [305 mm] in either a 

horizontal or a vertical manner at an approximate speed of 12 

inches/s [305 mm/s]. 

3. Detection Coverage:  as scheduled on drawings. 

PART 3 - EXECUTION  

3.1 INSTALLATION:  

A. Installation shall be in accordance with the NEC, manufacturer's 

instructions and as shown on the drawings or specified. 

B. Aiming for ceiling-mounted motion sensor switches shall be per 

manufacturer’s recommendations.   

C. Set occupancy sensor "on" duration to 30 minutes. 
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D. Locate light level sensors as indicated and in accordance with the 

manufacturer's recommendations.  Adjust sensor for the scheduled light 

level at the typical work plane for that area. 

3.2 ACCEPTANCE CHECKS AND TESTS 

A. Perform in accordance with the manufacturer's recommendations. 

B. Upon completion of installation, conduct an operating test to show that 

equipment operates in accordance with requirements of this section.  

D. Test occupancy sensors for proper operation. Observe for light control 

over entire area being covered. 

3.3 FOLLOW-UP VERIFICATION 

 Upon completion of acceptance checks and tests, the Contractor shall 

show by demonstration in service that the lighting control devices are 

in good operating condition and properly performing the intended 

function. 

 

 

- - - E N D - - - 
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SECTION 26 27 26 
WIRING DEVICES 

PART 1 - GENERAL  

1.1 DESCRIPTION 

 This section specifies the furnishing, installation and connection of 

wiring devices. 

1.2 RELATED WORK 

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General 

electrical requirements that are common to more than one section of 

Division 26. 

B. Section 26 05 33, RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS: Conduits and 

outlets boxes.  

C. Section 26 05 21, LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES 

(600 VOLTS AND BELOW): Cables and wiring. 

D. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS: 

Requirements for personnel safety and to provide a low impedance path to 

ground for possible ground fault currents. 

1.3 QUALITY ASSURANCE 

 Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS 

FOR ELECTRICAL INSTALLATIONS. 

1.4 SUBMITTALS 

A. In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL 

INSTALLATIONS, submit the following: 

B. Shop Drawings: 

1. Sufficient information, clearly presented, shall be included to 

determine compliance with drawings and specifications. 

2. Include electrical ratings, dimensions, mounting details, 

construction materials, grade and termination information. 

C. Manuals: Two weeks prior to final inspection, deliver four copies of the 

following to the VA Project Manager: Technical data sheets and 

information for ordering replacement units. 

D. Certifications: Two weeks prior to final inspection, submit four copies 

of the following to the VA Project Manager: Certification by the 

Contractor that the devices comply with the drawings and specifications, 

and have been properly installed, aligned, and tested. 

1.5 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements and errata) form a part of this specification to the extent 
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referenced. Publications are referenced in the text by basic designation 

only. 

B. National Fire Protection Association (NFPA): 

70......................National Electrical Code (NEC) 

C. National Electrical Manufacturers Association (NEMA): 

WD 1....................General Color Requirements for Wiring Devices 

WD 6 ...................Wiring Devices – Dimensional Requirements 

D. Underwriter’s Laboratories, Inc. (UL): 

5.......................Surface Metal Raceways and Fittings 

20......................General-Use Snap Switches 

231.....................Power Outlets 

467.....................Grounding and Bonding Equipment 

498.....................Attachment Plugs and Receptacles 

PART 2 - PRODUCTS 

2.1 RECEPTACLES 

A. General: All receptacles shall be listed by Underwriters Laboratories, 

Inc., and conform to NEMA WD 6.  

1. Mounting straps shall be plated steel, with break-off plaster ears 

and shall include a self-grounding feature. Terminal screws shall be 

brass, brass plated or a copper alloy metal. 

2. Receptacles shall have provisions for back wiring with separate metal 

clamp type terminals (four min.) and side wiring from four captively 

held binding screws. 

3. Duplex Receptacles (not hospital grade): Shall be the same as 

hospital grade duplex receptacles except for the "hospital grade" 

listing and as follows. 

a. Bodies shall be brown phenolic compound supported by a plated 

steel mounting strap having plaster ears. 

2.2 TOGGLE SWITCHES 

A. Toggle Switches: Shall be totally enclosed tumbler type with bodies of 

phenolic compound. Toggle handles shall be ivory in color unless 

otherwise specified. The rocker type switch is not acceptable and will 

not be approved. 

1. Shall be single unit toggle, butt contact, quiet AC type, heavy-duty 

general-purpose use with an integral self grounding mounting strap 

with break-off plasters ears and provisions for back wiring with 

separate metal wiring clamps and side wiring with captively held 

binding screws. 

2. Ratings: 
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a. 120 volt circuits: 20 amperes at 120-277 volts AC. 

b. 277 volt circuits: 20 amperes at 120-277 volts AC. 

2.3 WALL PLATES 

A. Wall plates for switches and receptacles shall be type smooth nylon. 

Oversize plates are not acceptable.  

B. Color shall be ivory unless otherwise specified. 

C. Standard NEMA design, so that products of different manufacturers will 

be interchangeable. Dimensions for openings in wall plates shall be 

accordance with NEMA WD 6. 

D. For receptacles or switches mounted adjacent to each other, wall plates 

shall be common for each group of receptacles or switches. 

E. Wall plates for data, telephone or other communication outlets shall be 

as specified in the associated specification. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Installation shall be in accordance with the NEC and as shown as on the 

drawings. 

B. Ground terminal of each receptacle shall be bonded to the outlet box 

with an approved green bonding jumper, and also connected to the green 

equipment grounding conductor. 

C. Outlet boxes for light switches shall be mounted on the strike side of 

doors.  

D. Coordinate with other work, including painting, electrical boxes and 

wiring installations, as necessary to interface installation of wiring 

devices with other work.  Coordinate the electrical work with the work 

of other trades to ensure that wiring device flush outlets are positioned 

with box openings aligned with the face of the surrounding finish 

material.  Pay special attention to installations in cabinet work, and in 

connection with laboratory equipment. 

E. Exact field locations of floors, walls, partitions, doors, windows, and 

equipment may vary from locations shown on the drawings. Prior to 

locating sleeves, boxes and chases for roughing-in of conduit and 

equipment, the Contractor shall coordinate exact field location of the 

above items with other trades. In addition, check for exact direction of 

door swings so that local switches are properly located on the strike 

side.   

F. Install wall switches 48 inches [1200mm] above floor, OFF position down.  
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G. Install convenience receptacles 18 inches [450mm] above floor, and 6 

inches [152mm] above counter backsplash or workbenches.  Install 

specific-use receptacles at heights shown on the drawings. 

H. Label device plates with a permanent adhesive label listing panel and 

circuit feeding the wiring device. 

I. Test wiring devices for damaged conductors, high circuit resistance, 

poor connections, inadequate fault current path, defective devices, or 

similar problems using a portable receptacle tester.  Correct circuit 

conditions, remove malfunctioning units and replace with new, and retest 

as specified above. 

- - - E N D - - - 
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SECTION 26 29 21 
DISCONNECT SWITCHES 

PART 1 - GENERAL 

1.1 DESCRIPTION 

 This section specifies the furnishing, installation, and connection of 

low voltage disconnect switches.  

1.2 RELATED WORK  

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General 

electrical requirements and items that are common to more than one 

section of Division 26.  

B. Section 26 05 21, LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES 600 

VOLTS AND BELOW: Cables and wiring. 

C. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS: 

Requirements for personnel safety and to provide a low impedance path 

for possible ground faults. 

D. Section 26 05 33, RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS: Conduits for 

cables and wiring. 

E. Section 26 29 11, LOW-VOLTAGE MOTOR STARTERS: Motor rated toggle 

switches. 

1.3 QUALITY ASSURANCE 

 Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS 

FOR ELECTRICAL INSTALLATIONS. 

1.4 SUBMITTALS 

A. Submit in accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL 

INSTALLATIONS. 

B. Shop Drawings: 

1. Clearly present sufficient information to determine compliance with 

drawings and specifications.  

2. Include electrical ratings, dimensions, mounting details, materials, 

enclosure types, and fuse types and classes.  

3. Show the specific switch and fuse proposed for each specific piece of 

equipment or circuit.  

C. Manuals:  

1. Provide complete maintenance and operating manuals for disconnect 

switches, including technical data sheets, wiring diagrams, and 

information for ordering replacement parts. Deliver four copies to 

the VA Project Manager two weeks prior to final inspection.  

2. Terminals on wiring diagrams shall be identified to facilitate 

maintenance and operation. 
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3. Wiring diagrams shall indicate internal wiring and any interlocking. 

D. Certifications: Two weeks prior to the final inspection, submit four 

copies of the following certifications to the VA Project Manager:  

1. Certification by the manufacturer that the materials conform to the 

requirements of the drawings and specifications.  

2. Certification by the contractor that the materials have been properly 

installed, connected, and tested.  

1.5 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements, and errata) form a part of this specification to the extent 

referenced. Publications are referenced in the text by designation only. 

B. National Electrical Manufacturers Association (NEMA):  

KS l-06.................Enclosed and Miscellaneous Distribution 

Equipment Switches (600 Volts Maximum)  

C. National Fire Protection Association (NFPA):  

70-08...................National Electrical Code (NEC)  

D. Underwriters Laboratories, Inc. (UL):  

98-04...................Enclosed and Dead-Front Switches  

PART 2 - PRODUCTS  

2.1 LOW VOLTAGE UNFUSED SWITCHES RATED 600 AMPERES AND LESS 

A. In accordance with UL 98, NEMA KS1, and NEC. 

B. Shall have NEMA classification General Duty (GD) for 240 V switches and 

NEMA classification Heavy Duty (HD) for 480 V switches. 

C. Shall be HP rated.  

D. Shall have the following features:  

1. Switch mechanism shall be the quick-make, quick-break type. 

2. Copper blades, visible in the OFF position. 

3. An arc chute for each pole.  

4. External operating handle shall indicate ON and OFF position and have 

lock-open padlocking provisions.  

5. Mechanical interlock shall permit opening of the door only when the 

switch is in the OFF position, defeatable to permit inspection. 

6. Solid neutral for each switch being installed in a circuit which 

includes a neutral conductor.  

7. Ground lugs for each ground conductor.  

8. Enclosures: 

a. Shall be the NEMA types shown on the drawings for the switches. 
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b. Where the types of switch enclosures are not shown, they shall be 

the NEMA types most suitable for the ambient environmental 

conditions.  

c. Shall be finished with manufacturer’s standard gray baked enamel 

paint over pretreated steel (for the type of enclosure required). 

2.2 MOTOR RATED TOGGLE SWITCHES 

A. Manual motor starters.  

1. Starters shall be general-purpose Class A, manually operated type 

with full voltage controller for induction motors, rated in 

horsepower. 

2. Units shall include and toggle operator.  

PART 3 - EXECUTION 

3.1 INSTALLATION   

 Install disconnect switches in accordance with the NEC and as shown on 

the drawings. 

- - - E N D - - - 
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SECTION 26 41 00 
FACILITY LIGHTNING PROTECTION 

PART 1 - GENERAL  

1.1 DESCRIPTION 

 This section specifies the furnishing and installation of a complete 

master labeled lightning protection system, complying with NFPA 780, UL 

96 and UL 96A. 

1.2 RELATED WORK  

A. Section 07 60 00, FLASHING AND SHEET METAL: penetrations through the 

roof. 

B. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General 

electrical requirements that are common to more than one section of 

Division 26. 

C. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS: 

Requirements for personnel safety and to provide a low impedance path to 

ground for possible ground faults.  

 
1.3 QUALITY ASSURANCE 

 Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS 

FOR ELECTRICAL INSTALLATIONS. 

1.4 SUBMITTALS 

A. In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL 

INSTALLATIONS, submit the following: 

B. Shop Drawings: 

1. Isometric and plan views showing layout and connections to the 

required metal surfaces. 

2. Show the methods of mounting the system to the adjacent construction.  

C. Qualifications: Submit proof that the installer of the lightning 

protection system is a certified Lighting Protection Institute (LPI) 

installer, and has had suitable and adequate experience installing other 

lightning protection systems, and is capable of installing the system as 

recommended by the manufacturer of the equipment. 

D. Certification: Two weeks prior to final inspection, submit four copies 

of the following certifications to the VA Project Manager: 

1. Certification that the lightning protection system has been properly 
installed and tested. 

2. Certification that the lightning protection system has been 
inspected by a UL representative and has been approved by UL without 

variation. 
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1.5 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements, and errata) form a part of this specification to the extent 

referenced. Publications are referenced in the text by designation only. 

B. National Fire Protection Association (NFPA): 

70......................National Electrical Code (NEC) 

780.....................Standard for the Installation of Lightning 

Protection Systems 

C. Underwriters Laboratories, Inc. (UL): 

96......................Lightning Protection Components 

96A.....................Installation Requirements for Lightning 

Protection Systems 

UL 467 .................Standard for Grounding and Bonding Equipment 

PART 2 - PRODUCTS  

2.1 MATERIALS  

A. Attach master labels to each item by its manufacturer as evidence that 

the materials have been manufactured in conformance with the UL 

Standards for master label lightning protection materials.  

B. In additional to conformance to UL 96, the component material 

requirements are as follows: 

1. Conductors: Electrical grade copper. Conductors shall be in 

accordance with NFPA 780 and UL 96 for Class I, Class II, or Class II 

modified materials as applicable. 

2. Air terminals: Solid copper, 18 inches long, not less than 3/8 inch 

[9mm] diameter, with sharp nickel-plated points. 

3. Ground plates: Solid copper, not less than 1/16 inch [2mm] thick.  

C. Anchors and fasteners: Bolt type which are most suitable for the 

specific anchor and fastener installations. Clamp-type connectors for 

splicing conductors shall conform to UL 96, class as applicable, and, 

Class 2, style and size as required for the installation. Clamp-type 

connectors shall only be used for the connection of the roof conductor 

to the air terminal and to the guttering. All other connections, bonds, 

and splices shall be done by exothermic welds or by high compression 

fittings. The exothermic welds and high compression fittings shall be 

listed for the purpose. The high compression fittings shall be the type 

which require a hydraulically operated mechanism to apply a minimum of 

10,000 psi. 
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PART 3 - EXECUTION  

3.1 INSTALLATION  

A. Installation shall be coordinated with the roofing manufacturer and 

installer. 

B. Install the conductors as inconspicuously as practical and with the 

proper bends. 

C. Install the vertical conductors within the concealed cavity of exterior 

walls. Run the conductors to the exterior at elevations below the 

finished grade and make the ground connections to the earth outside of 

the building or stack perimeter. 

D. Make connections of dissimilar metal with bimetallic type fittings to 

prevent electrolytic action. 

E. Use the exothermic welding type connections that form solid metal joints 

in the main vertical and horizontal conductors, and for connections that 

are not exposed in the finish work. 

F. Connect exterior metal surfaces, located within three feet [900mm] of 

the lightning protection system conductors, to the lightning protection 

system conductors to prevent flashovers. 

G. Maintain horizontal or downward coursing of main conductor and insure 

that all bends have at least an 8-inch radius and do not exceed 90 

degrees. 

H. Conductors shall be rigidly fastened every three feet [900mm] along the 

roof. 

I. Air terminals shall be secured against overturning either by attachment 

to the object to be protected or by means of a substantial tripod or 

other braces permanently and rigidly attached to the building or 

structure.  Install air terminal bases, cable holders and other roof-

system supporting means without piercing roof metal. 

J. Grounding:  Test the ground resistance to earth by standard methods and 

conform to the ground resistance requirements specified in Section 26 05 

26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS.  

K. Where shown, use the structural steel framework or reinforcing steel as 

the main conductor:  

1. Weld or bond the non-electrically-continuous sections together and 

make them electrically continuous.  

2. Verify the electrical continuity by measuring the ground resistances 

to earth at the ground level, at the top of the building or stack, 

and at intermediate points with a sensitive ohmmeter. Compare the 

resistance readings.  
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3. Connect the air terminals together with an exterior conductor 

connected to the structural steel framework at not more than 60 foot 

[18m] intervals.  

4. Weld or braze bonding plates, not less than 8 inches [200mm] square, 

to cleaned sections of the steel and connect the conductors to the 

plates.  

5. Do not pierce the structural steel in any manner. Connections to the 

structural steel shall conform to UL Publication No. 96A.  

L. When the lightning protection systems have been installed, have the 

systems inspected by a UL representative.  Obtain and install a UL 

numbered master label for each of the lightning protection systems at 

the location directed by the UL representative and the VA Project 

Manager.  

M. Where the drawings show the new lightning protection system connected to 

an existing lightning protection system without a UL master label, the 

new portion of the lightning system still requires inspection and labels 

as specified above for new work. 

- - - E N D - - - 
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SECTION 26 51 00 
INTERIOR & EXTERIOR LIGHTING 

PART 1 - GENERAL  

1.1 DESCRIPTION: 

 This section specifies the furnishing, installation and connection of 

the interior lighting systems.  

1.2 RELATED WORK  

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General 

requirements that are common to more than one section of Division 26.  

B. Section 26 05 21, LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES 

(600 VOLTS AND BELOW): Cables and wiring.  

C. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS: 

Requirements for personnel safety and to provide a low impedance path to 

ground for possible ground fault currents.  

D. Section 26 27 26, WIRING DEVICES: Wiring devices used for control of the 

lighting systems. 

1.3 QUALITY ASSURANCE 

 Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS 

FOR ELECTRICAL INSTALLATIONS. 

1.4 SUBMITTALS 

A. In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL 

INSTALLATIONS, submit the following:  

B. Product Data: For each type of lighting fixture (luminaire) designated 

on the LIGHTING FIXTURE SCHEDULE, arranged in order of fixture 

designation, submit the following information. 

1. Material and construction details include information on housing, 

optics system and lens/diffuser.  

2. Physical dimensions and description. 

3. Wiring schematic and connection diagram. 

4. Installation details. 

5. Energy efficiency data. 

6. Photometric data based on laboratory tests complying with IESNA 

Lighting Measurements, testing and calculation guides. 

7. Lamp data including lumen output (initial and mean), color rendition 

index (CRI), rated life (hours) and color temperature (degrees 

Kelvin). 

8. Ballast data including ballast type, starting method, ambient 

temperature, ballast factor, sound rating, system watts and total 

harmonic distortion (THD). 
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C. Manuals:  

1. Submit, simultaneously with the shop drawings companion copies of 
complete maintenance and operating manuals including technical data 

sheets, and information for ordering replacement parts.  

2. Two weeks prior to the final inspection, submit four copies of the 
final updated maintenance and operating manuals, including any 

changes, to the VA Project Manager. 

D. Certifications:  

1. Two weeks prior to final inspection, submit four copies of the 

following certifications to the VA Project Manager:  

a. Certification by the Contractor that the equipment has been 

properly installed, adjusted, and tested.  

1.5 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements, and errata) form a part of this specification to the extent 

referenced. Publications are referenced in the text by designation only.  

B. Institute of Electrical and Electronic Engineers (IEEE): 

C62.41-91...............Guide on the Surge Environment in Low Voltage 

(1000V and less) AC Power Circuits 

C. National Fire Protection Association (NFPA):  

70......................National Electrical Code (NEC) 

101.....................Life Safety Code  

D. National Electrical Manufacturer's Association (NEMA): 

C82.1-97................Ballasts for Fluorescent Lamps - Specifications  

C82.2-02................Method of Measurement of Fluorescent Lamp 

Ballasts 

C82.11-02...............High Frequency Fluorescent Lamp Ballasts 

E. Underwriters Laboratories, Inc. (UL):  

542-99..................Lampholders, Starters, and Starter Holders for 

Fluorescent Lamps 

924-95..................Emergency Lighting and Power Equipment 

935-01..................Fluorescent-Lamp Ballasts 

1598-00.................Luminaires 

2108-04.................Standard for Low-Voltage Lighting Systems 

8750-08.................Light Emitting Diode (LED) Light Sources for Use 

in Lighting Products 

F. Federal Communications Commission (FCC): 

Code of Federal Regulations (CFR), Title 47, Part 18 
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PART 2 - PRODUCTS  

2.1 LIGHTING FIXTURES (LUMINAIRES) 

A. Shall be in accordance with NFPA 70 and UL 1598, as shown on drawings, 

and as specified. 

B. Sheet Metal:  

1. Shall be formed to prevent warping and sagging. Housing, trim and 

lens frame shall be true, straight (unless intentionally curved) and 

parallel to each other as designed.  

2. Wireways and fittings shall be free of burrs and sharp edges and 

shall accommodate internal and branch circuit wiring without damage 

to the wiring.  

3. When installed, any exposed fixture housing surface, trim frame, door 

frame and lens frame shall be free of light leaks; lens doors shall 

close in a light tight manner.  

4. Hinged door closure frames shall operate smoothly without binding 

when the fixture is in the installed position, latches shall function 

easily by finger action without the use of tools.  

C. Ballasts shall be serviceable while the fixture is in its normally 

installed position, and shall not be mounted to removable reflectors or 

wireway covers unless so specified.  

D. Lamp Sockets:  

1. Fluorescent: Lampholder contacts shall be the biting edge type or 

phosphorous-bronze with silver flash contact surface type and shall 

conform to the applicable requirements of UL 542. Lamp holders for 

bi-pin lamps shall be of the telescoping compression type, or of the 

single slot entry type requiring a one-quarter turn of the lamp after 

insertion.  

E. Mechanical Safety: Lighting fixture closures (lens doors, trim frame, 

hinged housings, etc.) shall be retained in a secure manner by captive 

screws, chains, captive hinges or fasteners such that they cannot be 

accidentally dislodged during normal operation or routine maintenance.  

F. Metal Finishes:  

1. The manufacturer shall apply standard finish (unless otherwise 

specified) over a corrosion resistant primer, after cleaning to free 

the metal surfaces of rust, grease, dirt and other deposits. Edges of 

pre-finished sheet metal exposed during forming, stamping or shearing 

processes shall be finished in a similar corrosion resistant manner 

to match the adjacent surface(s). Fixture finish shall be free of 
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stains or evidence of rusting, blistering, or flaking, and shall be 

applied after fabrication.  

2. Interior light reflecting finishes shall be white with not less than 

85 percent reflectances, except where otherwise shown on the drawing.  

3. Exterior finishes shall be as shown on the drawings.  

G. Lighting fixtures shall have a specific means for grounding metallic 

wireways and housings to an equipment grounding conductor.  

H. Light Transmitting Components for Fluorescent Fixtures:  

1. Shall be 100 percent virgin acrylic.  

2. Flat lens panels shall have not less than 1/8 inch [3.2mm] of average 

thickness. The average thickness shall be determined by adding the 

maximum thickness to the minimum unpenetrated thickness and dividing 

the sum by 2.  

3. Unless otherwise specified, lenses, diffusers and louvers shall be 

retained firmly in a metal frame by clips or clamping ring in such a 

manner as to allow expansion and contraction of the lens without 

distortion or cracking.  

2.2 BALLASTS 

A. Linear Fluorescent Lamp Ballasts:  Multi-voltage (120 – 277V) electronic 

programmed-start type, complying with UL 935 and with ANSI C 82.11, 

designed for type and quantity of lamps indicated.  Ballast shall be 

designed for full light output unless dimmer or bi-level control is 

indicated; including the following features: 

1. Lamp end-of-life detection and shutdown circuit (T5 lamps only). 

2. Automatic lamp starting after lamp replacement. 

3. Sound Rating:  Class A. 

4. Total Harmonic Distortion Rating:  10 percent or less. 

5. Transient Voltage Protection:  IEEE C62.41.1 and IEEE C62.41.2, 

Category A or better. 

6. Operating Frequency:  20 kHz or higher. 

7. Lamp Current Crest Factor:  1.7 or less. 

8. Ballast Factor: 0.87 or higher unless otherwise indicated. 

9. Power Factor:  0.98 or higher. 

10. Interference:  Comply with 47 CFT 18, Ch.1, Subpart C, for 

limitations on electromagnetic and radio-frequency interference for 

non-consumer equipment. 

11. To facilitate multi-level lamp switching, lamps within fixture shall 

be wired with the outermost lamp at both sides of the fixture on the 

same ballast, the next inward pair on another ballast and so on to 
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the innermost lamp (or pair of lamps). Within a given room, each 

switch shall uniformly control the same corresponding lamp (or lamp 

pairs) in all fixture units that are being controlled.  

2.3 LAMPS 

A. Linear T8 Fluorescent Lamps: 

1. Rapid start fluorescent lamps shall comply with ANSI C78.1; and 

instant-start lamps shall comply with ANSI C78.3. 

2. Chromacity of fluorescent lamps shall comply with ANSI C78.376. 

3. Except as indicated below, lamps shall be low-mercury energy saving 

type, have a color temperature between 3500° and 4100°K, a Color 

Rendering Index (CRI) of greater than 70, average rated life of 

20,000 hours, and be suitable for use with dimming ballasts, unless 

otherwise indicated.  Low mercury lamps shall have passed the EPA 

Toxicity Characteristic Leachate Procedure (TCLP) for mercury by 

using the lamp sample preparation procedure described in NEMA LL   

2.4 EXIT LIGHT FIXTURES 

A. Exit light fixtures shall meet applicable requirements of NFPA 101 and 

UL 924. 

B. Housing and Canopy: 

1. Shall be made of die-cast aluminum. 

2. Optional steel housing shall be a minimum 20 gauge thick or 

equivalent strength aluminum. 

3. Steel housing shall have baked enamel over corrosion resistant, matte 

black or ivory white primer. 

C. Door frame shall be cast or extruded aluminum, and hinged with latch. 

D. Finish shall be satin or fine-grain brushed aluminum. 

E. There shall be no radioactive material used in the fixtures. 

F. Fixtures: 

1. Maximum fixture wattage shall be 1 watt or less. 

2. Inscription panels shall be cast or stamped aluminum a minimum of 

0.090 inch [2.25mm] thick, stenciled with 6 inch [150mm] high 

letters, baked with red color stable plastic or fiberglass. Lamps 

shall be luminous Light Emitting Diodes (LED) mounted in center of 

letters on red color stable plastic or fiberglass. The LED shall be 

rated minimum 25 years life.  

3. Double-Faced Fixtures: Provide double-faced fixtures where required 

or as shown on drawings.  

4. Directional Arrows: Provide directional arrows as part of the 

inscription panel where required or as shown on drawings. Directional 
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arrows shall be the "chevron-type" of similar size and width as the 

letters and meet the requirements of NFPA 101. 

G. Voltages: Refer to Lighting Fixture Schedule. 

PART 3 - EXECUTION  

3.1 INSTALLATION  

A. Installation shall be in accordance with the NEC, manufacturer's 

instructions and as shown on the drawings or specified.  

B. Align, mount and level the lighting fixtures uniformly.  

C. Lighting Fixture Supports:  

1. Shall provide support for all of the fixtures. Supports may be 

anchored to channels of the ceiling construction, to the structural 

slab or to structural members within a partition, or above a 

suspended ceiling.  

2. Shall maintain the fixture positions after cleaning and relamping.  

3. Shall support the lighting fixtures without causing the ceiling or 

partition to deflect.  

4. Hardware for recessed fluorescent fixtures:  

a. Where the suspended ceiling system is supported at the four 

corners of the fixture opening, hardware devices shall clamp the 

fixture to the ceiling system structural members, or plaster frame 

at not less than four points in such a manner as to resist 

spreading of the support members and safely lock the fixture into 

the ceiling system.  

b. Where the suspended ceiling system is not supported at the four 

corners of the fixture opening, hardware devices shall 

independently support the fixture from the building structure at 

four points.  

D. Furnish and install the specified lamps for all lighting fixtures 

installed and all existing lighting fixtures reinstalled under this 

project. 

E. Coordinate between the electrical and ceiling trades to ascertain that 

approved lighting fixtures are furnished in the proper sizes and 

installed with the proper devices (hangers, clips, trim frames, 

flanges), to match the ceiling system being installed. 

F. Bond lighting fixtures and metal accessories to the grounding system as 

specified in Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL 

SYSTEMS. 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 4-09 
 

INTERIOR LIGHTING  26 51 00 - 7 

G. Burn-in all lamps that require specific aging period to operate properly, 

prior to occupancy by Government.  Burn-in period to be 40 hours minimum, 

unless a lesser period is specifically recommended by lamp manufacturer.    

H. At completion of project, relamp/reballast fixtures which have failed 

lamps/ballasts. Clean fixtures, lenses, diffusers and louvers that have 

accumulated dust/dirt/fingerprints during construction.  Replace damaged 

lenses, diffusers and louvers with new. 

I. Dispose of lamps per requirements of Section 01 74 19, CONSTRUCTION 

WASTE MANAGEMENT. 

- - - E N D - - - 
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SECTION 27 05 11  
REQUIREMENTS FOR COMMUNICATIONS INSTALLATIONS 

PART 1 - GENERAL 

1.1 DESCRIPTION 

A. This Section, Requirements for Communications Installations, applies to 

all sections of Division 27. 

B. Furnish and install communications cabling, systems, equipment, and 

accessories in accordance with the specifications and drawings.  

Capacities and ratings of transformers, cable, and other items and 

arrangements for the specified items are shown on drawings. 

1.2 MINIMUM REQUIREMENTS 

A. References to industry and trade association standards and codes are 

minimum installation requirement standards. 

B. Drawings and other specification sections shall govern in those 

instances where requirements are greater than those specified in the 

above standards. 

1.3 QUALIFICATIONS (PRODUCTS AND SERVICES)  

A. Manufacturers Qualifications: The manufacturer shall regularly and 

presently produce, as one of the manufacturer's principal products, the 

equipment and material specified for this project, and shall have 

manufactured the item for at least three years. 

B. Product Qualification: 

1. Manufacturer's product shall have been in satisfactory operation, on 

three installations of similar size and type as this project, for 

approximately three years. 

2. The Government reserves the right to require the Contractor to submit 

a list of installations where the products have been in operation 

before approval. 

C. Service Qualifications: There shall be a permanent service organization 

maintained or trained by the manufacturer which will render satisfactory 

service to this installation within four hours of receipt of 

notification that service is needed. Submit name and address of service 

organizations. 

1.4 MANUFACTURED PRODUCTS 

A. Materials and equipment furnished shall be of current production by 

manufacturers regularly engaged in the manufacture of such items, for 

which replacement parts shall be available. 

B. When more than one unit of the same class of equipment is required, such 

units shall be the product of a single manufacturer. 
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C. Equipment Assemblies and Components: 

1. Components of an assembled unit need not be products of the same 

manufacturer. 

2. Manufacturers of equipment assemblies, which include components made 

by others, shall assume complete responsibility for the final 

assembled unit. 

3. Components shall be compatible with each other and with the total 

assembly for the intended service. 

4. Constituent parts which are similar shall be the product of a single 

manufacturer. 

D. Factory wiring shall be identified on the equipment being furnished and 

on all wiring diagrams. 

E. When Factory Testing Is Specified: 

1. The Government shall have the option of witnessing factory tests. The 

contractor shall notify the VA through the VA Project Manager a 

minimum of 15 working days prior to the manufacturers making the 

factory tests. 

2. Four copies of certified test reports containing all test data shall 

be furnished to the VA Project Manager prior to final inspection and 

not more than 90 days after completion of the tests. 

3. When equipment fails to meet factory test and re-inspection is 

required, the contractor shall be liable for all additional expenses, 

including expenses of the Government. 

1.5 EQUIPMENT REQUIREMENTS 

 Where variations from the contract requirements are requested in 

accordance with the GENERAL CONDITIONS and Section 01 33 23, SHOP 

DRAWINGS, PRODUCT DATA, AND SAMPLES, the connecting work and related 

components shall include, but not be limited to additions or changes to 

branch circuits, circuit protective devices, conduits, wire, feeders, 

controls, panels and installation methods. 

1.6 EQUIPMENT PROTECTION 

A. Equipment and materials shall be protected during shipment and storage 

against physical damage, dirt, moisture, cold and rain: 

1. During installation, enclosures, equipment, controls, controllers, 

circuit protective devices, and other like items, shall be protected 

against entry of foreign matter; and be vacuum cleaned both inside 

and outside before testing and operating and repainting if required. 
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2. Damaged equipment shall be, as determined by the VA Project Manager, 

placed in first class operating condition or be returned to the 

source of supply for repair or replacement. 

3. Painted surfaces shall be protected with factory installed removable 

heavy kraft paper, sheet vinyl or equal. 

4. Damaged paint on equipment and materials shall be refinished with the 

same quality of paint and workmanship as used by the manufacturer so 

repaired areas are not obvious. 

1.7 WORK PERFORMANCE 

A. Job site safety and worker safety is the responsibility of the 

contractor. 

B. For work on existing stations, arrange, phase and perform work to assure 

communications service for other buildings at all times. Refer to 

Article OPERATIONS AND STORAGE AREAS under Section 01 00 00, GENERAL 

REQUIREMENTS. 

C. New work shall be installed and connected to existing work neatly and 

carefully. Disturbed or damaged work shall be replaced or repaired to 

its prior conditions, as required by Section 01 00 00, GENERAL 

REQUIREMENTS. 

D. Coordinate location of equipment and pathways with other trades to 

minimize interferences. See the GENERAL CONDITIONS. 

1.8 EQUIPMENT INSTALLATION AND REQUIREMENTS  

A. Equipment location shall be as close as practical to locations shown on 

the drawings. 

B. Inaccessible Equipment: 

1. Where the Government determines that the Contractor has installed 

equipment not conveniently accessible for operation and maintenance, 

the equipment shall be removed and reinstalled as directed at no 

additional cost to the Government. 

2. "Conveniently accessible" is defined as being capable of being 

reached without the use of ladders, or without climbing or crawling 

under or over obstacles such as, but not limited to, motors, pumps, 

belt guards, transformers, piping, ductwork, conduit and raceways. 

1.9 EQUIPMENT IDENTIFICATION 

A. Install an identification sign which clearly indicates information 

required for use and maintenance of equipment. 

B. Nameplates shall be laminated black phenolic resin with a white core 

with engraved lettering, a minimum of 6 mm (1/4 inch) high. Secure 

nameplates with screws. Nameplates that are furnished by manufacturer as 
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a standard catalog item, or where other method of identification is 

herein specified, are exceptions. 

1.10 SUBMITTALS 

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

AND SAMPLES.  

B. The Government's approval shall be obtained for all equipment and 

material before delivery to the job site. Delivery, storage, or 

installation of equipment or material which has not had prior approval 

will not be permitted at the job site. 

C. All submittals shall include adequate descriptive literature, catalog 

cuts, shop drawings, and other data necessary for the Government to 

ascertain that the proposed equipment and materials comply with 

specification requirements.  Catalog cuts submitted for approval shall 

be legible and clearly identify equipment being submitted. 

D. Submittals for individual systems and equipment assemblies which consist 

of more than one item or component shall be made for the system or 

assembly as a whole.  Partial submittals will not be considered for 

approval. 

1. Mark the submittals, "SUBMITTED UNDER SECTION__________________". 

2. Submittals shall be marked to show specification reference including 

the section and paragraph numbers. 

3. Submit each section separately. 

E. The submittals shall include the following: 

1. Information that confirms compliance with contract requirements. 

Include the manufacturer's name, model or catalog numbers, catalog 

information, technical data sheets, shop drawings, pictures, 

nameplate data and test reports as required. 

2. Elementary and interconnection wiring diagrams for communication and 

signal systems, control system and equipment assemblies. All terminal 

points and wiring shall be identified on wiring diagrams. 

3. Parts list which shall include those replacement parts recommended by 

the equipment manufacturer, quantity of parts, current price and 

availability of each part. 

F. Manuals: Submit in accordance with Section 01 00 00, GENERAL 

REQUIREMENTS. 

1. Maintenance and Operation Manuals: Submit as required for systems and 

equipment specified in the technical sections. Furnish four copies, 

bound in hardback binders, (manufacturer's standard binders) or an 

approved equivalent. Furnish one complete manual as specified in the 
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technical section but in no case later than prior to performance of 

systems or equipment test, and furnish the remaining manuals prior to 

contract completion. 

2. Inscribe the following identification on the cover: the words 

"MAINTENANCE AND OPERATION MANUAL," the name and location of the 

system, equipment, building, name of Contractor, and contract number. 

Include in the manual the names, addresses, and telephone numbers of 

each subcontractor installing the system or equipment and the local 

representatives for the system or equipment. 

3. Provide a "Table of Contents" and assemble the manual to conform to 

the table of contents, with tab sheets placed before instructions 

covering the subject. The instructions shall be legible and easily 

read, with large sheets of drawings folded in. 

4. The manuals shall include: 

a. Internal and interconnecting wiring and control diagrams with data 

to explain detailed operation and control of the equipment. 

b. A control sequence describing start-up, operation, and shutdown. 

c. Description of the function of each principal item of equipment. 

d. Installation and maintenance instructions. 

e. Safety precautions. 

f. Diagrams and illustrations. 

g. Testing methods. 

h. Performance data. 

i. Pictorial "exploded" parts list with part numbers. Emphasis shall 

be placed on the use of special tools and instruments.  The list 

shall indicate sources of supply, recommended spare parts, and 

name of servicing organization. 

j. Appendix; list qualified permanent servicing organizations for 

support of the equipment, including addresses and certified 

qualifications. 

G. Approvals will be based on complete submission of manuals together with 

shop drawings. 

H. After approval and prior to installation, furnish the VA Project Manager 

with one sample of each of the following: 

1. A 300 mm (12 inch) length of each type and size of wire and cable 

along with the tag from the coils of reels from which the samples 

were taken.  

2. Each type of conduit and pathway coupling, bushing and termination 

fitting.  
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3. Raceway and pathway hangers, clamps and supports.  

4. Duct sealing compound.  

1.11 SINGULAR NUMBER  

 Where any device or part of equipment is referred to in these 

specifications in the singular number (e.g., "the switch"), this 

reference shall be deemed to apply to as many such devices as are 

required to complete the installation as shown on the drawings. 

1.12 TRAINING 

A. Training shall be provided in accordance with Article, INSTRUCTIONS, of 

Section 01 00 00, GENERAL REQUIREMENTS. 

B. Training shall be provided for the particular equipment or system as 

required in each associated specification. 

C. A training schedule shall be developed and submitted by the contractor 

and approved by the VA Project Manager at least 30 days prior to the 

planned training. 

- - - E N D - - - 
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 SECTION 27 05 33 
RACEWAYS AND BOXES FOR COMMUNICATIONS SYSTEMS 

PART 1 - GENERAL 

1.1 DESCRIPTION 

A. This section specifies the furnishing, installation, and connection of 

conduit, fittings, and boxes to form complete, coordinated, raceway 

systems. Raceways are required for all communications cabling unless 

shown or specified otherwise. 

B. Definitions: The term conduit, as used in this specification, shall mean 

any or all of the raceway types specified. 

1.2 RELATED WORK  

A. Bedding of conduits: Section 31 20 00, EARTH MOVING. 

B. Mounting board for communication closets: Section 06 10 00, ROUGH 

CARPENTRY. 

C. Sealing around penetrations to maintain the integrity of fire rated 

construction: Section 07 84 00, FIRESTOPPING. 

D. Sealing around conduit penetrations through the building envelope to 

prevent moisture migration into the building: Section 07 92 00, JOINT 

SEALANTS. 

E. Identification and painting of conduit and other devices: Section 09 91 

00, PAINTING. 

F. General electrical requirements and items that is common to more than 

one section of Division 27: Section 27 05 11, REQUIREMENTS FOR 

COMMUNICATIONS INSTALLATIONS. 

G. Requirements for personnel safety and to provide a low impedance path 

for possible ground fault currents: Section 27 05 26, GROUNDING AND 

BONDING FOR COMMUNICATIONS SYSTEMS. 

1.3 SUBMITTALS 

 In accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND 

SAMPLES, furnish the following: 

A. Shop Drawings: 

1. Size and location of panels and pull boxes 

2. Layout of required conduit penetrations through structural elements. 

3. The specific item proposed and its area of application shall be 

identified on the catalog cuts. 

B. Certification: Prior to final inspection, deliver to the VA Project 

Manager four copies of the certification that the material is in 

accordance with the drawings and specifications and has been properly 

installed. 
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1.4 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements and errata) form a part of this specification to the extent 

referenced. Publications are referenced in the text by the basic 

designation only. 

B. National Fire Protection Association (NFPA): 

70-05...................National Electrical Code (NEC) 

C. Underwriters Laboratories, Inc. (UL): 

797-03..................Electrical Metallic Tubing 

D. National Electrical Manufacturers Association (NEMA): 

FB1-03..................Fittings, Cast Metal Boxes and Conduit Bodies 

for Conduit, Electrical Metallic Tubing and 

Cable 

PART 2 - PRODUCTS 

2.1 MATERIAL 

A. Conduit Size: In accordance with the NEC, but not less than 13 mm 

(1/2 inch) unless otherwise shown. Where permitted by the NEC, 13 mm 

(1/2 inch) flexible conduit may be used for tap connections to recessed 

lighting fixtures. 

B. Conduit:  

1. Electrical metallic tubing (EMT): Shall Conform to UL 797, ANSI 

C80.3. Maximum size not to exceed 105 mm (4 inch) and shall be 

permitted only with cable rated 600 volts or less. 

C. Conduit Fittings:  

1. Electrical metallic tubing fittings:  

a. Fittings shall meet the requirements of UL 514B and ANSI/ NEMA 

FB1. 

b. Only steel or malleable iron materials are acceptable. 

c. Couplings and connectors: Concrete tight and rain tight, with 

connectors having insulated throats. Use gland and ring 

compression type couplings and connectors for conduit sizes 50 mm 

(2 inches) and smaller. Use set screw type couplings with four set 

screws each for conduit sizes over 50 mm (2 inches). Use set 

screws of case-hardened steel with hex head and cup point to 

firmly seat in wall of conduit for positive grounding. 

d. Indent type connectors or couplings are prohibited. 

e. Die-cast or pressure-cast zinc-alloy fittings or fittings made of 

"pot metal" are prohibited. 

2. Expansion and deflection couplings: 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 12-05M 
 

RACEWAYS AND BOXES FOR COMMUNICATIONS SYSTEMS  27 05 33 - 3 

a. Conform to UL 467 and UL 514B. 

b. Accommodate, 19 mm (0.75 inch) deflection, expansion, or 

contraction in any direction, and allow 30 degree angular 

deflections. 

c. Include internal flexible metal braid sized to guarantee conduit 

ground continuity and fault currents in accordance with UL 467, 

and the NEC code tables for ground conductors. 

d. Jacket: Flexible, corrosion-resistant, watertight, moisture and 

heat resistant molded rubber material with stainless steel jacket 

clamps. 

D. Conduit Supports: 

1. Parts and hardware: Zinc-coat or provide equivalent corrosion 

protection. 

2. Individual Conduit Hangers: Designed for the purpose, having a 

pre-assembled closure bolt and nut, and provisions for receiving a 

hanger rod. 

3. Multiple conduit (trapeze) hangers: Not less than 38 mm by 38 mm 

(1-1/2 by 1-1/2 inch), 12 gage steel, cold formed, lipped channels; 

with not less than 9 mm (3/8 inch) diameter steel hanger rods. 

4. Solid Masonry and Concrete Anchors: Self-drilling expansion shields, 

or machine bolt expansion. 

E. Outlet, Junction, and Pull Boxes: 

1. UL-50 and UL-514A. 

2. Cast metal where required by the NEC or shown, and equipped with 

rustproof boxes. 

3. Sheet metal boxes: Galvanized steel, except where otherwise shown. 

4. Flush mounted wall or ceiling boxes shall be installed with raised 

covers so that front face of raised cover is flush with the wall. 

Surface mounted wall or ceiling boxes shall be installed with surface 

style flat or raised covers. 

F. Wireways: Equip with hinged covers, except where removable covers are 
shown. 

PART 3 - EXECUTION 

3.1 PENETRATIONS 

A. Cutting or Holes: 

1. Locate holes in advance where they are proposed in the structural 

sections such as ribs or beams. Obtain the approval of the VA Project 

Manager prior to drilling through structural sections. 
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2. Cut holes through concrete and masonry in new and existing structures 

with a diamond core drill or concrete saw. Pneumatic hammer, impact 

electric, hand or manual hammer type drills are not allowed, except 

where permitted by the VA Project Manager as required by limited 

working space. 

B. Fire Stop: Where conduits, wireways, and other communications raceways 

pass through fire partitions, fire walls, smoke partitions, or floors, 

install a fire stop that provides an effective barrier against the 

spread of fire, smoke and gases as specified in Section 07 84 00, 

FIRESTOPPING, with rock wool fiber or silicone foam sealant only. 

Completely fill and seal clearances between raceways and openings with 

the fire stop material. 

3.2 INSTALLATION, GENERAL 

A. Install conduit as follows: 

1. In complete runs before pulling in cables or wires. 

2. Flattened, dented, or deformed conduit is not permitted. Remove and 

replace the damaged conduits with new undamaged material. 

3. Assure conduit installation does not encroach into the ceiling height 

head room, walkways, or doorways. 

4. Cut square with a hacksaw, ream, remove burrs, and draw up tight. 

5. Mechanically continuous. 

6. Independently support conduit at 8’0” on center. Do not use other 

supports i.e., (suspended ceilings, suspended ceiling supporting 

members, lighting fixtures, conduits, mechanical piping, or 

mechanical ducts). 

7. Support within 300 mm (1 foot) of changes of direction, and within 

300 mm (1 foot) of each enclosure to which connected. 

8. Close ends of empty conduit with plugs or caps at the rough-in stage 

to prevent entry of debris, until wires are pulled in. 

9. Conduit installations under fume and vent hoods are prohibited. 

10. Secure conduits to cabinets, junction boxes, pull boxes and outlet 

boxes with bonding type locknuts. For rigid and IMC conduit 

installations, provide a locknut on the inside of the enclosure, made 

up wrench tight. Do not make conduit connections to junction box 

covers. 

11. Do not use aluminum conduits in wet locations. 

12. Unless otherwise indicated on the drawings or specified herein, all 

conduits shall be installed concealed within finished walls, floors 

and ceilings.  
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B. Conduit Bends: 

1. Make bends with standard conduit bending machines. 

2. Conduit hickey may be used for slight offsets, and for straightening 

stubbed out conduits. 

3. Bending of conduits with a pipe tee or vise is prohibited. 

C. Layout and Homeruns: 

1. Deviations: Make only where necessary to avoid interferences and only 

after drawings showing the proposed deviations have been submitted 

approved by the VA Project Manager. 

3.3 CONCEALED WORK INSTALLATION  

A. Furred or Suspended Ceilings and in Walls: 

1. Conduit for conductors 600 volts and below: 

a. EMT. Different type conduits mixed indiscriminately in the same 

system is prohibited. 

2. Align and run conduit parallel or perpendicular to the building 

lines. 

3.4 EXPOSED WORK INSTALLATION 

A. Unless otherwise indicated on the drawings, exposed conduit is only 

permitted in mechanical and electrical rooms. 

B. Conduit for conductors above 600 volts: 

1. Rigid steel or rigid aluminum.  

2. Aluminum conduit mixed indiscriminately with other types in the same 

system is prohibited. 

C. Conduit for Conductors 600 volts and below: 

1. Rigid steel, IMC, rigid aluminum, or EMT. Different type of conduits 

mixed indiscriminately in the system is prohibited. 

D. Align and run conduit parallel or perpendicular to the building lines. 

E. Install horizontal runs close to the ceiling or beams and secure with 

conduit straps. 

F. Support horizontal or vertical runs at not over 2400 mm (eight foot) 

intervals. 

G. Surface metal raceways: Use only where shown. 

H. Painting: 

1. Paint exposed conduit as specified in Section09 91 00, PAINTING. 

2. Paint all conduits containing cables rated over 600 volts safety 

orange. Refer to Section 09 91 00, PAINTING for preparation, paint 

type, and exact color. In addition, paint legends, using 50 mm (two 

inch) high black numerals and letters, showing the cable voltage 
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rating. Provide legends where conduits pass through walls and floors 

and at maximum 6000 mm (20 foot) intervals in between. 

3.5 EXPANSION JOINTS 

A. Conduits 75 mm (3 inches) and larger, that are secured to the building 

structure on opposite sides of a building expansion joint, require 

expansion and deflection couplings. Install the couplings in accordance 

with the manufacturer's recommendations. 

B. Provide conduits smaller than 75 mm (3 inches) with junction boxes on 

both sides of the expansion joint. Connect conduits to junction boxes 

with sufficient slack of flexible conduit to produce 125 mm (5 inch) 

vertical drop midway between the ends. Flexible conduit shall have a 

copper green ground bonding jumper installed. In lieu of this flexible 

conduit, expansion and deflection couplings as specified above for 375 

mm (15 inches) and larger conduits are acceptable. 

C. Install expansion and deflection couplings where shown. 

3.6 CONDUIT SUPPORTS, INSTALLATION  

A. Safe working load shall not exceed 1/4 of proof test load of fastening 

devices. 

B. Use pipe straps or individual conduit hangers for supporting individual 

conduits. Maximum distance between supports is 2.5 m (8 foot) on center. 

C. Support multiple conduit runs with trapeze hangers. Use trapeze hangers 

that are designed to support a load equal to or greater than the sum of 

the weights of the conduits, wires, hanger itself, and 90 kg (200 

pounds). Attach each conduit with U-bolts or other approved fasteners. 

D. Support conduit independently of junction boxes, pull boxes, fixtures, 

suspended ceiling T-bars, angle supports, and similar items. 

E. Fasteners and Supports in Solid Masonry and Concrete: 

1. New Construction: Use steel or malleable iron concrete inserts set in 

place prior to placing the concrete. 

2. Existing Construction: 

a. Steel expansion anchors not less than 6 mm (1/4 inch) bolt size 

and not less than 28 mm (1-1/8 inch) embedment. 

b. Power set fasteners not less than 6 mm (1/4 inch) diameter with 

depth of penetration not less than 75 mm (3 inches). 

c. Use vibration and shock resistant anchors and fasteners for 

attaching to concrete ceilings. 

F. Hollow Masonry: Toggle bolts are permitted.  

G. Bolts supported only by plaster or gypsum wallboard are not acceptable. 
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H. Metal Structures: Use machine screw fasteners or other devices 

specifically designed and approved for the application. 

I. Attachment by wood plugs, rawl plug, plastic, lead or soft metal 

anchors, or wood blocking and bolts supported only by plaster is 

prohibited. 

J. Chain, wire, or perforated strap shall not be used to support or fasten 

conduit. 

K. Spring steel type supports or fasteners are prohibited for all uses 

except: Horizontal and vertical supports/fasteners within walls. 

L. Vertical Supports: Vertical conduit runs shall have riser clamps and 

supports in accordance with the NEC and as shown. Provide supports for 

cable and wire with fittings that include internal wedges and retaining 

collars. 

3.7 BOX INSTALLATION  

A. Boxes for Concealed Conduits: 

1. Flush mounted. 

2. Provide raised covers for boxes to suit the wall or ceiling, 

construction and finish. 

B. In addition to boxes shown, install additional boxes where needed to 

prevent damage to cables and wires during pulling in operations.  

C. Remove only knockouts as required and plug unused openings.  Use 

threaded plugs for cast metal boxes and snap-in metal covers for sheet 

metal boxes. 

D. Stencil or install phenolic nameplates on covers of the boxes identified 

on riser diagrams; for example "SIG-FA JB No. 1".  

3.8 COMMUNICATION SYSTEM CONDUIT 

A. Install the communication raceway system as shown on drawings. 

B. Minimum conduit size of 19 mm (3/4 inch), but not less than the size 

shown on the drawings. 

C. All conduit ends shall be equipped with insulated bushings. 

D. All 100 mm (four inch) conduits within buildings shall include pull 

boxes after every two 90 degree bends. Size boxes per the NEC. 

E. Vertical conduits/sleeves through closets floors shall terminate not 

less than 75 mm (3 inches) below the floor and not less than 75 mm (3 

inches) below the ceiling of the floor below. 

F. Where drilling is necessary for vertical conduits, locate holes so as 

not to affect structural sections such as ribs or beams. 
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G. Conduit runs shall contain no more than four quarter turns (90 degree 

bends) between pull boxes/backboards. Minimum radius of communication 

conduit bends shall be as follows (special long radius): 

 

Sizes of Conduit 

Trade Size 

Radius of Conduit Bends 

mm, Inches 

3/4 150 (6) 

1 230 (9) 

1-1/4 350 (14) 

1-1/2 430 (17) 

2 525 (21) 

2-1/2 635 (25) 

3 775 (31) 

3-1/2 900 (36) 

4 1125 (45) 

 

H. Furnish and pull wire in all empty conduits. (Sleeves through floor are 

exceptions). 

- - - E N D - - - 
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SECTION 27 10 00 
STRUCTURED CABLING 

PART 1 - GENERAL 

1.1 DESCRIPTION 

 This section specifies the furnishing, installation, and connection of 

the structured cabling system to provide a comprehensive 

telecommunications infrastructure. 

1.2 RELATED WORK 

A. Sealing around penetrations to maintain the integrity of time rated 

construction: Section 07 84 00, FIRESTOPPING. 

B. General electrical requirements that are common to more than one section 

in Division 27: Section 27 05 11, REQUIREMENTS FOR COMMUNICATIONS 

INSTALLATIONS. 

C. Conduits for cables and wiring: Section 27 05 33, RACEWAYS AND BOXES FOR 

COMMUNICATIONS SYSTEMS. 

1.3 SUBMITTALS 

A. In accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND 

SAMPLES, furnish the following: 

1. Manufacturer's Literature and Data: Showing each cable type and 

rating. 

2. Certificates: Two weeks prior to final inspection, deliver to the VA 

Project Manager four copies of the certification that the material is 

in accordance with the drawings and specifications and has been 

properly installed. 

1.4 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements and errata) form a part of this specification to the extent 

referenced. Publications are reference in the text by the basic 

designation only. 

B. American Society of Testing Material (ASTM): 

D2301-04................Standard Specification for Vinyl Chloride 

Plastic Pressure Sensitive Electrical Insulating 

Tape  

C. Federal Specifications (Fed. Spec.): 

A-A-59544-00............Cable and Wire, Electrical (Power, Fixed 

Installation) 

D. National Fire Protection Association (NFPA): 

70-05...................National Electrical Code (NEC) 

E. Underwriters Laboratories, Inc. (UL): 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 12-05M 
 

STRUCTURED CABLING  27 10 00 - 2 

44-02...................Thermoset-Insulated Wires and Cables 

83-03...................Thermoplastic-Insulated Wires and Cables 

467-01..................Electrical Grounding and Bonding Equipment 

486A-01.................Wire Connectors and Soldering Lugs for Use with 

Copper Conductors 

486C-02.................Splicing Wire Connectors 

486D-02.................Insulated Wire Connector Systems for Underground 

Use or in Damp or Wet Locations 

486E-00.................Equipment Wiring Terminals for Use with Aluminum 

and/or Copper Conductors 

493-01..................Thermoplastic-Insulated Underground Feeder and 

Branch Circuit Cable 

514B-02.................Fittings for Cable and Conduit 

1479-03.................Fire Tests of Through-Penetration Fire Stops 

PART 2 - PRODUCTS  

2.1 CONTROL WIRING  

A. Unless otherwise specified in other sections of these specifications, 

control wiring shall be as specified for power and lighting wiring, 

except the minimum size shall be not less than No. 14 AWG. 

B. Control wiring shall be large enough so that the voltage drop under 

inrush conditions does not adversely affect operation of the controls. 

2.2 COMMUNICATION AND SIGNAL WIRING 

A. Shall conform to the recommendations of the manufacturers of the 

communication and signal systems; however, not less than what is shown. 

B. Wiring shown is for typical systems. Provide wiring as required for the 

systems being furnished. 

C. Multi-conductor cables shall have the conductors color coded. 

2.3 WIRE LUBRICATING COMPOUND 

A. Suitable for the wire insulation and conduit it is used with, and shall 

not harden or become adhesive. 

B. Shall not be used on wire for isolated type electrical power systems. 

2.4 FIREPROOFING TAPE 

A. The tape shall consist of a flexible, conformable fabric of organic 

composition coated one side with flame-retardant elastomer. 

B. The tape shall be self-extinguishing and shall not support combustion. 

It shall be arc-proof and fireproof. 

C. The tape shall not deteriorate when subjected to water, gases, salt 

water, sewage, or fungus and be resistant to sunlight and ultraviolet 

light. 
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D. The finished application shall withstand a 200-ampere arc for not less 

than 30 seconds. 

E. Securing tape: Glass cloth electrical tape not less than 0.18 mm 

(7 mils) thick, and 19 mm (3/4 inch) wide. 

PART 3 - EXECUTION  

3.1 INSTALLATION, GENERAL  

A. Install all wiring in raceway systems. 

B. Seal cable and wire entering a building from underground, between the 

wire and conduit where the cable exits the conduit, with a non-hardening 

approved compound. 

C. Wire Pulling: 

1. Provide installation equipment that will prevent the cutting or 

abrasion of insulation during pulling of cables. 

2. Use ropes made of nonmetallic material for pulling feeders. 

3. Attach pulling lines for feeders by means of either woven basket 

grips or pulling eyes attached directly to the conductors, as 

approved by the VA Project Manager. 

4. Pull in multiple cables together in a single conduit. 

3.2 CONTROL, COMMUNICATION AND SIGNAL WIRING INSTALLATION 

A. Unless otherwise specified in other sections, install wiring and connect 

to equipment/devices to perform the required functions as shown and 

specified.  

B. Except where otherwise required, install a separate power supply circuit 

for each system so that malfunctions in any system will not affect other 

systems. 

C. Where separate power supply circuits are not shown, connect the systems 

to the nearest panelboards of suitable voltages, which are intended to 

supply such systems and have suitable spare circuit breakers or space 

for installation. 

D. Install a red warning indicator on the handle of the branch circuit 

breaker for the power supply circuit for each system to prevent 

accidental de-energizing of the systems. 

E. System voltages shall be 120 volts or lower where shown on the drawings 

or as required by the NEC. 

3.3 CONTROL, COMMUNICATION AND SIGNAL SYSTEM IDENTIFICATION 

A. Install a permanent wire marker on each wire at each termination. 

B. Identifying numbers and letters on the wire markers shall correspond to 

those on the wiring diagrams used for installing the systems. 

C. Wire markers shall retain their markings after cleaning. 
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- - - E N D - - - 
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SECTION 27 51 16 
PUBLIC ADDRESS AND MASS NOTIFICATION SYSTEMS 

PART 1 - GENERAL 

1.1  SECTION SUMMARY 

A. Work covered by this document includes design, engineering, labor, 

material and products, equipment warranty and system guarantee, 

training and services for, and incidental to, the Existing Public 

Address System (PAS) and associated equipment (here-in-after referred 

to as the System) in approved locations indicated on the contract 

drawings.   

B. The System shall be delivered free of engineering, manufacturing, 

installation, and functional defects. It shall be designed, engineered 

and installed for ease of operation, maintenance, and testing. 

C. The term “provide”, as used herein, shall be defined as: designed, 

engineered, furnished, installed, certified, and tested, by the 

Contractor. 

D. Specification Order of Precedence:  In the event of a conflict between 

the text of this document and the Project’s Contract Drawings outlined 

and/or cited herein; THE TEXT OF THIS DOCUMENT TAKES PRECEDENCE. 

HOWEVER, NOTHING IN THIS DOCUMENT WILL SUPERSEDE APPLICABLE EMERGENCY 

LAWS AND REGULATIONS, SPECIFICALLY NATIONAL AND/OR LOCAL LIFE AND 

PUBLIC SAFETY CODES. The Local Fire Marshall and/or VA Public Safety 

Officer are the only authorities that may modify this document’s 

EMERGENCY CODE COMPLIANCE REQUIREMENTS, on a case by case basis, in 

writing and confirmed by VA’s PM, RE and TVE-005OP3B.  The VA PM is the 

only approving authority for other amendments to this document that may 

be granted, on a case by case basis, in writhing with technical 

concurrencies by VA’s RE, TVE-005OP3B and identified Facility Project 

Personnel. 

E. The Original Equipment Manufacturer (OEM) and Contractor shall ensure 

that all management, sales, engineering and installation personnel have 

read and understand the requirements of this specification before the 

system is designed, engineered, delivered and provided. The Contractor 

shall furnish a written statement attesting this requirement as a part 

of the technical submittal that includes each name and certification, 

including the OEMs. 
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1.2  RELATED SECTIONS 

A. 01 33 23 – Shop Drawings, Product Data and Samples. 

B. 07 84 00 – Firestopping. 

C. 26 05 21 – Low – Voltage Electrical Power Conductors and Cables (600 

Volts and Below). 

D. 27 05 11 – Requirements for Communications Installations. 

E. 27 05 33 – Raceways and Boxes for Communications Systems. 

F. 27 10 00 – Structured Communications Cabling Equipment and Systems. 

1.3  DEFINITIONS 

A. Provide: Design, engineer, furnish, install, connect complete, test, 

certify and guarantee. 

B. Work: Materials furnished and completely installed. 

C. Review of contract drawings:   A service by the engineer to reduce the 

possibility of materials being ordered which do not comply with 

contract documents.  The engineer's review shall not relieve the 

Contractor of responsibility for dimensions or compliance with the 

contract documents.  The reviewer's failure to detect an error does not 

constitute permission for the Contractor to proceed in error. 

1.4  REFERENCES 

A. The installation shall comply fully with all governing authorities, 

laws and ordinances, regulations, codes and standards, including, but 

not limited to: 

1. United States Federal Law: 

a. Departments of: 

1) Commerce, Consolidated Federal Regulations (CFR), Title 15 – 

Under the Information Technology Management Reform Act (Public 

Law 104-106), the Secretary of Commerce approves standards and 

guidelines that are developed by the: 

a) Chapter II, National Institute of Standards Technology 

(NIST – formerly the National Bureau of Standards).  Under 

Section 5131 of the Information Technology Management 

Reform Act of 1996 and the Federal Information Security 

Management Act of 2002 (Public Law 107-347), NIST develops 

– Federal Information Processing Standards Publication 

(FIPS) 140-2—Security Requirements for Cryptographic 

Modules. 
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b) Chapter XXIII, National Telecommunications and Information 

Administration (NTIA – aka ‘Red Book’) Chapter 7.8 / 9;  

CFR, Title 47 Federal communications Commission (FCC) Part 

15, Radio Frequency Restriction of Use and Compliance in 

“Safety of Life” Functions & Locations  

2) FCC - Communications Act of 1934, as amended, CFR, Title 47 – 

Telecommunications, in addition to Part 15 – Restrictions of 

use for Part 15 listed Radio Equipment in Safety of Life / 

Emergency Functions / Equipment/ Locations (also see CFR, 

Title 15 – Department of Commerce, Chapter XXIII – NTIA): 

a) Part 15 – Restrictions of use for Part 15 listed Radio 

Equipment in Safety of Life / Emergency Functions / 

Equipment/Locations. 

b) Part 58 – Television Broadcast Service. 

c) Part 90 – Rules and Regulations, Appendix C. 

d) Form 854 – Antenna Structure Registration. 

3) Health, (Public Law 96-88), CFR, Title 42, Chapter IV Health & 

Human Services, CFR, Title 46, Subpart 1395(a)(b) JCAHO “a 

hospital that meets JCAHO accreditation is deemed to meet the 

Medicare conditions of Participation by meeting Federal 

Directives:” 

a) All guidelines for Life, Personal and Public Safety; and, 

Essential and Emergency Communications. 

4) Labor, CFR, Title 29, Part 1910, Chapter XVII - Occupational 

Safety and Health Administration (OSHA), Occupational Safety 

and Health Standard: 

a) Subpart 7 - Definition and requirements (for a NRTL – 15 

Laboratories, for complete list, contact 

(http://www.osha.gov/dts/otpca/nrtl/faq_nrtl.html): 

1) UL: 

 a) 44-02 – Standard for Thermoset-Insulated Wires and  

   Cables. 

 b) 65 – Standard for Wired Cabinets. 

 c) 83-03 – Standard for Thermoplastic-Insulated Wires  

   and Cables. 

 d) 467-01 – Standard for Electrical Grounding and  

http://www.osha.gov/dts/otpca/nrtl/faq_nrtl.html
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   Bonding Equipment 

 e) 468 – Standard for Grounding and Bonding Equipment. 

 f) 486A-01 – Standard for Wire Connectors and Soldering  

   Lugs for Use with Copper Conductors 

 g) 486C-02 – Standard for Splicing Wire Connectors. 

 h) 486D-02 – Standard for Insulated Wire Connector  

   Systems for Underground Use or in Damp or Wet  

   Locations. 

 i) 486E-00 – Standard for Equipment Wiring Terminals for  

   Use with Aluminum and/or Copper Conductors. 

 j) 493-01 – Standard for Thermoplastic-Insulated  

   Underground Feeder and Branch Circuit Cable. 

 k) 514B-02 – Standard for Fittings for Cable and  

   Conduit. 

 l) 1069 – Hospital Signaling and Nurse Call Equipment. 

 m) 1333 – Vertical (Riser) Fire Rating. 

 n) 1449 – Standard for Transient Voltage Surge  

   Suppressors. 

 o) 1479-03 – Standard for Fire Tests of Through- 

   Penetration Fire Stops. 

 p) 1863 – Standard for Safety, Communications Circuits  

   Accessories. 

 q) 2024 – Standard for Optical Fiber Raceways. 

 r) 60950-1/2 – Information Technology Equipment –  

   Safety. 

2) Canadian Standards Association (CSA): same tests as for  

 UL. 

3) Communications Certifications Labatory (CCL): same tests  

 as for UL. 

4) Intertek Testing Services NA, Inc. (ITSNA formerly  

 Edison Testing Labatory [ETL]): same tests as for UL.  

b) Subpart 35 – Compliance with NFPA 101 – Life Safety Code. 

c)  Subpart 36 - Design and construction requirements for exit 

routes. 

d) Subpart 268 - Telecommunications. 
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e)  Subpart 305 - Wiring methods, components, and equipment 

for general use. 

5) Department of Transportation, CFR, Title 49 (Public Law 89-

670), Part 1, Subpart C – Federal Aviation Administration 

(FAA): 

a) Standards AC 110/460-ID & AC 707 / 460-2E – Advisory  

 Circulars for Construction of Antenna Towers. 

b) Forms 7450 and 7460-2 – Antenna Construction Registration. 

6) Veterans Affairs (Public Law No. 100-527), CFR, Title 38, 

Volumes I & II: 

a) Office of Telecommunications: 

1) Handbook 6100 – Telecommunications. 

 a) Spectrum Management FCC & NTIA Radio Frequency  

   Compliance and Licensing Program. 

 b) Special Communications Proof of Performance Testing,  

   VACO Compliance and Life Safety Certification(s). 

b) Office of Cyber and Information Security (OCIS): 

1) Handbook 6500 - Information Security Program. 

2) Wireless and Handheld Device Security Guideline Version  

 3.2, August 15, 2005. 

c) VA’s National Center for Patient Safety – Veterans Health 

Administration Warning System, Failure of Medical Alarm 

Systems using Paging Technology to Notify Clinical Staff, 

July 2004. 

d) VA’s Center for Engineering Occupational Safety and Health, 

concurrence with warning identified in VA Directive 7700. 

e) Office of Construction and Facilities Management (CFM): 

1) Master Construction Specifications (PG-18-1). 

2) Standard Detail and CAD Standards (PG-18-4). 

3) Equipment Guide List (PG-18-5. 

4) Electrical Design Manual for VA Facilities (PG 18-10),  

 Articles 7 & 8. 

5) Minimum Requirements of A/E Submissions (PG 18-15): 

 a) Volume B, Major New Facilities, Major Additions; and  

   Major Renovations, Article VI, Paragraph B. 

 b) Volume C - Minor and NRM Projects, Article III,  



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR  
VA PROJECT: 607-CSI-103  01-10 
 

PUBLIC ADDRESS AND MASS NOTIFICATION SYSTEMS  27 51 16-6 

   Paragraph S. 

 c) Volume E - Request for Proposals Design/Build  

   Projects, Article II, Paragraph F. 

6) Mission Critical Facilities Design Manual (Final Draft –  

 2007). 

7) Life Safety Protected Design Manual (Final Draft –  

 2007). 

8) Solicitation for Offerors (SFO) for Lease Based Clinics  

 – (05-2009). 

b. Federal Specifications (Fed. Specs.): 

1) A-A-59544-00 - Cable and Wire, Electrical (Power, Fixed 

Installation). 

2. United States National Codes:   

a. American Institute of Architects (AIA): Guidelines for Healthcare 

Facilities. 

b. American National Standards Institute/Electronic Industries 

Association/Telecommunications Industry Association 

(ANSI/EIA/TIA): 

1) 568-B - Commercial Building Telecommunications Wiring 

Standards: 

a) B-1 – General Requirements. 

b) B-2 – Balanced twisted-pair cable systems. 

c) B-3 - Fiber optic cable systems. 

2) 569 - Commercial Building Standard for Telecommunications 

Pathways and Spaces. 

3) 606 – Administration Standard for the Telecommunications 

Infrastructure of Communications Buildings. 

4) 607 – Commercial Building Grounding and Bonding Requirements 

for Telecommunications.  

5) REC 127-49 – Power Supplies. 

6) RS 160-51 – Sound systems. 

7) RS 270 – Tools, Crimping, Solderless Wiring Devices, 

Recommended Procedures for User Certification. 

8) SE 101-A49 – Amplifier for Sound Equipment 

9) SE 103-49 – Speakers for Sound Equipment 

c.  American Society of Mechanical Engineers (ASME):  
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1) Standard 17.4 – Guide for Emergency Personnel. 

2) Standard 17.5 – Elevator & Escalator Equipment (prohibition of 

installing non-elevator equipment in Elevator Equipment Room / 

Mechanical Penthouse). 

d. American Society of Testing Material (ASTM): 

1) D2301-04 - Standard Specification for Vinyl Chloride Plastic 

Pressure Sensitive Electrical Insulating Tape. 

e. Building Industries Communications Services Installation (BICSI): 

1) All standards for smart building wiring, connections and 

devices for commercial and medical facilities. 

2) Structured Building Cable Topologies. 

3) In consort with ANSI/EIA/TIA. 

f. Institute of Electrical and Electronics Engineers (IEEE): 

1) SO/TR 21730:2007 - Use of mobile wireless communication and 

computing technology in healthcare facilities - 

Recommendations for electromagnetic compatibility (management 

of unintentional electromagnetic interference) with medical 

devices. 

2) 0739-5175/08/©2008 IEEE – Medical Grade – Mission Critical – 

Wireless Networks. 

3) C62.41 – Surge Voltages in Low-Voltage AC Power Circuits. 

g. NFPA:  

1) 70 - National Electrical Code (current date of issue) – 

Articles 517, 645 & 800. 

2) 75 - Standard for Protection of Electronic Computer Data-

Processing Equipment. 

3) 77 – Recommended Practice on Static Electricity. 

4) 99 - Healthcare Facilities. 

5) 101 - Life Safety Code. 

6) 1600 – Disaster Management, Chapter 5.9 – Communications and  

 Warning 

3. State Hospital Code(s). 

4. Local Town, City and/or County Codes. 

5. Accreditation Organization(s): 

a. Joint Commission on Accreditation of Hospitals Organization 

(JCAHO) – Section VI, Part 3a – Operating Features. 
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1.5 QUALIFICATIONS 

A. The OEM shall have had experience with three (3) or more installations 

of systems of comparable size and complexity with regards to type and 

design as specified herein.  Each of these installations shall have 

performed satisfactorily for at least one (1) year after final 

acceptance by the user.  Include the names, locations and point of 

contact for these installations as a part of the submittal. 

B. The Contractor shall submit certified documentation that they have been 

an authorized distributor and service organization for the OEM for a 

minimum of three (3) years.  The Contractor shall be authorized by the 

OEM to pass thru the OEM’s warranty of the installed equipment to VA.  

In addition, the OEM and Contractor shall accept complete 

responsibility for the design, installation, certification, operation, 

and physical support for the System.  This documentation, along with 

the System Contractor and OEM certifications must be provided in 

writing as part of the Contractor’s Technical submittal.  

C. The Contractor’s Communications Technicians assigned to the System 

shall be fully trained, qualified, and certified by the OEM on the 

engineering, installation, operation, and testing of the System.  The 

Contractor shall provide formal written evidence of current OEM 

certification(s) for the installer(s) as a part of the submittal or to 

the RE before being allowed to commence work on the System.  

D. The Contractor shall display all applicable national, state and local 

licenses. 

E. The Contractor shall submit copy (s) of Certificate of successful 

completion of OEM’s installation/training school for installing 

technicians of the System’s PA equipment being proposed. 

1.6 CODES AND PERMITS 

A. Provide all necessary permits and schedule all inspections as 

identified in the contract’s milestone chart, so that the system is 

proof of performance tested and ready for operation on a date directed 

by the Owner. 

B. The contractor is responsible to adhere to all codes described herein 

and associated contractual, state and local codes. 

C. The Contractor shall display all applicable national, state and local 

licenses and permits. 
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1.7 SCHEDULING 

A. After the award of contract, the Contractor shall prepare a detailed 

schedule (aka milestone chart) using “Microsoft Project” software or 

equivalent.  The Contractor Project Schedule (CPS) shall indicate 

detailed activities for the projected life of the project.  The CPS 

shall consist of detailed activities and their restraining 

relationships.  It will also detail manpower usage throughout the 

project. 

B. It is the responsibility of the Contractor to coordinate all work with 

the other trades for scheduling, rough-in, and finishing all work 

specified.  The owner will not be liable for any additional costs due 

to missed dates or poor coordination of the supplying contractor with 

other trades. 

1.8 REVIEW OF CONTRACT DRAWINGS AND EQUIPMENT DATA SUBMITTALS 

 (Note:  The Contractor is encouraged, but not required, to submit 

separate technical submittal(s) outlining alternate technical 

approach(s) to the system requirements stated here-in as long as each 

alternate technical document(s) is complete, separate, and submitted in 

precisely the same manner as outlined herein.  VA will review and rate 

each received alternate submittal, which follows this requirement, in 

exactly the same procedure as outlined herein. Partial, add-on, or 

addenda type alternates will not be accepted or reviewed.) 

A. Submit at one time within 10 days of contract awarding, drawings and 

product data on all proposed equipment and system.  Check for 

compliance with contract documents and certify compliance with 

Contractor's "APPROVED" stamp and signature.   

B. Support all submittals with descriptive materials, i.e., catalog 

sheets, product data sheets, diagrams, and charts published by the 

manufacturer.  These materials shall show conformance to specification 

and drawing requirements.  

C. Where multiple products are listed on a single cut-sheet, circle or 

highlight the one that you propose to use.  Provide a complete and 

through equipment list of equipment expected to be installed in the 

system, with spares, as a part of the submittal.  Special 

Communications (TVE-005OP3B) will not review any submittal that does 

not have this list.  
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D. Provide four (4) copies to the PM for technical review. The PM will 

provide a copy to the offices identified in Paragraph 1.3.C & D, at a 

minimum for compliance review as described herein where each 

responsible individual(s) shall respond to the PM within 10 days of 

receipt of their acceptance or rejection of the submittal(s).  

E. Provide interconnection methods, conduit (where not already installed), 

junction boxes (J-Boxes), cable, interface fixtures and equipment lists 

for the:  ENR(s) ( aka DMARC), TER, TCR, MCR, MCOR, PCR, ECR, Stacked 

Telecommunications Rooms (STR), Nurses Stations (NS), Head End Room 

(HER), Head End Cabinet (HEC), Head End Interface Cabinet (HEIC) and 

approved TCO locations Telecommunications Infrastructure Plant (TIP) 

interface distribution layout drawing, as they are to be installed and 

interconnected to teach other (REFER TO APPENDIX B – SUGGESTED 

TELECOMMUNI-CAITONS ONE LINE TOPOLOGY pull-out drawing).   

F. Headend and each interface distribution cabinet layout drawing, as they 

are expected to be installed. 

G. Equipment OEM technical literature detailing the electrical and 

technical characteristics of each item of equipment to be furnished. 

H. Engineering drawings of the System, showing calculated of expected 

signal levels at the headend input and output, each input and output 

distribution point, and signal level at each telecommunications outlet.  

1.9 WARRANTIES / GUARANTY 

A. The Contractor shall warrant the installation to be free from defect in 

material and workmanship for a period of two (2) years from the date of 

acceptance of the project by the owner.  The Contractor shall agree to 

remedy covered defects within four (4) hours of notification of major 

failures or within twenty-four (24) hours of notification for 

individual station related problems. 

B. The Contractor shall agree to grantee the system according to the 

guidelines outlined in Article 4 herein. 

1.10 USE OF THE SITE 

A. Use of the site shall be at the GC’s direction. 

B. Coordinate with the GC for lay-down areas for product storage and 

administration areas. 

C. Coordinate work with the GC and their sub-contractors. 
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D. Access to buildings wherein the work is performed shall be directed by 

the GC. 

1.11  DELIVERY, STORAGE, AND HANDLING 

A. Deliver, store, and handle products using means and methods that will 

prevent damage, deterioration, and loss, including theft. 

B. Store products in original containers. 

C. Coordinate with the GC for product storage. There may be little or no 

storage space available on site. Plan to potentially store materials 

off site. 

D. Do not install damaged products. Remove damaged products from the site 

and replaced with new product at no cost to the Owner. 

1.12 PROJECT CLOSE-OUT 

A. Prior to final inspection and acceptance of the work, remove all 

debris, rubbish, waste material, tools, construction equipment, 

machinery and surplus materials from the project site and thoroughly 

clean your work area. 

B. Before the project closeout date, the Contractor shall submit: 

1. Warranty certificate. 

2. Evidence of compliance with requirements of governing authorities 

such as the Low Voltage Certificate of Inspection. 

3. Project record documents. 

4. Instruction manuals and software that is a part of the system. 

C. Contractor shall submit written notice that: 

1. Contract Documents have been reviewed. 

2. Project has been inspected for compliance with contract. 

3. Work has been completed in accordance with the contract. 

PART 2 – PRODUCTS / FUNCTIONAL REQUIREMENTS 

2.1 GENERAL REQUIREMENTS FOR EQUIPMENT AND MATERIALS 

A. Coordinate features and select interface components to form an 

integrated PA system.  Match components and interconnections between 

the systems for optimum performance of specified functions.  

B. Meet all FCC requirements regarding low radiation and/or interference 

of RF signal(s).  The system shall be designed to prevent direct pickup 

of signals from within and outside the building structure.  

C. Deliver a fully functioning and operable PA in the specific locations 

shown on the drawings. 
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2.2 SYSTEM DESCRIPTION 

 The System shall interface with the Facility’s existing PAS by Dukane 

2.3 SYSTEM PRFORMANCE: 

A. At a minimum, each distribution, interconnection, interface, 

terminating point and TCO shall be capable of supporting the Facility’s 

PA system voice and data service as follows: 

1. Shall be compliant with and not degrade the operating parameters of 

the Public Switched Telephone Network (PSTN) and the Federal 

Telecommunications System (FTS) at each PSTN and FTS interface, 

interconnection and terminating locations in the TERs. 

2. Audio Input: The signal level of each audio input channel at each 

input point shall be a MINIMUM of zero decibels measured (dBm), 

+0.10 dBm across 150 Ohms, balanced. 

3. Audio Output: The audio signal level at each speaker shall be a 

MINIMUM of +0.25 Watt (W) and a maximum  of +20 W, 600 Ohms balanced 

impedance, on a 70.7 V audio distribution line  Contractor to 

determine and set each speaker’s proper audio signal level (top) 

based on speaker location and the ambient noise level in speaker 

coverage area.   

4. The system shall meet the following MINIMUM parameters at each 

speaker: 

a. Cross Modulation:  -46 dB 

b. Hum Modulation:  -55 dB 

c. Isolation (outlet-outlet):  24 dB 

d. Impedance: 

1) Distribution: 600 Ohm balanced @ 70.7 V audio line level. 

2) Speaker:  Selectable, as required. 

e. Audio Gain:  10 dB minimum @ mid-range measured with a sound 

pressure level meter (SPL) 

f. Signal to noise (S/N) ratio:  35 dB, minimum 

B. Audio Level Processing:  The head-end equipment shall consist of audio 

mixer(s), volume limiter(s) and/or compressor(s), and power 

amplifier(s) to process, adjust, equalize, isolate, filter, and amplify 

each audio channel for each zone or sub-zone in the system and 

distribute them into the system’s distribution trunks. It is acceptable 

to use identified telephone system cable pairs designated for PA use or 
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identified as spare telephone cable pairs by the Facility’s Telephone 

System Contractor. 

1.  THE USE OF TELEPHONE CABLE TO DISTRIBUTE PA SIGNALS CARRYING AC OR 

DC VOLTAGE IS NOT ACCEPTABLE AND WILL NOT BE APPROVED. 

2. Additionally, each remote location shall be provided with the 

equipment required to ensure the system supervision and designed 

audio channel capacity at each speaker identified on the contract 

drawings. 

2.4 MANUFACTURERS 

A. The products specified shall be new, FCC and UL Listed, labeled and 

produced by OEM of record. An OEM of record shall be defined as a 

company whose main occupation is the manufacture for sale of the items 

of equipment supplied and which: 

1. Maintains a stock of replacement parts for the item submitted, 

2. Maintains engineering drawings, specifications, and operating 

manuals for the items submitted, and 

3. Has published and distributed descriptive literature and equipment 

specifications on the items of equipment submitted at least 30 days 

prior to the Invitation for Bid (IFB). 

B. Specifications contained herein as set forth in this document detail 

the salient operating and performance characteristics of equipment in 

order for VA to distinguish acceptable items of equipment from 

unacceptable items of equipment. When an item of equipment is offered 

or furnished for which there is a specification contained herein, the 

item of equipment offered or furnished shall meet or exceed the 

specification for that item of equipment. 

C. Equipment Standards and Testing: 

1. The System has been defined herein as connected to systems 

identified as an Emergency performing Public Safety Support 

Functions. Therefore, at a minimum, the system shall conform to all 

aforementioned National and/or Local Public and Life Safety Codes 

(which ever are the more stringent), NFPA, NEC, this specification, 

JCAHCO Life Safety Accreditation requirements, and the OEM 

recommendations, instructions, and guidelines. 

2. All supplies and materials shall be listed, labeled or certified by 

UL or a nationally recognized testing laboratory (NRTL) where such 
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standards have been established for the supplies, materials or 

equipment.   

3. The provided equipment required by the System design and approved 

technical submittal must conform with each UL standard in effect for 

the equipment, as of the date of the technical submittal (or the 

date when the RE approved system equipment necessary to be replaced) 

was technically reviewed and approved by VA. Where a UL standard is 

in existence for equipment to be used in completion of this 

contract, the equipment must bear the approved UL seal. 

4. Each item of electronic equipment to be provided under this contract 

must bear the approved UL seal or the seal of the testing laboratory 

that warrants the equipment has been tested in accordance with, and 

conforms to the specified standards.  The placement of the UL Seal 

shall be a permanent part of the electronic equipment that is not 

capable of being transportable from one equipment item to another. 

 2.5 PRODUCTS 

A. General. 

1. Contractor is responsible for pricing all accessories and 

miscellaneous equipment required to form a complete and operating 

system.  The equipment quantities provided herein shall be as 

indicated on the drawings with the exception of the indicated spare 

equipment. 

B. DISTRIBUTION SYSTEM: 

1. System Speakers:  

a. Recessed Ceiling Type: 

1) Minimum Axial Sensitivity: 91 dB at one meter, with 1-W input. 

2) Frequency Response: Within plus or minus 3 dB from 70 to 

15,000 Hz. 

3) Minimum Dispersion Angle: 100 degrees. 

4) Line Transformer: Maximum insertion loss of 0.5 dB, power 

rating equal to speaker's, and at least four level taps. 

5) Enclosures: Steel housings or back boxes, acoustically 

dampened, with front face of at least 0.0478-inch steel and 

whole assembly rust proofed and factory primed; complete with 

mounting assembly and suitable for surface ceiling, flush 
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ceiling, pendant or wall mounting; with relief of back 

pressure. 

6) Baffle: For flush speakers, minimum thickness of 0.032-inch 

aluminum with textured white finish. Completely fill the 

baffle with fiberglass. 

c. System Cables:   In addition to the TIP provided under 

Specification Section 27 15 00 – TIP Horizontal and Vertical 

Communications Cabling, provide the following additional TIP 

installation and testing requirements, provide the following 

minimum System TIP cables & interconnections: 

1) Line Level Audio and Microphone Cable: 

a) Line level audio and microphone cable for inside racks and 

conduit. 

b) Shielded, twisted pair Minimum 22 American Wire Gauge 

(AWG), stranded conductors and 24 AWG drain wire with 

overall jacket. 

2) Speaker Level (Audio 70.7Volt [V]) Cable, Riser Rated: 

a) For use with 70.7 V audio speaker circuits. 

b) 18 AWG stranded pair, minimum. 

c) UL-1333 listed. 

3) Speaker Level Audio Cable, Plenum Rated (70.7V): 

a) For use with 70.7 V audio speaker circuits. 

b) 18 AWG stranded pair, minimum. 

5) Provide one (1) spare 1,000 foot roll of approved System (not 

microphone) cable only. 

2. Raceways, Back Boxes and conduit: 

a. Raceways: 

1) In addition to the Raceways, Equipment Room Fittings provided 

under Specification Sections 27 15 00 TIP Communication Room 

Fittings and 27 15 00 – TIP Communications Horizontal and 

Vertical Cabling, provide the following additional TIP raceway 

and fittings: 

2) Each raceway that is open top, shall be: UL certified for 

telecommunications systems, partitioned with metal partitions 

in order to comply with NEC Parts 517 & 800 to “mechanically 

separate telecommunications systems of different service, 
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protect the installed cables from falling out when vertically 

mounted and allow junction boxes to be attached to the side to 

interface “drop” type conduit cable feeds. 

3) Intercommunication System cable infrastructure: EMT or in J-

hooks above accessible ceilings, 24 inches on center. 

4) Junction boxes shall be not less than 2-1/2 inches deep and 6 

inches wide by 6 inches long. 

5) Flexible metal conduit is prohibited unless specifically 

approved by 005OP3B. 

b. System Conduit: 

1) The PA system is NFPA listed as Emergency / Public Safety 

Communication System which requires the entire system to be 

installed in a separate conduit system. 

2) The use of centralized mechanically partitioned wireways may 

be used to augment main distribution conduit on a case by case 

basis when specifically approved by VA Headquarters (005OP3B). 

3) Conduit Sleeves: 

a) The AE has made a good effort to identify where conduit 

sleeves through full-height and fire rated walls on the 

drawings, and has instructed the electrician to provide the 

sleeves as shown on the drawings. 

b) While the sleeves shown on the drawings will be provided by 

others, the contractor is responsible for installing 

conduit sleeves and fire-proofing where necessary.  It is 

often the case, that due to field conditions, the nurse-

call cable may have to be installed through an alternate 

route.  Any conduit sleeves required due to field 

conditions or those omitted by the engineer shall be 

provided by the cabling contractor. 

3. Device Back Boxes: 

a. Furnish to the electrical contractor all back boxes required for 

the PA system devices. 

b. The electrical contractor shall install the back boxes as well as 

the system conduit.  Coordinate the delivery of the back boxes 

with the construction schedule. 
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PART 3 - EXECUTION 

3.1 PROJECT MANAGEMENT 

A. Assign a single project manager to this project who will serve as the 

point of contact for the Owner, the General Contractor, and the 

Engineer. 

B. The Contractor shall be proactive in scheduling work at the hospital, 

specifically the Contractor will initiate and maintain discussion with 

the general contractor regarding the schedule for ceiling cover up and 

install cables to meet that schedule. 

C. Contact the Office of Telecommunications, Special Communications Team 

(005OP3B) at (301) 734-0350 to have a VA Certified Telecommunications 

COTR assigned to the project for telecommunications review, equipment 

and system approval and co-ordination with VA’s Spectrum Management and 

OCIS Teams. 

3.2 COORDINATION WITH OTHER TRADES 

A. Coordinate with the cabling contractor the location of the PA system 

faceplate and the faceplate opening for the PA system back boxes. 

B. Before beginning work, verify the location, quantity, size and access 

for the following: 

1. Junction boxes, wall boxes, wire troughs, conduit stubs and other 

related infrastructure for the systems. 

2. Existing System components installed by others. 

C. Immediately notify the Owner, GC and Consultant(s) in writing of any 

discrepancies 

3.3  INSTALLATION 

A. General 

1. Execute work in accordance with National, State and local codes, 

regulations and ordinances. 

2. Install work neatly, plumb and square and in a manner consistent 

with standard industry practice. Carefully protect work from dust, 

paint and moisture as dictated by site conditions.  The Contractor 

will be fully responsible for protection of his work during the 

construction phase up until final acceptance by the Owner. 

3. Install equipment according to OEM’s recommendations.  Provide any 

hardware, adaptors, brackets, rack mount kits or other accessories 

recommended by OEM for correct assembly and installation. 
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4. Locate overhead ceiling-mounted loudspeakers as shown on drawings, 

with minor changes not to exceed 12” in any direction. 

a. Mount transformers securely to speaker brackets or enclosures 

using screws. Adjust torsion springs as needed to securely 

support speaker assembly. 

b. Speaker back boxes shall be completely filled with fiberglass 

insulation. 

c. Seal cone speakers to their enclosures to prevent air passing 

from one side of the speaker to the other. 

B. Wiring Practice - in addition to the MANDATORY infrastructure 

requirements outlined in VA Construction Specifications 27 10 00 – TIP 

Structured Communications Cabling, 27 11 00 – TIP Communications Rooms 

Fittings and 27 15 00 – TIP Horizontal and Vertical Communicators 

Cabling, the following additional practices shall be adhered too: 

1. Comply with requirements for raceways and boxes specified in 

Division 26 Section "Raceway and Boxes for Electrical Systems." 

2. Execute all wiring in strict adherence to the National Electrical 

Code, applicable local building codes and standard industry 

practices. 

3. Wiring shall be classified according to the following low voltage 

signal types: 

a. Balanced microphone level audio (below -20dBm) or Balanced line 

level audio (-20dBm to +30dBm) 

b. 70V audio speaker level audio. 

c. Low voltage DC control or power (less than 48VDC) 

4. Where raceway is to be EMT (conduit), wiring of differing 

classifications shall be run in separate conduit.  Where raceway is 

to be an enclosure (rack, tray, wire trough, utility box) wiring of 

differing classifications which share the same enclosure shall be 

mechanically partitioned and separated by at least four (4) inches.  

Where Wiring of differing classifications must cross, they shall 

cross perpendicular to one another. 

5. Do not splice wiring anywhere along the entire length of the run.  

Make sure cables are fully insulated and shielded from each other 

and from the raceway for the entire length of the run.  
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6. Do not pull wire through any enclosure where a change of raceway 

alignment or direction occurs. Do not bend wires to less than radius 

recommended by manufacturer. 

7. Replace the entire length of the run of any wire or cable that is 

damaged or abraided during installation.  There are no acceptable 

methods of repairing damaged or abraided wiring. 

8. Use wire pulling lubricants and pulling tensions as recommended by 

the OEM. 

9. Use grommets around cut-outs and knock-outs where conduit or chase 

nipples are not installed. 

10.Do not use tape-based or glue-based cable anchors. 

11.Use only balanced audio circuits unless noted otherwise 

12.Make all connections as follows: 

a. Make all connections using rosin-core solder or mechanical 

connectors appropriate to the application. 

b. For crimp-type connections, use only tools that are specified by 

the manufacturer for the application. 

c. Use only insulated spade lugs on screw terminals. Spade lugs 

shall be sized to fit the wire gauge. Do not exceed two lugs per 

terminal. 

d. Wire nuts, electrical tape or “Scotch Lock” connections are not 

acceptable for any application. 

C. Cable Installation - In addition to the MANDATORY infrastructure 

requirements outlined in VA Construction Specifications 27 10 00 – 

Structured TIP Communications Cabling, 27 11 00 – TIP Communications 

Rooms and Fittings and 27 15 00 – TIP Communications Horizontal and 

Vertical Cabling and the following additional practices shall be 

adhered too: 

1. Support cable on maximum 2’-0” centers. Acceptable means of cable 

support are cable tray, j-hooks, and bridal rings. Velcro wrap cable 

bundles loosely to the means of support with plenum rated Velcro 

straps. Plastic tie wraps are not acceptable as a means to bundle 

cables.   

2. Run cables parallel to walls. 

3. Install maximum of 10 cables in a single row of J-hooks. Provide 

necessary rows of J-hooks as required by the number of cables. 
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4. Do not lay cables on top of light fixtures, ceiling tiles, 

mechanical equipment, or ductwork. Maintain at least 2’-0” clearance 

from all shielded electrical apparatus. 

5. All cables shall be tested after the total installation is fully 

complete.  All test results are to be documented.  All cables shall 

pass acceptable test requirements and levels.  Contractor shall 

remedy any cabling problems or defects in order to pass or comply 

with testing.  This includes the re-pull of new cable as required at 

no additional cost to the Owner. 

6. Ends of cables shall be properly terminated on both ends per 

industry and OEM’s recommendations. 

7. Provide proper temporary protection of cable after pulling is 

complete before final dressing and terminations are complete. Do not 

leave cable lying on floor. Bundle and tie wrap up off of the floor 

until you are ready to terminate. 

8. Terminate all conductors; no cable shall contain unterminated 

elements. Make terminations only at outlets and terminals. 

9. Splices, Taps, and Terminations: Arrange on numbered terminal strips 

in junction, pull, and outlet boxes; terminal cabinets; and 

equipment enclosures. Cables may not be spliced. 

10.Bundle, lace, and train conductors to terminal points without 

exceeding OEM's limitations on bending radii. Install lacing bars 

and distribution spools. 

11.Cable shall not be run through structural members or be in contact 

with pipes, ducts, or other potentially damaging items. 

12.Serve all cables as follows: 

a. Cover the end of the overall jacket with a 1” (minimum) length of 

transparent heat-shrink tubing. Cut unused insulated conductors 

2” (minimum) past the heat-shrink, fold back over jacket and 

secure with cable-tie. Cut unused shield/drain wires 2” (minimum) 

past the Heatshrink and serve as indicated below. 

b. Cover shield/drain wires with heat-shrink tubing extending back 

to the overall jacket. Extend tubing ¼” past the end of unused 

wires, fold back over jacket and secure with cable tie. 

c. For each solder-type connection, cover the bare wire and solder 

connection with heat-shrink tubing. 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR  
VA PROJECT: 607-CSI-103  01-10 
 

PUBLIC ADDRESS AND MASS NOTIFICATION SYSTEMS  27 51 16-21 

D. Labeling:  Provide labeling in accordance with ANSI/EIA/TIA-606-A. All 

lettering for PA circuits shall be stenciled using laser printers 

1. Cable and Wires (Hereinafter referred to as “Cable”): Cables shall 

be labeled at both ends in accordance with ANSI/EIA/TIA-606-A. 

Labels shall be permanent in contrasting colors. Cables shall be 

identified according to the System “Record Wiring Diagrams.” 

2. Conduit, Cable Duct, and/or Cable Tray: The Contractor shall label 

all conduit, duct and tray, including utilized GFE, with permanent 

marking devices or spray painted stenciling a minimum of 3 meters 

(10 ft.) identifying it as the System. In addition, each enclosure 

shall be labeled according to this standard.  

3. Permanently label cables at each end, including intra-rack 

connections. Labels shall be covered by the same, transparent heat-

shrink tubing covering the end of the overall jacket. Alternatively, 

computer generated labels of the type which include a clear 

protective wrap may be used. 

3.4 CUTTING, CLEANING AND PATCHING 

A. It shall be the responsibility of the contractor to keep their work 

area clear of debris and clean area daily at completion of work. 

B. It shall be the responsibility of the contractor to patch and paint any 

wall or surface that has been disturbed by the execution of this work. 

C. The Contractor shall be responsible for providing any additional 

cutting, drilling, fitting or patching required that is not indicated 

as provided by others to complete the Work or to make its parts fit 

together properly. 

D. The Contractor shall not damage or endanger a portion of the Work or 

fully or partially completed construction of the Owner or separate 

contractors by cutting, patching or otherwise altering such 

construction, or by excavation. The Contractor shall not cut or 

otherwise alter such construction by the Owner or a separate contractor 

except with written consent of the Owner and of such separate 

contractor; such consent shall not be unreasonably withheld. The 

Contractor shall not unreasonably withhold from the Owner or a separate 

Contractor the Contractor’s consent to cutting or otherwise altering 

the Work. 
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E. Where coring of existing (previously installed) concrete is specified 

or required, including coring indicated under unit prices, the location 

of such coring shall be clearly identified in the field and the 

location shall be approved by the Project Manager prior to commencement 

of coring work. 

3.5 FIREPROOFING 

A. Where PA wires, cables and conduit penetrate fire rated walls, floors 

and ceilings, fireproof the opening.  

B. Provide conduit sleeves (if not already provided by electrical 

contractor) for cables that penetrate fire rated walls and 

Telecommunications Rooms floors and ceilings.  After the cabling 

installation is complete, install fire proofing material in and around 

all conduit sleeves and openings. Install fire proofing material 

thoroughly and neatly. Seal all floor and ceiling penetrations.  

C. Use only materials and methods that preserve the integrity of the fire 

stopping system and its rating.  

D. Install fireproofing where low voltage cables are installed in the same 

manholes with high voltage cables; also cover the low voltage cables 

with arc proof and fireproof tape.  

E. Use approved fireproofing tape of the same type as used for the high 

voltage cables, and apply the tape in a single layer, one-half  lapped 

or as recommended by the manufacturer. Install the tape with the coated 

side towards the cable and extend it not less than 25 mm (one inch) 

into each duct. 

F. Secure the tape in place by a random wrap of glass cloth tape. 

3.6 GROUNDING 

A. Ground PA cable shields and equipment to eliminate shock hazard and to 

minimize ground loops, commonmode returns, noise pickup, cross talk, 

and other impairments as specified in CFM Division 27, Section 27 05 26 

– Grounding and Bonding for Communications Systems.  

B. Facility Signal Ground Terminal:  Locate at main room or area signal 

ground within the room (i.e. head end and telecommunications rooms) or 

area(s) and indicate each signal ground location on the drawings.  

C. Extend the signal ground to inside each equipment cabinet and/or rack.  

Ensure each cabinet and/or rack installed item of equipment is 
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connected to the extended signal ground.  Isolate the signal ground 

from power and major equipment grounding systems.  

D. When required, install grounding electrodes as specified in CFM 

Division 26, Section 26 05 26 –Grounding and Bonding for Electrical 

Systems.  

E. Do not use “3rd or 4th” wire internal electrical system conductors for 

communications signal ground.  

F. Do not connect the signal ground to the building’s external lightning 

protection system.  

G. Do Not “mix grounds” of different systems.  

H. Insure grounds of different systems are installed as to not violate 

OSHA Safety and NEC installation requirements for protection of 

personnel. 

- - - E N D - - - 
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SECTION 28 05 13 
CONDUCTORS AND CABLES FOR ELECTRONIC SAFETY AND SECURITY 

PART 1 - GENERAL 

1.1 DESCRIPTION 

 This section specifies the finishing, installation, connection, testing 

and certification the conductors and cables required for a fully 

functional for electronic safety and security (ESS) system. 

1.2 RELATED WORK 

A. Section 01 00 00 - GENERAL REQUIREMENTS. For General Requirements.   

B. Section 07 84 00 - FIRESTOPPING. Requirements for firestopping 

application and use.   

C. Section 28 05 28.33 - CONDUITS AND BOXES FOR ELECTRONIC SECURITY AND 

SAFETY. Requirements for infrastructure.   

1.3 DEFINITIONS 

A. BICSI:  Building Industry Consulting Service International. 

B. EMI:  Electromagnetic interference. 

C. IDC:  Insulation displacement connector. 

D. Ladder Cable Tray:  A fabricated structure consisting of two 

longitudinal side rails connected by individual transverse members 

(rungs). 

E. Low Voltage:  As defined in NFPA 70 for circuits and equipment operating 

at less than 50 V or for remote-control and signaling power-limited 

circuits. 

F. Open Cabling:  Passing telecommunications cabling through open space 

(e.g., between the studs of a wall cavity). 

G. RCDD:  Registered Communications Distribution Designer. 

H. Solid-Bottom or Nonventilated Cable Tray:  A fabricated structure 

consisting of integral or separate longitudinal side rails, and a bottom 

without ventilation openings. 

I. Trough or Ventilated Cable Tray:  A fabricated structure consisting of 

integral or separate longitudinal rails and a bottom having openings 

sufficient for the passage of air and using 75 percent or less of the 

plan area of the surface to support cables. 

J. UTP:  Unshielded twisted pair. 

1.4 QUALITY ASSURANCE 

 See section 28 05 00, Paragraph 1.4. 

1.5 SUBMITTALS 

A. In accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND 

SAMPLES, furnish the following: 
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1. Manufacturer's Literature and Data: Showing each cable type and 

rating. 

2. Certificates: Two weeks prior to final inspection, deliver to the VA 

Project Manager four copies of the certification that the material is 

in accordance with the drawings and specifications and diagrams for 

cable management system. 

3. Wiring Diagrams.  Show typical wiring schematics including the 

following: 

a. Workstation outlets, jacks, and jack assemblies. 

4. Maintenance Data:  For wire and cable to include in maintenance 

manuals. 

1.6 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements and errata) form a part of this specification to the extent 

referenced. Publications are reference in the text by the basic 

designation only. 

B. American Society of Testing Material (ASTM): 

D2301-04................Standard Specification for Vinyl Chloride 

Plastic Pressure Sensitive Electrical Insulating 

Tape  

C. Federal Specifications (Fed. Spec.): 

A-A-59544-08............Cable and Wire, Electrical (Power, Fixed 

Installation) 

D. National Fire Protection Association (NFPA): 

70-11...................National Electrical Code (NEC) 

E. Underwriters Laboratories, Inc. (UL): 

44-05...................Thermoset-Insulated Wires and Cables 

83-08...................Thermoplastic-Insulated Wires and Cables 

467-07..................Electrical Grounding and Bonding Equipment 

486A-03.................Wire Connectors and Soldering Lugs for Use with 

Copper Conductors 

486C-04.................Splicing Wire Connectors 

486D-05.................Insulated Wire Connector Systems for Underground 

Use or in Damp or Wet Locations 

486E-00.................Equipment Wiring Terminals for Use with Aluminum 

and/or Copper Conductors 

493-07..................Thermoplastic-Insulated Underground Feeder and 

Branch Circuit Cable 

514B-04.................Fittings for Cable and Conduit 
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1479-03.................Fire Tests of Through-Penetration Fire Stops 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Test cables upon receipt at Project site. 

1. Test each pair of UTP cable for open and short circuits. 

1.8 PROJECT CONDITIONS 

 Environmental Limitations:  Do not deliver or install UTP and connecting 

materials until wet work in spaces is complete and dry, and temporary 

HVAC system is operating and maintaining ambient temperature and 

humidity conditions at occupancy levels during the remainder of the 

construction period. 

PART 2 - PRODUCTS  

2.1 GENERAL 

A. Support of Open Cabling:  NRTL labeled for support of Category 5e 

cabling, designed to prevent degradation of cable performance and pinch 

points that could damage cable. 

1. Support brackets with cable tie slots for fastening cable ties to 

brackets. 

2. Lacing bars, spools, J-hooks, and D-rings. 

3. Straps and other devices. 

B. Conduit and Boxes:  Comply with requirements in Division 28 Section 

"Conduits and Backboxes for Electrical Systems." 

1. Outlet boxes shall be no smaller than 2 inches (50 mm) wide, 3 inches 

(75 mm) high, and 2-1/2 inches (64 mm) deep. 

2.2 UTP CABLE 

A. Description:  100-ohm, 4-pair UTP, formed into 25-pair binder groups 

covered with a blue thermoplastic jacket. 

1. Comply with ICEA S-90-661 for mechanical properties. 

2. Comply with TIA/EIA-568-B.1 for performance specifications. 

3. Comply with TIA/EIA-568-B.2, Category 5e. 

4. Listed and labeled by an NRTL acceptable to authorities having 

jurisdiction as complying with UL 444 and NFPA 70 for the following 

types: 

a. Communications, General Purpose: Type CM or CMG. 

b. Communications, Plenum Rated:  Type CMP complying with NFPA 262. 

2.3 UTP CABLE HARDWARE 

 UTP Cable Connecting Hardware:  IDC type, using modules designed for 

punch-down caps or tools.  Cables shall be terminated with connecting 

hardware of the same category or higher. 
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2.4 LOW-VOLTAGE CONTROL CABLE 

A. Paired Lock Cable:  NFPA 70, Type CMG. 

1. 1 pair, twisted, No. 16 AWG, stranded (19x29) tinned copper 

conductors. 

2. PVC insulation. 

3. Unshielded. 

4. PVC jacket. 

5. Flame Resistance:  Comply with UL 1581. 

B. Plenum-Rated, Paired Lock Cable:  NFPA 70, Type CMP. 

1. 1 pair, twisted, No. 16 AWG, stranded (19x29) tinned copper 

conductors. 

2. PVC insulation. 

3. Unshielded. 

4. PVC jacket. 

5. Flame Resistance:  Comply with NFPA 262. 

C. Paired Lock Cable:  NFPA 70, Type CMG. 

1. 1 pair, twisted, No. 18 AWG, stranded (19x30) tinned copper 

conductors. 

2. PVC insulation. 

3. Unshielded. 

4. PVC jacket. 

5. Flame Resistance:  Comply with UL 1581. 

D. Plenum-Rated, Paired Lock Cable:  NFPA 70, Type CMP. 

1. 1 pair, twisted, No. 18 AWG, stranded (19x30) tinned copper 

conductors. 

2. Fluorinated ethylene propylene insulation. 

3. Unshielded. 

4. Plastic jacket. 

5. Flame Resistance:  NFPA 262, Flame Test. 

2.5 CONTROL-CIRCUIT CONDUCTORS 

A. Class 1 Control Circuits:  Stranded copper, Type THHN-THWN, in raceway 

complying with UL 83. 

B. Class 2 Control Circuits:  Stranded copper, Type THHN-THWN, in raceway  

complying with UL 83. 

C. Class 3 Remote-Control and Signal Circuits:  Stranded copper, Type TW or 

TF, complying with UL 83. 

2.6 FIRE ALARM WIRE AND CABLE 

A. General Wire and Cable Requirements:  NRTL listed and labeled as 

complying with NFPA 70, Article 760. 
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B. Signaling Line Circuits:  Twisted, shielded pair, size as recommended by 

system manufacturer. 

1. Circuit Integrity Cable:  Twisted shielded pair, NFPA 70, Article 

760, Classification CI, for power-limited fire alarm signal service 

Type FPL.  NRTL listed and labeled as complying with UL 1424 and UL 

2196 for a 2-hour rating. 

C. Non-Power-Limited Circuits:  Solid-copper conductors with 600-V rated, 

75 deg C, color-coded insulation. 

1. Low-Voltage Circuits:  No. 16 AWG, minimum. 

2. Line-Voltage Circuits:  No. 12 AWG, minimum. 

2.7 IDENTIFICATION PRODUCTS 

 Comply with UL 969 for a system of labeling materials, including label 

stocks, laminating adhesives, and inks used by label printers. 

2.8 SOURCE QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing agency to evaluate cables. 

B. Factory test UTP cables on reels according to TIA/EIA-568-B.1. 

C. Factory test UTP cables according to TIA/EIA-568-B.2. 

D. Cable will be considered defective if it does not pass tests and 

inspections. 

E. Prepare test and inspection reports. 

2.9 WIRE LUBRICATING COMPOUND 

A. Suitable for the wire insulation and conduit it is used with, and shall 

not harden or become adhesive. 

B. Shall not be used on wire for isolated type electrical power systems. 

2.10 FIREPROOFING TAPE 

A. The tape shall consist of a flexible, conformable fabric of organic 

composition coated one side with flame-retardant elastomer. 

B. The tape shall be self-extinguishing and shall not support combustion. 

It shall be arc-proof and fireproof. 

C. The tape shall not deteriorate when subjected to water, gases, salt 

water, sewage, or fungus and be resistant to sunlight and ultraviolet 

light. 

D. The finished application shall withstand a 200-ampere arc for not less 

than 30 seconds. 

E. Securing tape: Glass cloth electrical tape not less than 0.18 mm 

(7 mils) thick, and 19 mm (3/4 inch) wide. 

PART 3 - EXECUTION  

3.1 INSTALLATION OF CONDUCTORS AND CABLES 

A. Comply with NECA 1. 
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B. General Requirements for Cabling: 

1. Comply with TIA/EIA-568-B.1. 

2. Comply with BICSI ITSIM, Ch. 6, "Cable Termination Practices." 

3. Terminate all conductors; no cable shall contain un-terminated 

elements.  Make terminations only at indicated outlets, terminals, 

and cross-connect and patch panels. 

4. Cables may not be spliced.  Secure and support cables at intervals 

not exceeding 30 inches (760 mm) and not more than 6 inches (150 mm) 

from cabinets, boxes, fittings, outlets, racks, frames, and 

terminals. 

5. Bundle, lace, and train conductors to terminal points without 

exceeding manufacturer's limitations on bending radii, but not less 

than radii specified in BICSI ITSIM, "Cabling Termination Practices" 

Chapter.  Install lacing bars and distribution spools. 

6. Do not install bruised, kinked, scored, deformed, or abraded cable.  

Do not splice cable between termination, tap, or junction points.  

Remove and discard cable if damaged during installation and replace 

it with new cable. 

7. Pulling Cable:   

a. Comply with BICSI ITSIM, Ch. 4, "Pulling Cable."  Monitor cable 

pull tensions.  

b. Provide installation equipment that will prevent the cutting or 

abrasion of insulation during pulling of cables. 

c. Use ropes made of nonmetallic material for pulling feeders. 

d. Attach pulling lines for feeders by means of either woven basket 

grips or pulling eyes attached directly to the conductors, as 

approved by the VA Project Manager/COTR. 

e. Pull in multiple cables together in a single conduit. 

C. Splice cables and wires where necessary only in outlet boxes, junction 

boxes, or pull boxes.  

1. Splices and terminations shall be mechanically and electrically 

secure.  

2. Where the Government determines that unsatisfactory splices or 

terminations have been installed, remove the devices and install 

approved devices at no additional cost to the Government. 

D. Seal cable and wire entering a building from underground, between the 

wire and conduit where the cable exits the conduit, with a non-hardening 

approved compound. 
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E. Unless otherwise specified in other sections install wiring and connect 

to equipment/devices to perform the required functions as shown and 

specified.  

F. Except where otherwise required, install a separate power supply circuit 

for each system so that malfunctions in any system will not affect other 

systems. 

G. Where separate power supply circuits are not shown, connect the systems 

to the nearest panel boards of suitable voltages, which are intended to 

supply such systems and have suitable spare circuit breakers or space 

for installation. 

H. Install a red warning indicator on the handle of the branch circuit 

breaker for the power supply circuit for each system to prevent 

accidental de-energizing of the systems. 

I. System voltages shall be 120 volts or lower where shown on the drawings 

or as required by the NEC. 

J. UTP Cable Installation: 

1. Comply with TIA/EIA-568-B.2. 

2. Do not untwist UTP cables more than 1/2 inch (12 mm) from the point 

of termination to maintain cable geometry. 

K. Open-Cable Installation: 

1. Install cabling with horizontal and vertical cable guides in 

telecommunications spaces with terminating hardware and 

interconnection equipment. 

2. Suspend copper cable not in a wireway or pathway a minimum of 8 

inches (200 mm) above ceilings by cable supports not more than 60 

inches (1525 mm)apart. 

3. Cable shall not be run through structural members or in contact with 

pipes, ducts, or other potentially damaging items. 

L. Separation from EMI Sources: 

1. Comply with BICSI TDMM and TIA/EIA-569-A recommendations for 

separating unshielded copper voice and data communication cable from 

potential EMI sources, including electrical power lines and 

equipment. 

2. Separation between open communications cables or cables in 

nonmetallic raceways and unshielded power conductors and electrical 

equipment shall be as follows: 

a. Electrical Equipment Rating Less Than 2 kVA:  A minimum of 5 

inches (127 mm). 
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b. Electrical Equipment Rating between 2 and 5 kVA:  A minimum of 12 

inches (300 mm). 

c. Electrical Equipment Rating More Than 5 kVA:  A minimum of 24 

inches (600 mm). 

3. Separation between communications cables in grounded metallic 

raceways and unshielded power lines or electrical equipment shall be 

as follows: 

a. Electrical Equipment Rating Less Than 2 kVA:  A minimum of 2-1/2 

inches (64 mm). 

b. Electrical Equipment Rating between 2 and 5 kVA:  A minimum of 6 

inches (150 mm). 

c. Electrical Equipment Rating More Than 5 kVA:  A minimum of 12 

inches (300 mm). 

4. Separation between communications cables in grounded metallic 

raceways and power lines and electrical equipment located in grounded 

metallic conduits or enclosures shall be as follows: 

a. Electrical Equipment Rating Less Than 2 kVA:  No requirement. 

b. Electrical Equipment Rating between 2 and 5 kVA:  A minimum of 3 

inches (75 mm). 

c. Electrical Equipment Rating More Than 5 kVA:  A minimum of 6 

inches (150 mm). 

5. Separation between Cables and Electrical Motors and Transformers, 5 

kVA or HP and Larger:  A minimum of 48 inches (1200 mm). 

6. Separation between Cables and Fluorescent Fixtures:  A minimum of 5 

inches (127 mm). 

3.2 FIRE ALARM WIRING INSTALLATION 

A. Comply with NECA 1 and NFPA 72. 

B. Wiring Method:  Install wiring in metal raceway according to Division 28 

Section CONDUITS AND BACKBOXES FOR ELECTRICAL SYSTEMS." 

1. Fire alarm circuits and equipment control wiring associated with the 

fire alarm system shall be installed in a dedicated raceway system.  

This system shall not be used for any other wire or cable. 

C. Wiring Method: 

1. Cables and raceways used for fire alarm circuits, and equipment 

control wiring associated with the fire alarm system, may not contain 

any other wire or cable. 

2. Signaling Line Circuits:  Power-limited fire alarm cables may be 

installed in the same cable or raceway as signaling line circuits. 
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D. Wiring within Enclosures:  Separate power-limited and non-power-limited 

conductors as recommended by manufacturer.  Install conductors parallel 

with or at right angles to sides and back of the enclosure.  Bundle, 

lace, and train conductors to terminal points with no excess.  Connect 

conductors that are terminated, spliced, or interrupted in any enclosure 

associated with the fire alarm system to terminal blocks.  Mark each 

terminal according to the system's wiring diagrams.  Make all 

connections with approved crimp-on terminal spade lugs, pressure-type 

terminal blocks, or plug connectors. 

E. Cable Taps:  Use numbered terminal strips in junction, pull, and outlet 

boxes, cabinets, or equipment enclosures where circuit connections are 

made. 

F. Color-Coding:  Color-code fire alarm conductors differently from the 

normal building power wiring.  Use one color-code for alarm circuit 

wiring and another for supervisory circuits.  Color-code audible alarm-

indicating circuits differently from alarm-initiating circuits.  Use 

different colors for visible alarm-indicating devices.  Paint fire alarm 

system junction boxes and covers red. 

3.3 CONTROL CIRCUIT CONDUCTORS 

A. Minimum Conductor Sizes: 

1. Class 1 remote-control and signal circuits, No. 14 AWG. 

2. Class 2 low-energy, remote-control and signal circuits, No. 16 AWG. 

3. Class 3 low-energy, remote-control, alarm and signal circuits, No. 12 

AWG. 

3.4 CONNECTIONS 

A. Comply with requirements in Division 28 Section, PHYSICAL ACCESS CONTROL 

for connecting, terminating, and identifying wires and cables. 

C. Comply with requirements in Division 28 Section "VIDEO SURVEILLANCE" for 

connecting, terminating, and identifying wires and cables. 

C. Comply with requirements in Division 28 Section "FIRE DETECTION AND 

ALARM" for connecting, terminating, and identifying wires and cables. 

3.5 FIRESTOPPING 

A. Comply with requirements in Division 07 Section "PENETRATION 

FIRESTOPPING." 

B. Comply with TIA/EIA-569-A, "Firestopping" Annex A. 

C. Comply with BICSI TDMM, "Firestopping Systems" Article. 

3.6 IDENTIFICATION 

A. Identify system components, wiring, and cabling complying with TIA/EIA-

606-A.   
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B. Install a permanent wire marker on each wire at each termination. 

C. Identifying numbers and letters on the wire markers shall correspond to 

those on the wiring diagrams used for installing the systems. 

D. Wire markers shall retain their markings after cleaning. 

3.7 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing agency to perform tests and 

inspections. 

B. Perform tests and inspections. 

C. Tests and Inspections: 

1. Visually inspect UTP cable jacket materials for UL or third-party 

certification markings.  Inspect cabling terminations to confirm 

color-coding for pin assignments, and inspect cabling connections to 

confirm compliance with TIA/EIA-568-B.1. 

2. Visually inspect cable placement, cable termination, grounding and 

bonding, equipment and patch cords, and labeling of all components. 

3. Test UTP cabling for DC loop resistance, shorts, opens, intermittent 

faults, and polarity between conductors.  Test operation of shorting 

bars in connection blocks.  Test cables after termination but not 

cross connection. 

a. Test instruments shall meet or exceed applicable requirements in 

TIA/EIA-568-B.2.  Perform tests with a tester that complies with 

performance requirements in "Test Instruments (Normative)" Annex, 

complying with measurement accuracy specified in "Measurement 

Accuracy (Informative)" Annex.  Use only test cords and adapters 

that are qualified by test equipment manufacturer for channel or 

link test configuration. 

D. Document data for each measurement.  Print data for submittals in a 

summary report that is formatted using Table 10.1 in BICSI TDMM as a 

guide, or transfer the data from the instrument to the computer, save as 

text files, print, and submit. 

E. End-to-end cabling will be considered defective if it does not pass 

tests and inspections. 

F. Prepare test and inspection reports. 

3.8 EXISITNG WIRING 

 Unless specifically indicated on the plans, existing wiring shall not be 

reused for the new installation. Only wiring that conforms to the 

specifications and applicable codes may be reused. If existing wiring 

does not meet these requirements, existing wiring may not be reused and 

new wires shall be installed. 
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- - - E N D - - - 
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SECTION 28 05 28.33 
CONDUITS AND BACKBOXES FOR ELECTRONIC SAFETY AND SECURITY 

PART 1 - GENERAL 

1.1 DESCRIPTION  

A. This section specifies the finishing, installation, connection, testing 

certification of the conduit, fittings, and boxes to form a complete, 

coordinated, raceway system(s).  Conduits and when approved separate UL 

Certified and Listed partitioned telecommunications raceways are 

required for a fully functional Electronic Safety and Security (ESS) 

system. Raceways are required for all electronic safety and security 

cabling unless shown or specified otherwise. 

B. Definitions: The term conduit, as used in this specification, shall mean 

any or all of the raceway types specified. 

1.2 RELATED WORK 

A. Section 01 00 00 - GENERAL REQUIREMENTS. For General Requirements.   

B. Section 07 84 00 - FIRESTOPPING. Requirements for sealing around 

penetrations to maintain the integrity of fire rated construction.   

1.3 DEFINITIONS 

A. EMT: Electrical metallic tubing. 

B. ENT: Electrical nonmetallic tubing. 

C. EPDM: Ethylene-propylene-diene terpolymer rubber. 

D. FMC: Flexible metal conduit. 

E. IMC: Intermediate metal conduit. 

F. LFMC: Liquidtight flexible metal conduit. 

G. LFNC: Liquidtight flexible nonmetallic conduit. 

H. NBR: Acrylonitrile-butadiene rubber. 

I. RNC: Rigid nonmetallic conduit. 

1.4 QUALITY ASSURANCE 

 Refer to Paragraph 1.4 Quality Assurance, in Section 28 05 00, COMMON 

WORK RESULTS FOR ELECTRONIC SAFETY AND SECURITY. 

1.5 SUBMITTALS 

A. Submit in accordance with Section 28 05 00, COMMON WORK RESULTS FOR 

ELECTRONIC SAFETY AND SECURITY and Section 01 33 23, SHOP DRAWINGS, 

PRODUCT DATA, AND SAMPLES. Furnish the following: 

B. Shop Drawings: 

1. Size and location of main feeders;  

2. Size and location of panels and pull boxes 

3. Layout of required conduit penetrations through structural elements. 
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4. The specific item proposed and its area of application shall be 

identified on the catalog cuts.  

C. Certification: Prior to final inspection, deliver to the VA Project 

Manager/COTR four copies of the certification that the material is in 

accordance with the drawings and specifications and has been properly 

installed. 

D. Completed System Readiness Checklists provided by the Commissioning 

Agent and completed by the contractor, signed by a qualified technician 

and dated on the date of completion, in accordance with the requirements 

of Section 28 08 00 COMMISSIONING OF ELECTRONIC SAFETY AND SECURITY 

SYSTEMS. 

E. Product Data:  For surface raceways, wireways and fittings, floor boxes, 

hinged-cover enclosures, and cabinets. 

F. Shop Drawings:  For the following raceway components.  Include plans, 

elevations, sections, details 

1.6 APPLICABLE PUBLICATIONS 

A. Publications listed below (including amendments, addenda, revisions, 

supplements and errata) form a part of this specification to the extent 

referenced. Publications are referenced in the text by the basic 

designation only. 

B. National Electrical Manufacturers Association (NEMA): 

TC-3-04.................PVC Fittings for Use with Rigid PVC Conduit and 

Tubing 

FB1-07..................Fittings, Cast Metal Boxes and Conduit Bodies 

for Conduit, Electrical Metallic Tubing and 

Cable 

C. National Fire Protection Association (NFPA): 

70-11...................National Electrical Code (NEC) 

D. Underwriters Laboratories, Inc. (UL): 

1-05....................Flexible Metal Conduit  

5-04....................Surface Metal Raceway and Fittings 

6-07....................Rigid Metal Conduit 

50-07...................Enclosures for Electrical Equipment 

360-09..................Liquid-Tight Flexible Steel Conduit 

467-07..................Grounding and Bonding Equipment 

514A-04.................Metallic Outlet Boxes 

514B-04.................Fittings for Cable and Conduit 

514C-02.................Nonmetallic Outlet Boxes, Flush-Device Boxes and 

Covers  
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651-05..................Schedule 40 and 80 Rigid PVC Conduit 

651A-07.................Type EB and A Rigid PVC Conduit and HDPE Conduit 

797-07..................Electrical Metallic Tubing 

1242-06.................Intermediate Metal Conduit 

PART 2 - PRODUCTS 

2.1 GENERAL 

 Conduit Size: In accordance with the NEC, but not less than 20 mm (3/4 

inch) unless otherwise shown.  

2.2.CONDUIT  

A. Rigid galvanized steel: Shall Conform to UL 6, ANSI C80.1. 

B. Rigid aluminum: Shall Conform to UL 6A, ANSI C80.5.  

C. Rigid intermediate steel conduit (IMC): Shall Conform to UL 1242, ANSI 

C80.6. 

D. Electrical metallic tubing (EMT): Shall Conform to UL 797, ANSI C80.3. 

Maximum size not to exceed 105 mm (4 inches) and shall be permitted only 

with cable rated 600 volts or less. 

E. Flexible galvanized steel conduit: Shall Conform to UL 1. 

F. Liquid-tight flexible metal conduit: Shall Conform to UL 360. 

G. Direct burial plastic conduit: Shall conform to UL 651 and UL 651A, 

heavy wall PVC or high density polyethylene (PE). 

2.3.WIREWAYS AND RACEWAYS 

 Surface metal raceway: Shall Conform to UL 5. 

2.4.CONDUIT FITTINGS  

A. Rigid steel and IMC conduit fittings:  

1. Fittings shall meet the requirements of UL 514B and ANSI/ NEMA FB1. 

2. Standard threaded couplings, locknuts, bushings, and elbows: Only 

steel or malleable iron materials are acceptable. Integral 

retractable type IMC couplings are also acceptable. 

3. Locknuts: Bonding type with sharp edges for digging into the metal 

wall of an enclosure. 

4. Bushings: Metallic insulating type, consisting of an insulating 

insert molded or locked into the metallic body of the fitting. 

Bushings made entirely of metal or nonmetallic material are not 

permitted. 

5. Erickson (union-type) and set screw type couplings: Approved for use 

in concrete are permitted for use to complete a conduit run where 

conduit is installed in concrete. Use set screws of case hardened 

steel with hex head and cup point to firmly seat in conduit wall for 

positive ground. Tightening of set screws with pliers is prohibited. 
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6. Sealing fittings: Threaded cast iron type. Use continuous drain type 

sealing fittings to prevent passage of water vapor. In concealed 

work, install fittings in flush steel boxes with blank cover plates 

having the same finishes as that of other electrical plates in the 

room. 

B. Rigid aluminum conduit fittings: 

1. Standard threaded couplings, locknuts, bushings, and elbows: 

Malleable iron, steel or aluminum alloy materials; Zinc or cadmium 

plate iron or steel fittings. Aluminum fittings containing more than 

0.4 percent copper are prohibited. 

2. Locknuts and bushings: As specified for rigid steel and IMC conduit. 

3. Set screw fittings: Not permitted for use with aluminum conduit. 

C. Electrical metallic tubing fittings:  

1. Fittings shall meet the requirements of UL 514B and ANSI/ NEMA FB1. 

2. Only steel or malleable iron materials are acceptable. 

3. Couplings and connectors: Concrete tight and rain tight, with 

connectors having insulated throats. Use gland and ring compression 

type couplings and connectors for conduit sizes 50 mm (2 inches) and 

smaller. Use set screw type couplings with four set screws each for 

conduit sizes over 50 mm (2 inches). Use set screws of case-hardened 

steel with hex head and cup point to firmly seat in wall of conduit 

for positive grounding. 

4. Indent type connectors or couplings are prohibited. 

5. Die-cast or pressure-cast zinc-alloy fittings or fittings made of 

"pot metal" are prohibited. 

D. Flexible steel conduit fittings: 

1. Conform to UL 514B. Only steel or malleable iron materials are 

acceptable. 

2. Clamp type, with insulated throat. 

E. Liquid-tight flexible metal conduit fittings: 

1. Fittings shall meet the requirements of UL 514B and ANSI/ NEMA FB1. 

2. Only steel or malleable iron materials are acceptable. 

3. Fittings must incorporate a threaded grounding cone, a steel or 

plastic compression ring, and a gland for tightening. Connectors 

shall have insulated throats. 

F. Direct burial plastic conduit fittings:  

1. Fittings shall meet the requirements of UL 514C and NEMA TC3. 

2. As recommended by the conduit manufacturer. 
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G. Surface metal raceway fittings: As recommended by the raceway 

manufacturer. 

H. Expansion and deflection couplings: 

1. Conform to UL 467 and UL 514B. 

2. Accommodate, 19 mm (0.75 inch) deflection, expansion, or contraction 

in any direction, and allow 30 degree angular deflections. 

3. Include internal flexible metal braid sized to guarantee conduit 

ground continuity and fault currents in accordance with UL 467, and 

the NEC code tables for ground conductors. 

4. Jacket: Flexible, corrosion-resistant, watertight, moisture and heat 

resistant molded rubber material with stainless steel jacket clamps. 

2.5 CONDUIT SUPPORTS 

A. Parts and hardware: Zinc-coat or provide equivalent corrosion 

protection. 

B. Individual Conduit Hangers: Designed for the purpose, having a 

pre-assembled closure bolt and nut, and provisions for receiving a 

hanger rod. 

C. Multiple conduit (trapeze) hangers: Not less than 38 mm by 38 mm (1-1/2 

by 1-1/2 inch), 12 gage steel, cold formed, lipped channels; with not 

less than 9 mm (3/8 inch) diameter steel hanger rods. 

D. Solid Masonry and Concrete Anchors: Self-drilling expansion shields, or 

machine bolt expansion. 

2.6 OUTLET, JUNCTION, AND PULL BOXES 

A. UL-50 and UL-514A. 

B. Cast metal where required by the NEC or shown, and equipped with 

rustproof boxes. 

C. Nonmetallic Outlet and Device Boxes:  NEMA OS 2. 

D. Metal Floor Boxes:  Cast or sheet metal, semi-adjustable, rectangular. 

E. Sheet metal boxes: Galvanized steel, except where otherwise shown. 

F. Flush mounted wall or ceiling boxes shall be installed with raised 

covers so that front face of raised cover is flush with the wall. 

Surface mounted wall or ceiling boxes shall be installed with surface 

style flat or raised covers. 

PART 3 - EXECUTION 

3.1 PENETRATIONS 

A. Cutting or Holes: 

1. Locate holes in advance where they are proposed in the structural 

sections such as ribs or beams. Obtain the approval of the VA Project 

Manager/COTR prior to drilling through structural sections. 
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2. Cut holes through concrete and masonry in new and existing structures 

with a diamond core drill or concrete saw. Pneumatic hammer, impact 

electric, hand or manual hammer type drills are not allowed, except 

where permitted by the VA Project Manager/COTR as required by limited 

working space. 

B. Fire Stop: Where conduits, wireways, and other electronic safety and 

security raceways pass through fire partitions, fire walls, smoke 

partitions, or floors, install a fire stop that provides an effective 

barrier against the spread of fire, smoke and gases as specified in 

Section 07 84 00, FIRESTOPPING, with rock wool fiber or silicone foam 

sealant only. Completely fill and seal clearances between raceways and 

openings with the fire stop material. 

3.2 INSTALLATION, GENERAL 

A. Install conduit as follows: 

1. In complete runs before pulling in cables or wires. 

2. Flattened, dented, or deformed conduit is not permitted. Remove and 

replace the damaged conduits with new undamaged material. 

3. Assure conduit installation does not encroach into the ceiling height 

head room, walkways, or doorways. 

4. Cut square with a hacksaw, ream, remove burrs, and draw up tight. 

5. Mechanically continuous. 

6. Independently support conduit at 2.4 m (8 foot) on center. Do not use 

other supports i.e., (suspended ceilings, suspended ceiling 

supporting members, lighting fixtures, conduits, mechanical piping, 

or mechanical ducts). 

7. Support within 300 mm (12 inches) of changes of direction, and within 

300 mm (12 inches) of each enclosure to which connected. 

8. Close ends of empty conduit with plugs or caps at the rough-in stage 

to prevent entry of debris, until wires are pulled in. 

9. Conduit installations under fume and vent hoods are prohibited. 

10. Secure conduits to cabinets, junction boxes, pull boxes and outlet 

boxes with bonding type locknuts. For rigid and IMC conduit 

installations, provide a locknut on the inside of the enclosure, made 

up wrench tight. Do not make conduit connections to junction box 

covers. 

12. Do not use aluminum conduits in wet locations. 

13. Unless otherwise indicated on the drawings or specified herein, all 

conduits shall be installed concealed within finished walls, floors 

and ceilings.  
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B. Conduit Bends: 

1. Make bends with standard conduit bending machines. 

2. Conduit hickey may be used for slight offsets, and for straightening 

stubbed out conduits. 

3. Bending of conduits with a pipe tee or vise is prohibited. 

C. Layout and Homeruns: 

1. Install conduit with wiring, including homeruns, as shown. 

2. Deviations: Make only where necessary to avoid interferences and only 

after drawings showing the proposed deviations have been submitted 

approved by the VA Project Manager. 

D. Fire Alarm: 

1. Fire alarm conduit shall be painted red (a red “top-coated” conduit 

from the conduit manufacturer may be used in lieu of painted conduit) 

in accordance with the requirements of Section 28 31 00, “FIRE 

DETECTION AND ALARM”.  

3.3 CONCEALED WORK INSTALLATION  

A. Furred or Suspended Ceilings and in Walls: 

1. Conduit for conductors 600 volts and below: 

a. EMT. Different type conduits mixed indiscriminately in the same 

system is prohibited. 

2. Align and run conduit parallel or perpendicular to the building 

lines. 

3. Tightening set screws with pliers is prohibited. 

3.4 CONDUIT SUPPORTS, INSTALLATION  

A. Safe working load shall not exceed 1/4 of proof test load of fastening 

devices. 

B. Use pipe straps or individual conduit hangers for supporting individual 

conduits. Maximum distance between supports is 2.5 m (8 foot) on center. 

C. Support multiple conduit runs with trapeze hangers. Use trapeze hangers 

that are designed to support a load equal to or greater than the sum of 

the weights of the conduits, wires, hanger itself, and 90 kg (200 

pounds). Attach each conduit with U-bolts or other approved fasteners. 

D. Support conduit independently of junction boxes, pull boxes, fixtures, 

suspended ceiling T-bars, angle supports, and similar items. 

E. Fasteners and Supports in Solid Masonry and Concrete: 

1. New Construction: Use steel or malleable iron concrete inserts set in 

place prior to placing the concrete. 

2. Existing Construction: 
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a. Steel expansion anchors not less than 6 mm (1/4 inch) bolt size 

and not less than 28 mm (1-1/8 inch) embedment. 

b. Power set fasteners not less than 6 mm (1/4 inch) diameter with 

depth of penetration not less than 75 mm (3 inches). 

c. Use vibration and shock resistant anchors and fasteners for 

attaching to concrete ceilings. 

F. Hollow Masonry: Toggle bolts are permitted.  

G. Bolts supported only by plaster or gypsum wallboard are not acceptable. 

H. Metal Structures: Use machine screw fasteners or other devices 

specifically designed and approved for the application. 

I. Attachment by wood plugs, rawl plug, plastic, lead or soft metal 

anchors, or wood blocking and bolts supported only by plaster is 

prohibited. 

J. Chain, wire, or perforated strap shall not be used to support or fasten 

conduit. 

K. Spring steel type supports or fasteners are prohibited for all uses 

except: Horizontal and vertical supports/fasteners within walls. 

L. Vertical Supports: Vertical conduit runs shall have riser clamps and 

supports in accordance with the NEC and as shown. Provide supports for 

cable and wire with fittings that include internal wedges and retaining 

collars. 

3.5 BOX INSTALLATION  

A. Boxes for Concealed Conduits: 

1. Flush mounted. 

2. Provide raised covers for boxes to suit the wall or ceiling, 

construction and finish. 

B. In addition to boxes shown, install additional boxes where needed to 

prevent damage to cables and wires during pulling in operations.  

C. Remove only knockouts as required and plug unused openings.  Use 

threaded plugs for cast metal boxes and snap-in metal covers for sheet 

metal boxes. 

D. Outlet boxes in the same wall mounted back-to-back are prohibited. A 

minimum 600 mm (24 inch), center-to-center lateral spacing shall be 

maintained between boxes).  

E. Minimum size of outlet boxes for ground fault interrupter (GFI) 

receptacles is 100 mm (4 inches) square by 55 mm (2-1/8 inches) deep, 

with device covers for the wall material and thickness involved. 

F. Stencil or install phenolic nameplates on covers of the boxes identified 

on riser diagrams; for example "SIG-FA JB No. 1".  
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3.6 ELECTRONIC SAFETY AND SECURITY CONDUIT 

A. Install the electronic safety and security raceway system as shown on 

drawings. 

B. Minimum conduit size of 19 mm (3/4 inch), but not less than the size 

shown on the drawings. 

C. All conduit ends shall be equipped with insulated bushings. 

D. All 100 mm (four inch) conduits within buildings shall include pull 

boxes after every two 90 degree bends. Size boxes per the NEC. 

E. Vertical conduits/sleeves through closets floors shall terminate not 

less than 75 mm (3 inches) below the floor and not less than 75 mm (3 

inches) below the ceiling of the floor below. 

F. Terminate conduit runs to/from a backboard in a closet or interstitial 

space at the top or bottom of the backboard. Conduits shall enter 

communication closets next to the wall and be flush with the backboard. 

G. Where drilling is necessary for vertical conduits, locate holes so as 

not to affect structural sections such as ribs or beams. 

H. All empty conduits located in communications closets or on backboards 

shall be sealed with a standard non-hardening duct seal compound to 

prevent the entrance of moisture and gases and to meet fire resistance 

requirements. 

I. Conduit runs shall contain no more than four quarter turns (90 degree 

bends) between pull boxes/backboards. Minimum radius of communication 

conduit bends shall be as follows (special long radius): 

 

Sizes of Conduit 

Trade Size 

Radius of Conduit Bends 

mm, Inches 

¾ 150 (6) 

1 230 (9) 

1-1/4 350 (14) 

1-1/2 430 (17) 

2 525 (21) 

2-1/2 635 (25) 

3 775 (31) 

3-1/2 900 (36) 

4 1125 (45) 

 

J. Furnish and install 19 mm (3/4 inch) thick fire retardant plywood 

specified in  on the wall of communication closets where shown on 
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drawings . Mount the plywood with the bottom edge 300 mm (one foot) 

above the finished floor. 

K. Furnish and pull wire in all empty conduits. (Sleeves through floor are 

exceptions). 

- - - E N D - - - 
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SECTION 28 13 11 
PHYSICAL ACCESS CONTROL SYSTEM (PACS) 

PART 1 – GENERAL 

1.1 DESCRIPTION 

 Provide and install a Physical Access Control System as an extension of 

the existing system, hereinafter referred to as the PACS.  The system 

installed under this project shall be connected to the existing system.   

1.2 RELATED WORK 

A. For firestopping application and use, Section 07 84 00, FIRESTOPPING. 

B. For connection of high voltage, Section 26 05 11, REQUIREMENTS FOR 

ELECTRICAL INSTALLATIONS.  

C. For power cables, Section 26 05 21, LOW-VOLTAGE ELECTRICAL POWER 

CONDUCTORS AND CABLES (600 VOLTS AND BELOW). 

D. For grounding of equipment, Section 26 05 26, GROUNDING AND BONDING FOR 

ELECTRICAL SYSTEMS. 

E. Section 28 05 28.33 - CONDUITS AND BOXES FOR ELECTRONIC SECURITY AND 

SAFETY. Requirements for infrastructure.   

F. For Warranty of Construction, Section 00 72 00, GENERAL CONDITIONS. 

G. For General Requirements, Section 01 00 00, GENERAL REQUIREMENTS. 

1.3 QUALITY ASSURANCE 

A. The Contractor shall be responsible for providing, installing, and the 

operation of the PACS as shown. The Contractor shall also provide 

certification as required.  

B. The security system will be installed and tested to ensure all 

components are fully compatible as a system and can be integrated with 

all associated security subsystems, whether the security system is 

stand-alone or a part of a complete Information Technology (IT) 

computer network. 

C. The Contractor or security sub-contractor shall be a licensed security 

Contractor as required within the state or jurisdiction of where the 

installation work is being conducted.  

1.4 SUBMITTALS 

A. Submit below items in conjunction with Master Specification Sections 01 

33 23, SHOP DRAWINGS, PRODUCT DATA, and SAMPLES, and Section 02 41 00, 

DEMOLITION. 

B. Provide certificates of compliance with Section 1.3, Quality Assurance. 
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C. Provide a complete and thorough pre-installation and as-built design 

package in both electronic format and on paper, minimum size 48 x 48 

inches (1220 x 1220 millimeters); drawing submittals shall be per the 

established project schedule. 

D. Pre-installation design and as-built packages shall include, but not be 

limited to: 

1. Index Sheet that shall: 

a. Define each page of the design package to include facility name, 

building name, floor, and sheet number. 

b. Provide a complete list of all security abbreviations and 

symbols.  

c. Reference all general notes that are utilized within the design 

package. 

d. Specification and scope of work pages for all individual security 

systems that are applicable to the design package that will:  

1) Outline all general and job specific work required within the 

design package. 

2) Provide a detailed device identification table outlining 

device Identification (ID) and use for all security systems 

equipment utilized in the design package. 

2. Drawing sheets that will be plotted on the individual floor plans or 

site plans shall: 

a. Include a title block as defined above.  

b. Clearly define the drawings scale in both standard and metric 

measurements.  

c. Provide device identification and location.  

d. Address all signal and power conduit runs and sizes that are 

associated with the design of the electronic security system and 

other security elements (e.g., barriers, etc.).  

e. Identify all pull box and conduit locations, sizes, and fill 

capacities. 

f. Address all general and drawing specific notes for a particular 

drawing sheet. 

3. A detailed riser drawing for each applicable security subsystem 

shall:  

a. Indicate the sequence of operation.  
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b. Relationship of integrated components on one diagram.  

c. Include the number, size, identification, and maximum lengths of 

interconnecting wires.  

d. Wire/cable types shall be defined by a wire and cable schedule. 

The schedule shall utilize a lettering system that will 

correspond to the wire/cable it represents (example: A = 18 AWG/1 

Pair Twisted, Unshielded). This schedule shall also provide the 

manufacturer’s name and part number for the wire/cable being 

installed. 

4. A detailed system drawing for each applicable security system  

shall:  

a. Clearly identify how all equipment within the system, from main 

panel to device, shall be laid out and connected.  

b. Provide full detail of all system components wiring from point-

to-point.   

c. Identify wire types utilized for connection, interconnection with 

associate security subsystems.   

d. Show device locations that correspond to the floor plans.  

e. All general and drawing specific notes shall be included with the 

system drawings.  

5. A detailed schedule for all of the applicable security subsystems 

shall be included. All schedules shall provide the following 

information: 

a. Device ID. 

b. Device Location (e.g. site, building, floor, room number, 

location, and description). 

c. Mounting type (e.g. flush, wall, surface, etc.). 

d. Power supply or circuit breaker and power panel number. 

e. In addition, for the PACS, provide the door ID, door type (e.g. 

wood or metal), locking mechanism (e.g. strike or electromagnetic 

lock) and control device (e.g. card reader or biometrics). 

6. Detail and elevation drawings for all devices that define how they 

were installed and mounted. 

E. Pre-installation design packages shall go through a full review process 

conducted by the Contractor along with a VA representative to ensure 

all work has been clearly defined and completed. All reviews shall be 
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conducted in accordance with the project schedule. There shall be four 

(4) stages to the review process: 

1. 35 percent 

2. 65 percent 

3. 90 percent 

4. 100 percent 

F. Provide manufacturer security system product cut-sheets. Submit for 

approval at least 30 days prior to commencement of formal testing, a 

Security System Operational Test Plan. Include procedures for 

operational testing of each component and security subsystem, to 

include performance of an integrated system test. 

G. Submit manufacture’s certification of Underwriters Laboratories, Inc. 

(UL) listing as specified. Provide all maintenance and operating 

manuals per Section 01 00 00, GENERAL REQUIREMENTS.  

1.5 APPLICABLE PUBLICATIONS 

A. The publications listed below (including amendments, addenda, 

revisions, supplement, and errata) form a part of this specification to 

the extent referenced. The publications are referenced in the text by 

the basic designation only. 

B. American National Standards Institute (ANSI)/ Security Industry 

Association (SIA): 

AC-01...................Access Control: Wiegand Card Reader Interface 

Standard 

AC-03...................Access Control: Badging Techniques 

C. American National Standards Institute (ANSI)/ International Code 

Council (ICC): 

A117.1..................Standard on Accessible and Usable Buildings and 

Facilities 

D. Department of Justice American Disability Act (ADA) 

28 CFR Part 36-90.......ADA Standards for Accessible Design 

E. Government Accountability Office (GAO): 

GAO-03-8-02.............Security Responsibilities for Federally Owned 

and Leased Facilities 

F. National Electrical Contractors Association 

303-2005................Installing Closed Circuit Television (CCTV) 

Systems 
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G. National Electrical Manufactures Association (NEMA): 

250-03..................Enclosures for Electrical Equipment (1000 Volts 

Maximum) 

H. National Fire Protection Association (NFPA): 

70-05................... Article 780-National Electrical Code 

I. Underwriters Laboratories, Inc. (UL): 

294-99..................Standard for Access Control 

305-97..................Standard for Panic Hardware 

639-97..................Standard for Intrusion-Detection Units 

752-05..................Standard for Bullet-Resisting Equipment 

827-96..................Central Station Alarm Services 

1076-95.................Standards for Proprietary Burglar Alarm Units 

and Systems 

1981-03.................Central Station Automation System 

2058-05.................High Security Electronic Locks 

J. Homeland Security Presidential Directive (HSPD): 

HSPD-12.................Policy for a Common Identification Standard for 

Federal Employees and Contractors 

K. Federal Information Processing Standards (FIPS): 

FIPS-201................Personal Identity Verification (PIV) of Federal 

Employees and Contractors 

L. National Institute of Standards and Technology (NIST): 

IR 6887 V2.1............Government Smart Card Interoperability 

Specification (GSC-IS) 

Special Pub 800-96......PIV Card Reader Interoperability Guidelines 

M. Institute of Electrical and Electronics Engineers (IEEE): 

C62.41..................IEEE Recommended Practice on Surge Voltages in 

Low-Voltage AC Power Circuits 

N. International Organization for Standardization (ISO): 

7810....................Physical Characteristics of Credit Card Size 

Document 

7811....................Physical Characteristics for Magnetic Stripe 

Cards 

7816-1..................Physical Characteristics of the Card 

7816-2..................Dimensions and Contact Position of the card 

7816-3..................Electrical Signals and Transmission Protocols 
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7816-4..................Inter-Industry Command for Interchange 

14443...................RFID cards; Contactless Proximity Cards 

Operating at 13.56 MHz in up to 5 inches 

distance  

15693...................RFID cards; Contactless Vicinity Cards 

Operating at 13.56 MHz in up to 50 inches 

distance 

O. Uniform Federal Accessibility Standards (UFAS) 1984 

P. ADA Standards for Accessible Design 1994 

1.6 WARRANTY OF CONSTRUCTION. 

 Warrant PACS work subject to the Article “Warranty of Construction” of 

FAR clause 52.246-21. 

PART 2 – PRODUCTS 

2.1 EQUIPMENT AND MATERIALS 

A. All equipment associated within the PACS shall be UL 294 compliant and 

rated for continuous operation.  Environmental conditions (i.e. 

temperature, humidity, wind, and seismic activity) shall be taken under 

consideration at each facility and site location prior to installation 

of the equipment. 

B. All equipment shall operate on a 120 or 240 volts alternating current 

(VAC); 50 Hz or 60 Hz AC power system unless documented otherwise in 

subsequent sections listed within this specification.  All equipment 

shall have a back-up source of power that will provide a minimum of 96 

hours of run time in the event of a loss of primary power to the 

facility. 

C. The system shall be designed, installed, and programmed in a manner 

that will allow for easy of operation, programming, servicing, 

maintenance, testing, and upgrading of the system. 

D. All equipment and materials for the system will be compatible to ensure 

correct operation as outlined in FIPS 201, March 2006 and HSPD-12. 

2.2 EQUIPMENT ITEMS 

A. The security system characteristics listed in this section will serve 

as a guide in selection of equipment and materials for the PACS. All 

new devices furnished as part of this project will be compatible with 

the existing iStar Access Control Panel(s). 

B. PACS equipment shall meet or exceed all requirements listed below. 
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C. A PACS shall be comprised of, but not limited to, the following 

components: 

1. Card Reader 

2. Door Status Indicators 

3. Entry Control Device 

 4. Wires and Cables 

D. Card Readers: 

1. Shall be utilized for controlling the locking hardware on a door and 

allows for reporting back to the main control panel with the 

time/date the door was accessed, the name of the person accessing 

the point of entry, and its location. 

2. Will be fully programmable and addressable, locally and remotely, 

and hardwired to the system. 

3. Shall be individually home run to the nearest panel door controller 

panel.  

4. Shall be installed in a manner that they comply with: 

a. The Uniform Federal Accessibility Standards (UFAS) 

b. The Americans with Disabilities Act (ADA) 

c. The ADA Standards for Accessible Design 

5. Proximity (PROX) Card Reader: 

1) Shall be utilized during the transition from the existing 

technology to the contactless smart card technology as defined 

in FIPS-201. 

2) Shall use active/passive proximity detection and shall not 

require contact with the proximity credential card for 

operation.  

a) Active detection proximity card readers shall provide power 

to compatible credential cards through magnetic induction 

and receive and decode a unique identification code number 

transmitted from the credential card.  

b) Passive detection proximity card readers shall use a swept-

frequency, radio frequency field generator to read the 

resonant frequencies of tuned circuits laminated into 

compatible credential cards. The resonant frequencies read 

shall constitute a unique identification code number.  
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3) Shall read proximity cards in a range from 0 to at least six 

(6) inches (0 to at least 15 cm) from the reader. The 

credential card design shall allow for a minimum of 32,000 

unique identification codes per facility. 

4) Shall be able to read cards from two (2) inches (5cm) to 6 

inches (15cm). 

5) The operating frequency shall be determined by the type of 

access control system being utilized. 

E. Door Status Indicators: 

1. Shall monitor and report door status to the SMS. 

2. Door Position Sensor: 

a. Shall provide an open or closed indication for all doors operated 

on the PACS and report directly to the SMS. 

b. Shall also provide alarm input to the Intrusion Detection System 

for all doors operated by the PACS and all other doors that 

require monitoring by the intrusion detection system. 

c. Switches for doors operated by the PACS shall be double pole 

double throw (DPDT). One side of the switch shall monitor door 

position and the other side if the switch shall report to the 

intrusion detection system. For doors with electromagnetic locks 

a magnetic bonding sensor (MBS) can be used in place of one side 

of a DPDT switch, in turn allowing for the use of a single pole 

double throw (SPDT) switch in it place of a DPDT switch. 

d. Switches for doors not operated by the PACS shall be SPDT and 

report directly to the IDS. 

e. Shall be surface or flush mounted and wide gap with the ability 

to operate at a maximum distance of up to 2” (5 cm). 

F. Request-to-Exit (RTE): 

1. Shall be utilized to de-energize the locking hardware on a door to 

allow for exiting a secure area. 

2. Shall be either an infrared sensor or a push button. 

3. Infrared sensors shall meet the following minimum technical 

characteristics: 

Alarm Output  2 Form "C" relay contacts 

Indicators  1 activation LED 
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Power Requirements  12 or 24 VAC, 12 or 24 VDC,              

26 mA @ 12 VDC 

Relay Latch  Time Adjustable to 60 seconds 

 

G. Wires and Cables 

1. Shall meet or exceed the manufactures recommendations for power and 

signal. 

2. Shall be carried in an enclosed conduit system, utilizing 

electromagnetic tubing (EMT) to include the equivalent in flexible 

metal, rigid galvanized steel (RGS) to include the equivalent of 

liquid tight, polyvinylchloride (PVC) schedule 40 or 80.  

3. All conduits will be sized and installed per the NEC. All security 

system signal and power cables that traverse or originate in a high 

security office space will contained in either EMT or RGS conduit.  

4. All conduit, pull boxes, and junction boxes shall be clearly marked 

every with colored permanent tape or paint that will allow it to be 

distinguished from all other conduit and infrastructure.  

5. Conduit fills shall not exceed 50 percent unless otherwise 

documented.  

6. A pull rope shall be pulled along with signal and power cables to 

assist in future work.  

7. At all locations where core drilling is conducted to allow for 

conduit to be installed, then fire stopping shall be applied to that 

area. 

8. High power and signal cables shall not share the same conduit and 

shall be kept separate up to the point of connection. High power for 

the security system shall be defined as any cable or sets of cables 

carrying 30 VDC/VAC or higher. 

9. Signal Cables: 

a. Shall meet or exceed all specifications and requirements called 

out by the manufactures. 

b. Shall be twisted pairs. 

c. All cables and conductors, except fiber optic cables, that act as 

a control, communication, or signal lines shall include surge 

protection. Surge protection shall be furnished at the equipment 

end and additional triple electrode gas surge protectors rated 
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for the application on each wire line circuit shall be installed 

within 3 feet, (1 meter) of the building cable entrance. The 

inputs and outputs shall be tested in both normal and common mode 

using the following wave forms: 

1) A 10 microsecond rise time by 1000 microsecond pulse width 

waveform with a peak voltage of 1500 volts and peak current of 

60 amperes. 

2) An 8 microsecond rise time by 20 microsecond pulse width wave 

form with a peak voltage of 1000 volts and peak current of 500 

amperes. 

10. Power Cables: 

a. Shall be rated for either 110 or 220 VAC, 50 or 60 Hz, and shall 

comply with VA Master Spec 26 05 21 Low Voltage Electrical Power 

Conductors and Cables (600 Volts and Below). 

b. Shall be sized according and comply with the NEC. High voltage 

power cables will be a minimum of three conductors, 14 AWG, 

stranded, and coated with a non-conductive polyvinylchloride 

(PVC) jacket. 

c. Low Voltage Power Cables: 

1) All cables shall be a minimum of 18 AWG, Stranded and have a 

polyvinylchloride outer jacket.  

2) Specific cable size shall determined using a basic voltage 

over distance calculation and shall comply with the NEC’s 

requirements for low voltage cables. 

d. All equipment connected to AC power shall be protected from 

surges. Equipment protection shall withstand surge test waveforms 

described in IEEE C62.41. Fuses shall not be used as a means of 

surge protection. 

PART 3 

3.1 INSTALLATION  

A. System installation shall be in accordance with UL 294, manufacturer 

and related documents and references, for each type of security 

subsystem designed, engineered and installed. 

B. Components shall be configured with appropriate “service points” to 

pinpoint system trouble in less than 30 minutes.  
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C. The Contractor shall install all system components including Government 

furnished equipment, and appurtenances in accordance with the 

manufacturer's instructions, documentation listed in Sections 1.4 and 

1.5 of this document, and shall furnish all necessary connectors, 

terminators, interconnections, services, and adjustments required for a 

operable system.  

D. The PACS will be designed, engineered, installed, and tested to ensure 

all components are fully compatible as a system and can be integrated 

with all associated security subsystems, whether the system is a stand 

alone or a network. 

E. The Contractor shall visit the site and verify that site conditions are 

in agreement with the design package. The Contractor shall report all 

changes to the site or conditions that will affect performance of the 

system. The Contractor shall not take any corrective action without 

written permission from the Government. 

F. The Contractor shall visit the site and verify that site conditions are 

in agreement/compliance with the design package. The Contractor shall 

report all changes to the site or conditions that will affect 

performance of the system to the Contracting Officer in the form of a 

report. The Contractor shall not take any corrective action without 

written permission received from the Contracting Officer. 

G. Existing Equipment: 

1. The Contractor shall connect to and utilize existing door equipment, 

control signal transmission lines, and devices as outlined in the 

design package. Door equipment and signal lines that are usable in 

their original configuration without modification may be reused with 

Contracting Officer approval. 

2. The Contractor shall perform a field survey, including testing and 

inspection of all existing door equipment and signal lines intended 

to be incorporated into the PACS, and furnish a report to the 

Contracting Officer as part of the site survey report. For those 

items considered nonfunctioning, provide (with the report) 

specification sheets, or written functional requirements to support 

the findings and the estimated cost to correct the deficiency. As 

part of the report, the Contractor shall include a schedule for 

connection to all existing equipment. 
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3. The Contractor shall make written requests and obtain approval prior 

to disconnecting any signal lines and equipment, and creating 

equipment downtime. Such work shall proceed only after receiving 

Contracting Officer approval of these requests. If any device fails 

after the Contractor has commenced work on that device, signal or 

control line, the Contractor shall diagnose the failure and perform 

any necessary corrections to the equipment. 

4. The Contractor shall be held responsible for repair costs due to 

Contractor negligence, abuse, or improper installation of equipment.  

5. The Contracting Officer shall be provided a full list of all 

equipment that is to be removed or replaced by the Contractor, to 

include description and serial/manufacturer numbers where possible. 

The Contractor shall dispose of all equipment that has been removed 

or replaced based upon approval of the Contracting Officer after 

reviewing the equipment removal list. In all areas where equipment 

is removed or replaced the Contractor shall repair those areas to 

match the current existing conditions. 

H. Enclosure Penetrations: All enclosure penetrations shall be from the 

bottom of the enclosure unless the system design requires penetrations 

from other directions. Penetrations of interior enclosures involving 

transitions of conduit from interior to exterior, and all penetrations 

on exterior enclosures shall be sealed with rubber silicone sealant to 

preclude the entry of water and will comply with VA Master 

Specification 07 84 00, Firestopping. The conduit riser shall terminate 

in a hot-dipped galvanized metal cable terminator. The terminator shall 

be filled with an approved sealant as recommended by the cable  

I. Card Readers:  

1. Connect all signal inputs and outputs as shown and specified.  

2. Terminate input signals as required. 

3. Program and address the reader as per the design package. 

4. Readers shall be surface or flushed mounted and all appropriate 

hardware shall be provided to ensure the unit is installed in an 

enclosed conduit system. 

J. Door Status Indicators: 

1. Install all signal input and output cables as well as all power 

cables. 
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2. RTE’s shall be surface mounted and angled in a manner that they 

cannot be compromised from the non-secure side of a windowed door, 

or allow for easy release of the locking device from a distance no 

greater than 6 feet from the base of the door. 

3. Door position sensors shall be surface or flush mounted and wide gap 

with the ability to operate at a maximum distance of up to 2” (5 

cm). 

K. Entry Control Devices: 

1. Install all signal input and power cables. 

2. Strikes, locks and bolts shall be mounted within the door frame by 

hardware supplier, wired by Div 28 contractor. 

L. System Start-Up: 

1. The Contractor shall not apply power to the PACS until the following 

items have been completed: 

a. PACS equipment items and have been set up in accordance with 

manufacturer's instructions. 

b. A visual inspection of the PACS has been conducted to ensure that 

defective equipment items have not been installed and that there 

are no loose connections. 

c. System wiring has been tested and verified as correctly connected 

as indicated. 

d. All system grounding and transient protection systems have been 

verified as installed and connected as indicated. 

e. Power supplies to be connected to the PACS have been verified as 

the correct voltage, phasing, and frequency as indicated. 

2. Satisfaction of the above requirements shall not relieve the 

Contractor of responsibility for incorrect installation, defective 

equipment items, or collateral damage as a result of Contractor work 

efforts. 

M. Supplemental Contractor Quality Control: 

1. The Contractor shall provide the services of technical 

representatives who are familiar with all components and 

installation procedures of the installed PACS; and are approved by 

the Contracting Officer.  
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2. The Contractor will be present on the job site during the 

preparatory and initial phases of quality control to provide 

technical assistance.  

3. The Contractor shall also be available on an as needed basis to 

provide assistance with follow-up phases of quality control.  

4. The Contractor shall participate in the testing and validation of 

the system and shall provide certification that the system installed 

is fully operational as all construction document requirements have 

been fulfilled. 

3.2 TESTING AND TRAINING 

 All testing and training shall be compliant with the VA General 

Requirements, Section 01 00 00, GENERAL REQUIREMENTS. 

-----END---- 
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SECTION 28 23 00  
VIDEO SURVEILLANCE 

PART 1 – GENERAL   

1.1 DESCRIPTION 

A. Provide and install Video Surveillance cameras as an extension of the 

existing system.  

B. This Section includes video surveillance system consisting of cameras, 

and data transmission wiring 

1.2 RELATED WORK 

A. Section 01 00 00 - GENERAL REQUIREMENTS. For General Requirements.   

B. Section 07 84 00 - FIRESTOPPING. Requirements for firestopping 

application and use.   

C. Section 26 05 11 - REQUIREMENTS FOR ELECTRICAL INSTALLATIONS. 

Requirements for connection of high voltage.   

D. Section 26 05 21 - LOW VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES 

(600 VOLTS AND BELOW). Requirements for power cables.   

E. Section 28 05 13 - CONDUCTORS AND CABLES FOR ELECTRONIC SAFETY AND 

SECURITY. Requirements for conductors and cables.   

F. Section 28 05 28.33 - CONDUITS AND BACKBOXES FOR ELECTRONIC SAFETY AND 

SECURITY. Requirements for infrastructure.   

G. Section 28 13 00 - PHYSICAL ACCESS CONTROL SYSTEM. Requirements for 

physical access control system integration.   

1.3 DEFINITIONS 

A. AGC:  Automatic gain control. 

B. B/W:  Black and white. 

C. CCD:  Charge-coupled device. 

D. CIF:  Common Intermediate Format CIF images are 352 pixels wide and 

88/240 (PAL/NTSC) pixels tall (352 x 288/240).  

E. 4CIF: resolution is 704 pixels wide and 576/480 (PAL/NTSC) pixels tall 

(704 x 576/480). 

F. H.264 (also known as MPEG4 Part 10): a encoding format that compresses 

video much more effectively than older (MPEG4) standards.  

G. IPS: Images per second. 

H. MPEG:  Moving picture experts group.  

I. MPEG4: a video encoding and compression standard that uses inter-frame 

encoding to significantly reduce the size of the video stream being 

transmitted. 
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J. NTSC:  National Television System Committee. 

K. UPS:  Uninterruptible power supply. 

L. PTZ: refers to a movable camera that has the ability to pan left and 

right, tilt up and down, and zoom or magnify a scene. 

1.4 QUALITY ASSURANCE 

A. The Contractor shall be responsible for providing, installing, and the 

operation of the VASS System as shown. The Contractor shall also 

provide certification as required.  

B. The security system shall be installed and tested to ensure all 

components are fully compatible as a system and can be integrated with 

all associated security subsystems, whether the security system is 

stand-alone or a part of a complete Information Technology (IT) 

computer network. 

C. The Contractor or security sub-contractor shall be a licensed security 

Contractor as required within the state or jurisdiction of where the 

installation work is being conducted.  

D. Manufacturers Qualifications: The manufacturer shall regularly and 

presently produce, as one of the manufacturer's principal products, the 

equipment and material specified for this project, and shall have 

manufactured the item for at least three years. 

E. Product Qualification: 

1. Manufacturer's product shall have been in satisfactory operation, on 

three installations of similar size and type as this project, for 

approximately three years. 

2. The Government reserves the right to require the Contractor to 

submit a list of installations where the products have been in 

operation before approval. 

F. Contractor Qualification: 

1. The Contractor or security sub-contractor shall be a licensed 

security Contractor with a minimum of five (5) years experience 

installing and servicing systems of similar scope and complexity.  

The Contractor shall be an authorized regional representative of the 

Video Assessment and Surveillance System’s (VASS) manufacturer.  The 

Contractor shall provide four (4) current references from clients 

with systems of similar scope and complexity which became 

operational in the past three (3) years.  At least three (3) of the 

references shall be utilizing the same system components, in a 
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similar configuration as the proposed system.  The references must 

include a current point of contact, company or agency name, address, 

telephone number, complete system description, date of completion, 

and approximate cost of the project.  The owner reserves the option 

to visit the reference sites, with the site owner’s permission and 

representative, to verify the quality of installation and the 

references’ level of satisfaction with the system.  The Contractor 

shall provide copies of system manufacturer certification for all 

technicians.  The Contractor shall only utilize factory-trained 

technicians to install, program, and service the VASS.  The 

Contractor shall only utilize factory-trained technicians to 

install, terminate and service cameras, control, and recording 

equipment.  The technicians shall have a minimum of five (5) 

continuous years of technical experience in electronic security 

systems.  The Contractor shall have a local service facility.  The 

facility shall be located within 60 miles of the project site.  The 

local facility shall include sufficient spare parts inventory to 

support the service requirements associated with this contract.  The 

facility shall also include appropriate diagnostic equipment to 

perform diagnostic procedures.  The COTR reserves the option of 

surveying the company’s facility to verify the service inventory and 

presence of a local service organization. 

2. The Contractor shall provide proof project superintendent with BICSI 

Certified Commercial Installer Level 1, Level 2, or Technician to 

provide oversight of the project. 

3. Cable installer must have on staff a Registered Communication 

Distribution Designer (RCDD) certified by Building Industry 

Consulting Service International.  The staff member shall provide 

consistent oversight of the project cabling throughout design, 

layout, installation, termination and testing. 

G. Service Qualifications: There shall be a permanent service organization 

maintained or trained by the manufacturer which will render 

satisfactory service to this installation within four hours of receipt 

of notification that service is needed. Submit name and address of 

service organizations. 
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1.5 SUBMITTALS 

A. Submit below items in conjunction with Master Specification Sections 01 

33 23, Shop Drawings, Product Data, and Samples, and Section 02 41 00, 

Demolition Drawings. 

B. Provide certificates of compliance with Section 1.4, Quality Assurance. 

C. Provide a pre-installation and as-built design package in both 

electronic format and on paper, minimum size 1220 x 1220 millimeters 

(48 x 48 inches); drawing submittals shall be per the established 

project schedule. 

D. Pre-installation design and as-built packages shall include, but not be 

limited to: 

1. Index Sheet that shall: 

a. Define each page of the design package to include facility name, 

building name, floor, and sheet number. 

b. Provide a list of all security abbreviations and symbols.  

c. Reference all general notes that are utilized within the design 

package. 

d. Specification and scope of work pages for all security systems 

that are applicable to the design package that will:  

1) Outline all general and job specific work required within the 

design package. 

2) Provide a device identification table outlining device 

Identification (ID) and use for all security systems equipment 

utilized in the design package. 

2. Floor plans, site plans, and enlarged plans shall: 

a. Include a title block as defined above.  

b. Define the drawings scale in both standard and metric 

measurements.  

c. Provide device identification and location.  

d. Address all signal and power conduit runs and sizes that are 

associated with the design of the electronic security system and 

other security elements (e.g., barriers, etc.).  

e. Identify all pull box and conduit locations, sizes, and fill 

capacities. 

f. Address all general and drawing specific notes for a particular 

drawing sheet. 

3. A riser drawing for each applicable security subsystem shall:  
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a. Indicate the sequence of operation.  

b. Relationship of integrated components on one diagram.  

c. Include the number, size, identification, and maximum lengths of 

interconnecting wires.  

d. Wire/cable types shall be defined by a wire and cable schedule. 

The schedule shall utilize a lettering system that will 

correspond to the wire/cable it represents (example: A = 18 AWG/1 

Pair Twisted, Unshielded). This schedule shall also provide the 

manufacturer’s name and part number for the wire/cable being 

installed. 

4. A system drawing for each applicable security system shall:  

a. Identify how all equipment within the system, from main panel to 

device, shall be laid out and connected.  

b. Provide full detail of all system components wiring from point-

to-point.   

c. Identify wire types utilized for connection, interconnection with 

associate security subsystems.   

d. Show device locations that correspond to the floor plans.  

e. All general and drawing specific notes shall be included with the 

system drawings.  

5. A schedule for all of the applicable security subsystems shall be 

included. All schedules shall provide the following information: 

a. Device ID. 

b. Device Location (e.g. site, building, floor, room number, 

location, and description). 

c. Mounting type (e.g. flush, wall, surface, etc.). 

d. Power supply or circuit breaker and power panel number. 

e. In addition, for the VASS  Systems, provide the camera ID, camera 

type (e.g. fixed or pan/tilt/zoom (P/T/Z), lens type (e.g. for 

fixed cameras only) and housing model number. 

6. Detail and elevation drawings for all devices that define how they 

were installed and mounted. 

E. Provide manufacturer security system product cut-sheets. Submit for 

approval at least 30 days prior to commencement of formal testing, a 

Security System Operational Test Plan. Include procedures for 

operational testing of each component and security subsystem, to 

include performance of an integrated system test. 
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F. Submit manufacture’s certification of Underwriters Laboratories, Inc. 

(UL) listing as specified. Provide all maintenance and operating 

manuals per the VA General Requirements, Section 01 00 00, GENERAL 

REQUIREMENTS.  

G. Submit completed System Readiness Checklists provided by the 

Commissioning Agent and completed by the contractor, signed by a 

qualified technician and dated on the date of completion, in accordance 

with the requirements of Section 28 08 00 COMMISSIONING OF ELECTRONIC 

SAFETY AND SECURITY SYSTEMS. 

1.6 APPLICABLE PUBLICATIONS 

A. The publications listed below (including amendments, addenda, 

revisions, supplement, and errata) form a part of this specification to 

the extent referenced. The publications are referenced in the text by 

the basic designation only. 

B. American National Standards Institute (ANSI)/Electronic Industries 

Alliance (EIA): 

330-09..................Electrical Performance Standards for CCTV 

Cameras 

375A-76.................Electrical Performance Standards for CCTV 

Monitors 

C. Institute of Electrical and Electronics Engineers (IEEE): 

C62.41-02...............IEEE Recommended Practice on Surge Voltages in 

Low-Voltage AC Power Circuits 

802.3af-08..............Power over Ethernet Standard 

D. Federal Communications Commission (FCC): 

   (47 CFR 15) Part 15 Limitations on the Use of Wireless 

Equipment/Systems 

E. National Electrical Contractors Association (NECA): 

303-2005................Installing Closed Circuit Television (CCTV) 

Systems 

F. National Fire Protection Association (NFPA): 

70-08...................Article 780-National Electrical Code  

G. Federal Information Processing Standard (FIPS): 

140-2-02................Security Requirements for Cryptographic Modules 

H. Underwriters Laboratories, Inc. (UL): 

983-06..................Standard for Surveillance Camera Units 
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3044-01.................Standard for Surveillance Closed Circuit 

Television Equipment 

1.7 COORDINATION 

A. Coordinate arrangement, mounting, and support of video surveillance 

equipment: 

1. To allow maximum possible headroom unless specific mounting heights 

that reduce headroom are indicated. 

2. To provide for ease of disconnecting the equipment with minimum 

interference to other installations. 

3. To allow right of way for piping and conduit installed at required 

slope. 

4. So connecting raceways, cables, wireways, cable trays, and busways 

will be clear of obstructions and of the working and access space of 

other equipment. 

B. Coordinate installation of required supporting devices and set sleeves 

in cast-in-place concrete, masonry walls, and other structural 

components as they are constructed. 

C. Coordinate location of access panels and doors for video surveillance 

items that are behind finished surfaces or otherwise concealed. 

1.8 WARRANTY OF CONSTRUCTION 

A. Warrant VASS System work subject to the Article “Warranty of 

Construction” of FAR clause 52.246-21. 

B. Demonstration and training shall be performed prior to system 

acceptance.   

PART 2 – PRODUCTS 

2.1 GENERAL 

A. Video signal format shall comply with the NTSC standard composite 

video, interlaced.  Composite video signal termination shall be 75 

ohms. 

B. All equipment shall be compatible with existing video surveillance 

system. 

2.2 VIDEO CAMERAS  

A. The cameras shall be network IP with high-resolution color video 

cameras and wide dynamic range capturing capability.  

B. The camera shall meet or exceed the following specifications: 

1. Match Existing Surveillance Cameras furnished by Tyco Simplex.  

Basis of Design is Axis Communications P3301 fixed indoor mini-dome. 
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Alternate products are acceptable with Engineer approval prior to 

bidding. 

2.3 WIRES AND CABLES 

A. Shall meet or exceed the manufactures recommendation for power and 

signal. 

B. Will be carried in an enclosed conduit system, utilizing 

electromagnetic tubing (EMT) to include the equivalent in flexible 

metal, rigid galvanized steel (RGS) to include the equivalent of liquid 

tight, polyvinylchloride (PVC) schedule 40 or 80.  

C. All conduits will be sized and installed per the NEC. All security 

system signal and power cables that traverse or originate in a high 

security office space will contained in either EMT or RGS conduit.  

D. All conduit, pull boxes, and junction boxes shall be clearly marked 

with colored permanent tape or paint that will allow it to be 

distinguished from all other conduit and infrastructure.  

E. Conduit fills shall not exceed 50 percent unless otherwise documented.  

F. A pull string shall be pulled along and provided with signal and power 

cables to assist in future installations.  

G. At all locations where there is a wall penetration or core drilling is 

conducted to allow for conduit to be installed, fire stopping materials 

shall be applied to that area 

H. High voltage and signal cables shall not share the same conduit and 

shall be kept separate up to the point of connection. High voltage for 

the security system shall be defined as any cable or sets of cables 

carrying 30 VDC/VAC or higher. 

I. For all equipment that is carrying digital data between the Physical 

Access Control System and Database Management or at a remote monitoring 

station, shall not be less that 20 AWG and stranded copper wire for 

each conductor. The cable or each individual conductor within the cable 

shall have a shield that provides 100% coverage. Cables with a single 

overall shield shall have a tinned copper shield drain wire. 

J. All cables and conductors, except fiber optic cables, that act as a 

control, communication, or signal lines shall include surge protection. 

Surge protection shall be furnished at the equipment end and additional 

triple electrode gas surge protectors rated for the application on each 

wire line circuit shall be installed within 1 m. (3 ft.) of the 
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building cable entrance. The inputs and outputs shall be tested in both 

normal and common mode using the following wave forms: 

1. A 10 microsecond rise time by 1000 microsecond pulse width waveform 

with a peak voltage of 1500 watts and peak current of 60 amperes. 

2. An 8 microsecond rise time by 20 microsecond pulse width wave form 

with a peak voltage of 1000 volts and peak current of 500 amperes. 

K. Signal Cables: 

a. Signal wiring for PoE cameras depends on the distance the camera 

is being installed from either a hub or the server. 

b. If the camera is up to 300 ft from a hub or the server, then use 

a shielded UTP category 6 cable a with standard RJ-45 connector 

at each end. The cable with comply with the Power over Ethernet, 

IEEE802.3af, Standard. 

c. If the camera is over 300 ft from a hub or server then utilize a 

multimode fiber optic cable with a minimum size of 62 microns. 

PART 3 - EXECUTION 

3.1. GENERAL 

A. Installation:  The Contractor shall install all system components 

including Owner furnished equipment, and appurtenances in accordance 

with the manufacturer’s instructions, ANSI C2 and as shown, and shall 

furnish all necessary connectors, terminators, interconnections, 

services, and adjustments required for a complete and operable data 

transmission system.  

B. Identification and Labeling:  The Contractor shall supply permanent 

identification labels for each cable at each end that will appear on 

the as-built drawings.  The labeling format shall be identified and a 

complete record shall be provided to the Owner with the final 

documentation.  Each cable shall be identified by type or signal being 

carried and termination points.  The labels shall be printed on letter 

size label sheets that are self laminated vinyl that can be printed 

from a computer data base or spread sheet.  The labels shall be E-Z 

code WES12112 or equivalent.  

1. The Contractor shall provide all personnel, equipment, 

instrumentation, and supplies necessary to perform all testing. 

C. Contractor’s Field Test:  The Contractor shall verify the complete 

operation of the data transmission system during the Contractor’s Field 

Testing.  Field test shall include a bit error rate test.  The 
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Contractor shall perform the test by sending a minimum of 1,000,000 

bits of data on each DTM circuit and measuring the bit error rate.  The 

bit error rate shall not be greater than one (1) bit out of each 

100,000 bits sent for each dial-up DTM circuit, and one (1) bit out of 

1,000,000 bits sent for each leased or private DTM circuit.  The 

Contractor shall submit a report containing results of the field test. 

D. Acceptance Test and Endurance Test:  The wire line data transmission 

system shall be tested as a part of the completed IDS and EECS during 

the Acceptance test and Endurance Test as specified. 

E. Identification and Labeling:  The Contractor shall supply 

identification tags or labels for each cable.  Cable shall be labeled 

at both end points and at intermediate hand holes, manholes, and 

junction boxes.  The labeling format shall be identified and a complete 

record shall be provided to the Owner with the final documentation.  

Each cable shall be identified with type of signal being carried and 

termination points. 

3.2 INSTALLATION 

A. System installation shall be in accordance with NECA 303, manufacturer 

and related documents and references, for each type of security 

subsystem designed, engineered and installed.   

B. Components shall be configured with appropriate “service points” to 

pinpoint system trouble in less than 30 minutes.  

C. The Contractor shall install all system components including Government 

furnished equipment, and appurtenances in accordance with the 

manufacturer's instructions, documentation listed in Sections 1.5 of 

this document, and shall furnish all necessary connectors, terminators, 

interconnections, services, and adjustments required for a complete and 

operable system.  

D. The VASS  System will be designed, engineered, installed, and tested to 

ensure all components are fully compatible as a system and can be 

integrated with all associated security subsystems, whether the system 

is a stand alone or a complete network. 

E. Integration with these security subsystems shall be achieved by 

computer programming or the direct hardwiring of the systems. 

F. For programming purposes refer to the manufacturers requirements for 

correct system operations. Ensure computers being utilized for system 
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integration meet or exceed the minimum system requirements outlined on 

the systems software packages. 

G. A complete VASS System shall be comprised of, but not limited to, the 

following components: 

1. Cameras 

2. Lenses 

3. Camera Housings and Mounts 

4. Wiring and Cables 

H. The Contractor shall visit the site and verify that site conditions are 

in agreement/compliance with the design package. The Contractor shall 

report all changes to the site or conditions that will affect 

performance of the system to the Contracting Officer in the form of a 

report. The Contractor shall not take any corrective action without 

written permission received from the Contracting Officer. 

I. Existing Equipment 

1. The Contractor shall connect to and utilize existing video 

equipment, video and control signal transmission lines, and devices 

as outlined in the design package. Video equipment and signal lines 

that are usable in their original configuration without modification 

may be reused with Contracting Officer approval.  

2. The Contractor shall perform a field survey, including testing and 

inspection of all existing video equipment and signal lines intended 

to be incorporated into the VASS System, and furnish a report to the 

Contracting Officer as part of the site survey report. For those 

items considered nonfunctioning, provide (with the report) 

specification sheets, or written functional requirements to support 

the findings and the estimated cost to correct the deficiency. As 

part of the report, the Contractor shall include a schedule for 

connection to all existing equipment.  

3. The Contractor shall make written requests and obtain approval prior 

to disconnecting any signal lines and equipment, and creating 

equipment downtime. Such work shall proceed only after receiving 

Contracting Officer approval of these requests. If any device fails 

after the Contractor has commenced work on that device, signal or 

control line, the Contractor shall diagnose the failure and perform 

any necessary corrections to the equipment.  

J. Cameras:  
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1. Install the cameras with the focal length lens as indicated for each 

zone.  

2. Connect signal lines to the camera.  

3. Aim camera to give field of view as needed to cover the alarm zone.  

4. Focus the lens to give a sharp picture (to include checking for day 

and night focus and image quality) over the entire field of view 

5. Synchronize all cameras so the picture does not roll on the monitor 

when cameras are selected.  

-----END---- 
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SECTION 28 31 00 
FIRE DETECTION AND ALARM  

PART 1 - GENERAL 

1.1 DESCRIPTION 

A. This section of the specifications includes the furnishing, 

installation, and connection of new fire alarm equipment to an existing 

system, forming a complete coordinated system ready for operation. It 

shall include, but not be limited to, alarm initiating devices, alarm 

notification appliances, control units, fire safety control devices, 

power supplies, and wiring as shown on the drawings and specified. The 

fire alarm system shall not be combined with other systems such as 

building automation, energy management, security, etc. 

B. Fire alarm systems shall comply with requirements of the most recent VA 

FIRE PROTECTION DESIGN MANUAL and NFPA 72 unless variations to NFPA 72 

are specifically identified within these contract documents by the 

following notation: "variation". The design, system layout, document 

submittal preparation, and supervision of installation and testing 

shall be provided by a technician that is certified NICET level III or 

a registered fire protection engineer. The NICET certified technician 

shall be on site for the supervision and testing of the system. Factory 

engineers from the equipment manufacturer, thoroughly familiar and 

knowledgeable with all equipment utilized, shall provide additional 

technical support at the site as required by the VA Project Manager or 

his authorized representative. Installers shall have a minimum of 2 

years experience installing fire alarm systems. 

C. Fire alarm signals: 

1. Building Parking Connector shall have an automatic digitized voice 

fire alarm signal with emergency manual voice override to notify 

occupants to evacuate. The digitized voice message shall be an 

extension the existing fire alarm notification system. 

D. Alarm signals (by device), supervisory signals (by device) and system 

trouble signals (by device not reporting) shall be distinctly 

transmitted to the existing main fire alarm system control unit. 

1.2 SCOPE 

A. A fully addressable fire alarm system as an extension of an existing 

fire alarm system shall be designed and installed in accordance with 
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the specifications and drawings. Device location and wiring runs shown 

on the drawings are for reference only unless specifically dimensioned. 

Actual locations shall be in accordance with NFPA 72 and this 

specification. 

B. Basic Performance: 

1. Alarm and trouble signals from each building fire alarm control 

panel shall be digitally encoded by UL listed electronic devices 

onto a multiplexed communication system. 

2. Response time between alarm initiation (contact closure) and 

recording at the main fire alarm control unit (appearance on 

alphanumeric read out) shall not exceed 5 seconds. 

3. The signaling line circuits (SLC) between building fire alarm 

control units shall be wired Style 7 in accordance with NFPA 72. 

Isolation shall be provided so that no more than one building can be 

lost due to a short circuit fault. 

4. Initiating device circuits (IDC) shall be wired Style C in 

accordance with NFPA 72. 

5. Signaling line circuits (SLC) within buildings shall be wired Style 

4 in accordance with NFPA 72. Individual signaling line circuits 

shall be limited to covering 22,500 square feet (2,090 square 

meters) of floor space or 3 floors whichever is less. 

6. Notification appliance circuits (NAC) shall be wired Style Y in 

accordance with NFPA 72. 

1.3 RELATED WORK 

A. Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES. 

 Requirements for procedures for submittals.  

B. Section 07 84 00 - FIRESTOPPING. Requirements for fire proofing wall 

penetrations.  

C. Section 28 05 28.33 - CONDUITS AND BOXES FOR ELECTRONIC SECURITY AND 

SAFETY. Requirements for infrastructure.   

1.4 SUBMITTALS 

A. General: Submit 5 copies in accordance with Section 01 33 23, SHOP 

DRAWINGS, PRODUCT DATA, AND SAMPLES, and Section 26 05 11, REQUIREMENTS 

FOR ELECTRICAL INSTALLATIONS. 
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B. Drawings: 

1. Prepare drawings and include all contractors information. Layering 

shall be by VA criteria as provided by the Contracting Officer’s 

Technical Representative (COTR).  Bid drawing files will be provided 

to the Contractor at the pre-construction meeting. The contractor 

shall be responsible for verifying all critical dimensions shown on 

the drawings provided by VA. 

2. Floor plans: Provide locations of all devices (with device number at 

each addressable device corresponding to control unit programming), 

appliances, panels, equipment, junction/terminal cabinets/boxes, 

risers, electrical power connections, individual circuits and 

raceway routing, system zoning; number, size, and type of raceways 

and conductors in each raceway; conduit fill calculations with cross 

section area percent fill for each type and size of conductor and 

raceway. Only those devices connected and incorporated into the 

final system shall be on these floor plans. Do not show any removed 

devices on the floor plans. Show all interfaces for all fire safety 

functions. 

3. Riser diagrams: Provide, for the entire system, the number, size and 

type of riser raceways and conductors in each riser raceway and 

number of each type device per floor and zone. Show door holder 

interface, elevator control interface, HVAC shutdown interface, fire 

extinguishing system interface, and all other fire safety 

interfaces. Show wiring Styles on the riser diagram for all 

circuits. Provide diagrams both on a per building and campus wide 

basis. 

4. Detailed wiring diagrams: Provide for control panels, modules, power 

supplies, electrical power connections, auxiliary relays and 

annunciators showing termination identifications, size and type 

conductors, circuit boards, LED lamps, indicators, adjustable 

controls, switches, ribbon connectors, wiring harnesses, terminal 

strips and connectors, spare zones/circuits. Diagrams shall be drawn 

to a scale sufficient to show spatial relationships between 

components, enclosures and equipment configuration. 

5. Two weeks prior to final inspection, the Contractor shall deliver to 

the COTR 3 sets of as-built drawings and one set of the as-built 
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drawing computer files using AutoCAD 2007 or later. As-built 

drawings (floor plans) shall show all new and/or existing conduit 

used for the fire alarm system. 

C. Manuals: 

1. Submit simultaneously with the shop drawings, companion copies of 

complete maintenance and operating manuals including technical data 

sheets for all items used in the system, power requirements, device 

wiring diagrams, dimensions, and information for ordering 

replacement parts. 

a. Wiring diagrams shall have their terminals identified to 

facilitate installation, operation, expansion and maintenance. 

b. Wiring diagrams shall indicate internal wiring for each item of 

equipment and the interconnections between the items of 

equipment. 

c. Provide standby battery calculations under normal operating and 

alarm modes.  

d. Provide a replacement parts list with current prices. Include a 

list of recommended spare parts, tools, and instruments for 

testing and maintenance purposes. 

e. Furnish manuals in 3 ring loose-leaf binder or manufacturer's 

standard binder. 

f. A print out for all devices proposed on each signaling line 

circuit with spare capacity indicated. 

2. Two weeks prior to final inspection, deliver 4 copies of the final 

updated maintenance and operating manual to the COTR. 

a. The manual shall be updated to include any information 

necessitated by the maintenance and operating manual approval. 

b. Complete "As installed" wiring and schematic diagrams shall be 

included that shows all items of equipment and their 

interconnecting wiring. Show all final terminal identifications. 

c. Complete listing of all programming information, including all 

control events per device including an updated input/output 

matrix. 

d. Certificate of Installation as required by NFPA 72 for each 

building. The certificate shall identify any variations from the 

National Fire Alarm Code. 
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e. Certificate from equipment manufacturer assuring compliance with 

all manufacturers installation requirements and satisfactory 

system operation. 

D. Certifications: 

1. Together with the shop drawing submittal, submit the technician's 

NICET level III fire alarm certification as well as certification 

from the control unit manufacturer that the proposed performer of 

contract maintenance is an authorized representative of the major 

equipment manufacturer. Include in the certification the names and 

addresses of the proposed supervisor of installation and the 

proposed performer of contract maintenance. Also include the name 

and title of the manufacturer’s representative who makes the 

certification. 

2. Together with the shop drawing submittal, submit a certification 

from either the control unit manufacturer or the manufacturer of 

each component (e.g., smoke detector) that the components being 

furnished are compatible with the control unit. 

3. Together with the shop drawing submittal, submit a certification 

from the major equipment manufacturer that the wiring and connection 

diagrams meet this specification, UL and NFPA 72 requirements. 

1.5 WARRANTY 

 All work performed and all material and equipment furnished under this 

contract shall be free from defects and shall remain so for a period of 

one year from the date of acceptance of the entire installation by the 

Contracting Officer. 

1.6 GUARANTY PERIOD SERVICES 

A. Complete inspection, testing, maintenance and repair service for the 

fire alarm system shall be provided by a factory trained authorized 

representative of the manufacturer of the major equipment for a period 

of 5 years from the date of acceptance of the entire installation by 

the Contracting Officer. 

B. Contractor shall provide all necessary test equipment, parts and labor 

to perform required inspection, testing, maintenance and repair. 

C. All inspection, testing, maintenance and permanent records required by 

NFPA 72, and recommended by the equipment manufacturer shall be 

provided by the contractor. Work shall include operation of sprinkler 
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system alarm and supervisory devices. It shall include all interfaced 

equipment including but not limited to elevators, HVAC shutdown, and 

extinguishing systems. 

1.7 APPLICABLE PUBLICATIONS 

A. The publications listed below (including amendments, addenda, 

revisions, supplements and errata) form a part of this specification to 

the extent referenced. The publications are referenced in text by the 

basic designation only and the latest editions of these publications 

shall be applicable. 

B. National Fire Protection Association (NFPA): 

NFPA 13 ................Standard for the Installation of Sprinkler 

Systems, 2010 edition 

NFPA 14 ................ Standard for the Installation of Standpipes and 

Hose Systems, 2010 edition 

NFPA 20 ................ Standard for the Installation of Stationary 

Pumps for Fire Protection, 2010 edition 

NFPA 70.................National Electrical Code (NEC), 2010 edition 

NFPA 72.................National Fire Alarm Code, 2010 edition 

NFPA 90A................Standard for the Installation of Air 

Conditioning and Ventilating Systems, 2009 

edition 

NFPA 101................Life Safety Code, 2009 edition 

C. Underwriters Laboratories, Inc. (UL): Fire Protection Equipment 

Directory  

D. Factory Mutual Research Corp (FM): Approval Guide, 2007-2011 

E. American National Standards Institute (ANSI): 

S3.41...................Audible Emergency Evacuation Signal, 1990 

edition, reaffirmed 2008 

F. International Code Council, International Building Code (IBC), 2009 

edition  

PART 2 A- PRODUCTS  

2.1 EQUIPMENT AND MATERIALS, GENERAL 

 All equipment and components shall be new and the manufacturer's 

current model. All new equipment shall match existing installation to 

ensure compatibility with existing system. All equipment shall be 

tested and listed by Underwriters Laboratories, Inc. or Factory Mutual 
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Research Corporation for use as part of a fire alarm system. The 

authorized representative of the manufacturer of the major equipment 

shall certify that the installation complies with all manufacturers’ 

requirements and that satisfactory total system operation has been 

achieved. 

2.2 CONDUIT, BOXES, AND WIRE 

A. Conduit shall be in accordance with Section 28 05 28.33 CONDUIT AND 

BACKBOXES FOR ELECTRONIC SAFETY AND SECURITY and as follows: 

1. All new conduits shall be installed in accordance with NFPA 70. 

2. Conduit fill shall not exceed 40 percent of interior cross sectional 

area. 

3. All new conduits shall be 3/4 inch (19 mm) minimum. 

B. Wire: 

1. Wiring shall be in accordance with NEC article 760, Section 28 05 

13, CONDUCTORS AND CABLES FOR ELECTRONIC SAFETY AND SECURITY, and as 

recommended by the manufacturer of the fire alarm system. All wires 

shall be color coded. Number and size of conductors shall be as 

recommended by the fire alarm system manufacturer, but not less than 

18 AWG for initiating device circuits and 14 AWG for notification 

device circuits. 

2. Addressable circuits and wiring used for the multiplex communication 

loop shall be twisted and shielded unless specifically excepted by 

the fire alarm equipment manufacturer in writing. 

C. Terminal Boxes, Junction Boxes, and Cabinets: 

1. Shall be galvanized steel in accordance with UL requirements. 

2. All boxes shall be sized and installed in accordance with NFPA 70. 

3. covers shall be repainted red in accordance with Section 09 91 00, 

PAINTING and shall be identified with white markings as "FA" for 

junction boxes and as "FIRE ALARM SYSTEM" for cabinets and terminal 

boxes. Lettering shall be a minimum of 3/4 inch (19 mm) high. 

4. Terminal boxes and cabinets shall have a volume 50 percent greater 

than required by the NFPA 70. Minimum sized wire shall be considered 

as 14 AWG for calculation purposes. 

5. Terminal boxes and cabinets shall have identified pressure type 

terminal strips and shall be located at the base of each riser. 
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Terminal strips shall be labeled as specified or as approved by the 

COTR. 

2.3 ALARM NOTIFICATION APPLIANCES 

A. Speakers: 

1. Shall operate on either 25 VRMS or 70.7 VRMS with field selectable 

output taps from 0.5 to 2.0W and originally installed at the 1/2 

watt tap. Speakers shall provide a minimum sound output of 80 dBA at 

10 feet (3,000 mm) with the 1/2 watt tap. 

2. Frequency response shall be a minimum of 400 HZ to 4,000 HZ. 

3. Four inches (100 mm) or 8 inches (200 mm) cone type speakers ceiling 

mounted with white colored baffles in areas with suspended ceilings 

and wall mounted in areas without ceilings. 

4. Match existing devices serving existing connection corridor. 

B. Strobes: 

1. Xenon flash tube type minimum 15 candela in toilet rooms and 75 

candela in all other areas with a flash rate of 1 HZ. Strobes shall 

be synchronized where required by the National Fire Alarm Code (NFPA 

72). 

2. Backplate shall be red with 1/2 inch (13 mm) permanent red letters. 

Lettering to read "Fire", be oriented on the wall or ceiling 

properly, and be visible from all viewing directions. 

3. Each strobe circuit shall have a minimum of 20 percent spare 

capacity. 

4. Strobes may be combined with the audible notification appliances 

specified herein. 

5. Match existing devices serving existing connection corridor. 

2.4 ALARM INITIATING DEVICES 

A. Smoke Detectors: 

1. Smoke detectors shall be photoelectric type and UL listed for use 

with the fire alarm control unit being furnished. 

2. Smoke detectors shall be addressable type complying with applicable 

UL Standards for system type detectors. Smoke detectors shall be 

installed in accordance with the manufacturer's recommendations and 

NFPA 72. 

3. Detectors shall have an indication lamp to denote an alarm 

condition.  Provide remote indicator lamps and identification plates 
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where detectors are concealed from view. Locate the remote indicator 

lamps and identification plates flush mounted on walls so they can 

be observed from a normal standing position. 

4. Photoelectric detectors shall be factory calibrated and readily 

field adjustable. The sensitivity of any photoelectric detector 

shall be factory set at 3.0 plus or minus 0.25 percent obscuration 

per foot. 

5. Detectors shall provide a visual trouble indication if they drift 

out of sensitivity range or fail internal diagnostics. Detectors 

shall also provide visual indication of sensitivity level upon 

testing. Detectors, along with the fire alarm control units shall be 

UL listed for testing the sensitivity of the detectors. 

6. Match existing devices serving existing connection corridor. 

PART 3 - EXECUTION 

3.1 INSTALLATION: 

A. Installation shall be in accordance with NFPA 70, 72, 90A, and 101 as 

shown on the drawings, and as recommended by the major equipment 

manufacturer. Fire alarm wiring shall be installed in conduit. All 

conduit and wire shall be installed in accordance with, Section 28 05 

13 CONDUCTORS AND CABLES FOR ELECTRONIC SAFETY AND SECURITY, Section 28 

05 26 GROUNDING AND BONDING FOR ELECTRONIC SAFETY AND SECURITY, Section 

28 05 28.33 CONDUIT AND BACKBOXES FOR ELECTRONIC SAFETY AND SECURITY, 

and all penetrations of smoke and fire barriers shall be protected as 

required by Section 07 84 00, FIRESTOPPING. 

B. All conduits, junction boxes, conduit supports and hangers shall be 

concealed in finished areas and may be exposed in unfinished areas. 

C. All new and reused exposed conduits shall be painted in accordance with 

Section 09 91 00, PAINTING to match surrounding finished areas and red 

in unfinished areas.  

D. All fire detection and alarm system devices, control units and remote 

annunciators shall be flush mounted when located in finished areas and 

may be surface mounted when located in unfinished areas. Exact 

locations are to be approved by the COTR. 

E. Notification appliances shall be ceiling mounted in connector corridor. 
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3.2 TESTS 

A. Provide the service of a NICET level III, competent, factory-trained 

engineer or technician authorized by the manufacturer of the fire alarm 

equipment to technically supervise and participate during all of the 

adjustments and tests for the system. Make all adjustments and tests in 

the presence of the COTR. 

B. When the systems have been completed and prior to the scheduling of the 

final inspection, furnish testing equipment and perform the following 

tests in the presence of the COTR. When any defects are detected, make 

repairs or install replacement components, and repeat the tests until 

such time that the complete fire alarm systems meets all contract 

requirements. After the system has passed the initial test and been 

approved by the COTR, the contractor may request a final inspection. 

1. Before energizing the cables and wires, check for correct 

connections and test for short circuits, ground faults, continuity, 

and insulation. 

2. Test the insulation on all installed cable and wiring by standard 

methods as recommended by the equipment manufacturer.  

3. Run water through all flow switches. Check time delay on water flow 

switches. Submit a report listing all water flow switch operations 

and their retard time in seconds. 

4. Open each alarm initiating and notification circuit to see if 

trouble signal actuates. 

5. Ground each alarm initiation and notification circuit and verify 

response of trouble signals. 

3.3 FINAL INSPECTION AND ACCEPTANCE 

A. Prior to final acceptance a minimum 30 day "burn-in" period shall be 

provided. The purpose shall be to allow equipment to stabilize and 

potential installation and software problems and equipment malfunctions 

to be identified and corrected. During this diagnostic period, all 

system operations and malfunctions shall be recorded. Final acceptance 

will be made upon successful completion of the "burn-in" period and 

where the last 14 days is without a system or equipment malfunction. 

B. At the final inspection a factory trained representative of the 

manufacturer of the major equipment shall repeat the tests in Article 

3.3 TESTS and those required by NFPA 72. In addition the representative 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL      DEPT. OF VETERANS AFFAIRS 
MADISON, WI   
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 10-11 
 

FIRE DETECTION AND ALARM  28 31 00 - 11 

shall demonstrate that the systems function properly in every respect. 

The demonstration shall be made in the presence of a VA representative. 

3.4 INSTRUCTION 

A. The manufacturer's authorized representative shall provide instruction 

and training to the VA as follows: 

1. Six 1-hour sessions to engineering staff, security police and 

central attendant personnel for simple operation of the system. Two 

sessions at the start of installation, 2 sessions at the completion 

of installation and 2 sessions 3 months after the completion of 

installation. 

2. Four 2-hour sessions to engineering staff for detailed operation of 

the system. Two sessions at the completion of installation and 2 

sessions 3 months after the completion of installation. 

3. Three 8-hour sessions to electrical technicians for maintaining, 

programming, modifying, and repairing the system at the completion 

of installation and one 8-hour refresher session 3 months after the 

completion of installation. 

B. The Contractor and/or the Systems Manufacturer's representative shall 

provide a typewritten "Sequence of Operation" including a trouble 

shooting guide of the entire system for submittal to the VA. The 

sequence of operation will be shown for each input in the system in a 

matrix format and provided in a loose leaf binder. When reading the 

sequence of operation, the reader will be able to quickly and easily 

determine what output will occur upon activation of any input in the 

system. The INPUT/OUTPUT matrix format shall be as shown in Appendix A 

to NFPA 72. 

C. Furnish the services of a competent instructor for instructing 

personnel in the programming requirements necessary for system 

expansion. Such programming shall include addition or deletion of 

devices, zones, indicating circuits and printer/display text. 

- - E N D - -  



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL       DEPT. OF VETERANS AFFAIRS 
MADISON, WI 
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103   10-06M 
 

EARTH MOVING        31 20 00 - 1 

 

SECTION 31 20 00 
EARTH MOVING 

 
PART 1 - GENERAL 

1.1 DESCRIPTION OF WORK: 

A. This section specifies the requirements for furn ishing all equipment, 

materials, labor, tools, and techniques for earthwo rk including, but not 

limited to, the following: 

1. Site preparation. 

2. Excavation. 

3. Underpinning. 

4. Filling and backfilling. 

5. Grading. 

6. Soil Disposal. 

7. Clean Up. 

1.2 DEFINITIONS: 

A. Unsuitable Materials: 

1. Fills: Topsoil; frozen materials; construction m aterials and 

materials subject to decomposition; clods of clay a nd stones larger 

than 75 mm (3 inches); organic material, including silts, which are 

unstable; and inorganic materials, including silts,  too wet to be 

stable and any material with a liquid limit and pla sticity index 

exceeding 40 and 15 respectively.  Unsatisfactory s oils also include 

satisfactory soils not maintained within 2 percent of optimum 

moisture content at time of compaction, as defined by ASTM D 698  

2. Existing Subgrade (Except Footing Subgrade): Sam e materials as 

1.2.A.1, that are not capable of direct support of slabs, pavement, 

and similar items with possible exception of improv ement by 

compaction, proofrolling, or similar methods. 

3. Existing Subgrade (Footings Only): Same as parag raph 1, but no fill 

or backfill. If materials differ from reference bor ings and design 

requirements, excavate to acceptable strata subject  to VA Project 

Manager's approval. 

B. Building Earthwork: Earthwork operations require d in area enclosed by a 

line located 1500 mm (5 feet) outside of principal building perimeter. 

It also includes earthwork required for auxiliary s tructures and 

buildings. 

C. Trench Earthwork: Trenchwork required for utilit y lines. 
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D. Site Earthwork: Earthwork operations required in  area outside of a line 

located 1500 mm (5 feet) outside of principal build ing perimeter and 

within new construction area with exceptions noted above. 

E. Degree of compaction: Degree of compaction is ex pressed as a percentage 

of maximum density obtained by laboratory test proc edure. This 

percentage of maximum density is obtained through u se of data provided 

from results of field test procedures presented in ASTM D1556, ASTM 

D2167, and ASTM D2922. 

F. Fill: Satisfactory soil materials used to raise existing grades. In the 

Construction Documents, the term “fill” means fill or backfill as 

appropriate. 

G. Backfill: Soil materials or controlled low stren gth material used to 

fill an excavation. 

H. Unauthorized excavation: Removal of materials be yond indicated sub-grade 

elevations or indicated lines and dimensions withou t written 

authorization by the VA Project Manager. No payment  will be made for 

unauthorized excavation or remedial work required t o correct 

unauthorized excavation. 

I. Authorized additional excavation: Removal of add itional material 

authorized by the VA Project Manager based on the d etermination by the 

Government’s soils testing agency that unsuitable b earing materials are 

encountered at required sub-grade elevations. Remov al of unsuitable 

material and its replacement as directed will be pa id on basis of 

Conditions of the Contract relative to changes in w ork. 

J. Subgrade: The undisturbed earth or the compacted  soil layer immediately 

below granular sub-base, drainage fill, or topsoil materials. 

K. Structure: Buildings, foundations, slabs, tanks,  curbs, mechanical and 

electrical appurtenances, or other man-made station ary features 

constructed above or below the ground surface. 

L. Borrow: Satisfactory soil imported from off-site  for use as fill or 

backfill. 

M. Drainage course: Layer supporting slab-on-grade used to minimize 

capillary flow of pore water. 

N. Bedding course: Layer placed over the excavated sub-grade in a trench 

before laying pipe.  Bedding course shall extend up  to the springline of 

the pipe. 
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O. Sub-base Course: Layer placed between the sub-gr ade and base course for 

asphalt paving or layer placed between the sub-grad e and a concrete 

pavement or walk. 

 

P. Utilities include on-site underground pipes, con duits, ducts, and cables 

as well as underground services within buildings. 

Q. Debris: Debris includes all materials located wi thin the designated work 

area not covered in the other definitions and shall  include but not be 

limited to items like vehicles, equipment, applianc es, building 

materials or remains thereof, tires, any solid or l iquid chemicals or 

products stored or found in containers or spilled o n the ground. 

R. Contaminated soils:  Soil that contains contamin ates as defined and 

determined by the VA Project Manager or the Governm ent’s testing agency. 

1.3 RELATED WORK: 

A. Materials testing and inspection during construc tion: Section 01 45 29, 

TESTING LABORATORY SERVICES. 

B. Safety requirements: Section 00 72 00, GENERAL C ONDITIONS, Article, 

ACCIDENT PREVENTION. 

C. Protection of existing utilities, fire protectio n services, existing 

equipment, roads, and pavements: Section 01 00 00, GENERAL REQUIREMENTS. 

D. Subsurface Investigation: Section 01 00 00, GENE RAL REQUIREMENTS, 

Article, PHYSICAL DATA. 

E. Erosion Control: Section 01 57 19, TEMPORARY ENV IRONMENTAL CONTROLS, and 

Section 32 90 00, PLANTING.  

F. Site preparation: Section 31 23 19, DEWATERING 

G. Foundation system requirements: Section 31 62 00 , DRIVEN PILES and 

Section 31 23 23.33, FLOWABLE FILL.  

1.4 CLASSIFICATION OF EXCAVATION: 

A. Classified Excavation: Removal and disposal of a ll material except that 

material not defined as Rock. 

B. Rock Excavation: 

1. Trenches and Pits: Removal and disposal of solid , homogenous, 

interlocking crystalline material with firmly cemen ted, laminated, or 

foliated masses or conglomerate deposits that canno t be excavated 

with a late-model, track-mounted hydraulic excavato r; equipped with a 

1050 mm (42 inch) wide, short-tip-radius rock bucke t; rated at not 

less than 103 kW (138 hp) flywheel power with bucke t-curling force of 

not less than 125 kN (28,090 lbf) and stick-crowd f orce of not less 

than 84.5 kN (19,000 lbf); measured according to SA E J-1179. Trenches 
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in excess of 3000 mm (10 feet) wide and pits in exc ess of 9000 mm (30 

feet) in either length or width are classified as o pen excavation. 

2. Open Excavation: Removal and disposal of solid, homogenous, 

interlocking crystalline material firmly cemented, laminated, or 

foliated masses or conglomerate deposits that canno t be dislodged and  

    

 excavated with a late-model, track-mounted loader;  rated at not less 

than 157 kW (210 hp) flywheel power and developing a minimum of 216 

kN (48,510 lbf) breakout force; measured according to SAE J-732. 

3. Other types of materials classified as rock are unstratified masses, 

conglomerated deposits and boulders of rock materia l exceeding 0.76 

m3 (1 cubic yard) for open excavation, or 0.57 m3 ( 3/4 cubic yard) 

for footing and trench excavation that cannot be re moved by rock 

excavating equipment equivalent to the above in siz e and performance 

ratings, without systematic drilling, ram hammering , ripping, or 

blasting, when permitted. 

4. Blasting:  Removal and disposal of solid, homoge nous, interlocking 

crystalline material firmly cemented, laminated, or  foliated masses 

or conglomerate deposits that cannot be removed wit h conventional 

methods may not be performed by blasting. 

5. Definitions of rock and guidelines for equipment  are presented for 

general information purposes only.  The Contractor is expected to use 

the information presented in the Geotechnical Engin eering Report to 

evaluate the extent and competency of the rock and to determine both 

quantity estimations and removal equipment and effo rts.  

1.5 MEASUREMENT AND PAYMENT FOR ROCK EXCAVATION: 

A. Measurement: Cross section and measure uncovered  and separated 

materials, and compute quantities by Registered Pro fessional Land 

Surveyor or Registered Civil Engineer, specified in  Section 01 00 00, 

GENERAL REQUIREMENTS. Do not measure quantities bey ond the following 

limits: 

1. 600 mm (24 inches) from outside face of concrete  work for which forms 

are required, except for footings. 

2. 300 mm (12 inches) from outside of perimeter of formed footings. 

3. 150 mm (6 inches) below bottom of pipe and not m ore than pipe 

diameter plus 600 mm (24 inches) in width for pipe trenches. 

4. From outside dimensions of concrete work for whi ch no forms are 

required (trenches, conduits, and similar items not  requiring forms). 
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B. Payment for Differing Site Conditions: When rock  excavation, as 

classified, is encountered, contract price and time  will be adjusted in 

accordance with Articles, DIFFERING SITE CONDITIONS , CHANGES and 

CHANGES-SUPPLEMENT of the GENERAL CONDITIONS as app licable.  

1.6 SUBMITTALS: 

A. Submit in accordance with Section 01 33 23, SHOP  DRAWINGS, PRODUCT DATA, 

AND SAMPLES. 

B. Rock Excavation Report: 

1. Certification of rock quantities excavated. 

2. Excavation method. 

3. Labor. 

4. Equipment. 

5. Land Surveyor's or Civil Engineer's name and off icial registration 

stamp. 

6. Plot plan showing elevation. 

B. Furnish to VA Project Manager: 

1. Contactor shall furnish resumes with all personn el involved in the 

project including Project Manager, Superintendent, and on-site 

Engineer.  Project Manager and Superintendent shoul d have at least 3 

years of experience on projects of similar size. 

2. Soil samples. 

a. Classification in accordance with ASTM D2487 for  each on-site or 

borrow soil material proposed for fill, backfill, e ngineered fill, 

or structural fill. 

b. Laboratory compaction curve in accordance with A STM D698 for each 

on site or borrow soil material proposed for fill, backfill, 

engineered fill, or structural fill. 

c. Test reports for compliance with ASTM D2940 requ irements for 

subbase material. 

d. Pre-excavation photographs and videotape in the vicinity of the 

existing structures to document existing site featu res, including 

surfaces finishes, cracks, or other structural blem ishes that 

might be misconstrued as damage caused by earthwork  operations. 

e. The Contractor shall submit a scale plan daily t hat defines the 

location, limits, and depths of the area excavated.  

1.7 APPLICABLE PUBLICATIONS: 

A. Publications listed below form a part of this sp ecification to extent 

referenced. Publications are referenced in text by basic designation 

only. 
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B. American Society for Testing and Materials (ASTM ): 

D698-00ae1..............Standard Test Methods for L aboratory Compaction 

Characteristics of Soil Using Standard Effort 

(12,400 ft. lbf/ft 3 (600 kN m/m 3)) 

D1556-00................Standard Test Method for De nsity and Unit Weight 

of Soil in Place by the Sand-Cone Method  

 

 

D2167-94 (2001).........Standard Test Method for De nsity and Unit Weight 

of Soil in Place by the Rubber Balloon Method 

D2487-06................Standard Classification of Soil for Engineering 

Purposes (Unified Soil Classification System)  

D2922-05................Standard Test Methods for D ensity of Soil and 

Soil-Aggregate in Place by Nuclear Methods 

(Shallow Depth)  

D2940-03................Standard Specifications for  Graded Aggregate 

Material for Bases or Subbases for Highways or 

Airports 

D. Society of Automotive Engineers (SAE): 

J732-92.................Specification Definitions -  Loaders 

J1179-02................Hydraulic Excavator and Bac khoe Digging Forces 

PART 2 - PRODUCTS 

2.1 MATERIALS: 

A. General:  Provide borrow soil material when suff icient satisfactory soil 

materials are not available from excavations. 

B. Fills: Material in compliance with ASTM D2487 So il Classification Groups 

GW, GP, GM, SW, SP, SM, SC, and ML, or any combinat ion of these groups; 

free of rock or gravel larger than 75 mm (3 inches)  in any dimension, 

debris, waste, frozen materials, vegetation, and ot her deleterious 

matter.  Material approved from on site or off site  sources having a 

minimum dry density of 1760 kg/m3 (110 pcf), a maxi mum Plasticity Index 

of 15, and a maximum Liquid Limit of 40. 

C. Engineered Fill: Naturally or artificially grade d mixture of compliance 

with ASTM D2487 Soil Classification Groups GW, GP, GM, SW, SP, SM, SC, 

and ML, or any combination of these groups, or as a pproved by the 

Engineer or material with at least 90 percent passi ng a 37.5-mm (1 1/2-

inch) sieve and not more than 12 percent passing a 75-µm (No. 200) 

sieve, per ASTM D2940;. 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL       DEPT. OF VETERANS AFFAIRS 
MADISON, WI 
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103   10-06M 
 

EARTH MOVING        31 20 00 - 7 

D. Bedding: Naturally or artificially graded mixtur e of natural or crushed 

gravel, crushed stone, and natural or crushed sand;  ASTM D2940; except 

with 100 percent passing a 25 mm (1 inch) sieve and  not more than 8 

percent passing a 75- �m (No. 200) sieve. 

E. Drainage Fill: Washed, narrowly graded mixture o f crushed stone, or 

crushed or uncrushed gravel; coarse-aggregate gradi ng Size 57; with 100 

percent passing a 37.5 mm (1 1/2-inch) sieve and 0 to 5 percent passing 

a 2.36 mm (No. 8) sieve. 

F. Granular Fill: 

1. Under concrete slab (brick pavers), crushed ston e or gravel graded 

from 25 mm (1 inch) to 4.75 mm (No. 4), per ASTM D2 940. 

PART 3 - EXECUTION 

3.1 SITE PREPARATION: 

A. Clearing: Clear within limits of earthwork opera tions as shown. Work 

includes removal of trees, shrubs, fences, foundati ons, incidental 

structures, paving, debris, trash, and other obstru ctions. Remove 

materials from Medical Center.  

B. Grubbing: Remove stumps and roots 75 mm (3 inch)  and larger diameter. 

Undisturbed sound stumps, roots up to 75 mm (3 inch ) diameter, and 

nonperishable solid objects a minimum of 900 mm (3 feet) below subgrade 

or finished embankment may be left.  

C. Trees and Shrubs: Trees and shrubs, not shown fo r removal, may be 

removed from areas within 4500 mm (15 feet) of new construction and 2250 

mm (7.5 feet) of utility lines when removal is appr oved in advance by VA 

Project Manager. Remove materials from Medical Cent er.  Trees and 

shrubs, shown to be transplanted, shall be dug with  a ball of earth and 

burlapped in accordance with latest issue of, "Amer ican Standard for 

Nursery Stock" of the American Association of Nurse rymen, Inc. 

Transplant trees and shrubs to a permanent or tempo rary position within 

two hours after digging. Maintain trees and shrubs held in temporary 

locations by watering as necessary and feeding semi annually with liquid 

fertilizer with a minimum analysis of 5 percent nit rogen, 10 percent 

phosphorus, and 5 percent potash. Maintain plants m oved to permanent 

positions as specified for plants in temporary loca tions until 

conclusion of contract.  Box, and otherwise protect  from damage, 

existing trees and shrubs which are not shown to be  removed in 

construction area. Immediately repair damage to exi sting trees and 

shrubs by trimming, cleaning and painting damaged a reas, including 

roots, in accordance with standard industry horticu ltural practice for 
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the geographic area and plant species. Do not store  building materials 

closer to trees and shrubs that are to remain, than  farthest extension 

of their limbs.  

D. Stripping Topsoil: Strip topsoil from within lim its of earthwork 

operations as specified. Topsoil shall be a fertile , friable, natural 

topsoil of loamy character and characteristic of lo cality. Topsoil shall 

be capable of growing healthy horticultural crops o f grasses. Stockpile 

topsoil and protect as directed by VA Project Manag er. Eliminate foreign  

 materials, such as weeds, roots, stones, subsoil, frozen clods, and 

similar foreign materials larger than 0.014 m3 (1/2  cubic foot) in 

volume, from soil as it is stockpiled. Retain topso il on station. Remove 

foreign materials larger than 50 mm (2 inches) in a ny dimension from 

topsoil used in final grading. Topsoil work, such a s stripping, 

stockpiling, and similar topsoil work shall not, un der any 

circumstances, be carried out when soil is wet so t hat the composition 

of the soil will be destroyed.  

E. Concrete Slabs and Paving: Score deeply or saw c ut to insure a neat, 

straight cut, sections of existing concrete slabs a nd paving to be 

removed where excavation or trenching occurs. Exten d pavement section to 

be removed a minimum of 300 mm (12 inches) on each side of widest part 

of trench excavation and insure final score lines a re approximately 

parallel unless otherwise indicated. Remove materia l from Medical 

Center.  

F. Lines and Grades: Registered Professional Land S urveyor or Registered 

Civil Engineer, specified in Section 01 00 00, GENE RAL REQUIREMENTS, 

shall establish lines and grades. 

1. Grades shall conform to elevations indicated on plans within the 

tolerances herein specified. Generally grades shall  be established to 

provide a smooth surface, free from irregular surfa ce changes.  

Grading shall comply with compaction requirements a nd grade cross 

sections, lines, and elevations indicated. Where sp ot grades are 

indicated the grade shall be established based on i nterpolation of 

the elevations between the spot grades while mainta ining appropriate 

transition at structures and paving and uninterrupt ed drainage flow 

into inlets. 

2. Locations of existing elevations indicated on pl ans are from a site 

topographic map that measured spot elevations and s ubsequently 

generated existing contours.  Contractor is respons ible to notify VA 

Project Manager of any differences between existing  elevations shown 
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on plans and those encountered on site by Surveyor/ Engineer described 

above.  

3. Finish grading is specified in Section 32 90 00,  PLANTING. 

G. Disposal: All materials removed from the propert y shall be disposed of 

at a legally approved site, for the specific materi als, and all removals 

shall be in accordance with all applicable Federal,  State and local 

regulations.  

3.2 EXCAVATION: 

A. Shoring, Sheeting and Bracing: Shore, brace, or slope, its angle of 

repose or to an angle considered acceptable by the VA Project Manager, 

banks of excavations to protect workmen, banks, adj acent paving, 

structures, and utilities. 

1. Design of the temporary support of excavation sy stem is the 

responsibility of the Contractor. 

2. Construction of the support of excavation system  shall not interfere 

with the permanent structure and may begin only aft er a review by the 

VA Project Manager. 

3. Extend shoring and bracing to a minimum of 1500 mm (5 feet) below the 

bottom of excavation. Shore excavations that are ca rried below 

elevations of adjacent existing foundations. 

4. If bearing material of any foundation is disturb ed by excavating, 

improper shoring or removal of existing or temporar y shoring, placing 

of backfill, and similar operations, the Contractor  shall stabilize 

under disturbed foundations, as directed by VA Proj ect Manager, at no 

additional cost to the Government. Do not remove sh oring until 

permanent work in excavation has been inspected and  approved by VA 

Project Manager. 

B.  Excavation Drainage: Operate pumping equipment, and /or provide other 

materials, means and equipment as required to keep excavation free of 

water and subgrade dry, firm, and undisturbed until  approval of 

permanent work has been received from VA Project Ma nager.  Approval by 

the VA Project Manager is also required before plac ement of the 

permanent work on all subgrades.   

C. Subgrade Protection: Protect subgrades from soft ening, undermining, 

washout, or damage by rain or water accumulation.  Reroute surface water 

runoff from excavated areas and not allow water to accumulate in 

excavations.  Do not use excavated trenches as temp orary drainage 

ditches.  When subgrade for foundations has been di sturbed by water, 

remove disturbed material to firm undisturbed mater ial after water is 
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brought under control. Replace disturbed subgrade i n trenches with 

concrete or material approved by the VA Project Man ager. 

   D. Building Earthwork: 

1. Excavation shall be accomplished as required by drawings and 

specifications. 

2. Excavate foundation excavations to solid undistu rbed subgrade. 

3. Remove loose or soft materials to a solid bottom . 

4. Fill excess cut under footings or foundations wi th 25 MPa (3000 psi) 

concrete poured separately from the footings. 

5. Do not tamp earth for backfilling in footing bot toms, except as 

specified. 

6. Slope grades to direct water away from excavatio ns and to prevent 

ponding. 

E. Trench Earthwork: 

1. Utility trenches (except sanitary and storm sewe r): 

a. Excavate to a width as necessary for sheeting an d bracing and 

proper performance of the work. 

b. Grade bottom of trenches with bell holes scooped  out to provide a 

uniform bearing. 

c. Support piping on undisturbed earth unless a mec hanical support is 

shown. 

d. Length of open trench in advance of piping layin g shall not be 

greater than is authorized by VA Project Manager. 

F. Site Earthwork: Earth excavation includes excava ting pavements and 

obstructions visible on surface; underground struct ures, utilities, and 

other items indicated to be removed; together with soil, boulders, and 

other materials not classified as rock or unauthori zed excavation. 

Excavation shall be accomplished as required by dra wings and 

specifications. Excavate to indicated elevations an d dimensions within a 

tolerance of plus or minus 25 mm (1 inch). Extend e xcavations a 

sufficient distance from structures for placing and  removing concrete 

formwork, for installing services and other constru ction, complying with 

OSHA requirements, and for inspections. Remove subg rade materials that 

are determined by VA Project Manager as unsuitable,  and replace with  

 acceptable material. If there is a question as to whether material is 

unsuitable or not, the contractor shall obtain samp les of the material, 

under the direction of the VA Project Manager, and the materials shall 

be examined by an independent testing laboratory fo r soil classification 

to determine whether it is unsuitable or not. Testi ng of the soil shall 
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be performed by the VA Testing Laboratory. When uns uitable material is 

encountered and removed, contract price and time wi ll be adjusted in 

accordance with Articles, DIFFERING SITE CONDITIONS , CHANGES and 

CHANGES-SUPPLEMENT of the GENERAL CONDITIONS as app licable. Adjustments 

to be based on volume in cut section only. 

1. Site Grading: 

a. Provide a smooth transition between adjacent exi sting grades and 

new grades. 

b. Cut out soft spots, fill low spots, and trim hig h spots to comply 

with required surface tolerances. 

c. Slope grades to direct water away from buildings  and to prevent 

ponds from forming where not designed. Finish subgr ades to 

required elevations within the following tolerances : 

1) Lawn or Unpaved Areas: Plus or minus 25 mm (1 in ch), (to match 

existing unpaved surfaces) 

2) Walks: Plus or minus 25 mm (1 inch). (To match e xisting walk 

surfaces.  Example, grade and install new brick pav ers to match 

elevation of existing brick paver walk.) 

3) Pavements: Plus or minus 13 mm (1 inch). 

d. Grading Inside Building Lines: Finish subgrade t o a tolerance of 

13 mm (1/2 inch) when tested with a 3000 mm (10 foo t) 

straightedge. 

 3.3 UNDERPINNING: NOT USED 

3.4 FILLING AND BACKFILLING: 

A. General: Do not fill or backfill until all debri s, water, unsatisfactory 

soil materials, obstructions, and deleterious mater ials have been 

removed from excavation. For fill and backfill, use  excavated materials 

and borrow meeting the criteria specified herein, a s applicable. Borrow 

will be supplied at no additional cost to the Gover nment. Do not use 

unsuitable excavated materials. Do not backfill unt il foundation walls 

have been completed above grade and adequately brac ed, waterproofing or 

dampproofing applied, foundation drainage, and pipe s coming in contact 

with backfill have been installed and work inspecte d and approved by VA 

Project Manager. 

B. Placing: Place materials in horizontal layers no t exceeding 200 mm (8 

inches) in loose depth for material compacted by he avy compaction 

equipment, and not more than 100 mm (4 inches) in l oose depth for 

material compacted by hand-operated tampers and the n compacted. Place 

backfill and fill materials evenly on all sides of structures to 
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required elevations, and uniformly along the full l ength of each 

structure. Place no material on surfaces that are m uddy, frozen, or 

contain frost. 

C. Compaction: Compact with approved tamping roller s, sheepsfoot rollers, 

pneumatic tired rollers, steel wheeled rollers, vib rator compactors, or 

other approved equipment (hand or mechanized) well suited to soil being 

compacted. Do not operate mechanized vibratory comp action equipment 

within 3000 mm (10 feet) of new or existing buildin g walls without prior 

approval of VA Project Manager. Moisten or aerate m aterial as necessary 

to provide moisture content that will readily facil itate obtaining 

specified compaction with equipment used. Compact s oil to not less than 

the following percentages of maximum dry density, a ccording to ASTM D698 

or ASTM D1557 as specified below: 

1. Fills, Embankments, and Backfill 

a. Under proposed structures, building slabs, steps , and paved areas, 

scarify and recompact top 300 mm (12 inches) of exi sting subgrade 

and each layer of backfill or fill material in acco rdance with 

ASTM D698 95 percent. 

b. Curbs, curbs and gutters, ASTM D698 95 percent. 

c. Landscaped areas, top 400 mm (16 inches), ASTM D 698 85 percent. 

d. Landscaped areas, below 400 mm (16 inches) of fi nished grade, D698 

90 percent. 

2. Natural Ground (Cut or Existing) 

a. Under building slabs, steps and paved areas, top  150 mm (6 

inches), ASTM D698 95 percent. 

b. Curbs, curbs and gutters, top 150 mm (6 inches),  ASTM D698 95 

percent. 

c. Under sidewalks, top 150 mm (6 inches), ASTM D69 8 95 percent. 

3.5 GRADING: 

A. General: Uniformly grade the areas within the li mits of this section, 

including adjacent transition areas. Smooth the fin ished surface within 

specified tolerance. Provide uniform levels or slop es between points 

where elevations are indicated, or between such poi nts and existing 

finished grades. Provide a smooth transition betwee n abrupt changes in 

slope. 

B. Cut rough or sloping rock to level beds for foun dations. In pipe spaces 

or other unfinished areas, fill low spots and level  off with coarse sand 

or fine gravel. 
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C. Slope backfill outside building away from buildi ng walls for a minimum 

distance of 1800 mm (6 feet). 

D. Finish grade earth floors in pipe basements as s hown to a level, uniform 

slope and leave clean. 

E. Finished grade shall be at least 150 mm (6 inche s) below bottom line of 

window or other building wall openings unless great er depth is shown. 

F. Place crushed stone or gravel fill under concret e slabs on grade, 

tamped, and leveled. Thickness of fill shall be 150  mm (6 inches) unless 

otherwise shown. 

G. Finish subgrade in a condition acceptable to VA Project Manager at least 

one day in advance of paving operations. Maintain f inished subgrade in a 

smooth and compacted condition until succeeding ope ration has been 

accomplished. Scarify, compact, and grade subgrade prior to further 

construction when approved compacted subgrade is di sturbed by 

Contractor's subsequent operations or adverse weath er. 

H. Grading for Paved Areas: Provide final grades fo r both subgrade and base 

course to +/- 6 mm (0.25 inches) of indicated grade s. 

3.6 DISPOSAL OF UNSUITABLE AND EXCESS EXCAVATED MATERIAL: 

A. Disposal: Remove surplus satisfactory soil and w aste material, including 

unsatisfactory soil, trash, and debris, and legally  dispose of it off 

Medical Center property. 

  B. Disposal: Contractor to coordinate transport a nd disposal of unsuitable 

and excess excavated material with VA Project Manag er. One or both 

options may be determined and coordinated by VA Pro ject Manager. 

 1. Transport surplus satisfactory soil to designat ed storage areas on 

Medical Center property.  Stockpile or spread soil as directed by VA 

Project Manager. 

 2.  Remove waste material, including unsatisfactor y soil, trash, and 

debris, and legally dispose of it off  Medical Cent er property. 

C. Place excess excavated materials suitable for fi ll and/or backfill on 

site where directed. 

D. Remove from site and dispose of any excess excav ated materials after all 

fill and backfill operations have been completed. 

E. Segregate all excavated contaminated soil design ated by the VA Project 

Manager from all other excavated soils, and stockpi le on site on two  

 0.15 mm (6 mil) polyethylene sheets with a polyeth ylene cover. A 

designated area shall be selected for this purpose.  Dispose of excavated 

contaminated material in accordance with State and Local requirements. 
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3.7 CLEAN UP: 

 Upon completion of earthwork operations, clean are as within contract 

limits, remove tools, and equipment. Provide site c lear, clean, free of 

debris, and suitable for subsequent construction op erations. Remove all 

debris, rubbish, and excess material from Medical C enter. 

----- E N D ----- 
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SECTION 31 23 19 
DEWATERING 

PART 1 - GENERAL 

1.1 DESCRIPTION: 

 This section specifies performance of dewatering r equired to lower and 

control ground water table levels and hydrostatic p ressures to permit 

excavation, backfill, and construction to be perfor med in the dry. 

Control of surface water shall be considered as par t of the work under 

this specification. 

1.2 SUMMARY: 

A. The work to be completed by the Contractor inclu des, but is not 

necessarily limited to the following: 

1. Implementation of the Erosion and Sedimentation Control Plan.  

2. Dewater excavations, including seepage and preci pitation. 

B. The Contractor shall be responsible for providin g all materials, 

equipment, labor, and services necessary for care o f water and erosion 

control. Excavation work shall not begin before the  Erosion and 

Sedimentation Control Plan is in place. 

1.3 REQUIREMENT: 

A. Dewatering system shall be of sufficient size an d capacity necessary to 

lower and maintain ground water table to an elevati on at least 300 mm (1 

foot) below lowest foundation subgrade or bottom of  pipe trench and to 

allow material to be excavated in a reasonably dry condition. Materials 

to be removed shall be sufficiently dry to permit e xcavation to grades 

shown and to stabilize excavation slopes where shee ting is not required. 

Operate dewatering system continuously until backfi ll work has been 

completed. 

B. Reduce hydrostatic head below any excavation to the extent that water 

level in the construction area is a minimum of 300 mm (1 foot) below 

prevailing excavation surface. 

C. Prevent loss of fines, seepage, boils, quick con ditions or softening of 

foundation strata. 

D. Maintain stability of sides and bottom of excava tion. 

E. Construction operations are performed in the dry . 

F. Control of surface and subsurface water is part of dewatering 

requirements. Maintain adequate control so that: 
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1. The stability of excavated and constructed slope s are not adversely 

affected by saturated soil, including water enterin g prepared subbase  

 

 and subgrades where underlying materials are not f ree draining or are 

subject to swelling or freeze-thaw action. 

2. Erosion is controlled. 

3. Flooding of excavations or damage to structures does not occur. 

4. Surface water drains away from excavations.  

5. Excavations are protected from becoming wet from  surface water, or 

insure excavations are dry before additional work i s undertaken. 

G. Permitting Requirements: The contractor shall co mply with and obtain the 

required State and County permits where the work is  performed. 

1.4 RELATED WORK: 

A. Materials testing and inspection during construc tion: Section 01 45 29, 

TESTING LABORATORY SERVICES. 

B. Safety Requirements: Section 00 72 00, GENERAL C ONDITIONS, Article, 

ACCIDENT PREVENTION. 

C. Submittal requirements as specified in Section 0 1 33 23 SHOP DRAWINGS, 

PRODUCT DATA, AND SAMPLES. 

D. Protection of existing utilities, fire protectio n services, existing 

equipment, roads, and pavements: Section 01 00 00, GENERAL REQUIREMENTS. 

E. Subsurface Investigation: Section 01 00 00, GENE RAL REQUIREMENTS, 

Article 1.11, PHYSICAL DATA. 

F. Excavation, backfilling, site grade and utilitie s: Section 31 20 00, 

EARTH MOVING. 

1.5 SUBMITTALS: 

A. Submit in accordance with Section 01 33 23, SHOP  DRAWINGS, PRODUCT DATA, 

AND SAMPLES. 

B. Drawings and Design Data: 

1. Submit drawings and data showing the method to b e employed in 

dewatering excavated areas 30 days before commencem ent of excavation. 

2. Material shall include: location, depth and size  of wellpoints, 

headers, sumps, ditches, size and location of disch arge lines, 

capacities of pumps and standby units, and detailed  description of 

dewatering methods to be employed to convey the wat er from site to 

adequate disposal. 

3. Include a written report outlining control proce dures to be adopted 

if dewatering problem arises. 
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4. Materials submitted shall be in a format accepta ble for inclusion in 

required permit applications to any and all regulat ory agencies for 

which permits for discharge water from the dewateri ng system are 

required due to the discharge reaching regulated bo dies of water. 

C. Inspection Reports. 

D. All required permits. 

PART 2 - PRODUCTS (NOT USED) 

PART 3 - EXECUTION 

3.1 INSTALLATION: 

A. Install a dewatering system to lower and control  ground water in order 

to permit excavation, construction of structure, an d placement of 

backfill materials to be performed under dry condit ions. Make the 

dewatering system adequate to pre-drain the water-b earing strata above 

and below the bottom of structure foundations, util ities and other 

excavations. 

B. In addition, reduce hydrostatic pressure head in  water-bearing strata 

below structure foundations, utility lines, and oth er excavations, to 

extent that water levels in construction area are a  minimum of 300 mm (1 

foot) below prevailing excavation surface at all ti mes. 

3.2 OPERATION: 

A.  Prior to any excavation below the ground water tabl e, place system into 

operation to lower water table as required and oper ate it continuously 

24 hours a day, 7 days a week until utilities and s tructures have been 

satisfactorily constructed, which includes the plac ement of backfill 

materials and dewatering is no longer required. 

B. Place an adequate weight of backfill material to  prevent buoyancy prior 

to discontinuing operation of the system. 

3.3 WATER DISPOSAL: 

A. Dispose of water removed from the excavations in  such a manner as: 

1. Will not endanger portions of work under constru ction or completed. 

2. Will cause no inconvenience to Government or to others working near 

site.  

3. Will comply with the stipulations of required pe rmits for disposal of 

water. 

4. Will Control Runoff: The Contractor shall be res ponsible for control 

of runoff in all work areas including but not limit ed to: 

excavations, access roads, parking areas, laydown, and staging areas.  

The Contractor shall provide, operate, and maintain  all ditches, 

basins, sumps, culverts, site grading, and pumping facilities to 
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divert, collect, and remove all water from the work  areas.  All water 

shall be removed from the immediate work areas and shall be disposed 

of in accordance with applicable permits. 

 

B. Excavation Dewatering:  

1. The Contractor shall be responsible for providin g all facilities 

required to divert, collect, control, and remove wa ter from all 

construction work areas and excavations.  

2. Drainage features shall have sufficient capacity  to avoid flooding of 

work areas.  

3. Drainage features shall be so arranged and alter ed as required to 

avoid degradation of the final excavated surface(s) .  

4. The Contractor shall utilize all necessary erosi on and sediment 

control measures as described herein to avoid const ruction related 

degradation of the natural water quality. 

C. Dewatering equipment shall be provided to remove  and dispose of all 

surface and ground water entering excavations, tren ches, or other parts 

of the work during construction. Each excavation sh all be kept dry 

during subgrade preparation and continually thereaf ter until the 

structure to be built, or the pipe to be installed therein, is completed 

to the extent that no damage from hydrostatic press ure, flotation, or 

other cause will result. 

3.4 STANDBY EQUIPMENT: 

 Provide complete standby equipment, installed and available for 

immediate operation, as may be required to adequate ly maintain de-

watering on a continuous basis and in the event tha t all or any part of 

the system may become inadequate or fail. 

3.5 CORRECTIVE ACTION: 

 If dewatering requirements are not satisfied due t o inadequacy or 

failure of the dewatering system (loosening of the foundation strata, or 

instability of slopes, or damage to foundations or structures), perform 

work necessary for reinstatement of foundation soil  and damaged 

structure resulting from such inadequacy or failure  by Contractor, at no 

additional cost to Government. 

3.6 DAMAGES: 

 Immediately repair damages to adjacent facilities caused by dewatering 

operations. 
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3.7 REMOVAL: 

 Insure compliance with all conditions of regulatin g permits and provide 

such information to the VA Project Manager. Obtain written approval from 

VA Project Manager before discontinuing operation o f dewatering system. 

----- E N D ----- 
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SECTION 32 05 23 
CEMENT AND CONCRETE FOR EXTERIOR IMPROVEMENTS 

PART 1 - GENERAL  

1.1 DESCRIPTION 

A. This section shall cover site work concrete cons tructed upon the 

prepared subgrade and in conformance with the lines , grades, thickness, 

and cross sections shown. Construction shall includ e the following:  

B. Gutter 

C. Pedestrian Pavement: Walks and crossings 

D. Vehicular Pavement: Not Anticipated 

E. Equipment Pads: Not Anticipated 

1.2 RELATED WORK 

A. Laboratory and Field Testing Requirements: Secti on 01 45 29, TESTING 

LABORATORY SERVICES.  

B. Subgrade Preparation: Section 31 20 00, EARTH MO VING.  

C. Concrete Materials, Quality, Mixing, Design and Other Requirements: 

Section 03 30 00, CAST-IN-PLACE-CONCRETE.  

1.3 DESIGN REQUIREMENTS 

 Design all elements with the latest published vers ion of applicable 

codes. 

1.4 WEATHER LIMITATIONS 

 Placement of concrete shall be as specified under Article 3.8, COLD 

WEATHER and Article 3.7, HOT WEATHER of Section 03 30 00, CAST-IN-PLACE 

CONCRETE.  

1.5 SELECT SUBBASE MATERIAL JOB-MIX 

 The Contractor shall retain and reimburse a testin g laboratory to design 

a select subbase material mixture and submit a job- mix formula to the VA 

Project Manager, in writing, for approval. The form ula shall include the 

source of materials, gradation, plasticity index, l iquid limit, and 

laboratory compaction curves indicating maximum den sity at optimum 

moisture.  

1.6 SUBMITTALS 

A. In accordance with Section 01 33 23, SHOP DRAWIN GS, PRODUCT DATA, AND 

SAMPLES, furnish the following:  

B. Manufacturers' Certificates and Data certifying that the following 

materials conform to the requirements specified.  

1. Expansion joint filler  

2. Hot poured sealing compound  
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3. Reinforcement  

4. Curing materials  

C. Data and Test Reports: Select subbase material.  

1. Job-mix formula.  

2. Source, gradation, liquid limit, plasticity inde x, percentage of 

wear, and other tests as specified and in reference d publications. 

1.7 APPLICABLE PUBLICATIONS 

A. The publications listed below form a part of thi s specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. Refer to the latest edition  of all referenced 

Standards and codes.  

B. American Association of State Highway and Transp ortation Officials 

(AASHTO):  

M147-65-UL..............Materials for Aggregate and  Soil-Aggregate 

Subbase, Base and Surface Courses (R 2004) 

M148-05-UL..............Liquid Membrane-Forming Com pounds for Curing 

Concrete (ASTM C309) 

M171-05-UL..............Sheet Materials for Curing Concrete (ASTM C171)  

M213-01-UL..............Preformed Expansion Joint F illers for Concrete 

Paving and Structural Construction 

(Non-extruding and Resilient Bituminous Type) 

(ASTM D1751) 

T099-09-UL..............Moisture-Density Relations of Soils Using a 2.5 

kg. (5.5 lb) Rammer and a 305 mm (12 in.) Drop  

C. American Society for Testing and Materials (ASTM ):  

C94/C94M-09.............Ready-Mixed Concrete  

C143/C143M-09...........Slump of Hydraulic Cement C oncrete 

PART 2 - PRODUCTS  

2.1 GENERAL 

 Concrete shall be Type C, air-entrained as specifi ed in Section 03 30 

00, CAST-IN-PLACE CONCRETE, with the following exce ptions: 

TYPE MAXIMUM SLUMP* 

Curb & Gutter 75 mm (3")  

Pedestrian Pavement 75 mm (3")  

* For concrete to be vibrated: Slump as determined by ASTM C143. 
Tolerances as established by ASTM C94. 
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2.2 REINFORCEMENT 

A. The type, amount, and locations of steel reinfor cement shall be as shown 

on the drawings and in the specifications.  

B. Welded wire-fabric shall conform to AASHTO M55.  

C. Dowels shall be plain steel bars conforming to A ASHTO M31. Tie bars 

shall be deformed steel bars conforming to AASHTO M 31.  

2.3 SELECT SUBBASE – NOT APPLICABLE  

2.4 FORMS 

A. Use metal or wood forms that are straight and su itable in cross-section, 

depth, and strength to resist springing during depo siting and 

consolidating the concrete, for the work involved.  

B. Do not use forms if they vary from a straight li ne more than 3 mm (1/8 

inch) in any 3000 mm (ten foot) long section, in ei ther a horizontal or 

vertical direction.  

C. Wood forms should be at least 50 mm (2 inches) t hick (nominal). Wood 

forms shall also be free from warp, twist, loose kn ots, splits, or other 

defects. Use approved flexible or curved forms for forming radii.  

2.5 CONCRETE CURING MATERIALS 

A. Concrete curing materials shall conform to one o f the following:  

1. Burlap conforming to AASHTO M182 having a weight  of 233 grams (seven 

ounces) or more per square meter (yard) when dry.  

2. Impervious Sheeting conforming to AASHTO M171.  

3. Liquid Membrane Curing Compound conforming to AA SHTO M148 (ASTM 

C309), Type 1 and shall be free of paraffin or petr oleum.  

2.6 EXPANSION JOINT FILLERS 

 Material shall conform to AASHTO M213.  

PART 3 - EXECUTION  

3.1 SUBGRADE PENETRATION 

A. Prepare, construct, and finish the subgrade as s pecified in Section 31 

20 00, EARTH MOVING. 

B. Maintain the subgrade in a smooth, compacted con dition, in conformance 

with the required section and established grade unt il the succeeding 

operation has been accomplished. 

3.2 SELECT SUBBASE – NOT APPLICABLE 

3.3 SETTING FORMS 
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A. Base Support:  

1. Compact the base material under the forms true t o grade so that, when 

set, they will be uniformly supported for their ent ire length at the 

grade as shown.  

2. Correct imperfections or variations in the base material grade by 

cutting or filling and compacting.  

B.  Form Setting:  

1. Set forms sufficiently in advance of the placing  of the concrete to 

permit the performance and approval of all operatio ns required with 

and adjacent to the form lines.  

2. Set forms to true line and grade and use stakes,  clamps, spreaders, 

and braces to hold them rigidly in place so that th e forms and joints 

are free from play or movement in any direction.  

3. Forms shall conform to line and grade with an al lowable tolerance of 

3 mm (1/8 inch) when checked with a straightedge an d shall not 

deviate from true line by more than 6 mm (1/4 inch)  at any point.  

4. Do not remove forms until removal will not resul t in damaged concrete 

or at such time to facilitate finishing.  

5. Clean and oil forms each time they are used.  

C. The Contractor’s Registered Professional Land Su rveyor, specified in 

Section 00 72 00, GENERAL CONDITIONS, shall establi sh and control the 

alignment and the grade elevations of the forms or concrete slipforming 

machine operations.  

1. Make necessary corrections to forms immediately before placing 

concrete.  

2. When any form has been disturbed or any subgrade  or subbase has 

become unstable, reset and recheck the form before placing concrete.  

3.4 EQUIPMENT 

A. The VA Project Manager shall approve equipment a nd tools necessary for 

handling materials and performing all parts of the work prior to 

commencement of work.  

B. Maintain equipment and tools in satisfactory wor king condition at all 

times.  

3.5 PLACING REINFORCEMENT 

A. Reinforcement shall be free from dirt, oil, rust , scale or other 

substances that prevent the bonding of the concrete  to the 

reinforcement.  

B. Before the concrete is placed, the VA Project Ma nager shall approve the 

reinforcement, which shall be accurately and secure ly fastened in place  
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 with suitable supports and ties. The type, amount,  and position of the 

reinforcement shall be as shown.  

3.6 PLACING CONCRETE - GENERAL 

A. Obtain approval of the VA Project Manager before  placing concrete.  

B. Remove debris and other foreign material from be tween the forms before 

placing concrete. Obtain approval of the VA Project  Manager before 

placing concrete. 

C. Before the concrete is placed, uniformly moisten  the subgrade, base, or 

subbase appropriately, avoiding puddles of water.  

D. Convey concrete from mixer to final place of dep osit by a method which 

will prevent segregation or loss of ingredients. De posit concrete so 

that it requires as little handling as possible.  

E. While being placed, spade or vibrate and compact  the concrete with 

suitable tools to prevent the formation of voids or  honeycomb pockets. 

Vibrate concrete well against forms and along joint s. Over-vibration or 

manipulation causing segregation will not be permit ted. Place concrete 

continuously between joints without bulkheads.  

F. Install a construction joint whenever the placin g of concrete is 

suspended for more than 30 minutes and at the end o f each day's work.  

G. Workmen or construction equipment coated with fo reign material shall not 

be permitted to walk or operate in the concrete dur ing placement and 

finishing operations.  

3.7 PLACING CONCRETE FOR CURB AND GUTTER, PEDESTRIA N PAVEMENT, AND EQUIPMENT 
PADS  

A. Place concrete in the forms in one layer of such  thickness that, when 

compacted and finished, it will conform to the cros s section as shown.  

B. Deposit concrete as near to joints as possible w ithout disturbing them 

but do not dump onto a joint assembly.  

C. After the concrete has been placed in the forms,  use a strike-off guided 

by the side forms to bring the surface to the prope r section to be 

compacted.  

D. Consolidate the concrete thoroughly by tamping a nd spading, or with 

approved mechanical finishing equipment.  

E. Finish the surface to grade with a wood or metal  float.  

F. All Concrete pads and pavements shall be constru cted with sufficient 

slope to drain properly. 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL        DEPT. OF VETERANS AFFAIRS 
MADISON, WI 
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 04-10 

CEMENT AND CONCRETE FOR EXTERIOR IMPROVEMENTS    32 05 23 - 6 

 

3.8 PLACING CONCRETE FOR VEHICULAR PAVEMENT – NOT A PPLICABLE 

3.9 CONCRETE FINISHING - GENERAL 

A. The sequence of operations, unless otherwise ind icated, shall be as 

follows:  

1. Consolidating, floating, straight-edging, trowel ing, texturing, and 

edging of joints.  

2. Maintain finishing equipment and tools in a clea n and approved 

condition. 

3.10 CONCRETE FINISHING CURB AND GUTTER 

A. Round the edges of the gutter and top of the cur b with an edging tool to 

a radius of 6mm (1/4 inch) or as otherwise detailed .  

B. Float the surfaces and finish with a smooth wood  or metal float until 

true to grade and section and uniform in textures.  

C. Finish the surfaces, while still wet, with a bri stle type brush with 

longitudinal strokes.  

D. Immediately after removing the front curb form, rub the face of the curb 

with a wood or concrete rubbing block and water unt il blemishes, form 

marks, and tool marks have been removed. Brush the surface, while still 

wet, in the same manner as the gutter and curb top.   

E. Except at grade changes or curves, finished surf aces shall not vary more 

than 3 mm (1/8 inch) for gutter and 6 mm (1/4 inch)  for top and face of 

curb, when tested with a 3000 mm (10 foot) straight edge.  

F. Remove and reconstruct irregularities exceeding the above for the full 

length between regularly scheduled joints.  

G. Correct any depressions which will not drain.  

H. Visible surfaces and edges of finished curb, gut ter, and combination 

curb and gutter shall be free of blemishes, form ma rks, and tool marks, 

and shall be uniform in color, shape, and appearanc e.  

3.11 CONCRETE FINISHING PEDESTRIAN PAVEMENT – IF NE EDED 

A. Walks, Wheelchair Curb Ramps: 

1. Finish the surfaces to grade and cross section w ith a metal float, 

trowled smooth and finished with a broom moistened with clear water.  

2. Brooming shall be transverse to the line of traf fic.  

3. Finish all slab edges, including those at formed  joints, carefully 

with an edger having a radius as shown on the Drawi ngs.  

4. Unless otherwise indicated, edge the transverse joints before 

brooming. The brooming shall eliminate the flat sur face left by the 

surface face of the edger. Execute the brooming so that the  
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 corrugation, thus produced, will be uniform in app earance and not 

more than 2 mm (1/16 inch) in depth.  

5. The completed surface shall be uniform in color and free of surface 

blemishes, form marks, and tool marks. The finished  surface of the 

pavement shall not vary more than 5 mm (3/16 inch) when tested with a 

3000 mm (10 foot) straightedge.  

6. The thickness of the pavement shall not vary mor e than 6 mm (1/4 

inch).  

7. Remove and reconstruct irregularities exceeding the above for the 

full length between regularly scheduled joints. 

3.12 CONCRETE FINISHING FOR VEHICULAR PAVEMENT – NO T APPLICABLE 

3.13 CONCRETE FINISHING EQUIPMENT PADS – NOT APPLIC ABLE 

3.14 JOINTS - GENERAL 

A. Place joints, where shown, conforming to the det ails as shown, and 

perpendicular to the finished grade of the concrete  surface.  

B. Joints shall be straight and continuous from edg e to edge of the 

pavement.  

3.15 CONTRACTION JOINTS 

A. Cut joints to depth as shown with a grooving too l or jointer of a radius 

as shown or by sawing with a blade producing the re quired width and 

depth.  

B. Construct joints in curbs and/or gutters by inse rting 3 mm (1/8 inch) 

steel plates conforming to the cross sections of th e curb and/or gutter.  

C. Plates shall remain in place until concrete has set sufficiently to hold 

its shape and shall then be removed.  

D. Finish edges of all joints with an edging tool h aving the radius as 

shown.  

E. Score pedestrian pavement with a standard groovi ng tool or jointer.  

3.16 EXPANSION JOINTS 

A. Use a preformed expansion joint filler material of the thickness as 

shown to form expansion joints.  

B. Material shall extend the full depth of concrete , cut and shaped to the 

cross section as shown, except that top edges of jo int filler shall be 

below the finished concrete surface where shown to allow for sealing.  

C. Anchor with approved devices to prevent displaci ng during placing and 

finishing operations.  

D. Round the edges of joints with an edging tool.  

E. Form expansion joints as follows: 
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1. Without dowels, about structures and features th at project through, 

into, or against any site work concrete constructio n. 

2. Using joint filler of the type, thickness, and w idth as shown. 

3. Installed in such a manner as to form a complete , uniform separation 

between the structure and the site work concrete it em.  

3.17 CONSTRUCTION JOINTS 

C. Use a butt-type joint with dowels in curb and/or  gutter if the joint 

occurs at the location of a planned joint.  

D. Use keyed joints with tiebars if the joint occur s in the middle third of 

the normal curb and/or gutter joint interval.  

3.18 FORM REMOVAL 

A. Forms shall remain in place at least 12 hours af ter the concrete has 

been placed. Remove forms without injuring the conc rete.  

B. Do not use bars or heavy tools against the concr ete in removing the 

forms. Promptly repair any concrete found defective  after form removal.  

3.20 CURING OF CONCRETE 

A. Cure concrete by one of the following methods ap propriate to the weather 

conditions and local construction practices, agains t loss of moisture, 

and rapid temperature changes for at least seven da ys from the beginning 

of the curing operation. Protect unhardened concret e from rain and 

flowing water. All equipment needed for adequate cu ring and protection 

of the concrete shall be on hand and ready to insta ll before actual 

concrete placement begins. Provide protection as ne cessary to prevent 

cracking of the pavement due to temperature changes  during the curing 

period. If any selected method of curing does not a fford the proper 

curing and protection against concrete cracking, re move and replace the 

damaged pavement and employ another method of curin g as directed by the 

VA Project Manager.  

B. Burlap Mat: Provide a minimum of two layers kept  saturated with water 

for the curing period. Mats shall overlap each othe r at least 150 mm (6 

inches).  

C. Impervious Sheeting: Use waterproof paper, polye thylene-coated burlap, 

or polyethylene sheeting. Polyethylene shall be at lease 0.1 mm (4 mils) 

in thickness. Wet the entire exposed concrete surfa ce with a fine spray 

of water and then cover with the sheeting material.  Sheets shall overlap 

each other at least 300 mm (12 inches). Securely an chor sheeting.  

D. Liquid Membrane Curing:  
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1. Apply pigmented membrane-forming curing compound  in two coats at 

right angles to each other at a rate of 5 m 2/L (200 square feet per 

gallon) for both coats.  

2. Do not allow the concrete to dry before the appl ication of the 

membrane.  

3. Cure joints designated to be sealed by inserting  moistened paper or 

fiber rope or covering with waterproof paper prior to application of 

the curing compound, in a manner to prevent the cur ing compound 

entering the joint.  

4. Immediately re-spray any area covered with curin g compound and 

damaged during the curing period.  

3.21 CLEANING 

A. After completion of the curing period:  

1. Remove the curing material (other than liquid me mbrane). 

2. Sweep the concrete clean. 

3. After removal of all foreign matter from the joi nts, seal joints as 

herein specified.  

4. Clean the entire concrete of all debris and cons truction equipment as 

soon as curing and sealing of joints has been compl eted.  

3.22 PROTECTION 

 The contractor shall protect the concrete against all damage prior to 

final acceptance by the Government. Remove concrete  containing excessive 

cracking, fractures, spalling, or other defects and  reconstruct the 

entire section between regularly scheduled joints, when directed by the 

VA Project Manager, and at no additional cost to th e Government. Exclude 

traffic from vehicular pavement until the concrete is at least seven 

days old, or for a longer period of time if so dire cted by the VA 

Project Manager.  

3.23 FINAL CLEAN-UP 

 Remove all debris, rubbish and excess material fro m the Station.  

- - - E N D - - - 
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SECTION 32 12 16 
ASPHALT PAVING 

 
PART 1 - GENERAL  

1.1 DESCRIPTION 

 In the event existing asphalt paving is damaged du ring construction of 

this project the following specification is provide d.  This work shall 

cover the composition, mixing, construction upon th e prepared subgrade, 

and the protection of hot asphalt concrete pavement . The hot asphalt 

concrete pavement shall consist of an aggregate or asphalt base course 

and asphalt surface course constructed in conformit y with the lines, 

grades, thickness, and cross sections as shown. Eac h course shall be 

constructed to the depth, section, or elevation req uired by the drawings 

and shall be rolled, finished, and approved before the placement of the 

next course.  

1.2 RELATED WORK 

A. Laboratory and field testing requirements: Secti on 01 45 29, TESTING 

LABORATORY SERVICES.  

B. Subgrade Preparation: Paragraph 3.3 and Section 31 20 00, EARTH MOVING.  

1.3 INSPECTION OF PLANT AND EQUIPMENT 

 The Resident Engineer shall have access at all tim es to all parts of the 

material producing plants for checking the mixing o perations and 

materials and the adequacy of the equipment in use.  

1.4 ALIGNMENT AND GRADE CONTROL 

 The Contractor’s Registered Professional Land Surv eyor shall establish 

and control the pavement (aggregate or asphalt base  course and asphalt 

surface course) alignments, grades, elevations, and  cross sections as 

shown on the Drawings. 

1.5 SUBMITTALS 

A. In accordance with Section 01 33 23, SHOP DRAWIN GS, PRODUCT DATA, AND 

SAMPLES, furnish the following:  

B. Data and Test Reports: 

1. Aggregate Base Course: Sources, gradation, liqui d limit, plasticity 

index, percentage of wear, and other tests required  by State Highway 

Department. 

2. Asphalt Base/Surface Course: Aggregate source, g radation, soundness 

loss, percentage of wear, and other tests required by State Highway 

Department. 

3. Job-mix formula. 
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C. Certifications: 

1. Asphalt prime and tack coat material certificate  of conformance to 

State Highway Department requirements. 

2. Asphalt cement certificate of conformance to Sta te Highway Department 

requirements. 

3. Job-mix certification - Submit plant mix certifi cation that mix 

equals or exceeds the State Highway Specification. 

D. One copy of State Highway Department Specificati ons. 

E. Provide MSDS (Material Safety Data Sheets) for a ll chemicals used on 

ground. 

PART 2 - PRODUCTS  

2.1 GENERAL 

A. Aggregate base, Asphaltic base and asphalt concr ete materials shall 

conform to the requirements of the following and ot her appropriate 

sections of the latest version of the State Highway  Material 

Specifications, including amendments, addenda and e rrata. Where the term 

"Engineer" or "Commission" is referenced in the Sta te Highway 

Specifications, it shall mean the VA Project Manage r or VA Contracting 

Officer.  

2.2 AGGREGATES 

A. Provide aggregates consisting of crushed stone, gravel, sand, or other 

sound, durable mineral materials processed and blen ded, and naturally 

combined. 

B. Subbase aggregate (where required) maximum size:  38mm (1-1/2"). 

C. Base aggregate maximum size: 

1. Base course over 152mm (6") thick: 38mm (1-1/2") ; 

2. Other base courses: 19mm (3/4"). 

D. Asphaltic base course: 

1. Maximum particle size not to exceed 25.4mm (1”).  

2. Where conflicts arise between this specification  and the requirements 

in the latest version of the State Highway Specific ations, the State 

Specifications shall control. 

E. Aggregates for asphaltic concrete paving: Provid e a mixture of sand, 

mineral aggregate, and liquid asphalt mixed in such  proportions that the 

percentage by weight will be within: 

 

Sieve Sizes Percentage Passing 

19mm(3/4") 100 

9.5mm(3/8") 67 to 85 
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6.4mm(1/4") 50 to 65 

2.4mm(No. 8 mesh) 37 to 50 

 

600µm(No. 30 mesh) 

 

15 to 25 

75µm(No. 200 mesh) 3 to 8 

 plus 50/60 penetration liquid asphalt at 5 percent  to 6-1/2 percent of 

the combined dry aggregates. 

2.3 ASPHALTS 

A. Comply with provisions of Asphalt Institute Spec ification SS2: 

1. Asphalt cement: Penetration grade 50/60 

2. Prime coat:  Cut-back type, grade MC-250 

3. Tack coat:  Uniformly emulsified, grade SS-1H 

2.4 SEALER 

A. Provide a sealer consisting of suitable fibrated  chemical type asphalt 

base binders and fillers having a container consist ency suitable for 

troweling after thorough stirring, and containing n o clay or other 

deleterious substance. 

B. Where conflicts arise between this specification  and the requirements in 

the latest version of the State Highway Specificati ons, the State 

Specifications shall control. 

PART 3 - EXECUTION  

3.1 GENERAL 

 The Asphalt Concrete Paving equipment, weather lim itations, job-mix 

formula, mixing, construction methods, compaction, finishing, tolerance, 

and protection shall conform to the requirements of  the appropriate 

sections of the State Highway Specifications for th e type of material 

specified.  

3.2 MIXING ASPHALTIC CONCRETE MATERIALS 

A. Provide hot plant-mixed asphaltic concrete pavin g materials. 

1. Temperature leaving the plant: 143 degrees C (29 0 degrees F) minimum, 

160 degrees C(320 degrees F) maximum. 

2. Temperature at time of placing: 138 degrees C (2 80 degrees F) 

minimum. 

3.3 SUBGRADE 

A. Shape to line and grade and compact with self-pr opelled rollers. 

B. All depressions that develop under rolling shall  be filled with 

acceptable material and the area re-rolled. 

C. Soft areas shall be removed and filled with acce ptable materials and the 

area re-rolled. 
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D. Should the subgrade become rutted or displaced p rior to the placing of 

the subbase, it shall be reworked to bring to line and grade. 

E. Proof-roll the subgrade with maximum 45 tonne (5 0 ton) gross weight dump 

truck as directed by VA Project Manager or VA Contr acting Officer.  If 

pumping, pushing, or other movement is observed, re work the area to 

provide a stable and compacted subgrade. 

3.4 BASE COURSES 

A. Subbase (when required) 

1. Spread and compact to the thickness shown on the  drawings. 

2. Rolling shall begin at the sides and continue to ward the center and 

shall continue until there is no movement ahead of the roller. 

3. After completion of the subbase rolling there sh all be no hauling 

over the subbase other than the delivery of materia l for the top 

course. 

B. Base 

1. Spread and compact to the thickness shown on the  drawings. 

2. Rolling shall begin at the sides and continue to ward the center and 

shall continue until there is no movement ahead of the roller. 

3. After completion of the base rolling there shall  be no hauling over 

the base other than the delivery of material for th e top course. 

C. Thickness tolerance: Provide the compacted thick nesses shown on the 

Drawings within a tolerance of minus 0.0mm (0.0") t o plus 12.7mm (0.5"). 

D. Smoothness tolerance: Provide the lines and grad es shown on the Drawings 

within a tolerance of 5mm in 3m (3/16 inch in ten f eet). 

E. Moisture content: Use only the amount of moistur e needed to achieve the 

specified compaction. 

3.5 PLACEMENT OF ASPHALTIC CONCRETE PAVING 

A. Remove all loose materials from the compacted ba se. 

B. Apply the specified prime coat, and tack coat wh ere required, and allow 

to dry in accordance with the manufacturer’s recomm endations as approved 

by the VA Project Manager. 

C. Receipt of asphaltic concrete materials: 

1. Do not accept material unless it is covered with  a tarpaulin until 

unloaded, and unless the material has a temperature  of not less than 

130 degrees C(280 degrees F). 

2. Do not commence placement of asphaltic concrete materials when the 

atmospheric temperature is below 10 degrees C (50 d egrees F), not 

during fog, rain, or other unsuitable conditions. 
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D. Spreading: 

1. Spread material in a manner that requires the le ast handling. 

2. Where thickness of finished paving will be 76mm (3") or less, spread 

in one layer. 

E. Rolling: 

1. After the material has been spread to the proper  depth, roll until 

the surface is hard, smooth, unyielding, and true t o the thickness 

and elevations shown own the drawings. 

2. Roll in at least two directions until no roller marks are visible. 

3. Finished paving smoothness tolerance: 

a. No depressions which will retain standing water.  

b. No deviation greater than 3mm in 1.8m (1/8" in s ix feet). 

3.6 APPLICATION OF SEAL COAT 

A. Prepare the surfaces, mix the seal coat material , and apply in 

accordance with the manufacturer’s recommendations as approved by the VA 

Project Manager. 

B. Apply one coat of the specified sealer. 

C. Achieve a finished surface seal which, when dry and thoroughly set, is 

smooth, tough, resilient, of uniform black color, a nd free from coarse 

textured areas, lap marks, ridges, and other surfac e irregularities. 

3.7 PROTECTION 

 Protect the asphaltic concrete paved areas from tr affic until the sealer 

is set and cured and does not pick up under foot or  wheeled traffic. 

3.8 FINAL CLEAN-UP 

 Remove all debris, rubbish, and excess material fr om the work area. 

- - - E N D - - - 



WILLIAM S. MIDDLETON MEMORIAL VETERAN’S HOSPITAL        DEPT. OF VETERANS AFFAIRS 
MADISON, WI 
PATIENT ENTRANCE CANOPY/MENTAL HEALTH CONNECTING CORRIDOR 
VA PROJECT: 607-CSI-103 04-10 

BRICK UNIT PAVING         32 14 16 - 1 

 

SECTION 32 14 16 
BRICK UNIT PAVING 

PART 1 - GENERAL  

1.1 DESCRIPTION 

 The requirements for brick pavers, set in mortar o n a rigid base, are 

specified in this section. 

1.2 RELATED WORK 

A. Concrete Substrate:  Section 32 05 23, CEMENT AN D CONCRETE FOR EXTERIOR 

IMPROVEMENTS.  

B. Color and texture of mortar and brick: Section 0 9 06 00, SCHEDULE FOR 

FINISHES.  

C. See drawings for the paving pattern. 

1.3 SUBMITTALS 

A. Submit in accordance with Section 01 33 23, SHOP  DRAWINGS, PRODUCT DATA, 

AND SAMPLES. 

B. Samples: 

1. Five individual samples of brick showing extreme  variations in color 

and texture. 

2. Two bar samples of colored mortar. 

C. Test Samples: Five random bricks taken from the work site by the VA 

Project Manager for testing, to verify brick meets ASTM C67 freeze thaw 

tests specified. 

1.4 PRODUCT DELIVERY, STORAGE AND HANDLING 

A. Deliver masonry materials in original sealed con tainers marked with name 

of manufacturer and identification of contents. 

B. Store masonry materials under waterproof covers on planking clear of 

ground, and protect from handling damage, dirt, sta in, water and wind. 

1.5 APPLICABLE PUBLICATIONS 

A. The publications listed below form a part of thi s specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. 

B. American Society for Testing and Materials (ASTM ): 

C144-04.................Aggregate for Masonry Morta r  

C150-07.................Portland Cement  

C270-08.................Mortar for Unit Masonry  

C902-09.................Pedestrian and Light Traffi c Paving Brick 
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PART 2 - PRODUCTS  

2.1 MATERIALS 

A. Paving Brick: ASTM C902; Class SX, Type I.  

B. Sand: ASTM C144. 

C. Portland Cement: ASTM C150.  

D. Coloring Pigments: Pure mineral pigments, lime p roof and non-fading; 

added to mortar by the manufacturer. Job colored mo rtar is not 

acceptable. 

2.2 MORTAR 

 ASTM C270, Type S. No admixtures permitted. Type N  lime is not 

permitted. 

PART 3 - EXECUTION  

3.1 INSPECTION 

 Ensure that substrate is without voids or projecti ons that would 

interfere with installation of brick paving. 

3.2 ALLOWABLE TOLERANCES 

A. Paved surface true to plane within 3 mm (1/8 inc h) in 3 m (10 feet) not 

cumulative.  

B. Joint width deviation not greater than 10 percen t of dimension shown. 

3.3 APPLICATION 

A. General: Do not use bricks with chips, cracks, d iscoloration, or other 

visible defects. 

B. Installation with Portland Cement Mortar: 

1. Install brick in full bed joint.  Remove excess mortar. Strike joints 

flush with top surface of brick and tool slightly c oncave. 

2. Cure mortar by maintaining in a damp condition f or seven days. 

- - - E N D - - - 
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SECTION 32 90 00 

PLANTING 

GENERAL  

1.1 DESCRIPTION 

A. The work in this section consists of furnishing and installing plant, 

soils, edging turf, grasses and landscape materials required as 

specified in locations shown.  

1.2 RELATED WORK 

A. Topsoil Testing: Section 01 45 29, TESTING LABORATORY SERVICES. 

B. Section 01 57 19, TEMPORARY ENVIRONMENTAL CONTROLS.  

C. Stripping Topsoil, Stock Piling and Topsoil Materials: Section 31 20 00, 

EARTH MOVING. 

1.3 DEFINITIONS 

A. Backfill: The earth used to replace earth in an excavation. 

B. Balled and Burlapped Stock: ANSI Z60.1. Plants dug with firm, natural 

balls of earth in which they were grown, with ball size not less than 

diameter and depth recommended by ANSI Z60.1 for type and size of plant 

required; wrapped with burlap, tied, rigidly supported, and drum laced 

with twine with the root flare visible at the surface of the ball. 

C. Balled and Potted Stock: ANSI Z60.1. Plants dug with firm, natural balls 

of earth in which they are grown and placed, unbroken, in a container. 

Ball size is not less than diameter and depth recommended by ANSI Z60.1 

for type and size of plant required. 

D. Bare-Root Stock: Plants with a well-branched, fibrous-root system 

developed by transplanting or root pruning, with soil or growing medium 

removed, and with not less than minimum root spread according to ANSI 

Z60.1 for type and size of plant required. 

E. Container-Grown Stock: Healthy, vigorous, well-rooted plants grown in a 

container, with a well-established root system reaching sides of 

container and maintaining a firm ball when removed from container. 

Container shall be rigid enough to hold ball shape and protect root mass 

during shipping and be sized according to ANSI Z60.1 for type and size 

of plant required. 

F. Fabric Bag-Grown Stock: Healthy, vigorous, well-rooted plants 

established and grown in-ground in a porous fabric bag with well-

established root system reaching sides of fabric bag. Fabric bag size is  
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not less than diameter, depth, and volume required by ANSI Z60.1 for 

type and size of plant. 

G. Finish Grade: Elevation of finished surface of planting soil. 

H. Manufactured Topsoil: Soil produced off-site by homogeneously blending 

mineral soils or sand with stabilized organic soil amendments to produce 

topsoil or planting soil. 

I. Pesticide: A substance or mixture intended for preventing, destroying, 

repelling, or mitigating a pest. This includes insecticides, miticides, 

herbicides, fungicides, rodenticides, and molluscicides. It also 

includes substances or mixtures intended for use as a plant regulator, 

defoliant, or desiccant. 

J. Planting Soil: Standardized topsoil; existing, native surface topsoil; 

existing, in-place surface soil; imported topsoil; or manufactured 

topsoil that is modified with soil amendments and perhaps fertilizers to 

produce a soil mixture best for plant growth. 

K. Plant Material: These terms refer to vegetation in general, including 

trees, shrubs, vines, ground covers, turf and grasses, ornamental 

grasses, bulbs, corms, tubers, or herbaceous vegetation. 

L. Root Flare: Also called "trunk flare." The area at the base of the 

plant's stem or trunk where the stem or trunk broadens to form roots; 

the area of transition between the root system and the stem or trunk. 

M. Subgrade: Surface or elevation of subsoil remaining after excavation is 

complete, or the top surface of a fill or backfill before planting soil 

is placed. 

N. Subsoil: All soil beneath the topsoil layer of the soil profile, and 

typified by the lack of organic matter and soil organisms. 

1.4 ABBREVIATIONS – DESIGNATED ON PLANS 

1.5 DELIVERY, STORAGE AND HANDLING 

A. Notify the Contracting Officer’s Representative of the delivery schedule 

in advance so the plant material may be inspected upon arrival at the 

job site. Remove unacceptable plant and landscape materials from the job 

site immediately. 

B. Deliver packaged materials in original, unopened containers showing 

weight, certified analysis, name and address of manufacturer, and 

indication of conformance with state and federal laws, as applicable. 
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Keep seed and other packaged materials in dry storage away from 

contaminants. 

C. Bulk Materials: 

1. Do not dump or store bulk materials near structures, utilities, 

walkways and pavements, or on existing turf areas or plants. Keep 

bulk materials in dry storage away from contaminants. 

2. Provide erosion control measures to prevent erosion or displacement 

of bulk materials, discharge of soil-bearing water runoff, and 

airborne dust reaching adjacent properties, water conveyance systems, 

or walkways. 

3. Accompany each delivery of bulk fertilizers lime and soil amendments  

with appropriate certificates. 

D. Deliver bare-root stock plants freshly dug. Immediately after digging up 

bare-root stock, pack root system in wet straw, hay, or other suitable 

material to keep root system moist until planting. 

E. Do not prune trees and shrubs before delivery. Protect bark, branches, 

and root systems from sun scald, drying, wind burn, sweating, whipping, 

and other handling and tying damage. Do not bend or bind-tie trees or 

shrubs in such a manner as to destroy their natural shape. Provide 

protective covering of plants during shipping and delivery. Do not drop 

plants during delivery and handling. 

F. Handle planting stock by root ball. 

G. The use of equipment such as "tree spades" is permitted provided the 

plant balls are sized in accordance with ANSI Z60.1 and tops are 

protected from damage. 

H. Store bulbs, corms, and tubers in a dry place at 60 to 65 deg F (16 to 

18 deg C) until planting. 

I. Deliver plants after preparations for planting have been completed, and 

install immediately. If planting is delayed more than 6 hours after 

delivery, set plants and trees in their appropriate aspect (sun, 

filtered sun, or shade), protect from weather and mechanical damage, and 

keep roots moist. 

1. Heel-in bare-root stock: Soak roots that are in dry condition in 

water for two hours. Reject dried-out plants. 

2. Set balled stock on ground and cover ball with soil, peat moss, 

sawdust, or other acceptable material. 
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3. Do not remove container-grown stock from containers before time of 

planting. 

4. Water root systems of plants stored on-site deeply and thoroughly 

with a fine-mist spray. Water as often as necessary to maintain root 

systems in a moist, but not overly-wet, condition. 

J. Harvest, deliver, store, and handle sod according to requirements in 

TPI's "Guideline Specifications to Turfgrass Sodding". Deliver sod in 

time for planting within 24 hours of harvesting. Protect sod from 

breakage, seed contamination and drying. 

K. Deliver sprigs in air tight bags to keep from drying out. Sprigs 

delivered unwrapped, shall be kept moist in burlap or other accepted 

material until planting.  

L. Deliver plugs within 24 hours of harvesting, keep moist until planting.  

M. All pesticides and herbicides shall be properly labeled and registered 

with the U.S. Department of Agriculture. Deliver materials in original, 

unopened containers showing, certified analysis, name and address of 

manufacturer, product label, manufacturer’s application instructions 

specific to the project and indication of conformance with state and 

federal laws, as applicable.  

1.6 PROJECT CONDITIONS 

A. Verify actual grade elevations, service and utility locations, 

irrigation system components, and dimensions of plantings and 

construction contiguous with new plantings by field measurements before 

proceeding with planting work. 

B. Coordinate planting periods with maintenance periods to provide required 

maintenance from date of Substantial Completion. Plant during one of the 

following periods:  

1. Spring Planting: April 22 – June 22 

2. Fall Planting: September 22 – November 1 

C. Proceed with planting only when existing and forecasted weather 

conditions permit planting to be performed when beneficial and optimum 

results may be obtained. Apply products during favorable weather 

conditions according to manufacturer's written instructions and warranty 

requirements. 

D. Plant trees, shrubs, and other plants after finish grades are 

established and before planting turf areas unless otherwise indicated. 
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1.7 QUALITY ASSURANCE: 

A. Products Criteria: 

1. When two or more units of the same type or class of materials or 

equipment are required, these units shall be products of one 

manufacturer. 

2. A nameplate bearing manufacturer's name or trademark, including model 

number, shall be securely affixed in a conspicuous place on 

equipment. In addition, the model number shall be either cast 

integrally with equipment, stamped, or otherwise permanently marked 

on each item of equipment. 

B. Installer Qualifications: A qualified landscape installer whose work has 

resulted in successful establishment of plants. 

1. Installer shall be a member in good standing of either the 

Professional Landcare Network or the American Nursery and Landscape 

Association with 3 years experience in landscape installation. 

2. Require Installer to maintain an experienced full-time supervisor on 

Project site when work is in progress. 

3. Installer's field supervisor one of the following categories from the 

Professional Landcare Network and submit one copy of certificate to 

the Contracting Officer’s Representative: 

a. Certified Landscape Technician (CLT) - Exterior, with installation 

specialty area(s), designated CLT-Exterior. 

C. For each unamended soil type, furnish soil analysis and a written report 

by a qualified soil-testing laboratory stating percentages of organic 

matter; gradation of sand, silt, and clay content; cation exchange 

capacity; sodium absorption ratio; deleterious material; pH; and mineral 

and plant-nutrient content of the soil. 

1. Testing methods and written recommendations shall comply with USDA's 

Handbook No. 60, “Diagnosis and Improvement of Saline and Alkali 

Soils”. 

2. The soil-testing laboratory shall oversee soil sampling; with depth, 

location, and number of samples to be taken per instructions from 

Contracting Officer’s Representative. A minimum of 3 representative 

samples shall be taken from varied locations for each soil to be used 

or amended for planting purposes. 

3. Report suitability of tested soil for plant growth. 
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a. Based upon the test results, state recommendations for soil 

treatments and soil amendments to be incorporated. State 

recommendations in weight per 1000 sq. ft. (92.9 sq. m) or volume 

per cu. yd (0.76 cu. m) for nitrogen, phosphorus, and potash 

nutrients and soil amendments to be added to produce satisfactory 

planting soil suitable for healthy, viable plants. 

b. Report presence of problem salts, minerals, or heavy metals, 

including aluminum, arsenic, barium, cadmium, chromium, cobalt, 

lead, lithium, and vanadium. If such problem materials are 

present, provide additional recommendations for corrective action. 

D. Provide quality, size, genus, species, variety and sources of plants 

indicated, complying with applicable requirements in ANSI Z60.1. 

E. Measure according to ANSI Z60.1. Do not prune to obtain required sizes. 

1. Measure trees and shrubs with branches and trunks or canes in their 

normal position. Take height measurements from or near the top of the 

root flare for field-grown stock and container grown stock. Measure 

main body of tree or shrub for height and spread; do not measure 

branches or roots tip to tip. Take caliper measurements 6 inches (150 

mm) above the root flare for trees up to 4 inch (100 mm) caliper 

size, and 12 inches (300 mm) above the root flare for larger sizes. 

2. Measure other plants with stems, petioles, and foliage in their 

normal position. 

F. Contracting Officer’s Representative may observe plant material either 

at place of growth or at site before planting for compliance with 

requirements for genus, species, variety, cultivar, size, and quality. 

Contracting Officer’s Representative retains right to observe trees and 

shrubs further for size and condition of balls and root systems, pests, 

disease symptoms, injuries, and latent defects and to reject 

unsatisfactory or defective material at any time during progress of 

work. Remove rejected trees or shrubs immediately from Project site. 

1. Notify Contracting Officer’s Representative of plant material sources 

seven days in advance of delivery to site. 

G. Include product label and manufacturer's literature and data for 

pesticides and herbicides. 

1.8 SUBMITTALS 

A. Submit product data for each type of product indicated, including soils: 

1. Include quantities, sizes, quality, and sources for plant materials. 
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2. Include EPA approved product label, MSDS (Material Safety Data Sheet) 

and manufacturer's application instructions specific to the Project. 

3. Include color photographs in digital format of each required species 

and size of plant material as it will be furnished to the Project. 

Take photographs from an angle depicting true size and condition of 

the typical plant to be furnished. Include a scale rod or other 

measuring device in each photograph. For species where more than 20 

plants are required, include a minimum of 3 photographs showing the 

average plant, the best quality plant, and the worst quality plant to 

be furnished. Identify each photograph with the full scientific name 

of the plant, plant size, and name of the growing nursery. 

B. Submit samples and manufacturer’s literature for each of the following 

for approval before work is started. 

1. Trees and Shrubs: 3 samples of each variety and size delivered to the 

site for review. Maintain approved samples on-site as a standard for 

comparison. 

2. Organic and Compost Mulch: 1-pint (0.5-liter) volume of each organic 

and compost mulch required; in sealed plastic bags labeled with 

composition of materials by percentage of weight and source of mulch. 

Each Sample shall be typical of the lot of material to be furnished; 

provide an accurate representation of color, texture, and organic 

makeup. 

3. Submit edging materials and accessories in manufacturer's standard 

size, to verify color selected. 

4. Tree Wrap: Width of panel by 12 inches (300 mm). 

C. Qualification data for qualified landscape Installer. Include list of 

similar projects completed by Installer demonstrating Installer's 

capabilities and experience. Include project names, addresses, and year 

completed, and include names and addresses of owners' contact persons. 

D. Prior to delivery, provide notarized certificates attesting that each 

type of manufactured product, from the manufacturer, meet the 

requirements specified and shall be submitted to the Contracting 

Officer’s Representative for approval: 

1. Plant Materials (Department of Agriculture certification by State 

Nursery Inspector declaring material to be free from insects and 

disease). 

2. Seed and Turf Materials notarized certificate of product analysis.  
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3. Manufacturer's certified analysis of standard products. 

4. Analysis of other materials by a recognized laboratory made according 

to methods established by the Association of Official Analytical 

Chemists, where applicable. 

E. Material Test Reports: For standardized ASTM D5268 topsoil existing in-

place surface soil. 

F. Maintenance Instructions: Recommended procedures to be established by 

Owner for maintenance of plants during a calendar year. Submit before 

start of required maintenance periods. 

1.9 PLANT AND TURF ESTABLISHMENT PERIOD 

A. The establishment period for plants and turf shall begin immediately 

after installation, with the approval of the Contracting Officer’s 

Representative, and continue until the date that the Government accepts 

the project or phase for beneficial use and occupancy. During the 

Establishment Period the Contractor shall maintain the plants and turf 

as required in Part 3.  

1.10 PLANT AND TURF MAINTENANCE SERVICE 

A. Provide initial maintenance service for trees, shrubs, ground cover and 

other plants by skilled employees of landscape Installer. Begin 

maintenance immediately after plants are installed and continue until 

plantings are acceptably healthy and well established but for not less 

than maintenance period below. 

1. Maintenance Period: 3 months from date of planting completion. 

B. Obtain continuing maintenance proposal from Installer to Owner, in the 

form of a standard yearly (or other period) maintenance agreement, 

starting on date initial maintenance service is concluded. State 

services, obligations, conditions, and terms for agreement period and 

for future renewal options. 

1.11 APPLICABLE PUBLICATIONS 

A. The publications listed below, form a part of this specification to the 

extent referenced. The publications are referenced in the text by basic 

designation only.  

B. American National Standards Institute (ANSI):  

Z60.1-04................Nursery Stock 

C. American Society For Testing And Materials (ASTM): 
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B221-08.................Aluminum and Aluminum-Alloy Extruded Bars, 

Rods, Wire, Profiles, and Tubes 

C33/C33M-11.............Concrete Aggregates 

C136-06.................Sieve Analysis of Fine and Coarse Aggregates  

C516-08.................Vermiculite Loose Fill Thermal Insulation  

C549-06.................Perlite Loose Fill Insulation  

C602-07.................Agricultural Liming Materials 

D977-05.................Emulsified Asphalt (AASTHO M140) 

D5268-07................Topsoil Used for Landscaping Purposes  

D. Hortus Third: A Concise Dictionary of Plants Cultivated in the United 

States and Canada. 

1.12 WARRANTY 

A. The Contractor shall remedy any defect due to faulty material or 

workmanship and pay for any damage to other work resulting therefrom 

within a period of one year from final acceptance, unless noted 

otherwise below. Further, the Contractor will provide all manufacturer's 

and supplier's written guarantees and warranties covering materials and 

equipment furnished under this Contract. 

1. Plant and Turf Warranty Periods will begin from the date of planting 

completion. 

a. Trees, Shrubs, Vines, and Ornamental Grasses: 12 months. 

b. Ground Covers, Biennials, Perennials, Turf, and Other Plants: 12 

months. 

2. The Contractor shall have completed, located, and installed all 

plants and turf according to the plans and specifications. All plants 

and turf are expected to be living and in a healthy condition at the 

time of final inspection. 

3. The Contractor will replace any dead plant material and any areas 

void of turf immediately, unless required to plant in the succeeding 

planting season. Provide extended warranty for period equal to 

original warranty period for replacement plant materials. Replacement 

plant and turf warranty will begin on the day the work is completed. 

4. Replacement of relocated plants, that the Contractor did not supply, 

is not required unless plant failure is due to improper handling and 
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care during transplanting. Loss through Contractor negligence 

requires replacement in plant type and size.  

5. The Government will reinspect all plants and turf at the end of the 

Warranty Period. The Contractor will replace any dead, missing, or 

defective plant material and turf immediately. The Warranty Period 

will end on the date of this inspection provided the Contractor has 

complied with the warranty work required by this specification. The 

Contractor shall also comply with the following requirements: 

a. Replace plants that are more than 25 percent dead, missing or 

defective plant material prior to final inspection. 

b. A limit of one replacement of each plant will be required except 

for losses or replacements due to failure to comply with 

requirements. 

c. Mulch and weed plant beds and saucers. Just prior to final 

inspection, treat these areas to a second application of approved 

pre-emergent herbicide. 

d. Complete remedial measures directed by the Contracting Officer’s 

Representative to ensure plant and turf survival.  

e. Repair damage caused while making plant or turf replacements. 

B. Installer agrees to repair or replace plantings and accessories that 

fail in materials, workmanship, or growth within specified warranty 

period. 

1. Failures include, but are not limited to, the following: 

a. Death and unsatisfactory growth, except for defects resulting from 

abuse, lack of adequate maintenance, or neglect by Owner, or 

incidents that are beyond Contractor's control. 

b. Structural failures including plantings falling or blowing over. 

c. Deterioration of metals, metal finishes, and other materials 

beyond normal weathering. 

PART 2 -  PRODUCTS  

2.1 PLANT MATERIAL 

A. Plant and turf materials: ANSI Z60.1; will conform to the varieties 

specified and be true to botanical name as listed in Hortus Third; 

nursery-grown plants and turf material true to genus, species, variety, 

cultivar, stem form, shearing, and other features indicated on Drawings; 

healthy, normal and unbroken root systems developed by transplanting or 
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root pruning; well-shaped, fully branched, healthy, vigorous stock, 

densely foliated when in leaf; free of disease, pests, eggs, larvae, and 

defects such as knots, sun scald, windburn, injuries, abrasions, and 

disfigurement. 

1. Trees-deciduous and evergreen: Single trunked with a single leader, 

unless otherwise indicated; symmetrically developed deciduous trees 

and shrubs of uniform habit of growth; straight boles or stems; free 

from objectionable disfigurements; evergreen trees and shrubs with 

well developed symmetrical tops, with typical spread of branches for 

each particular species or variety. Trees with damaged, crooked, or 

multiple leaders; tight vertical branches where bark is squeezed 

between two branches or between branch and trunk ("included bark"); 

crossing trunks; cut-off limbs more than 3/4 inch (19 mm) in 

diameter; or with stem girdling roots will be rejected. 

2. The minimum acceptable sizes of all plants, measured before pruning 

with branches in normal position, shall conform to the measurements 

designated. Plants larger in size than specified may be used with the 

approval of the Contracting Officer’s Representative, with no change 

in the contract price. When larger plants are used, increase the ball 

of earth or spread of roots in accordance with ANSI Z60.1. 

3. Provide nursery grown plant material conforming to the requirements 

and recommendations of ANSI Z60.1. Dig and prepare plants for 

shipment in a manner that will not cause damage to branches, shape, 

and future development after planting.  

4. Balled and burlapped (B&B) plant ball sizes and ratios will conform 

to ANSI Z60.1, consisting of firm, natural balls of soil wrapped 

firmly with burlap or strong cloth and tied.  

5. Container grown plants shall have sufficient root growth to hold the 

earth intact when removed from containers, but shall not be root 

bound.  

6. Make substitutions only when a plant (or alternates as specified) is 

not obtainable and the Contracting Officer’s Representative 

authorizes a change order providing for use of the nearest equivalent 

obtainable size or variety of plant with the same essential 

characteristics and an equitable adjustment of the contract price.  

7. Existing plants to be relocated, ball sizes shall conform to 

requirements for collected plants in ANSI Z60.1, and plants shall be 
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dug, handled, and replanted in accordance with applicable sections of 

these specifications.  

8. Do not use plants harvested from the wild, from native stands, from 

an established landscape planting, or not grown in a nursery unless 

otherwise indicated. 

B. Label at least one plant of each variety, size, and caliper with a 

securely attached, waterproof and weather-resistant label bearing 

legible the correct designation of common name and full scientific name, 

including genus and species. Include nomenclature for hybrid, variety, 

or cultivar, if applicable for the plant as indicated in the Plant 

Schedule or Plant Legend shown on the Drawings. Labels shall be securely 

attached and not be removed. 

2.2 INORGANIC SOIL AMENDMENTS 

A. Lime: ASTM C602, agricultural liming material containing a minimum of 80 

percent calcium carbonate equivalent and as follows: 

1. Class: T, with a minimum of 99 percent passing through No. 8 (2.36 

mm) sieve and a minimum of 75 percent passing through No. 60 (0.25 

mm) sieve. 

2. Class: O, with a minimum of 95 percent passing through No. 8 (2.36 

mm) sieve and a minimum of 55 percent passing through No. 60 (0.25 

mm) sieve. 

3. Provide lime in form of ground dolomitic limestone. 

B. Sulfur: Granular, biodegradable, and containing a minimum of 90 percent 

sulfur, with a minimum of 99 percent passing through No. 6 (3.35 mm) 

sieve and a maximum of 10 percent passing through No. 40 (0.425 mm) 

sieve. 

C. Iron Sulfate: Granulated ferrous sulfate containing a minimum of 20 

percent iron and 10 percent sulfur. 

D. Aluminum Sulfate: Commercial grade, unadulterated. 

E. Perlite: ASTM C549, horticultural perlite, soil amendment grade.  

F. Agricultural Gypsum: Minimum 90 percent calcium sulfate, finely ground 

with 90 percent passing through No. 50 (0.30 mm) sieve. 

G. Coarse Sand shall be concrete sand, ASTM C33 Fine Aggregate, clean, 

sharp free of limestone, shale and slate particles, and toxic materials. 

H. Vermiculite: ASTM C516, horticultural grade and free of any toxic 

materials. 
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I. Diatomaceous Earth: Calcined, 90 percent silica, with approximately 140 

percent water absorption capacity by weight. 

J. Zeolites: Mineral clinoptilolite with at least 60 percent water 

absorption by weight. 

2.3 ORGANIC SOIL AMENDMENTS 

A. Organic matter: Commercially prepared compost. Well-composted, stable, 

and weed-free organic matter, pH range of 5.5 to 8; moisture content 35 

to 55 percent by weight; 100 percent passing through 1/2 inch (13 mm) 

sieve; soluble salt content of 5 to 10 decisiemens/m; not exceeding 0.5 

percent inert contaminants and free of substances toxic to plantings; 

and as follows: 

1. Organic Matter Content: 50 to 60 percent of dry weight. 

B. Peat: A natural product of sphagnum moss peat derived from a fresh-water 

site, except as otherwise specified. Peat shall be shredded and 

granulated to pass through a 1/2 inch (13 mm) mesh screen with a pH 

range of 3.4 to 4.8 and conditioned in storage piles for at least 6 

months after excavation.  

C. Wood derivatives: Decomposed, nitrogen-treated sawdust, ground bark, or 

wood waste; of uniform texture and free of chips, stones, sticks, soil, 

or toxic materials. 

1. In lieu of decomposed wood derivatives, mix partially decomposed wood 

derivatives with ammonium nitrate at a minimum rate of 0.15 lb/cu. 

ft. (2.4 kg/cu. m) of loose sawdust or ground bark, or with ammonium 

sulfate at a minimum rate of 0.25 lb/cu. ft. (4 kg/cu. m) of loose 

sawdust or ground bark. 

D. Manure: Well-rotted, unleached, stable or cattle manure containing not 

more than 25 percent by volume of straw, sawdust, or other bedding 

materials; free of toxic substances, stones, sticks, soil, weed seed, 

debris, and material harmful to plant growth. 

2.4 PLANT AND TURF FERTILIZERS 

A. Soil Test: Evaluate existing soil conditions and requirements prior to 

fertilizer selection and application to minimize the use of all 

fertilizers and chemical products. Obtain approval of Contracting 

Officer’s Representative for allowable products, product alternatives, 

scheduling and application procedures. Evaluate existing weather and 

site conditions prior to application. Apply products during favorable 

weather and site conditions according to manufacturer's written 
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instructions and warranty requirements. Fertilizers to be registered and 

approved by EPA, acceptable to authorities having jurisdiction, and of 

type recommended by manufacturer applicable to specific areas as 

required for Project conditions and application. Provide commercial 

grade plant and turf fertilizers, free flowing, uniform in composition 

and conforms to applicable state and federal regulations.  

B. Commercial Fertilizer: Commercial-grade complete fertilizer of neutral 

character, consisting of slow-release nitrogen, 50 percent derived from 

natural organic sources of urea formaldehyde, phosphorous, and potassium 

in the following composition: 

1. Composition shall be nitrogen, phosphorous, and potassium in amounts 

recommended in soil reports from a qualified soil-testing laboratory. 

C. Slow-Release Fertilizer: Granular or pellet fertilizer consisting of 50 

percent water-insoluble nitrogen, phosphorus, and potassium in the 

following composition: 

1. Composition shall be nitrogen, phosphorous, and potassium in amounts 

recommended in soil reports from a qualified soil-testing laboratory. 

D. Plant Tablets: Tightly compressed chip type, long-lasting, slow-release, 

commercial-grade planting fertilizer in tablet form. Tablets shall break 

down with soil bacteria, converting nutrients into a form that can be 

absorbed by plant roots. 

1. Size: 5-gram tablets. 

2. Nutrient Composition shall be 20 percent nitrogen, 10 percent 

phosphorous, and 5 percent potassium, by weight plus micronutrients. 

2.5 PLANTING SOILS 

A. Planting Soil: ASTM D5268 topsoil, with pH range of 5.5 to 7, a minimum 

of 4 percent organic material content; free of stones 1 inch (25 mm) or 

larger in any dimension and other extraneous materials harmful to plant 

growth. Mix ASTM D5268 topsoil with the following soil amendments and 

fertilizers as recommended by the soils analysis. 

B. Existing Planting Soil: Existing, native surface topsoil formed under 

natural conditions retained during excavation process and stockpiled on-

site. Verify suitability of native surface topsoil to produce viable 

planting soil. Clean soil of roots, plants, sod, stones, clay lumps, and 

other extraneous materials harmful to plant growth. 

1. Supplement with planting soil when quantities are insufficient. 
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2. Mix existing, native surface topsoil with the following soil 

amendments and fertilizers as recommended by the soils analysis. 

C. Imported Planting Soil: Imported topsoil or manufactured topsoil from 

off-site sources can be used if sufficient topsoil is not available on 

site to meet the depth as specified herein. The Contractor shall furnish 

imported topsoil. At least 10 days prior to topsoil delivery, notify the 

Contracting Officer’s Representative of the source(s) from which topsoil 

is to be furnished. Obtain imported topsoil displaced from naturally 

well-drained construction or mining sites where topsoil occurs at least 

4 inches (100 mm) deep; do not obtain from agricultural land, bogs, or 

marshes.  

2.6 BIOSTIMULANTS 

A. Biostimulants: Contain soil conditioners, VAM fungi, and endomycorrhizal 

and ectomycorrhizal fungi spores and soil bacteria appropriate for 

existing soil conditions. 

2.7 MULCH 

A. Organic Mulch: Free from deleterious materials and suitable as a top 

dressing of trees and shrubs, consisting of one of the following: 

1. Type: Shredded hardwood. 

2.8 TREE WRAP 

A. Breathable synthetic fabric tree wrap: White in color, delivered in 3 

inch (75 mm) wide rolls. Material shall be specifically manufactured for 

tree wrapping.  

B. Tree wrap shall be secured to the trunk using bio-degradable tape 

suitable for nursery use and which is expected to degrade in sunlight in 

less than 2 years after installation. 

2.9 EDGING 

A. Aluminum edging: ASTM B221, Alloy 6063-T6, standard profile extruded 

aluminum edging, fabricated in standard lengths with interlocking 

sections with loops stamped from face of sections to receive stakes. 

1. Edging Size: 3/16 inch (4.8 mm) wide by 5-1/2 inches (140 mm) deep. 

2. Stakes: Aluminum, ASTM B221, Alloy 6061-T6, approximately 1-1/2 

inches (38 mm) wide by 12 inches (300 mm) long.  

3. Finish: manufacturer's standard paint. 

4. Paint color shall be Black. 
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2.10 WATER 

A. Water shall not contain elements toxic to plant life. Water to be 

obtained from on site at no cost to the Contractor.  

2.11 ANTIDESICCANT 

A. Antidesiccant: An emulsion specifically manufactured for agricultural 

use that will provide a protective film over plant surfaces permeable 

enough to permit transpiration.  

SPRIGS 

2.12 PESTICIDES 

A. Consider IPM (Integrated Pest Management) practices to minimize the use 

of all pesticides and chemical products. Obtain approval of Chief 

Engineer for allowable products, product alternatives, scheduling and 

application procedures. Evaluate existing weather and site conditions 

prior to application. Apply products during favorable weather and site 

conditions according to manufacturer's written instructions and warranty 

requirements. Pesticides to be registered and approved by EPA, 

acceptable to authorities having jurisdiction, and of type recommended 

by manufacturer for each specific problem and as required for Project 

conditions and application. Do not use restricted pesticides unless 

authorized in writing by authorities having jurisdiction. 

B. Pre-Emergent Herbicide (Selective and Non-Selective): Effective for 

controlling the germination or growth of weeds within planted areas at 

the soil level directly below the mulch layer. 

C. Post-Emergent Herbicide (Selective and Non-Selective): Effective for 

controlling weed growth that has already germinated. 

PART 3 -  EXECUTION 

3.1 EXAMINATION 

A. Examine areas to receive plants for compliance with requirements and 

conditions affecting installation and performance. 

1. Verify that no foreign or deleterious material or liquid such as 

paint, paint washout, concrete slurry, concrete layers or chunks, 

cement, plaster, oils, gasoline, diesel fuel, paint thinner, 

turpentine, tar, roofing compound, or acid has been deposited in soil 

within a planting area. 

2. Do not mix or place soils and soil amendments in frozen, wet, or 

muddy conditions. 
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3. Suspend soil spreading, grading, and tilling operations during 

periods of excessive soil moisture until the moisture content reaches 

acceptable levels to attain the required results. 

4. Uniformly moisten excessively dry soil that is not workable and which 

is too dusty. 

5. Special conditions may exist that warrant a variance in the specified 

planting dates or conditions. Submit a written request to the 

Contracting Officer’s Representative stating the special conditions 

and proposal variance.  

B. Proceed with installation only after unsatisfactory conditions have been 

corrected. 

C. If contamination by foreign or deleterious material or liquid is present 

in soil within a planting area, remove the soil and contamination as 

directed by Contracting Officer’s Representative and replace with new 

planting soil. 

3.2 PREPARATION 

A. Protect structures, utilities, sidewalks, pavements, and other 

facilities and turf areas and existing plants from damage caused by 

planting operations. 

B. Install erosion control measures to prevent erosion or displacement of 

soils and discharge of soil bearing water runoff or airborne dust to 

adjacent properties and walkways. 

C. Lay out individual tree and shrub locations and areas for multiple 

plantings. Stake locations, outline areas, adjust locations when 

requested, and obtain approval by the Contracting Officer’s 

Representative of layout before excavating or planting. The Contracting 

Officer’s Representative may approve adjustments to plant material 

locations to meet field conditions. 

D. Apply antidesiccant to trees and shrubs using power spray to provide an 

adequate film over trunks (before wrapping), branches, stems, twigs, and 

foliage to protect during digging, handling, and transportation. 

1. If deciduous trees or shrubs are moved in full leaf, spray with 

antidesiccant at nursery before moving and again two weeks after 

planting. 

E. Wrap trees and shrubs with burlap fabric over trunks, branches, stems, 

twigs, and foliage to protect from wind and other damage during digging, 

handling, and transportation. 
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3.3 PLANTING AREA ESTABLISHMENT 

A. Loosen subgrade of planting areas to a minimum depth of 12 inches (300 

mm). Remove stones larger than 2 inches (50 mm) in any dimension and 

sticks, roots, rubbish, and other extraneous matter and legally dispose 

of them off Owner's property. 

1. spread topsoil, apply soil amendments and fertilizer on surface, and 

thoroughly blend planting soil. 

a. Delay mixing fertilizer with planting soil if planting will not 

proceed within a few days. 

2. Spread planting soil to a depth of 12 inches (300 mm) but not less 

than required to meet finish grades after natural settlement. Do not 

spread if planting soil or subgrade is frozen, muddy, or excessively 

wet. 

a. Spread approximately one-half the thickness of planting soil over 

loosened subgrade. Mix thoroughly into top 4 inches (100 mm) of 

subgrade. Spread remainder of planting soil. 

B. Finish Grading: Grade planting areas to a smooth, uniform surface plane 

with loose, uniformly fine texture. Roll and rake, remove ridges, and 

fill depressions to meet finish grades. 

C. Before planting, obtain Contracting Officer’s Representative acceptance 

of finish grading; restore planting areas if eroded or otherwise 

disturbed after finish grading. 

3.4 EXCAVATION FOR TREES AND SHRUBS 

A. Planting Pits and Trenches: Excavate circular planting pits with sides 

sloping inward at a 45 degree angle. Excavations with vertical sides are 

not acceptable. Trim perimeter of bottom leaving center area of bottom 

raised slightly to support root ball and assist in drainage away from 

center. Do not further disturb base. Ensure that root ball will sit on 

undisturbed base soil to prevent settling. Scarify sides of planting pit 

smeared or smoothed during excavation. 

1. Excavate approximately 3 times as wide as ball diameter for balled 

and burlapped or container-grown stock. 

2. Do not excavate deeper than depth of the root ball, measured from the 

root flare to the bottom of the root ball. 

3. If area under the plant was initially dug too deep, add soil to raise 

it to the correct level and thoroughly tamp the added soil to prevent 

settling. 
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4. Maintain required angles of repose of adjacent materials as shown on 

the Drawings. Do not excavate subgrades of adjacent paving, 

structures, hardscapes, or other new or existing improvements. 

5. Maintain supervision of excavations during working hours. 

6. Keep excavations covered or otherwise protected when unattended by 

Installer's personnel. 

7. Use topsoil to form earth saucers or water basins for watering around 

plants. Basins to be 2 inches (50 mm) high for shrubs and 4 inches 

(100 mm) high for trees. 

B. Subsoil and topsoil removed from excavations may be used as planting 

soil. 

C. Notify Contracting Officer’s Representative if unexpected rock or 

obstructions detrimental to trees or shrubs are encountered in 

excavations. 

D. Notify Contracting Officer’s Representative if subsoil conditions 

evidence unexpected water seepage or retention in tree or shrub planting 

pits. 

E. Fill excavations with water and allow water to percolate away before 

positioning trees and shrubs. 

3.5 TREE, SHRUB, AND VINE PLANTING 

A. Prior to planting, verify that root flare is visible at top of root ball 

according to ANSI Z60.1. If root flare is not visible, remove soil in a 

level manner from the root ball to where the top-most root emerges from 

the trunk. After soil removal to expose the root flare, verify that root 

ball still meets size requirements. 

B. Remove stem girdling roots and kinked roots. Remove injured roots by 

cutting cleanly; do not break. 

C. Set balled and burlapped stock plumb and in center of planting pit or 

trench with root flare 2 inches (50 mm) above adjacent finish grades. 

1. Use planting soil for backfill. 

2. After placing some backfill around root ball to stabilize plant, 

carefully cut and remove burlap, rope, and wire baskets from tops of 

root balls and from sides, but do not remove from under root balls. 

Remove pallets, if any, before setting. Do not use planting stock if 

root ball is cracked or broken before or during planting operation. 

3. Backfill around root ball in layers, tamping to settle soil and 

eliminate voids and air pockets. When planting pit is approximately 
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one-half full, water thoroughly before placing remainder of backfill. 

Repeat watering until no more water is absorbed. 

4. Place planting tablets in each planting pit when pit is approximately 

one-half filled; in amounts recommended in soil reports from soil-

testing laboratory. Place tablets beside soil-covered roots about 1 

inch (25 mm) from root tips; do not place tablets in bottom of the 

hole or touching the roots.  

5. Continue backfilling process. Water again after placing and tamping 

final layer of soil. 

D. Set container-grown stock plumb and in center of planting pit or trench 

with root flare  1 inch (25 mm) above adjacent finish grades. 

1. Use planting soil for backfill. 

2. Carefully remove root ball from container/ without damaging root ball 

or plant. Do not use planting stock if root ball is cracked or broken 

before or during planting operation. 

3. Backfill around root ball in layers, tamping to settle soil and 

eliminate voids and air pockets. When planting pit is approximately 

one-half full, water thoroughly before placing remainder of backfill. 

Repeat watering until no more water is absorbed.  

4. Place planting tablets in each planting pit when pit is approximately 

one-half filled; in amounts recommended in soil reports from soil-

testing laboratory. Place tablets beside soil-covered roots about 1 

inch (25 mm) from root tips; do not place tablets in bottom of the 

hole or touching the roots.  

5. Continue backfilling process. Water again after placing and tamping 

final layer of soil. 

E. When planting on slopes, set the plant so the root flare on the uphill 

side is flush with the surrounding soil on the slope; the edge of the 

root ball on the downhill side will be above the surrounding soil. Apply 

enough soil to cover the downhill side of the root ball. 

3.6 MECHANIZED TREE SPADE PLANTING 

A. Trees may be planted with an approved mechanized tree spade at the 

designated locations. Do not use tree spade to move trees larger than 

the maximum size allowed for a similar field-grown, balled-and-burlapped 

root-ball diameter according to ANSI Z60.1, or larger than the 

manufacturer's maximum size recommendation for the tree spade being 

used, whichever is smaller. 
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B. When extracting the tree, center the trunk within the tree spade and 

move tree with a solid ball of earth. 

C. Cut exposed roots cleanly during transplanting operations. 

D. Use the same tree spade to excavate the planting hole as was used to 

extract and transport the tree. 

E. Where possible, orient the tree in the same direction as in its original 

location. 

3.7 TREE, SHRUB, AND VINE PRUNING 

A. Remove only dead, dying, or broken branches. Do not prune for shape. 

B. Prune, thin, and shape trees, shrubs, and vines according to standard 

professional horticultural and arboricultural practices. Unless 

otherwise indicated by Contracting Officer’s Representative, do not cut 

tree leaders; remove only injured, dying, or dead branches from trees 

and shrubs; and prune to retain natural character. 

C. Do not apply pruning paint to wounds. 

3.8 TREE WRAP 

A. Wrap the trunks of deciduous trees immediately after planting. Wrap the 

trunks of deciduous trees, 1-1/2 inches (40 mm) or greater in caliber 

with the specified material beginning at the base and extending to the 

first branches. Remove wrapping after one year.  

3.9 GROUND COVER AND PLANT INSTALLATION 

A. Set out and space ground cover and plants other than trees, shrubs, and 

vines as indicated in even rows with triangular spacing. 

B. Use planting soil for backfill. 

C. Dig holes large enough to allow spreading of roots. 

D. For rooted cutting plants supplied in flats, plant each in a manner that 

will minimally disturb the root system but to a depth not less than two 

nodes. 

E. Work soil around roots to eliminate air pockets and leave a slight 

saucer indentation around plants to hold water. 

F. Water thoroughly after planting, taking care not to cover plant crowns 

with wet soil. 

G. Protect plants from hot sun and wind; remove protection if plants show 

evidence of recovery from transplanting shock.  
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3.10 MULCH INSTALLATION 

A. Mulch backfilled surfaces of planting areas and other areas indicated. 

Keep mulch out of plant crowns and off buildings, pavements, utility 

standards/pedestals, and other structures. 

1. Organic Mulch in Planting Areas: Apply 3 inch (75 mm) average 

thickness of organic mulch over whole surface of planting area, and 

finish level with adjacent finish grades. Do not place mulch within 3 

inches (75 mm) of trunks or stems. 

3.11 EDGING INSTALLATION 

A. Install aluminum edging where indicated according to manufacturer's 

written instructions. Anchor with aluminum stakes spaced approximately 

36 inches (900 mm) apart, driven below top elevation of edging. 

3.12 PLANT MAINTENANCE 

A. Maintain plantings by pruning, cultivating, watering, weeding, 

fertilizing, mulching, restoring plant saucers, resetting to proper 

grades or vertical position, and performing other operations as required 

to establish healthy, viable plantings. Spray or treat as required to 

keep trees and shrubs free of insects and disease. 

B. Fill in as necessary soil subsidence that may occur because of settling 

or other processes. Replace mulch materials damaged or lost in areas of 

subsidence. 

C. Apply treatments as required to keep plant materials, planted areas, and 

soils free of pests and pathogens or disease. Use IPM (Integrated Pest 

Management) practices whenever possible to minimize the use of 

pesticides and reduce hazards. Treatments include physical controls such 

as hosing off foliage, mechanical controls such as traps, and biological 

control agents. 

3.13 PESTICIDE APPLICATION 

A. Apply pesticides and other chemical products and biological control 

agents in accordance with authorities having jurisdiction and 

manufacturer's written recommendations. Coordinate applications with 

Owner's operations and others in proximity to the Work. Notify 

Contracting Officer’s Representative before each application is 

performed. 

B. Pre-Emergent Herbicides (Selective and Non-Selective): Applied to tree, 

shrub, and ground-cover areas in accordance with manufacturer's written 

recommendations. Do not apply to seeded areas. 
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C. Post-Emergent Herbicides (Selective and Non-Selective): Applied only as 

necessary to treat already-germinated weeds and in accordance with 

manufacturer's written recommendations. 

3.14 CLEANUP AND PROTECTION 

A. During planting, keep adjacent paving and construction clean and work 

area in an orderly condition. 

B. Protect plants from damage due to landscape operations and operations of 

other contractors and trades. Maintain protection during installation 

and maintenance periods. Treat, repair, or replace damaged plantings. 

C. Promptly remove soil and debris created by turf work from paved areas. 

Clean wheels of vehicles before leaving site to avoid tracking soil onto 

roads, walks, or other paved areas. 

D. Erect temporary fencing or barricades and warning signs, as required to 

protect newly planted areas from traffic. Maintain fencing and 

barricades throughout initial maintenance period and remove after 

plantings are established. 

E. After installation and before Project Completion, remove nursery tags, 

nursery stakes, tie tape, labels, wire, burlap, and other debris from 

plant material, planting areas, and Project site.  

F. Remove nondegradable erosion control measures after grass establishment 

period. 

G. Remove surplus soil and waste material including excess subsoil, 

unsuitable soil, trash, and debris and legally dispose of them off 

Owner's property. 

--- END --- 


